NOTES:

1. BE SURE TO UISE A WET RAG AND REMOVE ALL VALVE CORES BEFORE BRAZING FIELD PIPING.

2 TEMPERATURE RELIEF LOCATED OM LICGUID LINE AND HAVE A 318" SAE FLARE CONNECTION.
DO NOT CAP OR OTHERWISE THE TEMPERATUREPRESSURE RELIEF.

3. 278" [22.41) PILOT HOLE PROVIDED FOR LOCATING FIELD POWER WIRING. ACTUAL HOLE REQUIRED
DEPENDS ON FIELD WIRE SIZING,

4.20.524" [13.30] HOLE USED FOR MOUNTING UNIT.

§. UNIT MUST HAVE AIRFLOW CLEARANCES AS FOLLOWS:

TOR-DO NOT RESTRICT.
COIL SIDES - 067.00] FROM SOLID SURFACE
PPANEL SIDES - 219.00] PER NEC

6. CARRIER DOES NOT INSTALLATION IN A FIT.

7. UNIT CAN BE HANDLED USING THE FORK TRUCK LIFT POCKETS.

&. THE LIQUID AND HOT GAS PIPING CONNECTION ENDS APPROMIMATELY 12 INCHES INSIDE THE UNIT.
FIELD INSTALLED SINGLE CIRCUIT MANIFOLD ENDS APPROXIMATELY § INCHES INSIDE THE UNIT.
COIL SIDES - 067.00] FROM SOLID SURFACE
PANEL SIDES - 48.071219.00] PER NEC

9. DIMENSIONS ARE IN “INCH [MMT".
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NOTES:

1. BE SURE TO USE A WET RAG AND REMOVE ALL VALVE CORES BEFORE BRAZING FIELD PIPING.

2 TEMPERATURE RELIEF DEVICE(S) LOCATED ON LIQUID LINE AND HAVE A 3/6° SAE FLARE CONNECTION.
DO NOT CAP OR OTHERWISE OBSTRUCT THE TEMPERATURE/PRESSURE RELIEF.

3. @ 7/8" [22.41] PILOT HOLE PROVIDED FOR LOCATING FIELD POWER WIRING. ACTUAL HOLE REQUIRED
DEPENDS ON FIELD WIRE SIZING.

l.ﬂﬂﬂ'!gﬂ HOLE USED FOR MOUNTING UNIT.

5. UNIT \VE AIRFLOW CLEARANCES AS FOLLOWS:

TOP-DO NOT RESTRICT.
COIL SIDES - 067.00] FROM SOLID SURFACE
PANEL SIDES - 48.0771219.00] PER NEC

8. CARRIER DOES NOT RECOMMEND INSTALLATION IN A PIT.

7. UNIT CAN BE HANDLED USING THE FORK TRUCK LIFT POCKETS.

8. THE LIQUID AND HOT GAS PIPING CONNECTION ENDS APPROXIMATELY 12 INCHES INSIDE THE UNIT.
FIELD INSTALLED SINGLE CIRCUIT MANIFOLD ENDS APPROXIMATELY 5 INCHES INSIDE THE UNIT.
PANEL SIDES - 1219.00] PER NEC

9. DIMENSIONS ARE IN "INCH [MMT".
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NOTES:
1. BE SURE TO UISE A WET RAG AND REMOVE ALL VALVE CORES BEFORE BRAZING FIELD PIPING.

2 TEMPERATURE RELIEF
DO NOT CAP OR OTHERWISE

DEPENDS ON FIELD WIRE SIZING,

4.20.524" [13.30] HOLE USED FOR MOUNTING UNIT.

§. UNIT MUST HAVE AIRFLOW CLEARANCES AS FOLLOWS:
TOP-DO NOT RESTRICT.

COIL SIDES -
PANEL SIDES - 48.07121
6. CARRIER DOES NOT

067.00] FROM SOLID SURFACE
PER NEC
INSTALLATION IN A PIT.

7. UNIT CAN BE HANDLED USING THE FORK TRUCK LIFT POCKETS.

&. THE LIQUID AND HOT GAS PIPING CONNECTION ENDS APPROMIMATELY 12 INCHES INSIDE THE UNIT.
FIELD INSTALLED SINGLE CIRCUIT MANIFOLD ENDS APPROXIMATELY § INCHES INSIDE THE UNIT.

LOCATED OM LICGUID LINE AND HAVE A 318" SAE FLARE CONNECTION.
THE TEMPERATUREPRESSURE RELIEF.
3. 278" [22.41) PILOT HOLE PROVIDED FOR LOCATING FIELD POWER WIRING. ACTUAL HOLE REQUIRED

COIL SIDES - 42.071067.00] FROM SOLID SURFACE
PANEL SIDES - 48.071219.00] PER NEC
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NOTES:

1. BE SURE TO USE A WET RAG AND REMOVE ALL VALVE CORES BEFORE BRAZING FIELD PIPING.

2. TEMPERATURE RELIEF LOGATED ON LIQUID LINE AND HAVE A 36" SAE FLARE CONNECTION.
DO NOT CAP OR OTHERWISE THE TEMPERATURE/PRESSURE RELIEF.

3.2 7/8" [22.41] PILOT HOLE PROVIDED FOR LOCATING FIELD POWER WIRING. ACTUAL HOLE REQUIRED

DEPENDS ON FIELD WIRE SIZING.

4, 0.524" [13.30] HOLE USED FOR MOUNTING UNIT.

5. UNIT MUST HAVE AIRFLOW CLEARANCES AS FOLLOWS:
TOP-DONOT RESTRICT.

COIL SIDES - 42.0T1067.00] FROM SOLID SURFACE
PANEL SIDES - 48.071219.00] PER NEC

6. CARRIER DOES NOT RECOMMEND INSTALLATION IN A PIT.

7. UNIT CAN BE HANDLED USING THE FORK TRUCK LIFT POCKETS,

8. THE LIGUID AND HOT GAS PIPING CONNECTION ENDS APPROXIMATELY 12 INGHES INSIDE THE UNIT.
FIELD INSTALLED SINGLE CIRCUIT MANIFOLD ENDS APPROXIMATELY 5 INCHES INSIDE THE UNIT.
COIL SIDES - 42.071067.00) FROM SOLID SURFACE
PANEL SIDES - 48.071219.00] PER NEC

9. DIMENSIONS ARE IN "INCH [MMT.
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UNT CIRCUIT HEIGHT ENTRY PIPING CONMECTION CENTER OF GRAVITY MACHINE OPTIONS
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