NOTES:
1. BE SURE TO USE A WET RAG AND REMOVE ALL YALYE CORES BEFORE BRAZING FELD PIPING.
1. TEWPERATURE RELIEF DEVICES LOCATED ON LIOUED LIME AND HAVE 3" SAE FLARE CONNECTION.
DO MOT CAP OR OTHERWISE OBSTRUCT THE TEMPERATUREPRESSURE RELIEF.
1.0 T (2.2 PLOT HOLE PROVIDED FOR LOCKTING FIELD POWER WIRNGACTUAL HOLE REQUIRED DEPENDS: OM FIELD WIRE S7IMG.
401 HOLE USED FOR MOUNTING LNIT.

UNT ARFLOW SERVICE CLEARANCES AS FOLLOWS:
TOP - DOHOT .

QO SIDE - £ [1067] FROM SOLID SURFACE.

PANEL SIDE - PER NEC.
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NOTES:

1. BE SURE TO USE A WET RAG AND REMOVE ALL YALYE CORES BEFORE BRAZING FELD PIPING.

1. TEWPERATURE RELIEF DEVICES LOCATED ON LIOUED LIME AND HAVE 3" SAE FLARE CONNECTION.
(OR OTHERWISE CBSTRLUICT THE TEMPERATUREFRESSURE

MOT CAP RELEF.
1. 9T (20 PLOT HOLE PROVIDED FOR LOCATING FRELD POWER WIRINGACTUAL HOLE REQUIRED DEPENDS: OM FIELD WIRE SITIMG.
HOLE USED FOR MOUNTING LMIT.
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NOTES:
1. BE SURE TO USE A WET RAG AND REMOVE ALL YALYE CORES BEFORE BRAZING FELD PIPING.
1. TEWPERATURE RELIEF DEVICES LOCATED ON LIOUED LIME AND HAVE 3" SAE FLARE CONNECTION.

MOT GAP OR OTHERWISE CBSTRUCT THE TEMPERATUREFRESSURE RELIEF.
PILOT HOLE PROVIDED FOR LOCATING FIELD POWER WIRINGACTUAL HOLE REQUIRED DEPENDS O FIELD WIRE STIMNG. P, B LY. e
HOLE USED FOR MOUNTING LMIT.
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NOTES:

1. BE SURE TO USE A WET RAG AND REMOVE ALL YALYE CORES BEFORE BRAZING FELD PIPING.

1. TEWPERATURE RELIEF DEVICES LOCATED ON LIOUED LIME AND HAVE 3" SAE FLARE CONNECTION.

MOT GAP OR OTHERWISE CBSTRUCT THE TEMPERATUREFRESSURE RELIEF.

PILOT HOLE PROVIDED FOR LOCATING FIELD POWER WIRINGACTUAL HOLE REQUIRED DEPENDS O FIELD WIRE STIMNG.
HOLE USED FOR MOUNTING LNIT.
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