NOTES:

1. BE SURE TO USE AWET RAG AND REMOVE ALL VALVE CORES BEFORE BRAZING FIELD PIPING,

2. TEMPERATURE RELIEF
DO NOT CAP OR OTHERWISE THE :

3. 8718 [2241] PILOT HOLE PROVIDED FOR LOCATING FIELD POWER WIRING. ACTUAL HOLE REQUIRED
DEPENDS ON FIELD WIRE SIZING,

4.90.524" [13.30] HOLE LISED FOR MOUNTING UNIT.

5. UNIT MUST HAVE AIRFLOW CLEARANCES AS FOLLOWS:

TOP-DO NOT RESTRICT.
COIL SIDES - 42.0771067.00] FROM SOLID SURFACE
PANEL SIDES - 48.071219.00] PER NEC

6. CARRIER DOES NOT INSTALLATION IN A PIT.

7. UNIT GAN BE HANDLED LISING THE FORK TRUCK LIFT POCKETS.

8. THE LIGUID AND HOT GAS PIPING CONNECTION ENDS APPROXIMATELY 12 INCHES INSIDE THE UNIT.
FIELD INSTALLED SINGLE CIRCUIT MANIFOLD ENDS APPROXIMATELY 5 INCHES INSIDE THE UNIT.
COIL SIDES - 42.0771067.00] FROM SOLID SURFACE
PANEL SIDES - 48.071219.00] PER NEC

9. DIMENSIONS ARE IN “INCH [MMT".

LOCATED OM LICGUID LINE AND HAVE A 318" SAE FLARE CONNECTION.
TEMPERATURE/PRESSURE RELIEF,
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NOTES:

1. BE SURE TO USE A WET RAG AND REMOVE ALL VALVE CORES BEFORE BRAZING FIELD PIPING.

2. TEMPERATURE RELIEF LOCATED ON LIQUID LINE AND HAVE A 3/8" SAE FLARE CONNECTION.
DO NOT CAP OR OTHERWISE THE TEMPERATURE/PRESSURE RELIEF.

3.27/8" [22.41) PILOT HOLE PROVIDED FOR LOCATING FIELD POWER WIRING. ACTUAL HOLE REQUIRED

DEPENDS ON FIELD WIRE SIZING.

4. 20.524" [13.30] HOLE USED FOR MOUNTING UNIT.

5. UNIT MUST HAVE AIRFLOW CLEARANCES AS FOLLOWS:
TOP-DO NOT RESTRICT.

COIL SIDES - 42.0'71067.00] FROM SOLID SURFACE
PANEL SIDES - 48.071219.00] PER NEC

6. CARRIER DOES NOT RECOMMEND INSTALLATION IN A PIT.

7. UNIT CAN BE HANDLED USING THE FORK TRUCK LIFT POCKETS.

8. THE LIQUID AND HOT GAS PIPING CONNECTION ENDS APPROXIMATELY 12 INCHES INSIDE THE UNIT.
FIELD INSTALLED SINGLE CIRCUIT MANIFOLD ENDS APPROXIMATELY 5 INCHES INSIDE THE UNIT.
COIL SIDES - 42.01067.00] FROM SOLID SURFACE
PANEL SIDES - 48.01219.00] PER NEC

S PR

9, DIMENSIONS ARE IN "INCH [MMT". -~ sm
IS BRI M
) . /.F SENTTER FIELD CoRPIL o ETRY
j - B -|I]|I - B - II\. 1 B A
o]
. |l I||1 i
R
I o] 1
L [101.§
SEE TABLE 6.00 il
l (1523 "— '
] - 7 (-
au.m—-L-— ) | 150
g [38.4]
15— TP SEEWUTEN PP ——
(3.0 [oz2.0]
TYP, SEE
NOTE#
RIGHT SIDE VIEW LEFT SIDE VIEW
wr | cmour m“&'« m PIPING CONMECTION CENTER OF GRAVITY MACHINE OPTIONS
w . HOT GAS LIGUID X Y GREENSPEED COL TYPE
oRce0 | sweE | R0 | B | e s ) A o MCHX

PLi, B HLY. S

P.O. NO.:

Job_Locatlon 1
Job_Location 2

SALES OFFICE:
sales_office

REFRIGERANT MNO.:




NOTES:

1. BE SURE TO LISE A WET RAG AND REMOVE ALL VALVE CORES BEFORE BRAZING FIELD PIPING.

2 TEMPERATURE RELIEF LOCATED OM LICGUID LINE AND HAVE A 318" SAE FLARE CONNECTION.
DO NOT CAP OR OTHERWISE THE TEMPERATUREPRESSURE RELIEF.

3. 278" [22.41) PILOT HOLE PROVIDED FOR LOCATING FIELD POWER WIRING. ACTUAL HOLE REQUIRED

DEPENDS ON FIELD WIRE SIZING,

4.20.524" [13.30] HOLE USED FOR MOUNTING UNIT.

. UNIT MUST HAVE AIRFLOW CLEARANCES AS FOLLOWS:
TOR-DO NOT RESTRICT.

COIL SIDES - 067.00] FROM SOLID SURFACE
PPANEL SIDES - 219.00] PER NEC
6. CARRIER DOES NOT INSTALLATION IN A FIT.

7. UNIT GAN BE HANDLED LISING THE FORK TRUCK LIFT POCKETS.

8. THE LIGUID AND HOT GAS PIPING CONNECTION ENDS APPROXIMATELY 12 INCHES INSIDE THE UNIT.
FIELD INSTALLED SINGLE CIRCUIT MANIFOLD ENDS APPROXIMATELY 5 INCHES INSIDE THE UNIT.
COIL SIDES - 42.0771067.00] FROM SOLID SURFACE
PANEL SIDES - 48.071219.00] PER NEC

9. DIMENSIONS ARE IN "INCH [MMT".
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NOTES:

1. BE SURE TO USE A WET RAG AND REMOVE ALL VALVE CORES BEFORE BRAZING FIELD PIPING.

2. TEMPERATURE RELIEF LOGATED ON LIQUID LINE AND HAVE A 36" SAE FLARE CONNECTION.
DO NOT CAP OR OTHERWISE THE TEMPERATURE/PRESSURE RELIEF.

3.2 7/8" [22.41] PILOT HOLE PROVIDED FOR LOCATING FIELD POWER WIRING. ACTUAL HOLE REQUIRED

DEPENDS ON FIELD WIRE SIZING.

4,0.524" [13.30] HOLE USED FOR MOUNTING UNIT.

5. UNIT MUST HAVE AIRFLOW CLEARANCES AS FOLLOWS:
TOP-DONOT RESTRICT.

COIL SIDES - 42.0T1067.00] FROM SOLID SURFACE
PANEL SIDES - 48.071219.00] PER NEC

6. CARRIER DOES NOT RECOMMEND INSTALLATION IN A PIT.

7. UNIT CAN BE HANDLED USING THE FORK TRUCK LIFT POCKETS,

8. THE LIGUID AND HOT GAS PIPING CONNECTION ENDS APPROXIMATELY 12 INGHES INSIDE THE UNIT.
FIELD INSTALLED SINGLE CIRCUIT MANIFOLD ENDS APPROXIMATELY 5 INCHES INSIDE THE UNIT.
COIL SIDES - 42.071067.00) FROM SOLID SURFACE
PANEL SIDES - 48.071219.00] PER NEC

8. DIMENSIONS ARE IN "INCH [MMT.
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