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Installation Instructions
Part No. 30RC70003301

SAFETY CONSIDERATIONS

Installing, starting up, and servicing air-conditioning equipment 
can be hazardous due to system pressures, electrical components, 
and equipment locations.
Only trained, qualified installers and service technicians should in-
stall, start-up, and service this equipment.
When installing this accessory, observe precautions in the litera-
ture and on any labels attached to the equipment, and all other 
safety precautions that may apply.
• Follow all safety codes.
• Wear safety glasses and work gloves.
• Use care in handling and installing this accessory.

INTRODUCTION

The accessory condenser wind baffle is designed to protect the 
30RC chillers with Greenspeed from low ambient temperatures 
and high wind velocities. See Table 1 for accessory package 
contents and usage. See Fig. 1 for control box specifics (callouts in 
illustration refer to item numbers in Table 1).

Fig. 1 — Control Box Size

CAUTION

To avoid the possibility of electrical shock, open and tag all 
disconnects before installing this equipment. Be aware that 
there may be more than one disconnect. 

CAUTION

Only trained, qualified installers and service technicians 
should install, start up, and service this equipment. Untrained 
personnel can perform basic maintenance functions such as 
cleaning coils. All other operations should be performed by 
trained service personnel. When working on the equipment, 
observe precautions in the literature and on tags, stickers, and 
labels attached to the equipment.

Table 1 — Accessory Content and Usage

ITEM
NO.

DESCRIPTION

QUANTITY

SMALL
MAIN

SMALL MAIN
WITH

SIDE BOX

LARGE
MAIN

LARGE MAIN
WITH

SIDE BOX

1
Louvered Panel
2003120813 1 1 0 0

2
Louvered Panel
2003120817 1 0 0 0

3
Louvered Panel
30XV50122701 0 0 1 1

4
Louvered Panel
2003120805 0 0 1 0

5
Bracket
2003120709 0 0 1 0

6
Louvered Panel
2003148321 0 1 0 0

7
Channel Assembly
2000529644 1 1 1 1

8
Channel Assembly
30XV40036701 1 1 1 1

9
Louvered Panel
2000639858 1 1 1 1

10
Louvered Panel
2000639863 1 1 1 1

11
Screw
00PPN500000304A 41 37 43 31

12
Screw
00PPN500000301A 0 0 4 0
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Check each item for shipping damage. If any damage is found, file 
a claim with the shipping agent immediately. If any item is miss-
ing or if any part does not assemble properly, notify your Carrier 
representative.

Field-Supplied Material
Zinc-rich paint.

INSTALLATION

NOTE: Numbers in parentheses are item numbers unless 
indicated.
NOTE: Not all parts in kit will be used for every unit. The parts 
used will be determined by the control box size. See Fig. 1 to de-
termine which control box is installed on the chiller. Reference 
Table 1 for the parts specific to the installed control box.
1. Disconnect all power to unit.
2. Attach the horizontal end channel assembly (8) to the end 

of the unit opposite the control box. Use 4 screws (11), 2 
on each end of the horizontal end channel assembly. Next, 
attach the vertical end channel assembly (7) on the same 
unit end. The bottom end of the vertical end channel 
assembly (7) will lay on top of the horizontal end channel 
assembly (8). Use 4 screws (11), 2 on each end of the ver-
tical end channel assembly. See Fig. 2.

Fig. 2 — End Channel Assembly

NOTE: The control box bracket is only applicable to Large Main 
control boxes. Reference Table 1. For all other control boxes, skip 
Step 3.
3. Attach the control box bracket (5) to the control box using 

four screws (12). See Fig. 3. 
  

Fig. 3 — Large Main Control Box Bracket
 

CAUTION

To avoid damage to the refrigerant coils and electrical compo-
nents, use extreme care when drilling screw holes and screw-
ing in fasteners.

Channel
Assembly

(7)

Channel
Assembly

(8)

Bracket
(16)
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4. Attach louvered panels (9 and 10) to the end of unit (opposite 
the control box). Attach panels with one screw (11) at each 
clearance hole in each panel. See Fig. 4. 

NOTE: Item 9 is the left panel and Item 10 is the right panel in 
Fig. 4.

Fig. 4 — Louvered End Panels

5. Piping may exit through the end grille depending on the unit. 
Cut grille rods as required to provide opening for water lines. 
Coat ends of cut rods with zinc rich paint to protect against 
rust.

6. Attach the other louvered  panel(s) to the control box end of 
unit using one screw (11) at each clearance hole in each 
panel. Reference Fig. 1 and Table 1 to determine the control 
box size and louvered panel item locations.

7. When all panels are installed and properly fastened, restore 
power to unit. 

Louvered Panel (9) Louvered Panel (10)
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