Variable Frequency Drive (VFD)
Factory-Installed Option

2-Speed Motor Control

Installation, Start-Up and Service Instructions

This document provides supplemental installation, setup and troubleshooting information for the Variable
Frequency Drive (VFD) factory-installed option. It is to be used with the base unit Installation Instructions
for 580J/558J, 548J, 581J/551J, 549J, 524J***A and 524J***H cooling units, sizes 07-30. Units equipped with
the VFD are identified by an indicator in the unit's model number (see the unit's nameplate). Use Table 1 to
identify whether or not a given unit is equipped with the factory-installed VFD option.

NOTE: Read the entire instruction manual before starting the in-
stallation.
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SAFETY CONSIDERATIONS

A CAUTION

CONFIGURATION OVERRIDE HAZARD

DO NOT USE ABB OR CARRIER START-UP ASSIS-
TANT ON THIS VFD APPLICATION! Use of start-up
assistant will override the factory VFD configurations!

Improper installation, adjustment, alteration, service, mainte-
nance, or use can cause explosion, fire, electrical shock or oth-
er conditions which may cause personal injury or property
damage. Consult a qualified installer, service agency, or your
distributor or branch for information or assistance. The quali-
fied installer or agency must use factory-authorized kits or ac-
cessories when modifying this product. Refer to the individual
instructions packaged with the kits or accessories when
installing.

Follow all safety codes. Wear safety glasses and work gloves.
Use quenching cloths for brazing operations and have a fire ex-
tinguisher available. Read these instructions thoroughly and
follow all warnings or cautions attached to the unit. Consult lo-
cal building codes and appropriate national electrical codes (in
USA, ANSI/NFPA70, National Electrical Code (NEC); in Can-
ada, CSA C22.1) for special requirements.

It is important to recognize safety information. This is the safe-
ty-alert symbol A\ . When you see this symbol on the unit and
in instructions or manuals, be alert to the potential for personal
injury.

Understand the signal words DANGER, WARNING, CAU-
TION, and NOTE. These words are used with the safety-alert
symbol. DANGER identifies the most serious hazards which
will result in severe personal injury or death. WARNING signi-
fies hazards which could result in personal injury or death.
CAUTION is used to identify unsafe practices, which may re-
sult in minor personal injury or product and property damage.

NOTE is used to highlight suggestions which will result in en-
hanced installation, reliability, or operation.

A WARNING

Electrical shock can cause personal injury and death. Shut
off all power to this equipment during installation. There
may be more than one disconnect switch. Tag all disconnect
locations to alert others not to restore power until work is
completed.

Manufacturer reserves the right to discontinue, or change at any time, specifications or designs without notice and without incurring obligations.

Catalog No. 04-53580020-01 Printed in U.S.A.

Form IIVFD-09 Pg 1
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A CAUTION

Failure to follow this caution may result in personal injury.
Sheet metal parts may have sharp edges or burrs. Use care
and wear appropriate protective clothing, safety glasses,
and gloves when handling parts and servicing rooftop units.

GENERAL

Variable Frequency Drive (VFD) Option 2-Speed
Indoor Fan Motor System

The 2-Speed Indoor Fan system utilizes a Fan Speed control
board and Variable Frequency Drive (VFD) to automatically
adjust the indoor fan motor speed in sequence with the unit’s
ventilation, cooling and heating operation. Per ASHRAE 90.1-
2016 and IECC*-2015 standards, during the first stage of cool-
ing operation the VFD option will adjust the fan motor to pro-
vide 66% of the design airflow rate for the unit. When the call
for the second stage of cooling is required, the VFD option will
allow the design airflow rate for the unit established (100%).
During the heating mode, the VFD Option will allow total de-
sign airflow rate (100%) operation. During ventilation mode,
the VFD option will operate the fan motor at 66% of full speed.

Figures 1 and 2 show the VFDs used for the 2-Speed Indoor
Fan system.
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Fig. 1 — ACHS550 Variable Frequency Drive (VFD)

* |ECC is a registered trademark of International Code Council, Inc.
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Fig. 2 — ACS320 Variable Frequency Drive (VFD)

Identifying Factory Option
This supplement only applies to units that meet the criteria de-

tailed in Table 1. If the unit does not meet that criteria, discard
this document.

NOTE: See Fig. 3 and 4 for examples of typical Model Number
Nomenclature.

Table 1 — Model Size/VFD Option Indicator

MODEL/SIZES Mgggll_Tl!l?ang‘lER |§1’EE:ZI%:R
580J/558J°07-30 17 D.EF
548J°07-24 17 D.E.F
581J/551J°07-28 17 D.E.F
549J707-12 17 D.EF
524J°07A-28A 9 2
524J°07H-25H 9 2

Unit Installation with VFD Option

580J/5581/548J/581J/551J/549J ROOFTOP

Refer to the base unit installation instructions for standard re-
quired operating and service clearances.

524 WITHOUT REMOTE VFD KEYPAD

Additional service clearance is required on the rear for 524J
fan coil unit equipped with the VFD option. Increase the rec-
ommended rear panel clearance to 30 inches.

524)J WITH REMOTE VFD KEYPAD

Refer to the base unit installation instructions for standard re-
quired operating and service clearances. Install the accessory
remote VFD keypad before positioning the 524J unit in its final
operating location.

NOTE: The remote VFD keypad is a field-installed option. It is
not included as part of the factory-installed VFD option.



Position: |1 |1 2|3 (4|56 |7 |8
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Example: | 5 | 8 |1 | J

Product Type

Voltage

Cooling Tons

Refrig. System/Gas Heat Options

Indoor Fan Options

Coil Options (RTPF) (Outdoor - Indoor - Hail Guard)

Indoor Fan Options

Packaging and Two-Speed Blower
D = Standard Packaging and
Two-Speed Blower

E = LTL Packaging and
Two-Speed Blower
F = Modified Crate and

Two-Speed Blower

Factory Installed Options

Outdoor Fan Options

Fig. 3 — Model Number Nomenclature Example, 580J/558J/548J/581J/551J/549J-Series

Position: |1 |2 (3|4 |5|6 (|7 |8

Example: |5 | 2|4 |J|E|1|6]|A

Product Type

Voltage

Nominal Tons

Type of Coil

Blower Speed
2 = Two-Speed Blower

Not Used

Not Used

Packaging

Not Used

Service Options

Not Used

Indoor Fan Option

Coil Options

Fig. 4 — Model Number Nomenclature Example, 524J-Series

IMPORTANT: Do NOT change units equipped with the
VFD option to operate at less than the preset 66% mini-
mum Hz setting (40 Hz). For example do not change a
unit equipped with a standard static motor to operate at
less than 40 Hz (which is 66% of its 60 Hz rating).
Tables 2-9 list the minimum recommended CFM per fan
motor type (single speed or 2-speed) for the units covered
in this document.




Table 2 — 580J Min CFM Per Fan Motor Type

SINGLE 2-SPEED FAN | 2-SPEED FAN
MODEL-SIZE | SPEED FAN | MOTOR (AT [ MOTOR (AT

MOTOR HIGH SPEED) | LOW SPEED)
580J*07 1800 1800 1188
580J*08 2250 2250 1485
580J*09 2550 2873 1896
580J*12 3000 3380 2231
580J*14 3600 4225 2789
580J*16 4500 5625 3713
580J*17 4500 4500 2970
580J*18 4500 5070 3346
580J*20 5250 5250 3465
580J*21 5250 5915 3904
580J*24 6000 6000 3960
580J*25 6000 7500 4950
580J*28 7500 8450 5577
580J*29 7500 8450 5577
580J*30 8250 9450 6237

Table 3 — 558J Min CFM Per Fan Motor Type

Table 6 — 551J Min CFM Per Fan Motor Type

MODEL-size |SINGLESPEED | ZGEren LT | MGTOR (AT

HIGH SPEED) | LOW SPEED)
551J*07 1800 1800 1200
551J*08 2250 2535 1673
551J*09 2550 2550 1683
551J*11 3000 3380 2231
551J*12 3000 3380 2231
551J*14 3750 4225 2789
551J*17 4500 5070 3346
551J*20 5250 5915 3904
551J*24 6000 7500 4950
551J*28 7500 8450 5577

Table 7 — 549J Min CFM Per Fan Motor Type

SINGLE 2-SPEED FAN | 2-SPEED FAN
MODEL-SIZE SPEED FAN MOTOR (AT MOTOR (AT
MOTOR HIGH SPEED) | LOW SPEED)
549J*07 1800 1800 1188
549J*08 2250 2250 1485
549J*09 2550 2873 1896
549J*12 3000 3380 2231

Table 8 — 524J%**A Min CFM Per Fan Motor Type

MODEL-size [SINGLESPEED | ZStsp BN | ZGTOR (AT

HIGH SPEED) | LOW SPEED)
524J*07A 1800 2030 1338
524J*08A 2250 2535 1673
524J*12A 3000 3380 2231
524J*14A 3750 4225 2789
524J*16A 4500 4500 2970
524J*25A 6000 6000 3960
524J*28A 7500 8450 5577

Table 9 — 524J***H Min CFM Per Fan Motor Type

mopEL-size |SINGLESPEED 2MOTOR m'N 2MOTOR m'N

HIGH SPEED) | LOW SPEED)
558J°07 1800 1800 1188
558708 2250 2250 1485
558J700 2550 2873 1896
5580712 3000 3380 2231
5580714 3600 4225 2789
5580716 4500 5625 3713
5580717 4500 4500 2970
5580718 4500 5070 3346
558020 5250 5250 3465
558J°21 5250 5915 3904
55824 6000 6000 3960
558725 6000 7500 4950
558728 7500 8450 5577
558729 7500 8450 5577
55830 8250 9450 6237

Table 4 — 548J Min CFM Per Fan Motor Type

MODEL-SIZE [SINo-ESPEED 2WOTOR (F/s‘ATN 2WeTOR (ljoiL\TN
HIGH SPEED) | LOW SPEED)
524J°07H 1800 2030 1338
524J%08H 2250 2535 1673
5240°12H 3000 3380 2231
5240*16H 4500 4500 2970
5240°25H 6000 6000 3960

MODEL-size |SINGLESFEED 2TOR (':-GN aTon mN

HIGH SPEED) | LOW SPEED)
548J°07 1800 1800 1188
548J°08 2250 2535 1673
548J°09 2550 2873 1896
548012 3000 3000 1980
548J°14 3750 4225 2789
54817 4500 5070 3346
548J°24 6000 6760 4462

Table 5 — 581J Min CFM Per Fan Motor Type

MODEL-sizE |SINGLESPEED 2NaToR ('TL\ATN 2NaToR ('ZL\TN

HIGH SPEED) | LOW SPEED)
581J°07 1800 1800 1300
581J°08 2250 2535 1673
581J700 2550 2550 1683
581J°11 3000 3380 2231
581J°12 3000 3380 2231
581J°14 3750 4225 2789
581J°17 4500 5070 3346
581J°20 5250 5915 3904
581J°24 6000 7500 4950
581J°28 7500 8450 5577




Pre-Start Check, VFD Option
1. Remove the access panel to reach the VFD.
» 580J/558)/548J/581J/551J/549] Series: Blower compart-
ment panel
* 524J: Rear access panel
NOTE: See Fig. 5-22 for VFD location in the units covered by this
document.

2. Read all safety, caution and warning labels.

3. Inspect wiring at the VFD for loose or disconnected wires
at the terminal strip and for wires in contact with sharp
edges and moving parts (pulley, belt).

VARIABLE
FREQUENCY
DRIVE (VFD)

Fig. 5— ACS320 VFD Location for the following units: 580J/558J/548J 07 (208/230V and 460V units only)



VARIABLE
FREQUENCY
DRIVE (VFD)

Fig. 6 — ACHS50 VFD Location for the following units: 580J/558J 07 (575V units only)
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Fig. 7— ACS320 VFD Location for the following units: 580J/558J 08 (208/230V and 460V units only)



VARIABLE

FREQUENCY

Fig. 8 — ACHS550 VFD Location for the following units: 580J/558J 08 (S75V units only)
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FREQUENCY
DRIVE (VFD)

Fig. 9— ACHS50 VFD Location for the following units: 581J/551J 07 and 549J 07



N

)

o e

Fig. 10 — ACS320 VFD Location for the following units: 580J/558J 09-14 and 548J 08-12
(208/230V and 460V units only)
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Fig. 11 — ACHS550 VFD Location for the following units: 580J/558J 09-14 and 548J 08-12
(575V units only)
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581J/551J 08-09 and 549J 08-09

)

FREQUENCY
DRIVE (VFD

VARIABLE
Fig. 12 — ACHS550 VFD Location for the following units:

Fig. 13 — ACS320 VFD Location for the following units: 580J/558J 16, 548J 14 and 549J 12
(208/230V and 460V units only)



VARIABLE

FREQUENCY
DRIVE (VFD)

Fig. 14 — ACHS550 VFD Location for the following units: 580J/558J 16, 548J 14
(575V units only)
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FREQUENCY
DRIVE (VFD)

-30, 548J 17-24 and 581J/551J 17-28

(208/230V and 460V units only)

Fig. 15— ACS320 VFD Location for the following units: 580J/558J 17
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Fig. 16 — ACHS550 VFD Location for the following units: 580J/558J 17-30, 548J 17-24 and 581J/551J 17-28 (575V units only)
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Fig. 17 — ACS320 VFD Location for the following units: 524J*07-12A, 524J*07-12H
(208/230V and 460V only)
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Fig. 20 — ACHS550 VFD Location for the following units: 524J*07-12A and 524J*07-12H (575V only)
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Fig. 21 — ACHS50 VFD Location for the following units: 524J%14-25A and 524J*16-25H (575V only)

Fig. 22 — ACHS550 VFD Location for the following units: 524J%28A (575V only)
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START-UP, VFD OPTION

Compressor Rotation

Units equipped with a VFD on the indoor fan motor cannot use
rotation direction of the indoor fan motor and fan to visually
confirm a correct phase connection to the unit and compres-
sors. Correct phases to equipment for proper compressor rota-
tion. The VFD will maintain the same rotation as input phases
are changed. Pressure gages MUST BE USED during cooling
system start-up to confirm correct compressor rotation and
operation.

Indoor Fan Motor

Raise the cooling set point at the space thermostat to higher
than space temperature. Switch the thermostat’s FAN switch to
CONT (Continuous) position. Fan motor will start, run at re-
duced speed.

Check for fan rotation direction. To reverse the fan rotation,
disconnect all power to unit and then switch two motor power
leads between the VFD and the motor. Restore unit power and
recheck fan rotation direction.

Check fan motor speed. Motor shaft should be rotating at 1150
to 1180 RPM (19.2 to 19.7 17/s).

Switch the thermostat’s FAN switch to AUTO position. Fan
motor will stop.

Cooling with 2-Speed Indoor Fan Motor Option

FIRST STAGE (Y1)

Set the thermostat FAN switch to AUTO and the SYSTEM
switch to COOL. Slowly lower the cooling set point until first
stage compressor starts. Indoor fan motor also starts, runs at re-
duced speed.

SECOND STAGE (Y2)

Lower the cooling set point until second stage compressor
starts. Indoor fan motor will switch to high speed.

Check fan motor speed. Motor shaft should be rotating at 1725
to 1760 RPM (28.8 to 29.3 1/s).

Confirm compressors are running at correct rotation by check-
ing suction and discharge pressures. To reverse the compressor
rotation, disconnect unit power and switch two of the unit’s
main power leads. Restore unit power and recheck compressor
operation.

Reset thermostat cooling set point to a position above space
temperature. Both compressors will shut off. Indoor fan motor
will stop immediately.

524], 5581/551J/548]1/549]-SERIES UNITS
Indoor fan motor will stop immediately.

580J/581J-SERIES UNITS
Indoor fan operation will continue for 45-seconds, then stop.

Operating Sequences, 2-Speed Indoor Fan Motor
Option

VENTILATION (FAN ONLY)

Ventilation mode occurs when the indoor fan runs without ac-
companying cooling or heating system operation. The thermo-
stat’s FAN selection switch will be in CONT (Continuous) po-
sition; no demand for cooling or heating will be present.

580J/581J-SERIES UNITS

The thermostat’s G terminal is energized with 24-v. This signal
is conveyed to the 580J/551J-Series unit’s Central Terminal
Board (CTB) at the field connection TSTAT terminal strip at
terminal G. The 24-v signal follows an internal trace path
through jumper JMP6 to connector CONTL BOARD pin 1. A
harness wire connects pin 1 to IGC board terminal G. The IGC
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energizes its fan relay, energizing IGC terminal IFO. This 24-v
signal follows a harness conductor back to the CTB’s CONTL
BOARD connector at pin 6 and pin 7. Pin 7 is connected to the
Fan Speed Board at connector J1 pin 4. Relay K3 is energized.
A 24-VDC signal is passed to the VFD terminal 14. The VFD
starts the indoor fan motor and runs it at 40 Hz for reduced/low
speed operation.

5581/551J-SERIES UNITS

The thermostat’s G terminal is energized with 24-v. This signal
is conveyed to the 558J/551J Series unit’s Control Terminal
Board (CTB) at the field connection TSTAT terminal strip at
terminal G. The 24-v signal follows an internal trace path
through jumper JMP6 to connector CONTL BOARD pin 1. A
harness wire connects pin 1 to the Fan Speed Board at connec-
tor J1 pin 4. Relay K3 is energized. A 24-VDC signal is passed
to the VFD terminal 14. The VFD starts the indoor fan motor
and runs it at 40 Hz for reduced/low speed operation.

548J/549J-SERIES

The thermostat’s G terminal is energized with 24-v. This signal
is conveyed to the 548J/549]-Series unit’s Control Terminal
Board (CTB) at the field connection TSTAT terminal strip at
terminal G. The 24-v signal follows an internal trace path to
connector REHEAT/DEFROST pin 1. A harness wire connects
pin 1 to DFB board terminal P2-3. The DFB energizes its fan
relay, energizing DFB terminal P3-8. This 24-v signal follows
a harness conductor back to the CTB’s REHEAT/DEFROST
pin 2. An internal trace path connects pin 2 to CONTL
BOARD connector at pin 1. Pin 1 is connected to the Fan
Speed Board at connector J1 pin 4. Relay K3 is energized. A
24-VDC signal is passed to the VFD terminal 14. The VFD
starts the indoor fan motor and runs it at 40 Hz for reduced/low
speed operation.

Cooling (FAN switch in AUTO)

FIRST STAGE (Y1)

When the thermostat initiates a call for First Stage Cooling by
closing its Y1 contacts, the thermostat also energizes its G ter-
minal. Follow the sequence under Ventilation above. Fan
Speed Relay board relay K3 is energized, causing the VFD to
start the indoor fan motor and run at 40 Hz for reduced fan
speed operation.

When space temperature drops to satisfy the thermostat Y1 de-
mand, contact Y1 opens de-energizing terminal G. Relay K3 is
de-energized. The relay board output at J2-2 to the VFD is re-
moved and indoor fan motor ramps down to stop.

SECOND STAGE (Y2)

If space temperature continues to rise, thermostat Y2 demand
will be initiated. Contact Y2 will close, sending a 24-v signal
to CTB’s TSTAT terminal strip at Y2. An internal path passes
this signal to connector DDC/TSTAT pin 6. A harness wire car-
ries this signal to Fan Speed Relay board pin J1-3. Relay K2 is
energized. The relay board’s output to VFD at pin J2-2 is de-
energized and the output at J2-3 is energized, causing the VFD
to shift its output to the indoor fan motor to 60 Hz. The indoor
fan motor ramps up to full/high speed operation.

When the space temperature drops to satisfy thermostat Y2 de-
mand, contact Y2 opens de-energizing terminal Y2. Relay K2
is de-energized, removing the VFD input at terminal 15. Fan
Speed Board output at pin J2-2 is restored to the VFD at termi-
nal 14; VFD shifts back to 40 Hz output to the indoor fan mo-
tor and motor shifts back to reduced speed operation.

Heating

When the thermostat initiates a call for First Stage Heating by
closing its W1 contacts, a 24-v signal is conveyed to the CTB’s
TSTAT terminal strip at W1. An internal path passes this signal to
connector DDC/TSTAT pin 5. A harness wire carries this signal to



Fan Speed Relay board pin J1-2. Relay K1 is energized. The relay
board’s output to VFD at pin J2-3 is energized, providing a 24-
VDC signal to VFD terminal 15. The VFD starts the indoor fan
motor, runs at 60 Hz for full/high speed operation.

When space temperature rises to satisfy the thermostat W1 de-
mand, contact W1 opens de-energizing terminal W1. Relay K1
is de-energized. The relay board output at J2-3 to the VFD is
removed.

5241, 5581/551)/5481/549]-SERIES
Indoor fan motor ramps down to stop.

580J/581J-SERIES

The IGC’s fan-off delay sequence will energize relay K3 for
45-seconds, causing the VFD to operate the indoor fan motor
at 40 Hz (low speed) for 45-seconds, then indoor fan motor
will ramp down to stop.

Operating Fan for Test and Balance

During the Test and Balance procedure, it is necessary to oper-
ate the supply fan in High Speed without concurrent operation
of the Cooling or Heating systems. Use the following proce-
dure to force the fan speed to High.

UNITS WITHOUT ACCESSORY KEYPAD

1. Set the space thermostat to SYSTEM OFF and FAN in
AUTO.

2. Disconnect unit power. Lock-out/tag out.

3. Open the fan access panel and locate the VFD (see
Fig. 5-22 for your specific unit).

4. Locate and connect the WHT and YEL wires extending
from the VFD. The two wires are bundled together using
the label shown in Fig. 23.

#+[MPORTANT#+*

CONNECT WHITE & YELLOW WIRES
FOR HIGH SPEED BLOWER TEST

DISCONNECT FOR NORMAL OPERATION

48TM504557

Fig. 23 — High Speed Test Label

5. Locate pressure ports or pitot tubes in the return duct and
supply duct to measure external static pressure. See
Fig. 24 for typical locations.

Restore unit power.

Set the space thermostat to FAN CONT.

Check the motor speed with stroboscope or similar tool.

Motor shaft speed must be in 1725 to 1760 RPM (28.8 to

29.3 1/s) range for High Speed.

9. Replace the fan access panel.

Perform test and balance procedure.

11. Adjust the supply fan speed according to base unit instruc-
tions to deliver the project selection CFM value. Ensure
the selection CFM value is not lower that the “Min CFM
Per Fan Motor Type” for this unit-size as found in Tables
2-9 on page 4.

To restore the unit to ready-to-start condition, disconnect the

unit power and lock-out/tag-out, set the space thermostat to

FAN AUTO, remove the test pressure ports from the external

duct locations, and disconnect the WHT and YEL wires. Re-

place the supply fan access panel. Restore unit power.

UNIT WITH ACCESSORY VFD KEYPAD

1. Set the space thermostat to SYSTEM OFF and FAN in
AUTO.

2. Disconnect unit power. Lock-out/tag-out.

3. Open the fan access panel (see Fig. 5-22 for specific unit).

S B
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4. Locate pressure ports or pitot tubes in the return duct and
supply duct to measure external static pressure. See
Fig. 24 for typical locations.

Restore unit power.

Set the space thermostat to FAN CONT.

At the VFD keypad, tap the HAND key and then tap the

UP arrow button to increase the motor speed until 60.0 is

displayed on the display screen.

8. Check the motor speed with stroboscope or similar tool.
Motor shaft speed must be in 1725 to 1760 RPM (28.8 to
29.3 r/s) range for High Speed.

9. Replace the fan access panel.

Perform Test and Balance procedure.

11. Adjust the supply fan speed according to base unit instruc-
tions to deliver the project selection CFM value. Ensure
the selection CFM value is not lower that the “Min CFM
Per Fan Motor Type” for this unit-size as found in
Tables 2-9 on page 4.

To restore the unit to ready-to-start condition, tap the DOWN
arrow button to reduce motor speed until the 40.0 is displayed
on the display screen and then tap the AUTO key. Disconnect
the unit power and lock-out/tag-out, set the space thermostat to
FAN AUTO. Remove the test pressure ports from the external
duct locations. Restore unit power.

RS

SUPPLY RETURN
AR AR N
—8]
a/_\_/ NN
Y
A
AHRI PRESSURE LOCATIONS
IN. IN. MM MM
MODEL SIZES |Supply Air|Return Air | Supply Air Re;;‘rr“
[A] [B] [A] [B]
07-12 435 12 1100 310
581J/551J 14 64.5 14 1640 350
17-28 83 19 2110 490
07 32 10 830 260
08-14 435 12 1100 310
580J/558J 16 64.5 14 1640 350
17-30 83 19 2110 490
5490 07-09 435 12 1100 310
12 445 13 1130 330
07 32 10 830 260
5480 08-12 435 12 1100 310
14 445 14 1130 350
17-24 83 19 2110 490

Fig. 24 — Measuring External Static Pressure — Distance
Below Unit Base



SERVICE

EQUIPMENT DAMAGE HAZARD

Failure to follow this caution will result in equipment dam-
age.

Do NOT exceed the recommended minimum Hz or CFM
settings. Operating these units at a Hz setting below 40 Hz
or at a CFM below the minimums listed in Tables 2-9
(page 4) will result in damage to the unit.

Figures 5-22 show the location of the VFD option in the vari-
ous units covered by this document.

2-Speed Indoor Fan Motor System Components

The 2-Speed Indoor Fan Motor System factory option is comprised
of three major components and related connecting haresses:

1. Fan Speed Relay Board
2. Variable Frequency Drive
3. Indoor Fan Motor, designed for use with VFD

Fan Speed Relay Board

This board (P/N HK50ZA002) is designated as the VFD Fan
Board on the unit wiring diagram labels. It is a small (3.0 x
3.12 in., 76 x 79 mm) printed circuit board with four SPDT
control relays. See Fig. 25. There is no software on this board.
The relay board is located in the unit’s main control box; refer
to unit label diagram for Component Location view.

Fig. 25 — VFD Fan Board

The board is arranged in two separate circuits with individual
pin connectors. Connector J1 is connected to the 24-vac input
signal circuit with the four relay coils. Connector J2 is connect-
ed to the 24-VDC output circuit that connects to the VFD’s ter-
minal strip. See Fig. 27 (on page 19) for a simplified connec-
tion schematic for Fan Speed Relay board and the VFD.

In this VFD application, there are three inputs to the relay
board, originating from the space thermostat’s G, Y2 and W1
terminals. An input from terminal G (for continuous fan opera-
tion for ventilation or from a Y1 call) will result in the VFD
starting the indoor fan motor and running the motor at LOW
speed. An input from either Y2 or W1 will result in the VFD
running the indoor fan motor at HIGH speed. See Table 10 for

relay operation for each unit mode. Relay K4 is not used in this
2-speed application.

Table 10 — Two-Speed Configuration Logic (Thermostat

Control)
iINpuUT |-RELAY COIL STATUS | CONTROLLING | FAN MOTOR
K1 K2 K3 OUTPUT SPEED
G Off Off On K3 Low (40 Hz)
Y1 Off Off On K3 Low (40 Hz)
Y2 Off On On K2 High (60 Hz)
wi1 On On On K1 High (60 Hz)

Configuration Jumpers

The relay board has two configuration jumpers, marked JW1
and JW2. For this 2-speed motor application, both jumpers
must be cut and open (see Fig. 26). Factory-installed boards
will have these jumpers cut. Service replacement boards have
these jumpers intact; servicer must cut both jumpers when in-
stalling a new service board. Failure to cut these jumpers will
cause continuous fan motor operation.

Cut Jumper JW2
- as shown

Cut Jumper JW1
- as shown

Fig. 26 — Jumpers JW1 and JW2 Cut for
Two-Speed Fan Board Configuration

Variable Frequency Drive

The VFD is used to switch the indoor fan motor speed between
full/high speed (60 Hz motor operation) and reduced/low speed
(40 Hz motor operation) as required by ASHRAE 90.1-2016
and IECC-2015 requirements for two-stage HVAC units. The
VFD is factory-configured to match the current and power re-
quirements for each motor selection and all wiring connections
are completed by the factory; no field adjustments or connec-
tions are necessary.

While the basic VFD retains all of its standard capabilities, the
VFD 2-speed application uses only a limited portion of these
features to provide two discrete output speeds to the motor.
Consequently the VFD is not equipped with a keypad. A key-
pad is available as an accessory (P/N CRDISKIT001A00) for
field-installation or expanded service access to VFD parameter
and troubleshooting tables. Refer to Appendix for expanded
discussion on VFD parameters and factory settings.

A CAUTION

CONFIGURATION OVERRIDE HAZARD

DO NOT USE ABB OR CARRIER START-UP ASSIS-
TANT ON THIS VFD APPLICATION! Use of start-up
assistant will override the factory VFD configurations!

The 2-Speed Indoor Fan control circuit inputs to the VFD are
24-VDC signals.

* For ACS320 VFDs the voltage is sourced from the VFD at
its terminal 9 (+24 V). 2-Speed Indoor Fan Motor speed



inputs are received at terminals 13 (DI-2) for low speed
(40 Hz) motor operation and 14 (DI-3) for high speed
(60 Hz) motor operation. See Table 11 and Fig. 28 (on
page 20).

» For ACH550 VFDs the voltage is sourced from the VFD at
its terminal 10 (+24 V). 2-Speed Indoor Fan Motor speed
inputs are received at terminals 14 (DI-2) for low speed
(40 Hz) motor operation and 13 (DI-3) for high speed
(60 Hz) motor operation. See Table 12 and Fig. 29 (on
page 20).

When neither input is present, the VFD will shut the fan motor
off. There is no separate indoor fan contactor required in this
application.

J2

o[z

The VFD used in the 2-Speed Indoor Fan Motor system has
soft start capabilities to slowly ramp up the speeds, eliminating
any high inrush of air volume during speed changes. It also has
internal over current protection for the fan motor.

INDOOR FAN MOTOR

The indoor fan motors used with the VFD are specially manu-
factured for use with VFD power circuits. The motor winding
insulation is specially formulated to resist breakdown due to
voltage stress issues. The motor shaft includes grounding rings
to prevent damage to bearings caused by grounding currents.
Replace these motors with Factory Authorized Parts available
from Replacement Components Division (RCD).

ACS320 VFD TERMINAL

[CICIOISICIONE]

WHT

=
o]
]
[ ]
S
ACH550 VFD TERMINAL

[Clelelelolele)

J2

(o2}

24vdc

WHT

=
L]}
]
[}
=

Fig. 27 — Connection Schematic - Fan Speed Relay Board and VFD



Table 11 — ACS320 VFD Terminal Designations

TERMINAL FUNCTION
U1
V1 Three-Phase main circuit input power supply
wi1
sg Three-Phase AC output to motor, OV to maximum
w2 input voltage level
12 %gga)leN) Factory-supplied jumper
22(2(4DXBC) Run (factory-supplied jumper)
9 (24 VDC) Start Enable 1 (factory-supplied jumper). When
15 (DI-4) opened, the drive goes to emergency stop
13 (DI-2) Factory wired for 24 VVdc input from Fan Speed
14 (DI-3) Board
ACS320 VFD TERMINAL STRIP
>lelzlz|ele2|zx
a1 &§|8|a|a|a|a
[a]
9 () [ (2] (3) [ (a) | (s
PNK YEL WHT

Fig. 28 — ACS320 VFD Wiring
Table 12 — ACHS50 VFD Terminal Designations

TERMINAL FUNCTION
U1
V1 Three-Phase main circuit input power supply
W1
35 Three-Phase AC output to motor, 0V to maximum
input voltage level
W2
11 (GND) Lo
12 (COMMON) Factory-supplied jumper
10 (24 VD _
12 2DI-1) C) Run (factory-supplied jumper)
10 (24 VDC) Start Enable 1 (factory-supplied jumper). When
16 (DI-4) opened, the drive goes to emergency stop
14 (DI-2) Factory wired for 24 Vdc input from Fan Speed
15 (DI-3) Board
ACH550 VFD TERMINAL STRIP
>lelz|zlalels
“|15|8|a|a|a|s
[a]
10) [ (1) [ (12) [ (18) [ 19) [ (15) | (16
PNK YEL WHT

Fig. 29 — ACHS550 VFD Wiring

Central Terminal Board Jumpers (581J/551J/549J/
580J/558J/548J-Series Only)

The Central Terminal Board (CTB) is a large printed circuit
board that is located in the unit control box. This printed circuit
board contains multiple termination strips and connectors to
simplify factory control box wiring and field control connec-
tions. Terminals are clearly marked on the board surface. See
Fig. 30.

20

The CTB contains no software and no logic. But it does in-
clude seven configuration jumpers that are cut to configure the
board to read external optional and accessory controls, includ-
ing that the unit is a heat pump. Table 13 lists the control func-
tions of the jumpers.

Table 13 — CTB Jumpers

JUMPER | CONTROL FUNCTION NOTE
JMP1 Phase Monitor
JMP2 Occupancy Control
amps — |Seke Detectr
JMP4 Remote Shutdown
JMP5 Heat Pump/Reheat 549J, 548J default: Cut
JMP6 Heat Pump/Reheat 549J, 548J default: Cut
JMP7 Heat Pump/Reheat 549J, 548J default: Cut

Jumpers JMP5, JMP6 and JMP7 are located in notches across
the top of the CTB (see Fig. 30). These jumpers are intact on
units with gas heat or electric heat. These jumpers are factory
cut on all heat pump units and on units with Perfect Humidi-
ty™ (reheat) system option.

Factory-installed boards will have these jumpers factory-cut
where required. Service replacement boards have these jump-
ers intact; servicer must cut these jumpers as indicated in
Table 14 when installing a replacement board.

Table 14 — Jumper Configuration

UNIT TYPE / MODEL
Configuration Gas Heat Electric Heat Heat Pump
Jumper 581J, 580J* 551J, 558J* 549J, 548J*
JMP5 Intact Intact Cut
JMP6 Intact Intact Cut
JMP7 Intact Intact Cut

* Unit without Perfect Humidity™ (reheat) option.
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VED Fuses fuse requirements for the VFD installed in 524J units. Check the
Table 15 details the fuse requirements for the VFD installed in control wiring diagram label on the specific unit in use for the fuse
580J/558], 5481, 581J/551J and 549] units. Table 16 details the location.

Table 15 — VFD Fuse Requirements, 580J/558J, 548J, 581J/551J and 549J Units

HARNESS
UNIT HP | VOLTAGE VFD MOTOR STANDARDIZED FUSE FUSE PIN JWIRE
208/230 HK30WA523 HD56FR233 30A - CLASS CC KTK HY10KB095 12
1.7 460 HK30WA530 HD56FR463 15A - CLASS CC KTK HY10KB092 12
575 HK30WA360 HD56FR579 10A - CLASS CC KTK HY10KB090 12
208/230 HK30WA523 HD56FE653 30A - CLASS CC KTK HY10KB095 12
24 460 HK30WA530 HD56FE653 15A - CLASS CC KTK HY10KB092 14
575 HK30WA360 HD56FE577 10A - CLASS CC KTK HY10KB090 12
s800/55800714 | 20 |_208/230 HK30WA523 HD58FE654 30A - CLASS CC KTK HY10KB095 12
54570712 460 HK30WA530 HD58FE654 15A - CLASS CC KTK HY10KB092 12
S8 S0 12 208230 | HK30WAS523 HDBOFEESS, 30A-CLASS CCKTK | HY10KB0S 14
3.7 460 HK30WAS534 e S 20A - CLASS CC KTK HY10KB093 14
575 HK30WA361 HD58FE577 10A - CLASS CC KTK HY10KB090 12
208/230 HK30WA523 HDBOFK658 30A - CLASS CC KTK HY10KB095 12
49 460 HK30WA532 HDBOFK658 30A - CLASS CC KTK HY10KB095 12
575 HK30WA362 HDOOFESTR. 10A - CLASS CC KTK HY10KB090 14
208/230 HK30WA523 HD58FE654 30A - CLASS CC KTK HY10KB300 12
29 460 HK30WA530 HD58FE654 15A - CLASS CC KTK HY10KB151 12
575 HK30WA360 _ 10A - CLASS CC KTK HY10KB101 12
208/230 HK30WA523 HDBOFE656, 30A - CLASS CC KTK HY10KB300 14
HD58FR236
ssg.ilgj&ne 3.7 460 HK30WA534 Anyiiseet 20A - CLASS CC KTK HY10KB200 14
581J/551J14 575 HK30WA361 HD58FE577 10A - CLASS CC KTK HY10KB101 14
549412 208/230 HK30WA524 HDOoFKeS 30A - CLASS CC KTK HY10KB300 14
5 460 HK30WA532 HDOOFKeS T, 30A - CLASS CC KTK HY10KB300 14
HDGOFE576,
575 HK30WA362 HDBOFL576, 15A - CLASS CC KTK HY10KB151 14
HDBOFK577
208/230 HK30WA523 HD58FE654 30A - CLASS CC KTK HY10KB300 10
29 460 HK30WA530 HD58FE654 15A - CLASS CC KTK HY10KB151 12
575 HK30WA360 Z 10A - CLASS CC KTK HY10KB101 12
208/230 HK30WA523 HD58FR236 30A - CLASS CC KTK HY10KB300 10
37 460 HK30WA534 HDGOFE656 20A - CLASS CC KTK HY10KB200 12
575 HK30WA361 HD58FE577 10A - CLASS CC KTK HY10KB 101 12
208/230 HK30WA523 HDBOFK658 30A - CLASS CC KTK HY10KB300 10
49 460 HK30WA532 HDBOFK658 30A - CLASS CC KTK HY10KB300 12
575 HK30WA362 T 15A - CLASS CC KTK HY10KB151 12
580,508 17,30 208/230 HK30WA524 HDoores T, 60 - CLASS J, JKS HY10JK060 8
581J/551J17-28
5 460 HK30WA532 HDoorKeS T, 30A - CLASS CC KTK HY10KB300 12
HDGOFE576,
575 HK30WA362 HDBOFL576. 15A - CLASS CC KTK HY10KB151 12
HDBOFK577
208/230 HK30WA524 HD62FK654 60 - CLASS J, JKS HY10JK060 8
75 460 HK30WA532 HD62FK654 30A - CLASS CC KTK HY10KB300 12
575 HK30WA362 HD62FL576 15A - CLASS CC KTK HY10KB 151 12
208/230 HK30WA525 HDB4FK654 60 - CLASS J, JKS HY10JK060 8
10 460 HK30WA533 HDB4FK654 30A - CLASS CC KTK HY10KB300 12
575 HK30WA363 HD64FL576 15A - CLASS CC KTK HY10KB151 12

* Harness wire gauge between control box and VFD.
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Table 16 — VFD Fuse Requirements, 524J Units

HARNESS
UNIT HP VOLTAGE VFD MOTOR STANDARDIZED FUSE FUSE P/N G‘AVLIJ%EE*

208/230 HK30WAS523 HD56FR233 30A - CLASS CC KTK HY10KB300 10
1.7 460 HK30WAS530 HD56FR463 15A - CLASS CC KTK HY10KB151 10
575 HK30WA360 HD56FR579 10A - CLASS CC KTK HY10KB101 10
208/230 HK30WAS523 HD56FEG53 30A - CLASS CC KTK HY10KB300 10
2.4 460 HK30WAS530 HD56FEG53 15A - CLASS CC KTK HY10KB151 10
575 HK30WA360 HD56FE577 10A - CLASS CC KTK HY10KB101 10
29 208/230 HK30WA523 HD58FEG54 30A - CLASS CC KTK HY10KB300 10
460 HK30WA530 HD58FEG54 30A - CLASS CC KTK HY10KB300 10
208/230 HK30WA523 HD58FR236 30A - CLASS CC KTK HY10KB300 10
208/230 HK30WA523 HDG60FEG56 30A - CLASS CC KTK HY10KB300 10
524 3.7 460 HK30WA534 HD58FR236 20A - CLASS CC KTK HY10KB200 10
460 HK30WA534 HDG0FEG56 20A - CLASS CC KTK HY10KB200 10
575 HK30WA361 HDS58FES577 10A - CLASS CC KTK HY10KB101 10
208/230 HK30WA524 HDGOFKG659 30A - CLASS CC KTK HY10KB300 10
5 460 HK30WA532 HDG60FK659 30A - CLASS CC KTK HY10KB300 10
575 HK30WA362 HDG6OFK577 15A - CLASS CC KTK HY10KB151 10
208/230 HK30WA523 HD62FK654 60A - CLASS J HY10JK060 10
7.5 460 HK30WA532 HD62FK654 30A - CLASS CC KTK HY10KB300 10
575 HK30WA362 HD62FL576 15A - CLASS CC KTK HY10KB151 10
208/230 HK30WA525 HD64FK654 60A - CLASS J HY10JK060 10
10 460 HK30WA533 HD64FK654 30A - CLASS CC KTK HY10KB300 10
575 HK30WA363 HDG4FL576 15A - CLASS CC KTK HY10KB151 10

*Harness wire gauge between control box and VFD.

Control and Power Wiring Diagrams

See Fig. 31-37 for examples of typical unit wiring diagrams.
For details pertaining to a specific unit, see the control and
power wiring diagram labels on the unit.

22



€C

48TNO03646 | - |

COMPONENT ARRANGEMENT
T
w1220
ECONO BOARD
[S— - i :
DISCONNECT/HACR
F10PS
[
NOTE: 1. TERMINAL BOARD SCHEMATIC LAYOUT DOES NOT MATCH ACTUAL TERMINAL

BOARD TO SIMPLIFY CIRCUIT TRACES

. TE

wr

DE

RMINAL BO:
TECTORS,

ARE CUT FOR REHEAT UN
OCCUPANCY AND REMOTE SHUTDOWN

ARD_JUM D 7 AR 178
. ENSURE DESIGNATED JUMPERS ON TERMINAL BOARD ARE CUT WHEN ADDING SMOKE
PHASE LOSS RELAY,

4. IFC OCCURS FOR 208/230 AND 460 VOLT UNIT WITH 3 PHASE INDOOR FAN MOTOR,
AND ALL 575 VOLT WITHOUT DIRECT DRIVE INDOOR FAN MOTOR.

o e,
O3l feor™
A wm @ \“

ot

[ —

[m 202,480 v
SEC PR LAEL

-
e T
n

o STt

4

lovusstoiu]
£ VTS5 w1

YAC CONTROL 208/230V,460V,5T75V
04-07 TIER 1

FROM POWER SCHENATIC
@ JRAX

Tma}mf

57) CONTROL 8D
TEHN/VEL}

- IS
D |

cors
24V) TRAN
i —FCo—sn 3
T
‘ VEL‘ ‘GRA
ot " ‘ ‘w‘m
RED | RED (SR
q FOR FIELD USE

GRAINGED
THRY STADGET

[
PNK/BLK

PNK/ HUO*J,
BLK E =
SW HUMIDISTAT |

PAK/BLK I(HGRH onm
\

8
PAK
HW@

!_wm

.fm
@—mu
Iw

. 43 j

ftpNK7 wioh

wew
i 1O, T H
Com] 1A%

PUK/BLE——

{MAT

2

Nk

——f——GRA

L vio%

(WD)
&(CoaD)
(B9

2B

“(Tha 2-10
L¢{Th oM
TR 2473

ACT 2-10)

81k X&(ACT Com
1 3(ACT Zavs
‘<

HONE YWELL
w1220

. cB N —_— —
5 T'STAT-WT ECONONIZER p———— | . |
(FI0P/ | X,
WIRDXZ- DS wir ACCESSORY) - . - . .
m»w—f GRN—O-ORM ‘ N | ¢>>—-vio-| |
m—) GRN/YEL | GRN . 2 3 it
m}m GRN-O-BRN (TS {13 38 3 : H
AIXT-0-)"on vio | PLo-Ry UNIT
< ECONOMIZER
-9 DI ACcEssonn) |
VEL———
1L 5 RED>—BLU — <
i DI .
BLKD—BLK: <
= m BLU———] f I o ' |
S r-oiem W e | — ﬁfm n !
2 ! ! N
}‘Wf* g tl:aw—%z . ﬁfm
] ]
() <[] ﬁfm
] ]
P — e |
| ENTHALPY | 6 f =‘<‘ ﬁ
SENSOR Orepd ERgs
B D—GRA— 2T
| PL?? TAN & ! [ onn
- 1 56
I —— O-0RN-H <&
© ENTHALPY ‘ ? )
| | dheeti™ | 7
S— 2
L]

Sz

FIELD
CONTROL-

[

(37

ONLY

TRING

fwnt

v

LsLu

0D

0CCUPANCY

e

ceel)
RENOTE
SHUTDOWN
(@)
0o
g SNOKE
HUTDOWN
O]

-

CoFS CTIOP)

¢
I BRN— [1c
BLU BRN— 3 )CLOI TERM 8D
8RN

£:99989

8L

:!

:

B &A1 - - -
ECON

&l

i 3 = -

) . —

¢ o o -

« opoes] =%

optons e RrE O w
ONLY < 2 % £ 2 L
¢ T 179 T z

487M001182 | A |

Fig. 31 — Typical Wiring Diagram — Single Package Rooftop Unit (580J*07 with ACS320 VFD shown)



144

48TM0036417 COMPONENT ARRANGEMENT
L . ‘ 8 TRAN FROM POWER SCHEMATIC
L0 - e BT
1FM TOR CONTROL v ’::[sm-l |_m 7 (I;I»m%ﬁmf
(3-5 TON ONLT) e & 3
w1220 N 4
ECONO BOARD 2 ;-
H B :;f (‘Dlaw)ﬁaw
= PNK T IDf- TS wHT] Hef
]Ecgsson = — v @Im?}m, i e 2
ey, = —_— .
- SOHC/551 J/RAH ONLY o . ) A s % : 4 v —H _’m—z@o—sw 184
|| orscomectuac IFM TDR, - o , swoxe. controL | | [}»;'»vaq: Jo—8h T84
— CONTROL MODULE . — e
-2 REHEAT + LF10p/ACCESSORY |- ‘ 16 100 oY o § ¢
NOTES: 1 TERUIWAL BOARD, SCHEMATIC LAYOUT DOES NOT MATCH ACTUAL TERMINAL SOARD 2 Tononr CONTROL — o
10 SIMPLIFY CIRCUIT TRACI s — J ‘ SEE WOTE 3 - T
2. INSURE BESTGNATED. JUMPERS ON TERMINAL BOARD ARE CUT IHEN ADDING SKOKE JEAOL CALL 3Pk 161
DETECTORS, PHASE LOSS RELAY, OCCUPANCY AND REMOTE SHUTDO r““}p"*ﬂw‘@*“““* 8RN fﬂ brog Rt
3. FOR SINGLE SIAGE ELECTRIC HEAT GPTION. NOVE V1OLET HEATCR WIRE FROW TB4-VIOLET B on oL
WIRE TO T8 BAN— CTB-C
4. 154 LOCKTED TN WEAT 'St o
3 180 OCCORS wiThOU1 OTRECT DRIVE oNLY. R
6. 1FM OL S NOT USED ON ALL MODELS. WHEN NOT USED, RED LEADS ARE CONNECTED TOGETHER. Pies VD -
>‘:‘w (FIOPY T 5 : oo V[L‘REI}‘GRA
Pax PG L @9}”"’ 05 | 4% (377 Wt ‘PNK‘BHN‘GM
<GB! VFD @9},“”* TsTAr "
<D FAN @i T — A\ FOR FIELD st
5000 wi(® BOARD.?NH | BN @g
. : | @ e 1 . ‘ V2
—mﬁem ﬂ 100 . m)e%—_‘— : HUMIDISTAT R ? FIELD H 2 8.
S ey L1g-1 ACCESSORY _ T
——BLU &BLU aeen (2 BHN%%— B —_————
PL1B- (TET] (HGRH ONLY) *
H g [ FPT1 ¢
CTB p— — -~ —
| —Bun{é- R TUSTAT-W1 ECONOMIZER - | l I_ - | k sk =k ;;s (FToP)
. t— om Xe(AT) o T (FIOP/ [”0"/ ‘ ; n ( §—rc
: LTS e ACCESSORY) : : oLy ean—hire
S Coam) "o s ; DG U cor rem oo
— viok HONEYWELL . CocOran—— GRN-O-ORN | | V10— —&>-vi0— | i
1, —~4— GRN
. GRA = S oDy L .
: DY w220 |2 m;m T —— e R TR
| $$18-BUS ! PLG-R) UNIT  PLG : 102/
! —1— BLK<&KTAQ 2-10) AUX1 - ) Ko ECONNIZER : ouP2
: v&&<TRa com . {1‘ 7<‘ ﬁ—w ©. TFlops @G;\ .
| 3 KTAo 24wy }VEL—f - L Cetnod swmn Accesson) | '@
1 B ORN——— 1 6 6) % ECON. . .
. PRI 210 Qzo»* L aixSsix L iy I o
8Lk KCCACT COD m}m—f G J DIESDE DI | @5
| D i § oo o | G e D2 —
: B3 COPamn— i %m# <G : ol ‘ C®2 25
_ 1 ] ] =] s
| CEO»-re <€ G . p @ @ @ﬂ D> ~ 25
] ] : 2] s ge
. [ p— il 4 = Y S =
| T | o [T TS| LS & s | <@ f! ) = g
| ENSOR o0+ |12 < &1 AA KD clew s oE 23
! PL9>2 GRA- S 1 E\_‘<‘ It 10 . < REHEAT 155 ‘ ‘ ‘ =
i DH—om—I ‘ D 2 ? éP | L) . TEY <8
: O-0RN- : I . a=
. ENTHALPY * : ‘ ’<‘ DA } 3 < =
N To P [mm I_[“C”) 12 |1 DY ! 00¢ § 2 3
I A § ) Kot ol FRE—FFEFY (1 5z
. WY e ONLY S oz E HEEE I - 2e
. —_— I Il Il Il 1 Il J a
i ¢ f I J (SEE NOTE 1)
= y 48TM50161

Fig. 32 — Typical Wiring Diagram — Single Package Rooftop Unit (558J%07 with ACS320 VFD shown)



4

VFD FIOP
w7220
ECONO BOARD

IF18

NOTES

:| pIscownecT [
HACR
: FIOPS |

(|

COMPONENT ARRANGEMENT

1. TERMINAL BOARD SCHEMATIC LAYOUT DOES NOT MATCH ACTUAL TERMINAL

BOARD TO SIMPLIFY CIRCUIT TRACES.

. ENSURE DESIGNATED JUMPERS ON TERMINAL BOARD ARE CUT WHEN ADDING

SMOKE DETECTORS,
. FOR HIGH SPEED BLOWER
DISCONNECT FOR NORMAL OPERATION.

o
e —

BLK 208/230., 450V

vio tz08.230v1_ (LABEL
B R
BN,

..
St o

—ob
o5

™0 STAGE

HED

[Fom—o | o-camreift
Fa—o

50TM501581 [ G |

L
P SErsOn

F—— TLosour

GRNITEL

([ [ wote 3

= | mots e it (17
PHASE LOSS RELAY, OCCUPANCY AND REMOTE SHUTDOWN. T
TESTING, CONNECT YELLOW & WHITE WIRES.

PNKJBLK T . CTBl 7 (F]()DP) 2 43 T

PNK /T 04J»PNK@ : PG 1T (Dbt 050 |
BLK LoHGRE | <GB! ypp @om] TSI

Oomy: HowrpIsTAT | ONLY <D FaN D] :

G
accessorr || w3 BOARDCD S—| |

PNK/BLK n: ) g

—_ H YELKEHZ) - - HGRA-
| 2 w2

PNK/BLK

PR3,
K———<&BLK:

PLIB-4, © 10 HEH !H!:I
ui—<emu S t-ar—>———8RN —
T — p—

RED —

—hm GRA |
L ™ .

T0 POVER EXHAUST
ACCESSORY

L.

ECONOMIZER — i | T I -|
(F10P/ . Pz, I
ACCESSORY) | heen’ | . ]
ot | hTEe
GRN-O-ORN @ N
l_ GRY | N .
-GRN—-O-BRN- . PNK : EE:,;'D r_"—‘<@>‘—7”n4 |
vio| PLE-RIUNIT PG @ !
( = ECONONIZER |
L0 At o
BLU f STD UNIT! !
d _‘<\ |<‘ ﬁ vio CiB ECoN: :
BLKD—BLK —
L wr Sy [ 10 <‘“n |>r GRA |
T —YEL A
i pliDiE R
DI #%M IO |
T — L ko -
T ’<‘ \% o1t i
W | o —oaw_‘(‘ =‘<‘ G <P |
SENSOSF o< |13 < G N :
GRA— = \
PL 2 TAN = |
> —er— Ls<\ ﬁ GRA félé, |
: : o-or—1—< L<; A+ N
©ENTHALPY e‘ <“ D
I—(ACCY) | L& b
i, H<J il O~ GRA- X&) —GRA
i — ..

o
: e
C18
| KCOID . TSl
. b {WAT) ——» s
(Cor) WETRZD-im

U viekg(onr) (CaCC - HsLk——
l oS HONEYWELL |35 f
B 1&«5BUS W1220 3 (E-GND)->>GRNITEL:
| LEBTS EXH T :m
! v K<(TAG 210 AUX1-0"
1 vi¢(Tho com ,
| 3 ¢(TAD 2477 b
: N ; ACT 2-10 _ Gz o
| K <&{CACT_COM =D tai——|
! ui ACT_24V9) © QL0 ow
i N <C: :

R

L=

MID TIER YAC CONTROL 208/230V,460V,575V

3 OFM DUAL COMPRESSOR

TRAN1 FROM POWER SCHENATIC

0P/ __ ] puis- 8
ACCESSnﬂ-l Pout| @—! 3 g ) gL
: B Q@ anH-oR o,
| 3 @l ; o) CC“SO—BLK o@o BRN CCHR1
ot Ol a1u-
: - L WHT P WHT |
Tm%%m« BRN 24V) TRANI
: Orert
DHGR¥Y- 6RA
SMOKE CONTROL — e — .
+ [Lrropraccessorr |: sExeet v%@m&m ot
[ | e
‘ SEE_NOTE 3
M O—HEDUN S RED- cors
CEXCEPT 0O =
VFD) e e —
Ao et i (o
[ g
K ”GP;‘.KTl ‘ ‘ ‘ YEL ngn‘am
. wr - [ou|arw e
RED | RED
L FOR FIELD USE
Rf0 5
Q3 =% SEN s oz
! Tl e 520 52050 Vg
ONLY 5 25¢ .8 - =3 Se3e 7=
— T i 008 eope VT U UNIT
> NP TN, - SHUTDOWN

FIELD
CONTROL- —
WIRING

RN

“cors 8Ly

WINTER
”j} START ACCTl
8

3
7 Fioe) o
V10 —8w oan— €2
s ] BRN—(3) TORI
- aen
o}

oo

NP NP

Héﬂ
»mﬁle@ B
»em#@

~»em#¢@ EREEY X
»vm(s{e@
DDC
%

Q)

Frose@ |- - --

f-BLU

CTB
TERMINAL BOARD
(SEE NOTE 1)

50TM501063

Fig. 33 — Typical Wiring Diagram — Single Package Rooftop Unit (581J%14 with ACHS550 VFD shown)

,,,,,,,, N rrrr——— ok
£ gL u—] HPST, - < SLPST
""" O 0S8
T N ST
o wte o0
, I Y O D
2
o
3
— Ifc
Pt T oo oo -
<2 : b ]| om FHE o 1,
rrrrrrr o &«
N . OFR1
| <@ 8
(Accr
| € T
& : c
| ‘9. Q
X A T A
n
<E)| 97 ¥ Vio vio| ot o\ gp ) | | [nHEg
REREAT/| @ M7 : 2 = g2 3 WS 1rs —| e
. . 2% g3 LS
HP 111\‘1:1: o
B @




w1220
ECONOMIZER
BOARD FIOP

REHEAT BOARD

CENTRAL
= 1| TERNINAL BowRD,

181

Fu1.2.3

230y
ONLY)

COMPONENT ARRANGEMENT

TO SIMPLIFY CIRCUIT TRACES.
ENSURE DESIGNATED JUMPERS ON TERMINAL BOARD ARE CUT WHEN ADDING
SMOKE DETECTORS, PHASE LOSS RELAY, OCCUPANCY AND REMOTE SHUTDOWN

T84 [

IN H

$_LOCATED EAT
CONNECT ELECTRIC HEATER
HEATING(W1) AND TO VIO ON TB4 FOR SECOND STAGE HEATING(W2)

SEE HEATER INSTALLATION INSTRUC
SPEED BLOWER TESTI

FOR HIGH

DISCONNECT FOR NORMAL OPERATION.

i|  DISCONNECT/HACR ‘
FI0PS
=

ES:
TERMINAL BOARD SCHEMATIC LAYOUT Df

0ES NOT MAT

TIONS FOR MORE DETAILS.
NG, CONNECT YELLOW 8 WHITE WIRES.

ACTUAL TERMINAL BOARD ‘

SECTION.
CONTROL WIRING TO ORN ON TB4 FOR FIRST STAGE

gl

50TM501741 D |

PNK/BLK i

PNK/+ oalw@
BLK : HGRH
Y

ONLY:

HoRH! wywipysTaT | ONL
ACCESSORY
PNK/BLK KHQ.RUN.U’_I

9T

PL25

7] (F10P)
:5:‘ 2 48 n
PUKEHE)  om L@9>H—anw

<O yrp @7orn

<O~ FAN D1
WHTSK(3) BOARD (D—
VEL{ Wl 5 RA-

QG PNK/BLK

7106,
SS0R

PAC CONTROL 208/230V, 460V, 575V
3 OFM DUAL COMPRESSOR

K 3
i
i 5000
| 1 . T8 N — — o
| XKCRD) . TSTATN ECONOMIZER B
. (AT . (FIOP/ N |
| L WIGAIZ-D- 2w ACCESSORY) <> :
| L—viod w > BU—— GRN-O-0RN VIO —&S>1-vio— |
: D CHTD HONEYWELL | = (Fenm)-plomies K5 |
| 2 w1220 @ 2 GRN—O-BRN ,7{6‘%—%(— :
| oR S-BUS EXH D e ol |
K&HTRo 2-10 .
: vi¢{ThO Com . o
3 N -
| ! ¢ I 2 QZDphre o Syt 5 !
. W C(RCT 210 ( )->>0m !
N 2 4 BLKD—BLK oan
| WH{ACT Com QLD s—i— e ] 10 D !
! V(RCT 2av) I g - & |
B 46 0 ELU*% —BLU: ‘{ > !
] :
| n—%s —BLK: 1 —BLK | |
]
: e | a [T TS D i
| | | SEwsor O-RED— [—Re | |
. ! PL?#GM— A 1 ‘ ) : !
| ——————GRA GRA * I 9& GRA— 7 I I
| ! | L1 O-orN-—< 1
n ™ ™ T OENTHALPY 5‘ v
. : : (ACCY)
TO PONER EXHAUST 8
| L AceEssoRr | e ] oo
e ] 6
: : .
e e ===

7 | -
—V”_"“” I f <o TRANI FROM PONER SCHEMATIC
(i) ) CowtioL
— I ¢ lrm BOARD
@ sLuq Wk ceus
7Iww9}wrf B r_r‘o—mw CCHR2
{@ YELS¥vEL |
: q
TROUALE 7{)4;0(9“}”# — V) TR
e | |
NODULE : :
F10P/ACCESSORY I e 3 ﬁ ﬁ B e |
N w |
| e |
o T .
+ : conal
| B e gECESES S 12) sk
SECRATER LAGEL bIAGTAN I
8
- — e —
SEE_NOTE 5 | PP co
[N
GRA—O— GRA (VFD ONLY ——] o-#10-0g 040~
B o T e 8RN N8 cors
3 *L*’s{u" [ >j5 R \—< e
i o | T -
= - m LT o
e
L o | | o [ e oaw] o
O;éé 7 FOR FIELD USE
2 oE ;[S Q2
PR (3K 3=
' ¢ U F 17
awez a3, SHUTDOWN,
R D GE 1 T |
B frrcdghcy Hifleol
""" [ L—— i:l—‘ BRN- 4]
,,,,, - 8y s sLu
0DC -e s | frion Wé a0l
e . " o —§ 2
<3 . 8aN—C3) 1ot
,,,,, - e
< ‘ eYesieks [
<@ P
)
s -
— = Irc
P D s e "
@ ey L
| |- o - o
| ?Eéén
| <5 . i Wﬁ?" sz - abs O
@ |-e-0 o ] =
| ups ISHSESES) - q)(ﬂ_—)(%)u
<« g NNV —
‘ TR e o i
0ot Y Ym s Y Yo vio_vio
Reveat/| M7 2 8.2.3 s
T A bl A i
o B R @
G ——DoC
FETEE g
I 3 CT8
i A A G TERMINAL BOARD
1 (SEE NOTE 1)
50TM501064[K]

Fig. 34 — Typical Wiring Diagram — Single Package Rooftop Unit (551J%14 with ACHS50 VFD shown)



575V ONLY STD TIER YAC CONTROL 208/230V,460V,575V

[ SEE_PONER
EO 5061830, 4600 oMLY
- . D N | ’— —“— - FROM POWER SCHENATIC
2 ® Accessory || [ pOWER @ RED o TRAX
16 (@] : : 7;@
w0 GRNIYEL
e ot | -« o
. . . Ot coNTROL
) @ : B0ARD
- KD S
. ™
- : TROUBLE . (- o
. . ;- HED NC < EXCEPT VFD :
: . a® | ALARM = GTGRA “
. N0 - {IDF-GRA
M \_*_‘ SMOKE_CONTROL e = n
gt ST5V o F]OP’;S?&ESORV 1ru/0L ERY H
: GD’J ONLY —_——— GRA [RED: 1| F10e |1 [—PNK——CONT) I .
et < o oL ); REHG T m‘ﬁ
@Drm — - e | EAEIED
ey ) ~O-GRA (VFD ONLY' REo N BRN L ‘
Pt Lw+
T .3
E e HE E
BEEEE DEE B
L @ -
Q Fed || ) e e T ey T
CONTROL = T~
GROUNDE| WIRING = g @
ThRu STANOOTT e omnes mv wr omv
ORN-—
GRNIYEL Lyt TC> ceHR2
kg awﬂ o
— e — . auuam_
- - Leand coum
1 ACCESSORY "I’ ORN— - — L BRN IFC
e s (O B — | i
i, ERM-L
e | RTU-NP ° N BOARD
H + ERA—VV—VVJ ONLY. -ORN-
1
Dactisio .{’-" BLk— - — - Fre =
= FeLu] Vo vio om om

1Ps; 1Ps
BRN— €2
"23nv RTPF ONLYY
o]
ORN/BLI_ 0 0 WLC)
mwgq : bcm
et

0
TERA'L
BOARD

vio vio OfN RN

JO-BRN c2
5

Lacorgc @
ECON

IS |
© —0 OFC
g © [
Tl g il
£z 3 & &
T - ‘ CENTRAL
[ TERMINAL BOARD
N AN J LAY
T -~ Te
. PNK— 45
PNK/ L | oo >s:\ ToctB
BLK ™ ‘ 5 PNK PNKEK(E) ¢ i ‘@yawf DbC .
. . ‘ BLU ’7 «5) . VD @ - ORN- T'STAT |
: (
. PNK YELA N
3 | NOTE: CONNECT WHT & YEL WIRES AT PL25 FOR HI-SPEED
l :guégég;yﬂ | P"K! } YEL }VEL PHT#@ BOARD @7 e/ | BLOWER TEST. DISCONNECT FOR NORMAL OPERATION
PNLKK/ l(Hummzm; | Ay wHT o VLKD) - s (s o
NLY) :
—w— T Uy Xsw (FIOP) NS |
i ,[H) SEE NOTE
T — L .
'EJ PH;"\l
K=< &—BLK ED—>)————RED
Ay . mﬁwm
500(1
: 1 cTB s —— e
| ~&CWA) . T'STATW [CONOMIZER [ ]
(AT (FIQP/ DK
: 1 Corr) WIGTRZD ACCESSORY) L] e |
| U viok&(oar) . O au—— GRN-O-0RN 1o-v 10 |
! 5 LSBT HONEYWELL m}ann/m | 2% |
. 2 W7220 ® EE D0 GRN-O-BRN- r 0 T -
| KA a2, N :
. 2 Lonk. ECBNBM[ZER |
B B ! s (FIOP/
| e — . I AceBSsonn © i
. ! [Reo27me
i 2 < (RCT Com) E ;m77 7ELK$¥BLK
v i @ (:-9V‘Cﬂ s >
. & f BLU—
| CO»ho—r ]
N | ENTRALPY | O8R]
| . O-RED-T
N N PL ERA*
i 9*5»1»—
N ENTHALPY
| I_“CC”_ I ’TFmP/Acc[ssonT‘
| [ vio i | L
h A > b — . _ v[ow orc
c CONTACTOR, COMPRE SSOR IFC INDOOR FAN CONTACTOR PMR PHASE MONITOR RELAY
CAP CAPACITOR IFM INDOOR FAN o1 QUADRUPLE TERMINAL
8 CIRCUIT BREAKER 16C INTEORATED GAS CONTROL R RELAY
CCH CRANKCASE HEATER IRH INDOOR RELATIVE HUMII)ITY RAT RETURN AIR TEMP. SEN
1. IF_ANY OF_THE ORIGINAL WIRE FURNISHED CCHR CRFANKCASE HEATER RELAY LA LOW AMBIENT LOCK: RMT OCC  REMOTE_OCCUPANCY
e et G WERGOIERE G R e L
RTPF ROUND TUBE PLATE FIN
2. COMPRESSOR AND AN MOTORS ARE THERMALLY COFS CONDENSATE OVERFLOW SWITCH LOOP PWR  CURRENT LOOP POWER CONDENSER €O
PROTECTED. THREE PHASE MOTOR COMP COMPRE SSOR LPS LOW PRESSURE SWITCH SAT SUPPLY AIR TEMP SENSOR
PROTECTED AGAINST PRINARY STl pansinG ggg EEQEMLD%?%M%OEOMD hSU hi'fi%iﬂiﬁvé”"“““ RESET) SEN
SET SET POINT OFFSET
3. 208/230\/ UNIT TRAN 1S WIRED FOR 230V UNIT. ERV ENERGY RECOVERY VENTILATOR 0AQ OUTDOOR AIR OUALITV SFS SUPPLY FAN STATUS
3 10,BE RUN WLTH 208V POUER SUPPLY FI0P FACTORY INSTALLED OPTION 0AT OUTDOOR AIR TOR TIME DELAY RELAY
DisComeet BLK VIRE FROM 2307 TAP FSD FIRE SHUT DOWN OFC OUTDOOR F AN CONTACTOR TRAN TRANSFO
4 Sgpgg;?gg CONDUCTOR ONLY. éﬁu FUSE 8% 8%88; HN TERMINAL BLOCK v V”IABLE FREOUENCV DRIVE
501 T USED ON ALL MODELS. WHEN NOT USED, GyR GAS VALVE OLR OVERLOAD
WED LEADS AWE CONNECTED TOGETHER. HPS HIGH PRESSURE sme PER POWER EXHAUST RELAY
HS HALL EFFECT SENSOR PL PLUG ASSE
1 IGNITOR POT POTENT ONE TER
140 INDOOR AIR QUALITY SENSORS
DM INDUCED DRAFT MOTOR
IDR INDUCED DRAFT RELAY [sones0o7s1 [ 1 ]

Fig. 35 — Typical Wiring Diagram — Single Package Rooftop Unit (580J*17-30 and 581%17-24 with ACS320 VFD shown)

27



B TRAN FROM POWER SCHENATIC
STD TIER PAC CONTROL 208/230V,460V,575V o @ ® i

GRN/VEL;’
|— — 24V) okt
Acc[ssom POWER ®lm7 [Pi3a (s is HCRT BRN R
.| 24 vac N &RE RED- RED0 |-0—RED ——BRN- w2
RETURN: © (@i B SR i s> g1 ) ContoL 0
| ) 1 o Fo-sto—ciro ——— siv—= 1
NC % | pr32 ELECTRIC HEAT (ACCESSORY) gaN—q HCRI
- Soke [+ vo = R ——Famv—
SENSOR N2
L[ ‘ o
| TROWBLE® . (Byr-prk—| o e — 2
NC
.. LeR o
[ wamz |
. N0 - (DGR | SEE_NOTE 5 o EXEPL VD
+ | SMOKE CONTROL |[* vio GRA IFHI0L
| | (EXCEPT| ?‘REDTR[D—O-‘
F 0P/ ACCE SSORY o AED LsH
—_—a— T
YEL R[D‘G A
GRA—O—GRA (VFD ONLY BRN BLU WHT PNK BH‘N GD‘IA
RED | RED
o FOR FIELD USE
2B LBV .
0220 052020 0353
eEZe P39 Fe 4 O%
- 4 e .
St TSR i om
L o
2300 R7PF ONLT!
Fanrd i BRN(0) ceiR2
24 O BaN-—3 €1
BLUBLKL. .= .. )
i~ o D
| ACCESSORY (N0~ ORN— [
Telite STATUS Lawf Jjpre ~BLK--- BRN—3) €101
= = ] e ey
~— - RTU-MP
i - TGM*"f' S ONLY
acessonr Fo@ -ox— - — - e
r— e i )
FeLu]
@
»«
(i)® ConRl
—Li.th (0w
OFC
CLo
TIRN'L
BOARD
@
PER
)
arci
)
BNV J J-@
50HE001220] - | ~ T @
PNK/ | VFD@ 2@”“ Sy 0 o c18
BLK — = .TE“‘ 5 PNK PNK{é@ i Dy DBC
. . aLu TOSTAT
*rw <! yrp @DV |
| HUMIDISTAT | P Kl D AN OPyreL © | NOTE: CONNECT WHT & YEL WIRES AT PL25 FOR HI-SPEED
+ ACCESSORY | : ’VEL YZVEL erﬁé@ BOARDC} T i — | BLOWER TEST. DISCONNECT FOR NORMAL OPERATION
PAKY l(HUMIDIMIZER' | EW DHT ELKD - O
ONLY) .7PNK pnk— VFD . H
= 2 Top) <® 1'%
i TS see wotE |

uswl

9%;@

r
| P W ML
T'STATN ECONOMIZER o]
l 2t (et (FIOP/ |
: 1 - m WIRTRZ-D fw ACCESSORY) S
| Lo m w - BLk——— GRN-O-0RN 10|
_ AT HONEYMELL |5 (Ferpiiod ommrree |
: 2 :)Dus w1220 B G GRN-O- BN "=
| B AIXT-0-> ' |
. X D TAQ 2-10) NOMIZER |
: KHTAO Com s T
| TAG 24V~ B o |
. AT 2-10 Gz i
| L QT com £ GED o — I :
©(Y1-0 I
! v 2 3 1 |
: < [, f sL—4— i v
E 1 BINBDA 70 .
| ( > ] S ﬁ*m R I IRl I
D]
B — = O-BRN—1 T
| (TP | ol Tl
O-RED = — T T
I I i D =D w0 |
. | 9%5»“— ‘ SIS 279 N
| N i} 9 ‘6,
! ENTHALPY ‘ P2
i (ACCY) | l \z<‘ g DM (Crjgpaccrssorn |
— —
" n 1| vio GRA
! : 0 v el | v[ U

C CONTACTOR, COMPRESSOR IFC INDOOR FAN CUNTACTOR poT POTENTIOMETER
CAP CAPACITOR IFM INDOOR FAl PMR PHASE MONITOR RELAY
CB CIRCUIT EREAKER [RH INDOOR RELATIVE HUMIDITY oT QUADRUPLE TERMINAL
1. IF ANY OF THE ORIGINAL WIRE FURNISHED CCH CRANKCASE HE LA LOW AMBIENT LOCKOUT R RELAY
MUST BE REPLACE BE REPLACED CCHR CRANKCASE HEATER RELAY LAR LOW AMBIENT RAT RETURN AIR TEMP. SEN
R 1 S EQUIV, CCN CARRIER COMFORT NETWORK LAS LOW AMBIENT SWITCH RMT oCC REMOTE OCCUPANCY
2 COMPRESSOR AND FAN MOTORS ARE THERMALLV CMP SAFE COMPRESSOR SA LOOP PWR CURRENT LOOP POWER RTPF ROUND TUBE PLATE FIN
PROTECTED. THREE PHASE MOTORS COFS CONDENSATE OVERFLOW SWITCH LPS LOW PRESSURE SWITCH CONDENSER COIL
PROTECTED AGAINST PRIMARY SINGL[ PHASING COMP COMPRESSOR LSM LIMIT SWITCH (MANUALRESET] SAT SUPPLY AIR TEMP. SENSOR
CT8 CENTRAL TERMINAL BOARD 0AQ OUTDOOR AIR SEN
3 208/230V UNIT TRAN IS WIRED FOR 230V UNIT. DDC DIRECT DIGITAL CONTROL QAT QUTDOOR AIR TEMP SEN SET SET POINT OFFSE
IF UNIT [S TO BE RUN WITH 208V POWER SUPPLY EVR ENERGY RECOVERY VENTILATOR OFC OUTDOOR FAN CONTACTOR SFS SUPPLY FAN STATUS
DISCONNECT ELK WIRE FROM 230V TAP AND F10P FACTORY INSTALLED OPTION OFM QUTDOOR FAN MOTOR TOR TIME DELAY RELAY
CONNECT TO 200 FSD FIRE SHUT DOWN OFTB OUTDOOR FAN TERMINAL BLOCK TRAN TRANSFORMER
4. USE COPPER CONDUCTOR ONLY FU FUSE OLR OVERLOAD RE VFD VARIABLE FREOUENCY DRIVE
5. IfM oL T USED ON ALL MODELS. WHEN NOT USED, GR GROUND PER POWER EXHAUST RELAY
RED LEADS ARE CONNECTED TOGETHER HC HEATER CONTACTOR PL PLUG ASSEMBLY
HCR HEATER CONTROL RELAY
HPS HIGH PRESSURE SWITCH
1AQ INDOOR AIR QUALITY SENSORS

Fig. 36 — Typical Wiring Diagram — Single Package Rooftop Unit (558J%17-30 and 551J%17-24 with ACS320 VFD shown)

28



CIRCUIT BREAKER
(5 H.P AND ABOVE)

FIELD Ife
m —— o@D — sk <{TDA K2D—s 1k
DISCONNECT
RS POVER i 0@ — 160 —TH KED et PN
— | — 2L s o @ @K
3 PHASE ONLY YL
EQUIP GR W
o @ (0R) 3 PHASE ONLY
= TERMINAL BLOCK  FUSE BLOCK VFD_ - VED o
- HUD (U2 —BLK—o-bLK FIOP
YEL — FOD (V2H—TE—o-YEL IFM
— A L) (W2)—BLU—-BLU
—GRN I—o—__GRN/-
! | 7 7 L YEL _
7.5T 2-5TG, 10 TON AND ABOVE
N — P25 -
VFD PNKQ PNK—
| 5 2 d & i
@Tawiﬁs PNk Pws{é@ BN S RN
BLU— 25y L onn
‘2
PNK—— VFD
: @T O @%VEL T
|
oo e @, 0 O
— PN
(e )—pnk }4 (F10P) () Q9 10 crs
o—ViL— °
O—WHT SEE NOTE 2 T7STAT

TERMINAL BLOCK

JUMPER FOR ™
HEAT PUMP
WIRING ELECTRIC HEAT ACCESSORY
[vef—rer
ORN-
- T — —
’* ’EM I
‘ ’— WHT%WHT
L IFwor Lo~
Mo — o
| o\
‘ [R—  —@=— CONNECT TO
OMIT FOR 24VAC AT
HEAT PUMP CONDENSING UNIT
/WIRING
L " aE
| — —{lv2]
I mo
N 77
LEGEND =
FACTORY WIRING TSTAT
——  — FIELD CONTROL WIRING
cB CIRCUIT BREAKER NOTES:
IFC INDOOR FAN CONTACTOR 1. USE COPPER CONDUCTORS ONLY

IFM 2.
B TERMINAL BLOCK
T'STAT THERMOSTAT

VFD VARIABLE FREQUENCY DRIVE

INDOOR FAN MOTOR

FOR H

YELLOW AND WHITE WIRES.

IGH SPEED BLOWER TESTING, CONNECT
DISCONNECT FOR

NORMAL OPERATION.

40RM501370 |J
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VFD ALARMS AND FAULTS
TROUBLESHOOTING

The VFD has two LEDs on its front panel that indicate VFD
operating status. These LEDs are GREEN and RED.

GREEN LED ON STEADY: Power ON to VFD

GREEN LED FLASHING: Alarm condition detected

RED LED ON (Steady or Flashing): Fault condition de-
tected

Alarms

Alarms are advisory in nature. These indicate a problem has
been detected by the VFD’s diagnostics but this problem will
not require that the VFD and its motor be shut down. Typical
fault condition on the 2-Speed Indoor Fan Motor application
might be loose connections at the VFD terminal board or dam-
aged conductors between the Fan Speed Board connector J2
and the VFD terminal strip. See Table I in the Appendix sec-
tion for a full list.

CLEAR THE ALARM LED

Shut off power to the VFD for five minutes. Restore power and
recheck the GREEN LED. If this LED is still flashing, connect
the accessory remote display keypad kit and follow the trouble-
shooting instructions in the Appendix, page 82.
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Faults

A fault is a significant internal situation for the VFD or its mo-
tor. If the motor was running when the fault was detected, it
was shutdown. See Table H in the Appendix section for a full
list of Faults, display codes and troubleshooting guides. Con-
nect the accessory remote display keypad kit and follow the
troubleshooting instructions in the Appendix.

CLEAR THE FAULT LED

Shut off power to the VFD for five minutes. Restore power and
recheck the RED LED.

VFD Maintenance

If installed in an appropriate environment, the VFD requires
very little maintenance.

Table 17 lists the routine maintenance intervals recommended
by Bryant.

Table 17 — Maintenance Intervals

INTERVAL

Every 6 to 12 months
(depending on the dustiness of
the environment)

MAINTENANCE

Heat sink temperature check
and cleaning

HVAC Control panel battery
change

Every ten years




Heat Sink Cleaning

The heat sink fins accumulate dust from the cooling air. In a
normal environment check the heat sink annually, in a dusty
environment check more often.

Use the following procedure to clean the heat sink on AHC550
VFDs:

1. Turn off and lock out unit power.

2. Remove the drive cover (see Fig. 38).

3. Press together the retaining clips on the top cover and lift
(see Fig. 39).

Captive

A

DI

|

o'
WD)
\

3

Fig. 39 — Remove Top Cover on ACHS50 VFD

4. Blow clean compressed air (not humid) from bottom to top
while simultaneously using a vacuum cleaner at the air
outlet to trap the dust.

Replace the cooling fan.

Replace the drive cover.

Restore power.

oW
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Use the following procedure to clean the heat sink on ASC320
VFDs:

1. Turn off and lock out unit power.
2. Insert a small straight blade screwdriver into the slot and
press in to release the top cover as shown in Fig. 40.

Fig. 40 — Remove Top Cover on ACS320 VFD

3. Blow clean compressed air (not humid) from top of
ACS320 while simultaneously using a vacuum cleaner at
the base to trap the dust.

4. Replace the top cover.

5. Restore power.

Bypass the VFD

The following procedures detail how to bypass (disconnect) the fac-
tory installed VFD. See Fig. 41 and 42 for simplified schematics.

To bypass the VFD on the following units — 580J/558] 07-14,
5481 07-12, 581J/551J 07-12, 549] 08-09, and 52417:

1. Turn off and lock out unit power.

2. Disconnect the connectors linking the fuse to the control
box and to the VFD.

3. Disconnect the connector between the VFD and the indoor
fan motor.

4. Disconnect the ground wires at the base of the VFD.

5. Remove the VFD, if required.

6. Connect the lead from the control box to the lead from the
indoor fan motor.

7. Connect the ground wire from the indoor fan motor to the
fan deck.

8. Restore power.

To bypass the VFD on the following units — 580J/558J 16-30,
548]) 14-24, and 581J/551J 17-28:

1. Turn off and lock out unit power.

2. Disconnect the connection between the control box and
the VFD.

3. Disconnect the connection between the indoor fan motor
and the VFD.

4. Disconnect the ground wires at the base of the VFD.

5. Remove the VFD, if required.

6. Connect the lead from the control box to the lead from the
indoor fan motor.

7. Attach the ground wire leading from the fan motor to the
fan deck.

8. Restore power.
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Fig. 41 — To Bypass the VFD on 580J/558J 07-14, 548J 07-12, 581J/551J 07-12, and 549J 08-08 Units

UNIT WITH VFD
CONTROL INDOOR

BOX O VFD . FAN
GROUND MOTOR

[e)
UNIT WITHOUT VFD

CONTROL = FAN DECK INDOOR

BOX 3 FAN
GROUND ( MOTOR

= FAN DECK

Fig. 42 — To Bypass the VFD on 580J/558J 16-30, 548J 14-24, and 581J/551J 17-28 Units

BASIC VFD PARAMETERS

See Table 18 for basic VFD parameters for 580J/558J, 548],
581J/551) and 549] units organized by lookup variable. See
Tables 19 and 20 for basic VFD parameters for 524J units. See
Table 21 for 580J/558], 548J, 581J/551) and 549] units for
ACH 550 VFD models.
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Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units

LOOKUP PKG ABB, MOTOR PART VFD PART REPLACEMENT COMPONENT DRIVE DESC CONTROLS
VARIABLE ACS320 NUMBER NUMBER PART NUMBER HP
48TM003773-DATA 48TM003773 HD56FR233 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 SRT 1.7 HP 230V EM
48TM003776-DATA 48TMO003776 HD56FR463 HK30WA530 ACS320-03U-05A6-4+N7558+X1558 3 SRT 1.7 HP 460V EM
48TM003772-DATA 48TM003772 HD56FE653 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 SRT 2.4 HP 230V EM
48TM003784-DATA 48TM003784 HD56FEG53 HK30WAS530 ACS320-03U-05A6-4+N7558+X1558 3 SRT 2.4 HP 460V EM
48TM003782-DATA 48TM003782 HD58FE654 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 SRT 2.9 HP 230V EM
48TM003777-DATA 48TMO003777 HD58FE654 HK30WA530 ACS320-03U-05A6-4+N7558+X1558 3 SRT 2.9 HP 460V EM
48TM003774-DATA 48TM003774 HDG60FEG56 HK30WAS523 ACS320-03U-14A6-2+N7558+X1558 3 SRT 3.7 HP 230V EM
48TM003783-DATA 48TM003783 HD60FE656 HK30WA534 ACS320-03U-08A8-4+N7558+X1558 5 SRT 3.7 HP 460V EM
48TM003775-DATA 48TM003775 HD60FK658 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 SRT 5.3 HP 230V EM
48TM003778-DATA 48TM003778 HD60FK658 HK30WA532 ACS320-03U-12A5-4+N7558+X1558 7.5 SRT 5.3 HP 460V EM
50TM001206-DATA 50TM001206 HD58FE654 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 STR 2.9 HP 230V EM
50TM001211-DATA 50TM001211 HD58FE654 HK30WA530 ACS320-03U-05A6-4+N7558+X1558 3 STR 2.9 HP 460V EM
50TM001209-DATA 50TM001209 HDG6OFEG56 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 STR 3.7 HP 230V EM
50TM001210-DATA 50TM001210 HD60FE656 HK30WA534 ACS320-03U-08A8-4+N7558+X1558 5 STR 3.7 HP 460V EM
50TM001208-DATA 50TM001208 HD60FK657 HK30WA524 ACS320-03U-26A8-2+N7558+X1558 7.5 STR 5.0 HP 230V EM
50TM001212-DATA 50TM001212 HDG60FKG657 HK30WA532 ACS320-03U-12A5-4+N7558+X1558 75 STR 5.0 HP 460V EM
50HE001312-DATA 50HE001312 HD58FE654 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 MRT 2.9 HP 230V EM
50HE001316-DATA 50HE001316 HD58FE654 HK30WA530 ACS320-03U-05A6-4+N7558+X1558 3 MRT 2.9 HP 460V EM
50HE001313-DATA 50HE001313 HDG6OFEG56 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 MRT 3.7 HP 230V EM
50HE001317-DATA 50HE001317 HD60FE656 HK30WA534 ACS320-03U-08A8-4+N7558+X1558 5 MRT 3.7 HP 460V EM
50HE001314-DATA 50HE001314 HDB0FK657 HK30WA524 ACS320-03U-26A8-2+N7558+X1558 7.5 MRT 5.0 HP 230V EM
50HE001318-DATA 50HE001318 HD60FK657 HK30WA532 ACS320-03U-12A5-4+N7558+X1558 75 MRT 5.0 HP 460V EM
50HE001315-DATA 50HE001315 HD62FK654 HK30WA524 ACS320-03U-26A8-2+N7558+X1558 7.5 MRT 7.5 HP 230V EM
50HE001319-DATA 50HE001319 HD62FK654 HK30WA532 ACS320-03U-12A5-4+N7558+X1558 75 MRT 7.5 HP 460V EM
50HE001320-DATA 50HE001320 HDBOFK658 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 MRT 5.3 HP 230V EM
50HE001321-DATA 50HE001321 HD60FK658 HK30WA532 ACS320-03U-12A5-4+N7558+X1558 7.5 MRT 5.3 HP 460V EM
50HE402586-DATA 50HE402586 HD64FK654 HK30WA525 ACS320-03U-34A1-2+N7558+X1558 10 MRT 10.0 HP 230V EM
50HE402591-DATA 50HE402591 HD64FK654 HK30WAS533 ACS320-03U-15A6-4+N7558+X1558 10 MRT 10.0 HP 460V EM
48LC000507-DATA 48LC000507 HD56FR233 HK30WA504 | ACS320-03U-07A4-2+J400+N7558+X1558| 1.5 SRT 1.7 HP 230V 1/0 Flex
48LC000508-DATA 48L.C000508 HD56FR463 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 SRT 1.7 HP 460V 1/0 Flex
48LC000511-DATA 48LC000511 HD56FEG53 HK30WA504 | ACS320-03U-07A4-2+J400+N7558+X1558| 1.5 SRT 2.4 HP 230V I/O Flex
48LC000512-DATA 48LC000512 HD56FE653 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 SRT 2.4 HP 460V 1/0 Flex
48LC000514-DATA 48LC000514 HD56FR233 HK30WA504 | ACS320-03U-07A4-2+J400+N7558+X1558| 1.5 SRT 1.7 HP 230V 1/0 Flex
48LC000515-DATA 48LC000515 HD56FR463 HK30WA511 | ACS320-03U-03A3-4+J400+N7558+X1558| 1.5 SRT 1.7 HP 460V 1/0 Flex
48LC000517-DATA 48LC000517 HD56FE653 HK30WA517 | ACS320-03U-08A8-4+J400+N7558+X1558 5 SRT 2.4 HP 230V 1/O Flex
48LC000519-DATA 48LC000519 HD58FE654 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 SRT 2.9 HP 460V 1/O Flex
48LC000521-DATA 48LC000521 HD58FEG54 HK30WAS505 | ACS320-03U-10A8-2+J400+N7558+X1558 2 SRT 2.9 HP 230V 1/0 Flex
48LC000522-DATA 48LC000522 HD58FE654 HK30WA512 | ACS320-03U-05A6-4-+J400+N7558+X1558 3 SRT 2.9 HP 460V 1/0 Flex
48LC000524-DATA 48LC000524 HD56FR233 HK30WA504 | ACS320-03U-07A4-2+J400+N7558+X1558| 1.5 SRT 1.7 HP 230V 1/O Flex
48LC000525-DATA 48LC000525 HD56FR463 HK30WA511 | ACS320-03U-03A3-4+J400+N7558+X1558| 1.5 STR 1.7 HP 460V 1/0 Flex
48LC000527-DATA 48LC000527 HD58FE654 HK30WAS505 | ACS320-03U-10A8-2+J400+N7558+X1558 2 STR 2.9 HP 230V 1/0 Flex
48LC000528-DATA 48LC000528 HD58FE654 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 SRT 2.9 HP 460V 1/0 Flex
48LC000530-DATA 48LC000530 HD56FR233 HK30WA504 | ACS320-03U-07A4-2+J400+N7558+X1558| 1.5 STR 1.7 HP 230V 1/O Flex
48LC000531-DATA 48LC000531 HD56FR463 HK30WA513 | ACS320-03U-07A3-4+J400+N7558+X1558 3 STR 1.7 HP 460V 1/0 Flex
48LC000536-DATA 48L.C000536 HD56FE653 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 MRT 2.4 HP 460V 1/0 Flex
48LC000662-DATA 48LC000662 HD56FR463 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 MRT 1.7 HP 460V 1/0 Flex
48LC000535-DATA 48LC000535 HD56FE653 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 MRT 2.4 HP 230V 1/O Flex
48LC000539-DATA 48LC000539 HD60FK658 HK30WA506 | ACS320-03U-14A6-2+J400+N7558+X1558 3 MRT 4.9 HP 230V 1/O Flex
48LC000663-DATA 48LC000663 HD56FEG53 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 MRT 2.4 HP 460V 1/0 Flex
48LC000543-DATA 48LC000543 HD58FE654 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 MRT 2.9 HP 460V 1/0 Flex
48LC000540-DATA 48LC000540 HD60FK658 HK30WA513 | ACS320-03U-07A3-4+J400+N7558+X1558 3 MRT 4.9 HP 460V 1/O Flex
48LC000542-DATA 48L.C000542 HD58FE654 HK30WA505 | ACS320-03U-10A8-2+J400+N7558+X1558 2 MRT 2.9 HP 230V 1/O Flex
48LC000546-DATA 48LC000546 HD60FE656 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 MRT 3.7 HP 460V 1/0 Flex
48LC000545-DATA 48LC000545 HD60FEG56 HK30WA505 | ACS320-03U-10A8-2+J400+N7558+X1558 2 MRT 3.7 HP 230V 1/0 Flex
48LC000661-DATA 48LC000661 HD56FR463 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 MRT 1.7 HP 460V 1/O Flex
48LC000547-DATA 48LC000547 HD58FE654 HK30WA505 | ACS320-03U-10A8-2+J400+N7558+X1558 2 MRT 2.9 HP 230V 1/0 Flex
48LC000548-DATA 48LC000548 HD58FE654 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 MRT 2.9 HP 460V 1/0 Flex
48LC000550-DATA 48LC000550 HDG60FK658 HK30WA506 | ACS320-03U-14A6-2+J400+N7558+X1558 3 MRT 5.25 HP 230V 1/0 Flex
48LC000551-DATA 48LC000551 HD60FK658 HK30WA513 | ACS320-03U-07A3-4+J400+N7558+X1558 3 MRT 5.25 HP 460V 1/O Flex
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Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID
LOOKUP MOTOR NOM EXT1 EXT1/EXT2| REF1 CONST CONST | CONST
VARIABLE VOLTAGE | N. AMPS FREQ N.RPM | N.HP | COMMANDS SEL SELECT | SPEED SEL | SPEED 1 | SPEED 2
VFD_PARAMETERS 9905 9906 9907 9908 9909 1001 1102 1103 1201 1202 1203
48TM003773-DATA 230 5.6 60Hz 1725 1.7 — — — DI23 40Hz 60Hz
48TM003776-DATA 460 2.9 60Hz 1725 1.7 — — — DI 2,3 40Hz 60Hz
48TMO003772-DATA 230 6.8 60Hz 1725 2.4 — — — DI 2,3 40Hz 60Hz
48TM003784-DATA 460 34 60Hz 1725 2.4 — — — DI2,3 40Hz 60Hz
48TM003782-DATA 230 7.8 60Hz 1725 2.9 — — — DI 23 40Hz 60Hz
48TM003777-DATA 460 3.8 60Hz 1725 2.9 — — — DI2,3 40Hz 60Hz
48TM003774-DATA 230 9.8 60Hz 1725 37 — — — DI2,3 40Hz 60Hz
48TM003783-DATA 460 49 60Hz 1725 3.7 — — — DI23 40Hz 60Hz
48TM003775-DATA 230 12.7 60Hz 1740 5.3 — — — DI2,3 40Hz 60Hz
48TM003778-DATA 460 6.4 60Hz 1740 5.3 — — — DI2,3 40Hz 60Hz
50TM001206-DATA 230 78 60Hz 1725 2.9 — — — DI23 40Hz 60Hz
50TM001211-DATA 460 3.8 60Hz 1725 2.9 — — — DI23 40Hz 60Hz
50TM001209-DATA 230 9.8 60Hz 1725 37 — — — DI23 40Hz 60Hz
50TM001210-DATA 460 4.9 60Hz 1725 3.7 — — — DI2,3 40Hz 60Hz
50TM001208-DATA 230 17.1 60Hz 1760 5 — — — DI2,3 40Hz 60Hz
50TMO001212-DATA 460 8.6 60Hz 1760 5 — — — DI23 40Hz 60Hz
50HE001312-DATA 230 78 60Hz 1725 2.9 — — — DI23 40Hz 60Hz
50HE001316-DATA 460 3.8 60Hz 1725 2.9 — — — DI23 40Hz 60Hz
50HE001313-DATA 230 9.8 60Hz 1725 37 — — — DI23 40Hz 60Hz
50HE001317-DATA 460 49 60Hz 1725 37 — — — DI23 40Hz 60Hz
50HE001314-DATA 230 20.4 60Hz 1760 5 — — — DI23 40Hz 60Hz
50HE001318-DATA 460 10.2 60Hz 1760 5 — — — DI2,3 40Hz 60Hz
50HE001315-DATA 230 28.5 60Hz 1760 75 — — — DI2,3 40Hz 60Hz
50HE001319-DATA 460 137 60Hz 1760 75 — — — DI2;3 40Hz 60Hz
50HE001320-DATA 230 127 60Hz 1740 5.3 — — — DI2,3 40Hz 60Hz
50HE001321-DATA 460 6.4 60Hz 1740 5.3 — — — DI 2,3 40Hz 60Hz
50HE402586-DATA 230 30.4 60Hz 1755 10 — — — DI23 40Hz 60Hz
50HE402591-DATA 460 15.2 60Hz 1755 10 — — — DI2,3 40Hz 60Hz
48LC000507-DATA 230 5.6 60Hz 1725 1.7 (1) b1 EXT1 Al-1 NOT SEL 52.4 60Hz
48LC000508-DATA 460 2.9 60Hz 1725 1.7 (1) b1t EXT1 Al-1 NOT SEL 52.4 60Hz
48LC000511-DATA 230 6.8 60Hz 1725 2.4 (1) DN EXT1 Al-1 NOT SEL 52.4 60Hz
48LC000512-DATA 460 34 60Hz 1725 2.4 (1) DN EXT1 Al-1 NOT SEL 52.4 60Hz
48LC000514-DATA 230 5.6 60Hz 1725 1.7 (1) DN EXT1 Al-1 NOT SEL 42.6 60Hz
48LC000515-DATA 460 2.9 60Hz 1725 1.7 (1) b EXT1 Al-1 NOT SEL 426 60Hz
48LC000517-DATA 230 6.8 60Hz 1725 2.4 (1) b EXT1 Al-1 NOT SEL 426 60Hz
48LC000519-DATA 460 38 60Hz 1725 2.9 (1) b1 EXT1 Al-1 NOT SEL 426 60Hz
48LC000521-DATA 230 738 60Hz 1725 2.9 (1) b1 EXT1 Al-1 NOT SEL 412 60Hz
48LC000522-DATA 460 3.8 60Hz 1725 2.9 (1) DN EXT1 Al-1 NOT SEL 41.2 60Hz
48LC000524-DATA 230 56 60Hz 1695 1.7 (1) DN EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000525-DATA 460 2.9 60Hz 1690 1.7 (1) DN EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000527-DATA 230 7.8 60Hz 1735 2.9 (1) b EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000528-DATA 460 338 60Hz 1735 2.9 (1) b EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000530-DATA 230 5.6 60Hz 1695 1.7 (1) b1t EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000531-DATA 460 2.9 60Hz 1690 1.7 (1) DN EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000536-DATA 460 34 60Hz 1680 2.4 (1) DN EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000662-DATA 460 2.9 60Hz 1690 1.7 (1) DN EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000535-DATA 230 6.8 60Hz 1680 2.4 (1) DN EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000539-DATA 230 12.7 60Hz 1745 4.9 (1) b EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000663-DATA 460 34 60Hz 1680 2.4 (1) b1 EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000543-DATA 460 3.8 60Hz 1735 2.9 (1) b1t EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000540-DATA 460 6.4 60Hz 1745 4.9 (1) DN EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000542-DATA 230 7.8 60Hz 1735 2.9 (1) DN EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000546-DATA 460 4.9 60Hz 1750 37 (1) DN EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000545-DATA 230 9.8 60Hz 1750 3.7 (1) b EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000661-DATA 460 2.9 60Hz 1690 1.7 (1) b EXT1 Al-1 NOT SEL 39.9Hz | 39.9Hz
48LC000547-DATA 230 7.8 60Hz 1735 2.9 (1) b1t EXT1 Al-1 NOT SEL 321Hz | 47.7Hz
48LC000548-DATA 460 3.8 60Hz 1735 2.9 (1) DN EXT1 Al-1 NOT SEL 321Hz | 47.7Hz
48LC000550-DATA 230 12.7 60Hz 1745 5.25 (1) DN EXT1 Al-1 NOT SEL 32.1Hz | 47.7Hz
48LC000551-DATA 460 6.4 60Hz 1745 5.25 (1) DN EXT1 Al-1 NOT SEL 32.1Hz | 47.7Hz

33



Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID

VARIABLE | speeD? | speeps | speepa |PE-AYOUTT| g | Aot contentser | PAEITER | JUPC | miNFREQ | preg
VFD_PARAMETERS 1203 1204 1205 1401 1403 1501 1611 2003 2007 2008
48TM003773-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 5.6 OHz 60Hz
48TMO003776-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 2.9 OHz 60Hz
48TM003772-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 6.8 OHz 60Hz
48TM003784-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 34 OHz 60Hz
48TM003782-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 7.8 OHz 60Hz
48TM003777-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 38 OHz 60Hz
48TM003774-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 9.8 OHz 60Hz
48TM003783-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 49 OHz 60Hz
48TM003775-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 12.7 OHz 60Hz
48TM003778-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 6.4 OHz 60Hz
50TM001206-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 7.8 OHz 60Hz
50TM001211-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 3.8 OHz 60Hz
50TM001209-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 9.8 OHz 60Hz
50TM001210-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 49 OHz 60Hz
50TM001208-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 17.1 OHz 60Hz
50TM001212-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 8.6 OHz 60Hz
50HE001312-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 7.8 OHz 60Hz
50HE001316-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 3.8 OHz 60Hz
50HE001313-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 9.8 OHz 60Hz
50HE001317-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 49 OHz 60Hz
50HE001314-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 204 OHz 60Hz
50HE001318-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 10.2 OHz 60Hz
50HE001315-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 28.5 OHz 60Hz
50HE001319-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 137 OHz 60Hz
50HE001320-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 12.7 OHz 60Hz
50HE001321-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 6.4 OHz 60Hz
50HE402586-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 304 OHz 60Hz
50HE402591-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 15.2 OHz 60Hz
48LC000507-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 5.6 0.0 Hz 60Hz
48LC000508-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 2.9 0.0 Hz 60Hz
48LC000511-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 6.8 0.0 Hz 60Hz
48LC000512-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 34 0.0 Hz 60Hz
48LC000514-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 56 0.0 Hz 60Hz
48LC000515-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 2.9 0.0 Hz 60Hz
48LC000517-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 6.8 0.0 Hz 60Hz
48LC000519-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 3.8 0.0 Hz 60Hz
48LC000521-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 7.8 0.0 Hz 60Hz
48LC000522-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 3.8 0.0 Hz 60Hz
48LC000524-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 56 0.0 Hz 60Hz
48LC000525-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 2.9 0.0 Hz 60Hz
48LC000527-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 7.8 0.0 Hz 60Hz
48LC000528-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 3.8 0.0 Hz 60Hz
48LC000530-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 5.6 0.0 Hz 60Hz
48LC000531-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 2.9 0.0 Hz 60Hz
48LC000536-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 34 0.0 Hz 60Hz
48LC000662-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 29 0.0 Hz 60Hz
48LC000535-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 6.8 0.0 Hz 60Hz
48LC000539-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 12.7 0.0 Hz 60Hz
48LC000663-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 3.4 0.0 Hz 60Hz
48LC000543-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 3.8 0.0 Hz 60Hz
48LC000540-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 6.4 0.0 Hz 60Hz
48LC000542-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 7.8 0.0 Hz 60Hz
48LC000546-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 49 0.0 Hz 60Hz
48LC000545-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 9.8 0.0 Hz 60Hz
48LC000661-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 29 0.0 Hz 60Hz
48LC000547-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 7.8 0.0 Hz 60Hz
48LC000548-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 3.8 0.0 Hz 60Hz
48LC000550-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 12.7 0.0 Hz 60Hz
48LC000551-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 6.4 0.0 Hz 60Hz
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Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID

AT Sﬁﬁéﬁ” S;énT STOP FCN AC%'ELL’DE' ACCEL DECEL |IRCOMP VOLT | FBATYPE | STATIONID | BAUD RATE
VFD_PARAMETERS 2606 2101 2102 2201 2202 2203 2603 5101 5201 5202
48TM003773-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
48TM003776-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
48TM003772-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
48TM003784-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
48TM003782-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
48TM003777-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
48TM003774-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
48TM003783-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
48TM003775-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
48TM003778-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50TM001206-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50TM001211-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50TM001209-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50TM001210-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50TM001208-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50TM001212-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE001312-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE001316-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE001313-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE001317-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE001314-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE001318-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE001315-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE001319-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE001320-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE001321-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE402586-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE402591-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
48LC000507-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30.0s 10.0s 0 — — —
48LC000508-DATA 4KHz | (1) AUTO| (1) Coast [(0) NOT SEL 30.0s 10.0s 0 — — —
48LC000511-DATA 4KHz | (1) AUTO [ (1) Coast | (0) NOT SEL 30.0s 10.0s 0 — — —
48LC000512-DATA 4KHz | (1)AUTO[ (1) Coast |(0) NOT SEL 30.0s 10.0s 0 — — —
48LC000514-DATA 4KHz | (1)AUTO| (1) Coast [ (0) NOT SEL 30.0s 10.0s 0 — — —
48LC000515-DATA 4KHz | (1)AUTO| (1) Coast | (0) NOT SEL 30.0s 10.0s 0 — — —
48LC000517-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30.0s 10.0s 0 — — —
48LC000519-DATA 4KHz | (1) AUTO | (1) Coast [(0) NOT SEL 30.0s 10.0s 0 — — —
48LC000521-DATA 4KHz | (1) AUTO [ (1) Coast |(0) NOT SEL 30.0s 10.0s 0 — — —
48LC000522-DATA 4KHz | (1)AUTO[ (1) Coast |(0) NOT SEL 30.0s 10.0s 0 — — —
48LC000524-DATA 4KHz | (1)AUTO| (1) Coast [(0) NOT SEL 10s 10s 0 — — —
48LC000525-DATA 4KHz | (1)AUTO| (1) Coast [ (0) NOT SEL 10s 10s 0 — — —
48LC000527-DATA 4KHz | (1)AUTO | (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000528-DATA 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000530-DATA 4KHz | (1) AUTO| (1) Coast [(0) NOT SEL 10s 10s 0 — — —
48LC000531-DATA 4KHz | (1) AUTO[ (1) Coast | (0) NOT SEL 10s 10s 0 — — —
48LC000536-DATA 4KHz | (1)AUTO[ (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000662-DATA 4KHz | (1)AUTO| (1) Coast [(0) NOT SEL 10s 10s 0 — — —
48LC000535-DATA 4KHz | (1)AUTO| (1) Coast | (0) NOT SEL 10s 10s 0 — — —
48LC000539-DATA 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000663-DATA 4KHz | (1) AUTO | (1) Coast [(0) NOT SEL 10s 10s 0 — — —
48LC000543-DATA 4KHz | (1) AUTO[ (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000540-DATA 4KHz | (1) AUTO[ (1) Coast | (0) NOT SEL 10s 10s 0 — — —
48LC000542-DATA 4KHz | (1)AUTO| (1) Coast [(0) NOT SEL 10s 10s 0 — — —
48LC000546-DATA 4KHz | (1)AUTO| (1) Coast [(0) NOT SEL 10s 10s 0 — — —
48LC000545-DATA 4KHz [ (1)AUTO[ (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000661-DATA 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000547-DATA 4KHz | (1) AUTO| (1) Coast [(0) NOT SEL 10s 10s 0 — — —
48LC000548-DATA 4KHz | (1) AUTO[ (1) Coast | (0) NOT SEL 10s 10s 0 — — —
48LC000550-DATA 4KHz | (1)AUTO[ (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000551-DATA 4KHz | (1)AUTO| (1) Coast [(0) NOT SEL 10s 10s 0 — — —
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Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID

LOOKUP EFB EFB EFB EFB CTRL COMM PROT
VARIABLE PARITY PROTOCOL ID STATION ID BAUD RATE EFB PARITY PROFILE SEL RUN ENABLE
VFD_PARAMETERS 5203 5301 5302 5303 5304 5305 9802 1601
48TM003773-DATA — — — — — — — —
48TM003776-DATA — — — — — — — —
48TM003772-DATA — — — — — — — —
48TM003784-DATA — — — — — — — —
48TM003782-DATA — — — — — — — —
48TM003777-DATA — — — — — — — —
48TM003774-DATA — — — — — — — —
48TM003783-DATA — — — — — — — —
48TM003775-DATA — — — — — — — —
48TM003778-DATA — — — — — — — —
50TM001206-DATA — — — — — — — —
50TM001211-DATA — — — — — — — —
50TM001209-DATA — — — — — — — —
50TM001210-DATA — — — — — — — —
50TM001208-DATA — — — — — — — —
50TM001212-DATA — — — — — — — —
50HE001312-DATA — — — — — — — —
50HE001316-DATA — — — — — — — —
50HE001313-DATA — — — — — — — —
50HE001317-DATA — — — — — — — —
50HE001314-DATA — — — — — — — —
50HE001318-DATA — — — — — — — —
50HE001315-DATA — — — — — — — —
50HE001319-DATA — — — — — — — —
50HE001320-DATA — — — — — — — —
50HE001321-DATA — — — — — — — —
50HE402586-DATA — — — — — — — —
50HE402591-DATA — — — — — — — —
48LC000507-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000508-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000511-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000512-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000514-DATA — — 1 76.8Kkb/s 8 NONE 1 — BACnet DI-4
48LC000515-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000517-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000519-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000521-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000522-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000524-DATA — — 1 76.8Kkb/s 8 NONE 1 — BACnet DI-4
48LC000525-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000527-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000528-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000530-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000531-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000536-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000662-DATA — — 1 76.8Kkb/s 8 NONE 1 — BACnet DI-4
48LC000535-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000539-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000663-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000543-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000540-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000542-DATA — — 1 76.8Kkb/s 8 NONE 1 — BACnet DI-4
48LC000546-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000545-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000661-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000547-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000548-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000550-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000551-DATA — — 1 76.8Kkb/s 8 NONE 1 — BACnet DI-4
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Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID

Vlﬁ{(l)ll\(ng TRIAL TIME DELAY TIME AR OVERCURRENT Cross Reference

VFD_PARAMETERS 3102 3103 3104 1608 EM_PKG CL_PKG
48TM003773-DATA 300.0s 6.0s (1) Enable — 48TM482532 48TM482683
48TM003776-DATA 300.0s 6.0s (1) Enable — 48TM482535 48TM482686
48TM003772-DATA 300.0s 6.0s (1) Enable — 48TM482531 48TM482682
48TM003784-DATA 300.0s 6.0s (1) Enable — 48TM482593 48TM482694
48TM003782-DATA 300.0s 6.0s (1) Enable — 48TM482591 48TM482692
48TM003777-DATA 300.0s 6.0s (1) Enable — 48TM482536 48TM482687
48TM003774-DATA 300.0s 6.0s (1) Enable — 48TM482533 48TM482684
48TM003783-DATA 300.0s 6.0s (1) Enable — 48TM482592 48TM482693
48TMO003775-DATA 300.0s 6.0s (1) Enable — 48TM482534 48TM482685
48TM003778-DATA 300.0s 6.0s (1) Enable — 48TM482537 48TM482688
50TM001206-DATA 300.0s 6.0s (1) Enable — 50TM480822 50TM480915
50TM001211-DATA 300.0s 6.0s (1) Enable — 50TM480842 50TM480916
50TM001209-DATA 300.0s 6.0s (1) Enable — 50TM480837 50TM480917
50TM001210-DATA 300.0s 6.0s (1) Enable — 50TM480838 50TM480918
50TM001208-DATA 300.0s 6.0s (1) Enable — 50TM480824 50TM480921
50TM001212-DATA 300.0s 6.0s (1) Enable — 50TM480843 50TM480922
50HE001312-DATA 300.0s 6.0s (1) Enable — 50HE402582 50HE402817
50HE001316-DATA 300.0s 6.0s (1) Enable — 50HE402587 50HE402822
50HE001313-DATA 300.0s 6.0s (1) Enable — 50HE402583 50HE402818
50HE001317-DATA 300.0s 6.0s (1) Enable — 50HE402588 50HE402823
50HE001314-DATA 300.0s 6.0s (1) Enable — 50HE402584 50HE402819
50HE001318-DATA 300.0s 6.0s (1) Enable — 50HE402589 50HE402824
50HE001315-DATA 300.0s 6.0s (1) Enable — 50HE402585 50HE402820
S50HE001319-DATA 300.0s 6.0s (1) Enable — 50HE402590 50HE402825
50HE001320-DATA 300.0s 6.0s (1) Enable — 50HE402584 50HE402819
50HE001321-DATA 300.0s 6.0s (1) Enable — 50HE402589 50HE402824
50HE402586-DATA 300.0s 6.0s (1) Enable — 50HE402586 50HE402821
50HE402591-DATA 300.0s 6.0s (1) Enable — 50HE402591 50HE402826
48LC000507-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000508-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000511-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000512-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000514-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000515-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000517-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000519-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000521-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000522-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000524-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000525-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000527-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000528-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000530-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000531-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000536-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000662-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000535-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000539-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000663-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000543-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000540-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000542-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000546-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000545-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000661-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000547-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000548-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000550-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000551-DATA 300.0s 6.0s (1) Enable DI-1 — —
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Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

LOOKUP PKG ABB, MOTOR PART VFD PART REPLACEMENT COMPONENT DRIVE DESC
VARIABLE ACS320 NUMBER NUMBER PART NUMBER HP CONTROLS
48LC000553-DATA 48LC000553 HDG60FK657 HK30WA507 [ ACS320-03U-26A8-2+J400+N7558+X1558| 7.5 MRT 5 HP 230V I/O Flex
48LC000554-DATA 48LC000554 HD60FK657 HK30WA514 | ACS320-03U-12A5-4+J400+N7558+X1558| 7.5 MRT 5 HP 460V 1/0 Flex
48LC000556-DATA 48LC000556 HD62FK654 HK30WA508 | ACS320-03U-34A1-2+J400+N7558+X1558 10 MRT 7.5 HP 230V 1/0 Flex
48LC000557-DATA 48LC000557 HD62FK654 HK30WA515 | ACS320-03U-15A6-4+J400+N7558+X1558 10 MRT 7.5 HP 460V 1/0 Flex
48LC000559-DATA 48LC000559 HD64FK654 HK30WA535 | ACS320-03U-50A8-2+J400+N7558+X1558| 15 MRT 10 HP 230V 1/0 Flex
48LC000560-DATA 48LC000560 HD64FK654 HK30WA536 | ACS320-03U-23A1-4+J400+N7558+X1558| 30.9 MRT 10 HP 460V 1/0 Flex
48LC000562-DATA 48LC000562 HDBOFK657 HK30WA507 | ACS320-03U-26A8-2+J400+N7558+X1558| 7.5 MRT 5 HP 230V 1/0 Flex
48LC000563-DATA 48LC000563 HD60FK657 HK30WA514 | ACS320-03U-12A5-4+J400+N7558+X1558| 7.5 MRT 5 HP 460V 1/O Flex
48LC000565-DATA 48LC000565 HD62FK654 HK30WAS508 | ACS320-03U-34A1-2+J400+N7558+X1558| 10 MRT 7.5 HP 230V 1/O Flex
48LC000566-DATA 48LC000566 HD62FK654 HK30WA515 | ACS320-03U-15A6-4+J400+N7558+X1558 10 MRT 7.5 HP 460V 1/0 Flex
48LC000568-DATA 48L.C000568 HD58FE654 HK30WA505 | ACS320-03U-10A8-2+J400+N7558+X1558 2 MRT 2.9 HP 230V 1/0 Flex
48LC000569-DATA 48LC000569 HD58FE654 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 MRT 2.9 HP 460V I/O Flex
48LC000571-DATA 48LC000571 HD60FK657 HK30WA507 | ACS320-03U-26A8-2+J400+N7558+X1558| 7.5 MRT 5 HP 230V 1/0 Flex
48LC000572-DATA 48LC000572 HD60FK657 HK30WA514 | ACS320-03U-12A5-4+J400+N7558+X1558| 7.5 MRT 5 HP 460V 1/0 Flex
48LC000574-DATA 48LC000574 HD62FK654 HK30WA508 | ACS320-03U-34A1-2+J400+N7558+X1558 10 SRT 7.5 HP 230V 1/O Flex
48LC000575-DATA 48LC000575 HD62FK654 HK30WA515 | ACS320-03U-15A6-4+J400+N7558+X1558 10 STR 7.5 HP 460V I/O Flex
48LC000577-DATA 48LC000577 HD64FK654 HK30WA535 | ACS320-03U-50A8-2+J400+N7558+X1558| 15 MRT 10 HP 230V 1/0 Flex
48LC000578-DATA 48LC000578 HD64FK654 HK30WA536 | ACS320-03U-23A1-4+J400+N7558+X1558| 30.9 MRT 10 HP 460V 1/0 Flex
48LC000580-DATA 48LC000580 HD58FEG54 HK30WA505 | ACS320-03U-10A8-2+J400+N7558+X1558 2 MRT 2.9 HP 230V 1/0 Flex
48LC000581-DATA 48LC000581 HD58FE654 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 MRT 2.9 HP 460V 1/O Flex
48LC000583-DATA 48LC000583 HD64FK654 HK30WAS535 | ACS320-03U-50A8-2+J400+N7558+X1558| 15 MRT 10 HP 230V 1/O Flex
48LC000584-DATA 48LC000584 HD64FK654 HK30WA536 | ACS320-03U-23A1-4+J400+N7558+X1558( 30.9 MRT 10 HP 460V 1/0 Flex
48LC000586-DATA 48LC000586 HDB0FK657 HK30WA507 | ACS320-03U-26A8-2+J400+N7558+X1558| 7.5 STR 5 HP 230V 1/0 Flex
48LC000587-DATA 48LC000587 HDB60FK657 HK30WA514 [ ACS320-03U-12A5-4+J400+N7558+X1558| 7.5 STR 5 HP 460V 1/O Flex
48LC000589-DATA 48LC000589 HD62FK654 HK30WAS508 | ACS320-03U-34A1-2+J400+N7558+X1558 10 STR 7.5 HP 230V 1/0 Flex
48LC000590-DATA 48LC000590 HD62FK654 HK30WA515 | ACS320-03U-15A6-4+J400+N7558+X1558 10 MRT 7.5 HP 460V 1/O Flex
48LC000592-DATA 48LC000592 HD64FK654 HK30WAS535 | ACS320-03U-50A8-2+J400+N7558+X1558 15 MRT 10 HP 230V 1/0 Flex
48LC000593-DATA 48LC000593 HD64FK654 HK30WA536 | ACS320-03U-23A1-4+J400+N7558+X1558( 30.9 MRT 10 HP 460V 1/0 Flex
48LC000595-DATA 48LC000595 HD60FK657 HK30WA507 | ACS320-03U-26A8-2+J400+N7558+X1558| 7.5 MRT 5 HP 230V 1/0 Flex
48LC000596-DATA 48LC000596 HD60FK657 HK30WA514 | ACS320-03U-12A5-4+J400+N7558+X1558| 7.5 MRT 5 HP 460V 1/O Flex
48LC000598-DATA 48LC000598 HD62FK654 HK30WAS508 | ACS320-03U-34A1-2+J400+N7558+X1558 10 MRT 7.5 HP 230V 1/0 Flex
48LC000599-DATA 48L.C000599 HD62FK654 HK30WA515 | ACS320-03U-15A6-4+J400+N7558+X1558 10 MRT 7.5 HP 460V 1/0 Flex
48LC000601-DATA 48LC000601 HD58FE654 HK30WA505 | ACS320-03U-10A8-2+J400+N7558+X1558 2 MRT 2.9 HP 230V 1/0 Flex
48LC000602-DATA 48LC000602 HD58FEG54 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 MRT 2.9 HP 460V I/O Flex
48LC000604-DATA 48LC000604 HD60FK658 HK30WA506 | ACS320-03U-14A6-2+J400+N7558+X1558 3 MRT 5.25 HP 230V 1/0 Flex
48LC000605-DATA 48LC000605 HDB0FK658 HK30WA513 | ACS320-03U-07A3-4+J400+N7558+X1558 3 MRT 5.25 HP 460V 1/0 Flex
48LC000607-DATA 48LC000607 HDB0OFK657 HK30WA507 [ ACS320-03U-26A8-2+J400+N7558+X1558| 7.5 MRT 5 HP 230V 1/0 Flex
48LC000608-DATA 48LC000608 HD60FK657 HK30WA514 | ACS320-03U-12A5-4+J400+N7558+X1558| 7.5 MRT 5 HP 460V 1/0 Flex
48LC000610-DATA 48LC000610 HD62FK654 HK30WA508 | ACS320-03U-34A1-2+J400+N7558+X1558 10 MRT 7.5 HP 230V 1/O Flex
48LC000611-DATA 48LC000611 HD62FK654 HK30WA515 | ACS320-03U-15A6-4+J400+N7558+X1558 10 MRT 7.5 HP 460V 1/0 Flex
48LC000613-DATA 48LC000613 HD58FE654 HK30WA505 | ACS320-03U-10A8-2+J400+N7558+X1558 2 MRT 2.9 HP 230V 1/0 Flex
48LC000614-DATA 48LC000614 HD58FE654 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 MRT 2.9 HP 460V 1/O Flex
48LC000616-DATA 48LC000616 HD60FK657 HK30WA507 | ACS320-03U-26A8-2+J400+N7558+X1558| 7.5 MRT 5 HP 230V 1/0 Flex
48LC000617-DATA 48LC000617 HDB0FK657 HK30WA514 | ACS320-03U-12A5-4+J400+N7558+X1558| 7.5 MRT 5 HP 460V 1/0 Flex
48LC000619-DATA 48LC000619 HD62FK654 HK30WA508 | ACS320-03U-34A1-2+J400+N7558+X1558 10 MRT 7.5 HP 230V 1/0 Flex
48LC000620-DATA 48LC000620 HD62FK654 HK30WA515 | ACS320-03U-15A6-4+J400+N7558+X1558| 10 MRT 7.5 HP 460V 1/O Flex
48LC000622-DATA 48LC000622 HD64FK654 HK30WAS535 | ACS320-03U-50A8-2+J400+N7558+X1558 15 MRT 10 HP 230V 1/0 Flex
48LC000623-DATA 48L.C000623 HD64FK654 HK30WA536 | ACS320-03U-23A1-4+J400+N7558+X1558( 30.9 MRT 10 HP 460V 1/0 Flex
48LC000625-DATA 48LC000625 HD58FEG54 HK30WA505 | ACS320-03U-10A8-2+J400+N7558+X1558 2 MRT 2.9 HP 230V I/O Flex
48LC000626-DATA 48LC000626 HD58FE654 HK30WA512 | ACS320-03U-05A6-4+J400+N7558+X1558 3 STR 2.9 HP 460V 1/0 Flex
48LC000628-DATA 48LC000628 HD60FK657 HK30WA507 | ACS320-03U-26A8-2+J400+N7558+X1558| 7.5 SRT 5 HP 230V 1/0 Flex
48LC000629-DATA 48LC000629 HDB0OFK657 HK30WA514 | ACS320-03U-12A5-4+J400+N7558+X1558| 7.5 STR 5 HP 460V 1/0 Flex
48LC000631-DATA 48LC000631 HD62FK654 HK30WA508 | ACS320-03U-34A1-2+J400+N7558+X1558 10 STR 7.5 HP 230V 1/O Flex
48LC000632-DATA 48LC000632 HD62FK654 HK30WA515 | ACS320-03U-15A6-4+J400+N7558+X1558| 10 STR 7.5 HP 460V 1/O Flex
48LC000634-DATA 48LC000634 HD64FK654 HK30WAS535 | ACS320-03U-50A8-2+J400+N7558+X1558 15 STR 10 HP 230V 1/0 Flex
48LC000635-DATA 48L.C000635 HD64FK654 HK30WA536 | ACS320-03U-23A1-4+J400+N7558+X1558| 30.9 MRT 10 HP 460V 1/O Flex
48LC000637-DATA 48LC000637 HD60FK657 HK30WA507 | ACS320-03U-26A8-2+J400+N7558+X1558| 7.5 MRT 5 HP 230V 1/O Flex
48LC000638-DATA 48L.C000638 HD60FK657 HK30WA514 | ACS320-03U-12A5-4+J400+N7558+X1558| 7.5 MRT 5 HP 460V 1/O Flex
48LC000640-DATA 48LC000640 HD60FK657 HK30WA508 | ACS320-03U-34A1-2+J400+N7558+X1558 10 MRT 5 HP 230V 1/0 Flex
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Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID
LOOKUP MOTOR EXT1/EXT2 | REF1 SE- CONST CONST
VARIABLE VOLTAGE | N. AMPS [NOM FREQ N. RPM N. HP EXT1 COMMANDS SEL LECT |SPEED SEL | SPEED 1
VFD_PARAMETERS 9905 9906 9907 9908 9909 1001 1102 1103 1201 1202
48LC000553-DATA 230 20.4 60Hz 1760 5 (1) b EXT1 Al-1 NOT SEL 31.5Hz
48LC000554-DATA 460 10.2 60Hz 1760 5 (1) b EXT1 Al-1 NOT SEL 31.5Hz
48LC000556-DATA 230 28.5 60Hz 1760 7.5 (1) bt EXT1 Al-1 NOT SEL 31.5Hz
48LC000557-DATA 460 14.3 60Hz 1760 7.5 (1) DI EXT1 Al-1 NOT SEL 31.5Hz
48LC000559-DATA 230 304 60Hz 1755 10 (1)bn EXT1 Al-1 NOT SEL 31.4Hz
48LC000560-DATA 460 15.2 60Hz 1755 10 (1) b EXT1 Al-1 NOT SEL 31.4Hz
48LC000562-DATA 230 204 60Hz 1760 5 (1) b EXT1 Al-1 NOT SEL 32.1Hz
48LC000563-DATA 460 10.2 60Hz 1760 5 (1) b EXT1 Al-1 NOT SEL 32.1Hz
48LC000565-DATA 230 28.5 60Hz 1760 7.5 (1) b EXT1 Al-1 NOT SEL 32.1Hz
48LC000566-DATA 460 14.3 60Hz 1760 7.5 (1) bt EXT1 Al-1 NOT SEL 32.1Hz
48LC000568-DATA 230 7.8 60Hz 1735 2.9 (1)bn EXT1 Al-1 NOT SEL 34Hz
48LC000569-DATA 460 3.8 60Hz 1735 2.9 (1) b EXT1 Al-1 NOT SEL 34Hz
48LC000571-DATA 230 204 60Hz 1760 (1) b EXT1 Al-1 NOT SEL 34Hz
48LC000572-DATA 460 10.2 60Hz 1760 (1) b EXT1 Al-1 NOT SEL 34Hz
48LC000574-DATA 230 285 60Hz 1760 7.5 (1) b EXT1 Al-1 NOT SEL 34Hz
48LC000575-DATA 460 14.3 60Hz 1760 7.5 (1) b EXT1 Al-1 NOT SEL 34Hz
48LC000577-DATA 230 304 60Hz 1755 10 (1) bt EXT1 Al-1 NOT SEL 34Hz
48LC000578-DATA 460 15.2 60Hz 1755 10 (1)Dbn EXT1 Al-1 NOT SEL 34Hz
48LC000580-DATA 230 7.8 60Hz 1750 2.9 (1) b EXT1 Al-1 NOT SEL 31.5Hz
48LC000581-DATA 460 3.8 60Hz 1750 2.9 (1) b EXT1 Al-1 NOT SEL 31.5Hz
48LC000583-DATA 230 304 60Hz 1755 10 (1) b EXT1 Al-1 NOT SEL 31.5Hz
48LC000584-DATA 460 15.2 60Hz 1755 10 (1) b EXT1 Al-1 NOT SEL 31.5Hz
48LC000586-DATA 230 1741 60Hz 1760 5 (1) bt EXT1 Al-1 NOT SEL 36Hz
48LC000587-DATA 460 8.6 60Hz 1760 5 (1)Dbn EXT1 Al-1 NOT SEL 36Hz
48LC000589-DATA 230 28.5 60Hz 1760 7.5 (1)bn EXT1 Al-1 NOT SEL 36Hz
48LC000590-DATA 460 14.3 60Hz 1760 7.5 (1) b EXT1 Al-1 NOT SEL 36Hz
48LC000592-DATA 230 304 60Hz 1755 10 (1) b EXT1 Al-1 NOT SEL 36Hz
48LC000593-DATA 460 15.2 60Hz 1755 10 (1) b EXT1 Al-1 NOT SEL 36Hz
48LC000595-DATA 230 204 60Hz 1760 5 (1) b EXT1 Al-1 NOT SEL 31.4Hz
48LC000596-DATA 460 10.2 60Hz 1760 5 (1) bt EXT1 Al-1 NOT SEL 31.4Hz
48LC000598-DATA 230 285 60Hz 1760 7.5 (1)bn EXT1 Al-1 NOT SEL 31.4Hz
48LC000599-DATA 460 14.3 60Hz 1760 7.5 (1) b EXT1 Al-1 NOT SEL 31.4Hz
48LC000601-DATA 230 7.8 60Hz 1735 2.9 (1) b EXT1 Al-1 NOT SEL 32.1Hz
48LC000602-DATA 460 3.8 60Hz 1735 29 (1) b EXT1 Al-1 NOT SEL 32.1Hz
48LC000604-DATA 230 12.7 60Hz 1745 5.25 (1) b EXT1 Al-1 NOT SEL 32.1Hz
48LC000605-DATA 460 6.4 60Hz 1745 5.25 (1) bt EXT1 Al-1 NOT SEL 32.1Hz
48LC000607-DATA 230 204 60Hz 1760 5 (1) DI EXT1 Al-1 NOT SEL 32.1Hz
48LC000608-DATA 460 10.2 60Hz 1760 5 (1)bn EXT1 Al-1 NOT SEL 32.1Hz
48LC000610-DATA 230 285 60Hz 1760 7.5 (1)bn EXT1 Al-1 NOT SEL 32.1Hz
48LC000611-DATA 460 14.3 60Hz 1760 7.5 (1)bin EXT1 Al-1 NOT SEL 32.1Hz
48LC000613-DATA 230 7.8 60Hz 1735 29 (1) b EXT1 Al-1 NOT SEL 34Hz
48LC000614-DATA 460 3.8 60Hz 1735 29 (1) b EXT1 Al-1 NOT SEL 34Hz
48LC000616-DATA 230 204 60Hz 1760 5 (1) bt EXT1 Al-1 NOT SEL 34Hz
48LC000617-DATA 460 10.2 60Hz 1760 5 (1)Dbn EXT1 Al-1 NOT SEL 34Hz
48LC000619-DATA 230 285 60Hz 1760 7.5 (1)bn EXT1 Al-1 NOT SEL 34Hz
48LC000620-DATA 460 14.3 60Hz 1760 7.5 (1)bn EXT1 Al-1 NOT SEL 34Hz
48LC000622-DATA 230 304 60Hz 1755 10 (1) b EXT1 Al-1 NOT SEL 34Hz
48LC000623-DATA 460 15.2 60Hz 1755 10 (1) b EXT1 Al-1 NOT SEL 34Hz
48LC000625-DATA 230 7.8 60Hz 1750 29 (1) bt EXT1 Al-1 NOT SEL 31.5Hz
48LC000626-DATA 460 3.8 60Hz 1750 2.9 (1) DIt EXT1 Al-1 NOT SEL 31.5Hz
48LC000628-DATA 230 171 60Hz 1760 5 (1)bn EXT1 Al-1 NOT SEL 31.5Hz
48LC000629-DATA 460 8.6 60Hz 1760 5 (1) b EXT1 Al-1 NOT SEL 31.5Hz
48LC000631-DATA 230 285 60Hz 1760 7.5 (1) b EXT1 Al-1 NOT SEL 31.5Hz
48LC000632-DATA 460 14.3 60Hz 1760 7.5 (1) b EXT1 Al-1 NOT SEL 31.5Hz
48LC000634-DATA 230 304 60Hz 1755 10 (1) b EXT1 Al-1 NOT SEL 31.5Hz
48LC000635-DATA 460 15.2 60Hz 1755 10 (1) bt EXT1 Al-1 NOT SEL 31.5Hz
48LC000637-DATA 230 204 60Hz 1760 5 (1)Dbn EXT1 Al-1 NOT SEL 31.4Hz
48LC000638-DATA 460 10.2 60Hz 1760 5 (1)Dbn EXT1 Al-1 NOT SEL 31.4Hz
48LC000640-DATA 230 204 60Hz 1760 5 (1) b EXT1 Al-1 NOT SEL 31.4Hz

39



Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID

LOOKUP CONST CONST CONST RELAY PARAMETER MAX MAX
VARIABLE SPEED 2 | SPEED 3 | SPEED4 |RELAYOUT1| OUT3 |AO1CONTENT SEL VIEW AMPS MIN FREQ FREQ
VFD_PARAMETERS 1203 1204 1205 1401 1403 1501 1611 2003 2007 2008
48LC000553-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 204 0.0 Hz 60Hz
48LC000554-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 10.2 0.0 Hz 60Hz
48LC000556-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 28.5 0.0 Hz 60Hz
48L.C000557-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 14.3 0.0 Hz 60Hz
48LC000559-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 304 0.0 Hz 60Hz
48LC000560-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 15.2 0.0 Hz 60Hz
48LC000562-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 204 0.0 Hz 60Hz
48LC000563-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 10.2 0.0 Hz 60Hz
48LC000565-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 28.5 0.0 Hz 60Hz
48LC000566-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 14.3 0.0 Hz 60Hz
48LC000568-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 7.8 0.0 Hz 60Hz
48LC000569-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 3.8 0.0 Hz 60Hz
48LC000571-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 204 0.0 Hz 60Hz
48LC000572-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 10.2 0.0 Hz 60Hz
48LC000574-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 28.5 0.0 Hz 60Hz
48LC000575-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 14.3 0.0 Hz 60Hz
48LC000577-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 304 0.0 Hz 60Hz
48L.C000578-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 15.2 0.0 Hz 60Hz
48LC000580-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 7.8 0.0 Hz 60Hz
48LC000581-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 3.8 0.0Hz 60Hz
48LC000583-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 304 0.0 Hz 60Hz
48LC000584-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 15.2 0.0 Hz 60Hz
48LC000586-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 171 0.0 Hz 60Hz
48LC000587-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 8.6 0.0 Hz 60Hz
48LC000589-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 28.5 0.0 Hz 60Hz
48LC000590-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 14.3 0.0 Hz 60Hz
48LC000592-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 304 0.0 Hz 60Hz
48LC000593-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 15.2 0.0 Hz 60Hz
48LC000595-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 204 0.0 Hz 60Hz
48LC000596-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 10.2 0.0 Hz 60Hz
48L.C000598-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 28.5 0.0 Hz 60Hz
48LC000599-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 14.3 0.0 Hz 60Hz
48LC000601-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 7.8 0.0 Hz 60Hz
48LC000602-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 3.8 0.0 Hz 60Hz
48LC000604-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 12.7 0.0 Hz 60Hz
48LC000605-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 6.4 0.0 Hz 60Hz
48LC000607-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 20.4 0.0 Hz 60Hz
48LC000608-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 10.2 0.0 Hz 60Hz
48LC000610-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 28.5 0.0 Hz 60Hz
48LC000611-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 14.3 0.0Hz 60Hz
48LC000613-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 7.8 0.0 Hz 60Hz
48LC000614-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 3.8 0.0 Hz 60Hz
48LC000616-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 20.4 0.0 Hz 60Hz
48L.C000617-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 10.2 0.0 Hz 60Hz
48LC000619-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 28.5 0.0 Hz 60Hz
48L.C000620-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 14.3 0.0 Hz 60Hz
48LC000622-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 304 0.0Hz 60Hz
48LC000623-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 15.2 0.0 Hz 60Hz
48LC000625-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 7.8 0.0 Hz 60Hz
48LC000626-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 3.8 0.0 Hz 60Hz
48L.C000628-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 174 0.0 Hz 60Hz
48LC000629-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 8.6 0.0 Hz 60Hz
48LC000631-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 28.5 0.0 Hz 60Hz
48LC000632-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 14.3 0.0 Hz 60Hz
48LC000634-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 304 0.0 Hz 60Hz
48LC000635-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 15.2 0.0 Hz 60Hz
48L.C000637-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 20.4 0.0 Hz 60Hz
48LC000638-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 10.2 0.0 Hz 60Hz
48LC000640-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 20.4 0.0 Hz 60Hz

40



Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID

LOOKuUP SWITCH | START ACCEL/

VARIABLE FREQ FCN |STOPFCN| DECEL ACCEL DECEL |IRCOMP VOLT | FBATYPE | STATIONID | BAUD RATE
VFD_PARAMETERS | 2606 2101 2102 2201 2202 2203 2603 5101 5201 5202
48LC000553-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000554-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000556-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000557-DATA | 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000559-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000560-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000562-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000563-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000565-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000566-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000568-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000569-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000571-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000572-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000574-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000575-DATA | 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000577-DATA | 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000578-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000580-DATA |  4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000581-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000583-DATA |  4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000584-DATA |  4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000586-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000587-DATA | 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000589-DATA |  4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000590-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000592-DATA |  4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000593-DATA | 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000595-DATA | 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000596-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000598-DATA | 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000599-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000601-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000602-DATA |  4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000604-DATA |  4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000605-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000607-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000608-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000610-DATA |  4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000611-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000613-DATA |  4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000614-DATA | 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000616-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000617-DATA | 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000619-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000620-DATA |  4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000622-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000623-DATA |  4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000625-DATA | 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000626-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000628-DATA |  4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000629-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000631-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000632-DATA |  4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000634-DATA |  4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000635-DATA | 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000637-DATA | 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000638-DATA |  4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000640-DATA | 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 10s 10s 0 — — —

41



Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID

LOOKUP EFB EFB EFB EFB CTRL COMM PROT RUN
VARIABLE PARITY PROTOCOLID | STATION ID BAUD RATE EFB PARITY PROFILE SEL ENABLE

VFD_PARAMETERS 5203 5301 5302 5303 5304 5305 9802 1601
48LC000553-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000554-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000556-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000557-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000559-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000560-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000562-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000563-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000565-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000566-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000568-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000569-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000571-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000572-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000574-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000575-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000577-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000578-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000580-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000581-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000583-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48L.C000584-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000586-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000587-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000589-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000590-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000592-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000593-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48L.C000595-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000596-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000598-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000599-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000601-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000602-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000604-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000605-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000607-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000608-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000610-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000611-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000613-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48L.C000614-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000616-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000617-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000619-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000620-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000622-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000623-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48L.C000625-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000626-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000628-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000629-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000631-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000632-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000634-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000635-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000637-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000638-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
48LC000640-DATA — — 1 76.8Kb/s 8 NONE 1 — BACnet DI-4
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Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID

VLACI)RCI)II\(ng TRIAL TIME DELAY TIME AR OVERCURRENT CROSS REFERENCE
VFD_PARAMETERS 3102 3103 3104 1608 EM_PKG CL_PKG
48LC000553-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000554-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000556-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000557-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000559-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000560-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000562-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000563-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000565-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000566-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000568-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000569-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000571-DATA 300.0s 6.0s (1) Enable DI-1 — -
48LC000572-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000574-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000575-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000577-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000578-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000580-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000581-DATA 300.0s 6.0s (1) Enable DI-1 — -
48LC000583-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000584-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000586-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000587-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000589-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000590-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000592-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000593-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000595-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000596-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000598-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000599-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000601-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000602-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000604-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000605-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000607-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000608-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000610-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000611-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000613-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000614-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000616-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000617-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000619-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000620-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000622-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000623-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000625-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000626-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000628-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000629-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000631-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000632-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000634-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000635-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000637-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000638-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000640-DATA 300.0s 6.0s (1) Enable DI-1 — —
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Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

LOOKUP PKG ABB, MOTOR PART VFD PART REPLACEMENT COMPONENT DRIVE
VARIABLE ACS320 NUMBER NUMBER PART NUMBER HP DESC CONTROLS
48LC000641-DATA 48LC000641 HDG60FK657 HK30WA515 | ACS320-03U-15A6-4+J400+N7558+X1558 10 MRT 5 HP 460V I/O Flex
48LC000644-DATA 48LC000644 HD62FK654 HK30WA508 | ACS320-03U-34A1-2+J400+N7558+X1558| 10 MRT 7.5 HP 230V 1/0 Flex
48LC000645-DATA 48LC000645 HD62FK654 HK30WA515 | ACS320-03U-15A6-4+J400+N7558+X1558 10 MRT 7.5 HP 460V 1/0 Flex
48LC000647-DATA 48LC000647 HDBOFK657 HK30WA507 [ ACS320-03U-26A8-2+J400+N7558+X1558| 7.5 MRT 5 HP 230V I/O Flex
48LC000648-DATA 48LC000648 HD60FK657 HK30WA514 | ACS320-03U-12A5-4+J400+N7558+X1558| 7.5 MRT 5 HP 460V 1/O Flex
48LC000650-DATA 48LC000650 HD62FK654 HK30WA508 | ACS320-03U-34A1-2+J400+N7558+X1558 10 MRT 7.5 HP 230V 1/0 Flex
48LC000651-DATA 48L.C000651 HD62FK654 HK30WA515 | ACS320-03U-15A6-4+J400+N7558+X1558 10 MRT 7.5 HP 460V 1/0 Flex
48LC000653-DATA 48L.C000653 HD64FK654 HK30WA535 | ACS320-03U-50A8-2+J400+N7558+X1558 15 MRT 10 HP 230V 1/O Flex
48LC000654-DATA 48LC000654 HD64FK654 HK30WA536 | ACS320-03U-23A1-4+J400+N7558+X1558 [ 30.9 MRT 10 HP 460V 1/O Flex
48LC000664-DATA 48LC000664 HD60FK657 HK30WA515 | ACS320-03U-15A6-4+J400+N7558+X1558 10 MRT 5 HP 460V 1/0 Flex
50HE002320-DATA 50HE002320 HD58FE654 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 MRT 2.9 HP 230V EM
50HE002324-DATA 50HE002324 HD58FE654 HK30WA530 ACS320-03U-05A6-4+N7558+X1558 3 MRT 2.9 HP 460V EM
50HE002321-DATA 50HE002321 HD60FE656 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 MRT 3.7 HP 230V EM
50HE002325-DATA 50HE002325 HD60FE656 HK30WA534 ACS320-03U-08A8-4+N7558+X1558 5 MRT 3.7 HP 460V EM
50HE002322-DATA 50HE002322 HD60FK657 HK30WAS524 ACS320-03U-26A8-2+N7558+X1558 75 MRT 5.0 HP 230V EM
50H4002326-DATA 50H4002326 HDBOFK657 HK30WA532 ACS320-03U-12A5-4+N7558+X1558 75 MRT 5.0 HP 460V EM
50HE002323-DATA 50HE002323 HD62FK654 HK30WA524 ACS320-03U-26A8-2+N7558+X1558 75 MRT 7.5 HP 230V EM
50HE002327-DATA 50HE002327 HD62FK654 HK30WA532 ACS320-03U-12A5-4+N7558+X1558 75 MRT 7.5 HP 460V EM
50HE002331-DATA 50HE002331 HD60FK658 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 MRT 5.3 HP 230V EM
50HE002333-DATA 50HE002333 HD60FK658 HK30WA532 ACS320-03U-12A5-4+N7558+X1558 7.5 MRT 5.3 HP 460V EM
50HE003081-DATA 50HE003081 HD58FE654 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 MRT 2.9 HP 230V EM
50HE003082-DATA 50HE003082 HD58FEG54 HK30WAS530 ACS320-03U-05A6-4+N7558+X1558 3 MRT 2.9 HP 460V EM
50HE003084-DATA 50HE003084 HDG6OFEG56 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 MRT 3.7 HP 230V EM
50HE003085-DATA 50HE003085 HDG6OFEG56 HK30WA534 ACS320-03U-08A8-4+N7558+X1558 5 MRT 3.7 HP 460V EM
50HE003086-DATA 50HE003086 HD60OFK658 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 MRT 5.3 HP 230V EM
50HE003087-DATA 50HE003087 HD60FK658 HK30WA532 ACS320-03U-12A5-4+N7558+X1558 7.5 MRT 5.3 HP 460V EM
50HE003089-DATA 50HE003089 HD60FK657 HK30WA524 ACS320-03U-26A8-2+N7558+X1558 7.5 MRT 5.0 HP 230V EM
50HE003090-DATA 50HE003090 HDG6OFK657 HK30WA532 ACS320-03U-12A5-4+N7558+X1558 75 MRT 5.0 HP 460V EM
50HE003092-DATA 50HE003092 HD62FK654 HK30WA524 ACS320-03U-26A8-2+N7558+X1558 7.5 MRT 7.5 HP 230V EM
50HE003093-DATA 50HE003093 HD62FK654 HK30WA532 ACS320-03U-12A5-4+N7558+X1558 7.5 MRT 7.5 HP 460V EM
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Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID
LOOKUP MOTOR EXT1/EXT2 REF1 CONST CONST
VARIABLE VOLTAGE | N. AMPS |NOM FREQ N. RPM N. HP EXT1 COMMANDS SEL SELECT | SPEED SEL | SPEED 1
VFD_PARAMETERS 9905 9906 9907 9908 9909 1001 1102 1103 1201 1202
48LC000641-DATA 460 10.2 60Hz 1760 5 (1)bn EXT1 Al-1 NOT SEL 31.4Hz
48LC000644-DATA 230 28.5 60Hz 1760 7.5 (1) b EXT1 Al-1 NOT SEL 31.4Hz
48LC000645-DATA 460 14.3 60Hz 1760 7.5 (1) b EXT1 Al-1 NOT SEL 31.4Hz
48LC000647-DATA 230 20.4 60Hz 1760 5 (1) bt EXT1 Al-1 NOT SEL 36Hz
48LC000648-DATA 460 10.2 60Hz 1760 5 (1) bt EXT1 Al-1 NOT SEL 36Hz
48LC000650-DATA 230 285 60Hz 1760 7.5 (1)Dbn EXT1 Al-1 NOT SEL 36Hz
48LC000651-DATA 460 143 60Hz 1760 7.5 (1) b EXT1 Al-1 NOT SEL 36Hz
48LC000653-DATA 230 304 60Hz 1755 10 (1) b EXT1 Al-1 NOT SEL 36Hz
48LC000654-DATA 460 15.2 60Hz 1755 10 (1) b EXT1 Al-1 NOT SEL 36Hz
48LC000664-DATA 460 10.2 60Hz 1760 5 (1) b EXT1 Al-1 NOT SEL 31.4Hz
50HE002320-DATA 230 7.8 60Hz 1725 29 — — — DI23 40Hz
50HE002324-DATA 460 3.8 60Hz 1725 29 — — — DI23 40Hz
50HE002321-DATA 230 9.8 60Hz 1725 37 — — — DI 2,3 40Hz
50HE002325-DATA 460 4.9 60Hz 1725 37 — — — DI 23 40Hz
50HE002322-DATA 230 204 60Hz 1760 5 — — - DI 23 40Hz
50H4002326-DATA 460 10.2 60Hz 1760 5 — — — DI23 40Hz
50HE002323-DATA 230 28.5 60Hz 1760 7.5 — — — DI23 40Hz
50HE002327-DATA 460 18.7 60Hz 1760 7.5 — — — DI23 40Hz
50HE002331-DATA 230 12.7 60Hz 1740 5.3 — — — DI 23 40Hz
50HE002333-DATA 460 6.4 60Hz 1740 5.3 — — — DI 23 40Hz
50HE003081-DATA 230 7.8 60Hz 1725 2.9 — — — DI 23 40Hz
50HE003082-DATA 460 3.8 60Hz 1725 2.9 — — - DI 23 40Hz
50HE003084-DATA 230 9.8 60Hz 1725 3.7 — — — DI23 40Hz
50HE003085-DATA 460 4.9 60Hz 1725 3.7 — — — DI23 40Hz
50HE003086-DATA 230 12.7 60Hz 1740 53 — — — DI23 40Hz
50HE003087-DATA 460 6.4 60Hz 1740 5.3 — — — DI 23 40Hz
50HE003089-DATA 230 20.4 60Hz 1760 — — — DI 2,3 40Hz
50HE003090-DATA 460 10.2 60Hz 1760 — - — DI 23 40Hz
50HE003092-DATA 230 28.5 60Hz 1760 7.5 — — — DI2,3 40Hz
50HE003093-DATA 460 18.7 60Hz 1760 7.5 — — — DI23 40Hz
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Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID
LOOKUP CONST CONST CONST RELAY PARAMETER MAX MAX
VARIABLE SPEED 2 | SPEED 3 | SPEED4 (RELAYOUT1| OUT3 AO1 Content Sel VIEW AMPS MIN FREQ FREQ
VFD_PARAMETERS 1203 1204 1205 1401 1403 1501 1611 2003 2007 2008
48LC000641-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 10.2 0.0 Hz 60Hz
48LC000644-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 28.5 0.0 Hz 60Hz
48LC000645-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 14.3 0.0 Hz 60Hz
48L.C000647-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 20.4 0.0 Hz 60Hz
48LC000648-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 10.2 0.0Hz 60Hz
48LC000650-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 28.5 0.0 Hz 60Hz
48LC000651-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 14.3 0.0 Hz 60Hz
48LC000653-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 304 0.0 Hz 60Hz
48LC000654-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 15.2 0.0 Hz 60Hz
48LC000664-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm — 0103 OUTPUT FREQ 3 10.2 0.0 Hz 60Hz
50HE002320-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 7.8 OHz 60Hz
50HE002324-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 3.8 OHz 60Hz
50HE002321-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 9.8 OHz 60Hz
50HE002325-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 4.9 OHz 60Hz
50HE002322-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 20.4 OHz 60Hz
50H4002326-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 10.2 OHz 60Hz
50HE002323-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 28.5 OHz 60Hz
50HE002327-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 13.7 OHz 60Hz
50HE002331-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 12.7 OHz 60Hz
50HE002333-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 6.4 OHz 60Hz
50HE003081-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 7.8 OHz 60Hz
50HE003082-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 3.8 OHz 60Hz
50HE003084-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 9.8 OHz 60Hz
50HE003085-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 4.9 OHz 60Hz
50HE003086-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 12.7 OHz 60Hz
50HE003087-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 6.4 OHz 60Hz
50HE003089-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 20.4 OHz 60Hz
50HE003090-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 10.2 OHz 60Hz
50HE003092-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 28.5 OHz 60Hz
50HE003093-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 13.7 OHz 60Hz
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Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID

LOOKUP SWITCH START ACCEL/

VARIABLE FREQ FCN |STOPFCN| DECEL ACCEL DECEL IRCOMP VOLT | FBATYPE | STATIONID | BAUD RATE
VFD_PARAMETERS 2606 2101 2102 2201 2202 2203 2603 5101 5201 5202
48LC000641-DATA 4 KHz (1) AUTO | (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000644-DATA 4 KHz (1) AUTO | (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000645-DATA 4 KHz (1) AUTO | (1) Coast | (0) NOT SEL 10s 10s 0 — — —
48LC000647-DATA 4 KHz (1) AUTO | (1) Coast | (0) NOT SEL 10s 10s 0 — — —
48LC000648-DATA 4 KHz (1) AUTO | (1) Coast | (0) NOT SEL 10s 10s 0 — — —
48LC000650-DATA 4 KHz (1) AUTO | (1) Coast | (0) NOT SEL 10s 10s 0 — — —
48LC000651-DATA 4 KHz (1) AUTO | (1) Coast |(0) NOT SEL 10s 10s 0 — — —
48LC000653-DATA 4 KHz (1) AUTO | (1) Coast | (0) NOT SEL 10s 10s 0 — — —
48LC000654-DATA 4 KHz (1) AUTO | (1) Coast | (0) NOT SEL 10s 10s 0 — — —
48LC000664-DATA 4 KHz (1) AUTO | (1) Coast | (0) NOT SEL 10s 10s 0 — — —
50HE002320-DATA 4kHz (1) AUTO | (1) Coast Not Sel 30s 30s 0 — — —
50HE002324-DATA 4kHz (1) AUTO | (1) Coast Not Sel 30s 30s 0 — — —
50HE002321-DATA 4kHz (1) AUTO | (1) Coast Not Sel 30s 30s 0 — — —
50HE002325-DATA 4kHz (1) AUTO | (1) Coast Not Sel 30s 30s 0 — — —
50HE002322-DATA 4kHz (1) AUTO | (1) Coast Not Sel 30s 30s 0 — — —
50H4002326-DATA 4kHz (1) AUTO | (1) Coast Not Sel 30s 30s 0 — — —
50HE002323-DATA 4kHz (1) AUTO [ (1) Coast Not Sel 30s 30s 0 — — —
50HE002327-DATA 4kHz (1) AUTO | (1) Coast Not Sel 30s 30s 0 — — —
50HE002331-DATA 4kHz (1) AUTO | (1) Coast Not Sel 30s 30s 0 — — —
50HE002333-DATA 4kHz (1) AUTO | (1) Coast Not Sel 30s 30s 0 — — —
50HE003081-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE003082-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE003084-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE003085-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE003086-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE003087-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE003089-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE003090-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE003092-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
50HE003093-DATA 4kHz Auto (1) Coast Not Sel 30s 30s 0 — — —
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Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID

LOOKUP EFB EFB EFB EFB CTRL COMM PROT RUN
VARIABLE PARITY PROTOCOL ID STATION ID BAUD RATE EFB PARITY PROFILE SEL ENABLE

VFD_PARAMETERS 5203 5301 5302 5303 5304 5305 9802 1601
48LC000641-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000644-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000645-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000647-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000648-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000650-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000651-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000653-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000654-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4
48LC000664-DATA — — 1 76.8kb/s 8 NONE 1 — BACnet DI-4

50HE002320-DATA

50HE002324-DATA

50HE002321-DATA

50HE002325-DATA

50HE002322-DATA

50H4002326-DATA

50HE002323-DATA

50HE002327-DATA

50HE002331-DATA

50HE002333-DATA

50HE003081-DATA

50HE003082-DATA

50HE003084-DATA

50HE003085-DATA

50HE003086-DATA

50HE003087-DATA

50HE003089-DATA

50HE003090-DATA

50HE003092-DATA

50HE003093-DATA
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Table 18 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units (cont)

VFD PARAMETER DESCRIPTION/ID

VIA%?K;EE TRIAL TIME DELAY TIME AR OVERCURRENT CROSS REFERENCE
VFD_PARAMETERS 3102 3103 3104 1608 EM_PKG CL_PKG
48LC000641-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000644-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000645-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000647-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000648-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000650-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000651-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000653-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000654-DATA 300.0s 6.0s (1) Enable DI-1 — —
48LC000664-DATA 300.0s 6.0s (1) Enable DI-1 — —
50HE002320-DATA 300.0s 6.0s (1) Enable — — —
50HE002324-DATA 300.0s 6.0s (1) Enable — — —
50HE002321-DATA 300.0s 6.0s (1) Enable — — —
50HE002325-DATA 300.0s 6.0s (1) Enable — — —
50HE002322-DATA 300.0s 6.0s (1) Enable — — —
50H4002326-DATA 300.0s 6.0s (1) Enable — — —
50HE002323-DATA 300.0s 6.0s (1) Enable — — —
50HE002327-DATA 300.0s 6.0s (1) Enable — — —
50HE002331-DATA 300.0s 6.0s (1) Enable — — —
50HE002333-DATA 300.0s 6.0s (1) Enable — — —
50HE003081-DATA 300.0s 6.0s (1) Enable — — —
50HE003082-DATA 300.0s 6.0s (1) Enable — — —
50HE003084-DATA 300.0s 6.0s (1) Enable — — —
50HE003085-DATA 300.0s 6.0s (1) Enable — — —
50HE003086-DATA 300.0s 6.0s (1) Enable — — —
50HE003087-DATA 300.0s 6.0s (1) Enable — — —
50HE003089-DATA 300.0s 6.0s (1) Enable — — —
50HE003090-DATA 300.0s 6.0s (1) Enable — — —
50HE003092-DATA 300.0s 6.0s (1) Enable — — —
50HE003093-DATA 300.0s 6.0s (1) Enable — — —
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Table 19 — Basic VFD Parameters, 524J Units (208/230 and 460V)

LOOKUP PKG ABB, MOTOR PART VFD PART REPLACEMENT COMPONENT DRIVE
VARIABLE ACS320 NUMBER NUMBER PART NUMBER HP DESC CONTROLS
40RU000130-DATA 40RU000130 HD56FR233 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 40RU 1.7 HP 230V EM
40RU000131-DATA 40RU000131 HD56FR463 HK30WA530 ACS320-03U-05A6-4+N7558+X1558 3 40RU 1.7 HP 460V EM
40RU480011-DATA 40RU480011 HD56FE653 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 40RU 2.4 HP 230V EM
40RU480012-DATA 40RU480012 HD56FE653 HK30WA530 ACS320-03U-05A6-4+N7558+X1558 3 40RU 2.4 HP 460V EM
40RU480014-DATA 40RU480014 HD58FE654 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 40RU 2.9 HP 230V EM
40RU480015-DATA 40RU480015 HD58FE654 HK30WA530 ACS320-03U-05A6-4+N7558+X1558 3 40RU 2.9 HP 460V EM
40RU480016-DATA 40RU480016 HD60FE656 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 5 40RU 3.7 HP 230V EM
40RU480017-DATA 40RU480017 HD60FE656 HK30WA534 ACS320-03U-08A8-4+N7558+X1558 5 40RU 3.7 HP 460V EM
40RU000133-DATA 40RU000133 HD58FR236 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 5 40RU 3.7 HP 230V EM
40RU000134-DATA 40RU000134 HD58FR236 HK30WA534 ACS320-03U-08A8-4+N7558+X1558 5 40RU 3.7 HP 460V EM
40RU480002-DATA 40RU480002 HDG60FK657 HK30WA524 ACS320-03U-26A8-2+N7558+X1558 7 5 40RU 5.0 HP 230V EM
40RU480003-DATA 40RU480003 HD60FK657 HK30WA532 ACS320-03U-12A5-4+N7558+X1558 7 5 40RU 5.0 HP 460V EM
40RU480005-DATA 40RU480005 HD62FK654 HK30WA524 ACS320-03U-26A8-2+N7558+X1558 7 5 40RU 7.5 HP 230V EM
40RU480006-DATA 40RU480006 HD62FK654 HK30WA532 ACS320-03U-12A5-4+N7558+X1558 7 540RU 7.5 HP 460V EM
40RU480008-DATA | 40RU480008 | HDG4FK654 | HK30WA525 ACS320-03U-34A1-2+N7558+X 1558 10 40RU 10 HP 230V EM
40RU480009-DATA 40RU480009 HD64FK654 HK30WA533 ACS320-03U-15A6-4+N7558+X1558 10 40RU 10 HP 460V EM
40RU000203-DATA 40RU000203 HD56FR233 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 40RU 1.7 HP 230V I/O FLEX
40RU000204-DATA 40RU000204 HD56FR463 HK30WA530 ACS320-03U-05A6-4+N7558+X1558 3 40RU 1.7 HP 460V /O FLEX
40RU000218-DATA 40RU000218 HD56FE653 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 3 40RU 2.4 HP 230V /O FLEX
40RU000219-DATA 40RU000219 HD56FE653 HK30WA530 ACS320-03U-05A6-4+N7558+X1558 3 40RU 2.4 HP 460V I/0O FLEX
40RU000223-DATA 40RU000223 HD60FE656 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 5 40RU 3.7 HP 230V I/0O FLEX
40RU000224-DATA 40RU000224 HD60FE656 HK30WA534 ACS320-03U-08A8-4+N7558+X1558 5 40RU 3.7 HP 460V I/O FLEX
40RU000206-DATA 40RU000206 HD58FR236 HK30WA523 ACS320-03U-14A6-2+N7558+X1558 5 40RU 3.7 HP 230V /0 FLEX
40RU000207-DATA 40RU000207 HD58FR236 HK30WA534 ACS320-03U-08A8-4+N7558+X1558 5 40RU 3.7 HP 460V I/O FLEX
Table 19 — Basic VFD Parameters, 524J Units (208/230 and 460V) (cont)
VFD PARAMETER DESCRIPTION/ID
LOOKUP MOTOR EXT1/EXT2 REF1 CONST CONST
VARIABLE VOLTAGE | N. AMPS |NOM FREQ N. RPM N. HP EXT1 COMMANDS SEL SELECT | SPEED SEL | SPEED 1
VFD_PARAMETERS | 9905 9906 9907 9908 9909 1001 1102 1103 1201 1202
40RU000130-DATA 230 5.8 60Hz 1725 1.7 — — — DI2,3 40Hz
40RU000131-DATA 460 2.9 60Hz 1725 1.7 — — — DI 23 40Hz
40RU480011-DATA 230 71 60Hz 1725 24 — — — DI2,3 40Hz
40RU480012-DATA 460 34 60Hz 1725 24 — — — DI2,3 40Hz
40RU480014-DATA 230 8.6 60Hz 1725 29 — — — DI2,3 40Hz
40RU480015-DATA 460 3.8 60Hz 1725 2.9 — — — DI2,3 40Hz
40RU480016-DATA 230 10.8 60Hz 1725 3.7 — — — DI2,3 40Hz
40RU480017-DATA 460 4.9 60Hz 1725 3.7 — — — DI2,3 40Hz
40RU000133-DATA 230 10.2 60Hz 1725 3.7 — — — DI 2,3 40Hz
40RU000134-DATA 460 4.8 60Hz 1725 3.7 — — — DI2,3 40Hz
40RU480002-DATA 230 17 60Hz 1760 5 — — — DI 2,3 40Hz
40RU480003-DATA 460 7.6 60Hz 1760 5 — — — DI2,3 40Hz
40RU480005-DATA 230 215 60Hz 1760 75 — — — DI2,3 40Hz
40RU480006-DATA 460 14.3 60Hz 1760 75 — — — DI2,3 40Hz
40RU480008-DATA 230 286 60Hz 1755 10 — — — DI 23 40Hz
40RU480009-DATA 460 15.2 60Hz 1755 10 — — — DI2,3 40Hz
40RU000203-DATA 230 5.8 60Hz 1725 1.7 (1) bt EXT1 Al-1 DI2,3 40Hz
40RU000204-DATA 460 29 60Hz 1725 1.7 (1) b1 EXT1 Al-1 DI2,3 40Hz
40RU000218-DATA 230 71 60Hz 1725 24 (1) DI EXT1 Al-1 DI2,3 40Hz
40RU000219-DATA 460 3.4 60Hz 1725 24 (1) DI EXT1 Al-1 DI2,3 40Hz
40RU000223-DATA 230 10.8 60Hz 1725 3.7 (1) DI EXT1 Al-1 DI2,3 40Hz
40RU000224-DATA 460 4.9 60Hz 1725 3.7 (1) b EXT1 Al-1 DI 2,3 40Hz
40RU000206-DATA 230 10.2 60Hz 1725 3.7 (1) b EXT1 Al-1 DI 2,3 40Hz
40RU000207-DATA 460 4.8 60Hz 1725 3.7 (1) bt EXT1 Al-1 DI2,3 40Hz
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Table 19 — Basic VFD Parameters, 524J Units (208/230 and 460V) (cont)

VFD PARAMETER DESCRIPTION/ID

LOOKUP CONST CONST CONST RELAY PARAMETER MAX MAX
VARIABLE SPEED 2 | SPEED3 | SPEED4 [RELAYOUT1| OUT3 | AO1 CONTENT SEL VIEW AMPS MIN FREQ FREQ
VFD_PARAMETERS 1203 1204 1205 1401 1403 1501 1611 2003 2007 2008
40RU000130-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 6.7 0.0Hz 60Hz
40RU000131-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 3.3 0.0Hz 60Hz
40RU480011-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 82 0.0 Hz 60Hz
40RU480012-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 3.9 0.0Hz 60Hz
40RU480014-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 9.9 0.0Hz 60Hz
40RU480015-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 44 0.0Hz 60Hz
40RU480016-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 124 0.0Hz 60Hz
40RU480017-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 5.6 0.0Hz 60Hz
40RU000133-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 117 0.0 Hz 60Hz
40RU000134-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 55 0.0Hz 60Hz
40RU480002-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 19.6 0.0Hz 60Hz
40RU480003-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 8.7 0.0Hz 60Hz
40RU480005-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 24.7 0.0Hz 60Hz
40RU480006-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 16.4 0.0Hz 60Hz
40RU480008-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 32.2 0.0 Hz 60Hz
40RU480009-DATA 60Hz 60Hz — 16 FLT/Alarm — — 3 17.5 0.0 Hz 60Hz
40RU000203-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 6.7 0.0Hz 60Hz
40RU000204-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 3.3 0.0Hz 60Hz
40RU000218-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 82 0.0Hz 60Hz
40RU000219-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 3.9 0.0Hz 60Hz
40RU000223-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 124 0.0Hz 60Hz
40RU000224-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 5.6 0.0Hz 60Hz
40RU000206-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 1.7 0.0Hz 60Hz
40RU000207-DATA 60Hz 60Hz — 16 FLT/Alarm — 0103 OUTPUT FREQ 3 55 0.0Hz 60Hz

Table 19 — Basic VFD Parameters, 524J Units (208/230 and 460V) (cont)

VFD PARAMETER DESCRIPTION/ID
LOOKUP SWITCH | START ACCEL/
VARIABLE FREQ FCN |STOPFCN| DECEL ACCEL DECEL |IRCOMP VOLT | FBATYPE | STATIONID | BAUD RATE
VFD_PARAMETERS | 2606 2101 2102 2201 2202 2203 2603 5101 5201 5202
40RU000130-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU000131-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU480011-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU480012-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU480014-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU480015-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU480016-DATA 4KHz | (1)AuTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU480017-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU000133-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU000134-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU480002-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU480003-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU480005-DATA 4KHz | (1) AUTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU480006-DATA 4KHz | (1)AuTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU480008-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU480009-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 30s 0 — — —
40RU000203-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 10.0s 0 — — —
40RU000204-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 10.0s 0 — — —
40RU000218-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 10.0s 0 — — —
40RU000219-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 10.0s 0 — — —
40RU000223-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 10.0s 0 — — —
40RU000224-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 10.0s 0 — — —
40RU000206-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 10.0s 0 — — —
40RU000207-DATA 4KHz | (1)AUTO| (1) Coast |(0) NOT SEL 30s 10.0s 0 — — —
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Table 19 — Basic VFD Parameters, 524J Units (208/230 and 460V) (cont)

LOOKUP
VARIABLE

VFD PARAMETER DESCRIPTION/ID

PARITY

EFB
PROTOCOL ID

EFB
STATION ID

EFB
BAUD RATE

EFB PARITY

EFB CTRL
PROFILE

COMM PROT
SEL

RUN
ENABLE

VFD_PARAMETERS

5203

5301

5302

5303

5304

5305

9802

1601

40RU000130-DATA

40RU000131-DATA

40RU480011-DATA

40RU480012-DATA

40RU480014-DATA

40RU480015-DATA

40RU480016-DATA

40RU480017-DATA

40RU000133-DATA

40RU000134-DATA

40RU480002-DATA

40RU480003-DATA

40RU480005-DATA

40RU480006-DATA

40RU480008-DATA

40RU480009-DATA

40RU000203-DATA

76.8kb/s

8 NONE 1

BACnet

DI-1

40RU000204-DATA

76.8kb/s

8 NONE 1

BACnet

DI-1

40RU000218-DATA

76.8kb/s

8 NONE 1

BACnet

DI-1

40RU000219-DATA

76.8kb/s

8 NONE 1

BACnet

DI-1

40RU000223-DATA

76.8kb/s

8 NONE 1

BACnet

DI-1

40RU000224-DATA

76.8kb/s

8 NONE 1

BACnet

DI-1

40RU000206-DATA

76.8kb/s

8 NONE 1

BACnet

DI-1

40RU000207-DATA

alalmalm|m = ]=|=

76.8kb/s

8 NONE 1

BACnet

DI-1

Table 19 — Basic VFD Parameters, 524J Units (208/230 and 460V) (cont)

VFD PARAMETER DESCRIPTION/ID
LOOKUP TRIAL DELAY AR
VARIABLE TIME TIME | OVERCURRENT CROSS REFERENCE NOTES

VFD_PARAMETERS | 3102 3103 3104 1608 EM_PKG CL_PKG

40RU000130-DATA | 300.0s 6.0s (1) Enable — 40RU480130 —

40RU000131-DATA | 300.0s 6.0s (1) Enable — 40RU480131 —

40RU480011-DATA | 300.0s 6.0s (1) Enable — 40RU480011 —

40RU480012-DATA | 300.0s 6.0s (1) Enable — 40RU480012 —

40RU480014-DATA | 300.0s 6.0s (1) Enable — 40RU480014 —

40RU480015-DATA | 300.0s 6.0s (1) Enable — 40RU480015 —

40RU480016-DATA | 300.0s 6.0s (1) Enable — 40RU480016 —

40RU480017-DATA | 300.0s 6.0s (1) Enable — 40RU480017 —

40RU000133-DATA | 300.0s 6.0s (1) Enable — 40RU480133 —

40RU000134-DATA | 300.0s 6.0s (1) Enable — 40RU480134 —

40RU480002-DATA | 300.0s 6.0s (1) Enable — 40RU480002 —

40RU480003-DATA | 300.0s 6.0s (1) Enable — 40RU480003 —

40RU480005-DATA | 300.0s 6.0s (1) Enable — 40RU480005 —

40RU480006-DATA | 300.0s 6.0s (1) Enable — 40RU480006 —

40RU480008-DATA | 300.0s 6.0s (1) Enable — 40RU480008 —

40RU480009-DATA | 300.0s 6.0s (1) Enable — 40RU480009 —

40RU000203-DATA | 300.0s 6.0s (1) Enable — 40RU480130 — Originally set up for 7-11 Communicating I/O Flex to VFD
40RU000204-DATA | 300.0s 6.0s (1) Enable — 40RU480131 — Originally set up for 7-11 Communicating I/O Flex to VFD
40RU000218-DATA | 300.0s 6.0s (1) Enable — 40RU480011 — Originally set up for 7-11 Communicating 1/O Flex to VFD
40RU000219-DATA | 300.0s 6.0s (1) Enable — 40RU480012 — Originally set up for 7-11 Communicating /O Flex to VFD
40RU000223-DATA | 300.0s 6.0s (1) Enable — 40RU480016 — Originally set up for 7-11 Communicating I/O Flex to VFD
40RU000224-DATA | 300.0s 6.0s (1) Enable — 40RU480017 — Originally set up for 7-11 Communicating I/O Flex to VFD
40RU000206-DATA | 300.0s 6.0s (1) Enable — 40RU480133 — Originally set up for 7-11 Communicating I/O Flex to VFD
40RU000207-DATA | 300.0s 6.0s (1) Enable — 40RU480134 — Originally set up for 7-11 Communicating I/O Flex to VFD

— Factory default setting. See label.
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Table 20 — Basic VFD Parameters, 524J Units (575V)

LOOKUP RE\J'LEMRSI?I% : MOTOR PART | VFDPART |REPLACEMENTCOMPONENT
VARIABLE ACH550 NUMBER NUMBER PART NUMBER DRIVE HP DESC CONTROLS
40RU000132-DATA | 40RU000132 HD56FR579 HK30WA360 HK30WA333 3 40RU 1.7 HP 575V EM
40RU480013-DATA | 40RU480013 HD56FE577 HK30WA360 HK30WA333 3 40RU 2.4 HP 575V EM
40RU480018-DATA | 40RU480018 HD58FE577 HK30WA361 HK30WA334 5 40RU 3.7 HP 575V EM
40RU000135-DATA | 40RU000135 HD58FE577 HK30WA361 HK30WA334 5 40RU 3.7 HP 575V EM
40RU480004-DATA | 40RU480004 HD60FK577 HK30WA362 HK30WA335 75 40RU 5.0 HP 575V EM
40RU480007-DATA | 40RU480007 HD62FL576 HK30WA362 HK30WA335 7.5 40RU 7.5 HP 575V EM
40RU480010-DATA | 40RU480010 HD64FL576 HK30WA363 HK30WA336 10 40RU 10 HP 575V EM
40RU000205-DATA | 40RU000205 HD56FR579 HK30WA360 HK30WA333 3 40RU 1.7 HP 575V /0 FLEX
40RU000220-DATA | 40RU000220 HD56FE577 HK30WA360 HK30WA333 3 40RU 2.4 HP 575V 1/O FLEX
40RU000225-DATA | 40RU000225 HD58FE577 HK30WA361 HK30WA334 5 40RU 3.7 HP 575V 1/0 FLEX
40RU000208-DATA | 40RU000208 HD58FE577 HK30WA361 HK30WA334 5 40RU 3.7 HP 575V 1/0 FLEX
Table 20 — Basic VFD Parameters, 524J Units (575V) (cont)
VFD PARAMETER DESCRIPTION/ID
MOTOR
APPLIC NOM. EXT1 EXT1/EXT2 REF1
LOOKUP MACRO VOLTAGE | N. AMPS FREQ. N. RPM N. HP COMMANDS COMMANDS SELECT
VARIABLE 9902 9905 9906 9907 9908 9909 1001 1102 1103
40RU000132-DATA | HVAC DEFAULT 575 2.8 60Hz 1725 1.7 — — —
40RU480013-DATA | HVAC DEFAULT 575 3.8 60Hz 1725 2.4 — — —
40RU480018-DATA | HVAC DEFAULT 575 4.9 60Hz 1725 3.7 — — —
40RU000135-DATA | HVAC DEFAULT 575 4.5 60Hz 1725 3.7 — — —
40RU480004-DATA | HVAC DEFAULT 575 8.0 60Hz 1725 5 — — —
40RU480007-DATA | HVAC DEFAULT 575 9.0 60Hz 1725 75 — — —
40RU480010-DATA | HVAC DEFAULT 575 11.0 60Hz 1725 10 — — —
40RU000205-DATA | HVAC DEFAULT 575 2.8 60Hz 1725 1.7 10 COMM 8 COMM 8 COMM
40RU000220-DATA | HVAC DEFAULT 575 38 60Hz 1725 2.4 10 COMM 8 COMM 8 COMM
40RU000225-DATA | HVAC DEFAULT 575 4.9 60Hz 1725 3.7 10 COMM 8 COMM 8 COMM
40RU000208-DATA | HVAC DEFAULT 575 4.5 60Hz 1725 3.7 10 COMM 8 COMM 8 COMM
— — Factory default setting. See label.
Table 20 — Basic VFD Parameters, 524J Units (575V) (cont)
VFD PARAMETER DESCRIPTION/ID
CONST SPEED |CONST SPEED | CONST SPEED |CONST SPEED | CONST SPEED | RELAY OUT | RELAY OUT coﬁ%m
LOOKUP SELECT 1 2 3 4 1 3 SET
VARIABLE 1201 1202 1203 1204 1205 1401 1403 1501
40RU000132-DATA DI23 40Hz 60Hz 60Hz — — 16 FLT/Alarm —
40RU480013-DATA DI 23 40Hz 60Hz 60Hz — — 16 FLT/Alarm —
40RU480018-DATA DI 23 40Hz 60Hz 60Hz — — 16 FLT/Alarm —
40RU000135-DATA DI23 40Hz 60Hz 60Hz — — 16 FLT/Alarm —
40RU480004-DATA DI 23 40Hz 60Hz 60Hz — — 16 FLT/Alarm —
40RU480007-DATA DI 23 40Hz 60Hz 60Hz — — 16 FLT/Alarm —
40RU480010-DATA DI23 40Hz 60Hz 60Hz — — 16 FLT/Alarm —
40RU000205-DATA DI3 40Hz 60Hz 60Hz — — 4 Fault 102 Speed
40RU000220-DATA DI3 40Hz 60Hz 60Hz — — 4 Fault 102 Speed
40RU000225-DATA DI3 40Hz 60Hz 60Hz — — 4 Fault 102 Speed
40RU000208-DATA DI3 40Hz 60Hz 60Hz — — 4 Fault 102 Speed
Table 20 — Basic VFD Parameters, 524J Units (575V) (cont)
VFD PARAMETER DESCRIPTION/ID
ACCEL/
LOOKUP MAX AMPS MIN FREQ MAX FREQ | SWITCHFREQ | STARTFCN [ STOPFCN DECEL ACCEL | DECEL
VARIABLE 2003 2007 2008 2606 2101 2102 2201 2202 2203
40RU000132-DATA 3.2 OHz 60Hz 4kHz Auto Ramp Not Sel 30s 30s
40RU480013-DATA 4.4 OHz 60Hz 4KkHz Auto Ramp Not Sel 30s 30s
40RU480018-DATA 5.6 OHz 60Hz 4KHz Auto Ramp Not Sel 30s 30s
40RU000135-DATA 5.2 OHz 60Hz 4kHz Auto Ramp Not Sel 30s 30s
40RU480004-DATA 9.2 OHz 60Hz 4kHz Auto Ramp Not Sel 30s 30s
40RU480007-DATA 10.4 OHz 60Hz 4KHz Auto Ramp Not Sel 30s 30s
40RU480010-DATA 12.7 OHz 60Hz 4kHz Auto Ramp Not Sel 30s 30s
40RU000205-DATA 3.2 OHz 60Hz 4kHz Auto Ramp Not Sel 30s 30s
40RU000220-DATA 4.4 OHz 60Hz 4kHz Auto Ramp Not Sel 30s 30s
40RU000225-DATA 5.6 OHz 60Hz 4kHz Auto Ramp Not Sel 30s 30s
40RU000208-DATA 5.2 OHz 60Hz 4kHz Auto Ramp Not Sel 30s 30s
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Table 20 — Basic VFD Parameters, 524J Units (575V) (cont)

VFD PARAMETER DESCRIPTION/ID

EFB EFB EFB EFB
STATION BAUD PROTOCOL | STATION BAUD EFB CTRL
LOOKUP FBA TYPE ID RATE PARITY ID ID RATE PARITY | PROFILE
VARIABLE 5101 5201 5202 5203 5301 5302 5303 5304 5305
40RU000132-DATA — — — — — — — — —
40RU480013-DATA — — — — — — — — —
40RU480018-DATA — — — — — — — — —
40RU000135-DATA — — — — — — — — —
40RU480004-DATA — — — — — — — — —
40RU480007-DATA — — — — — — — — —
40RU480010-DATA — — — — — — — — —
40RU000205-DATA |64 ModBus Plus 1 9.6 kbis 8 NONE 1 — — — — —
40RU000220-DATA |64 ModBus Plus 1 9.6 kbis 8 NONE 1 — — — — —
40RU000225-DATA |64 ModBus Plus 1 9.6 kbis 8 NONE 1 — — — — —
40RU000208-DATA |64 ModBus Plus 1 9.6 kbis 8 NONE 1 — — — — —
— — Factory default setting. See label.
Table 20 — Basic VFD Parameters, 524J Units (575V) (cont)
VFD PARAMETER DESCRIPTION/ID
LOOKUP COMM PROT SEL RUN ENABLE CROSS REFERENCE
VARIABLE 9802 1601 EM PKG CL PKG
40RU000132-DATA — — 40RU480132 —
40RU480013-DATA — — 40RU480013 —
40RU480018-DATA — — 40RU480018 —
40RU000135-DATA — — 40RU480135 —
40RU480004-DATA — — 40RU480004 —
40RU480007-DATA — — 40RU480007 —
40RU480010-DATA — — 40RU480010 —
40RU000205-DATA 1 Std Modbus — 40RU480132 —
40RU000220-DATA 1 Std Modbus — 40RU480013 —
40RU000225-DATA 1 Std Modbus — 40RU480018 —
40RU000208-DATA 1 Std Modbus — 40RU480135 —

— — Factory default setting. See label.
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model

LOOKUP VARIABLE PKG PAR R ER PART NUMBER DRIVE DESC CONTROLS
48TM482532-DATA 48TMA482532 HD56FR233 HK30WA352 3 SRT 1.7 HP 230V EM
48TM482535-DATA 48TM482535 HD56FR463 HK30WA356 3 SRT 1.7 HP 460V EM
48TM482538-DATA 48TMA482538 HD56FR579 HK30WA360 3 SRT 1.7 HP 575V EM
48TM482531-DATA 48TMA482531 HD56FEG53 HK30WA352 3 SRT 2.4 HP 230V EM
48TM482593-DATA 48TM482593 HD56FEG53 HK30WA356 3 SRT 2.4 HP 460V EM
48TM482530-DATA 48TM482530 HDB6FES77 HK30WA360 3 SRT 2.4 HP 575V EM
48TM482591-DATA 48TMA482591 HD58FEG54 HK30WA352 3 SRT 2.9 HP 230V EM
48TM482536.DATA 48TM482536 HD5BFEG54 HK30WA356 3 SRT 2.9 HP 460V EM
48TM482533-DATA 48TM482533 HDGOFE656 HK30WA353 5 SRT 3.7 HP 230V EM
48TM482592-DATA 48TMA482592 HDBOFEG56 HK30WA357 5 SRT 3.7 HP 460V EM
48TM482539-DATA 48TM482539 HD58FE577 HK30WA361 5 SRT 3.7 HP 575V EM
48TM482534-DATA 48TM482534 HDBOFK658 HK30WA354 75 SRT 5.3 HP 230V EM
48TM482537-DATA 48TMA482537 HDBOFK658 HK30WA358 75 SRT 5.3 HP 460V EM
48TM482540-DATA 48TMA482540 HDBOFE576 HK30WA362 75 SRT 5.3 HP 575V EM
48TM482683-DATA 48TM482683 HDB56FR233 HK30WA352 3 SRT 1.7 HP 230V cL
48TMI482686-DATA 48TMA482686 HD56FR463 HK30WA356 3 SRT 1.7 HP 460V cL
48TMI482689-DATA 48TMA482689 HD56FR579 HK30WA360 3 SRT 1.7 HP 575V cL
48TM482682-DATA 48TM482682 HDB6FE653 HK30WA352 3 SRT 2.4 HP 230V cL
48TM482694DATA 48TMA4B2694 HD56FE653 HK30WA356 3 SRT 2.4 HP 460V CcL
48TM482681-DATA 48TMA482681 HD56FE577 HK30WA360 3 SRT 2.4 HP 575V cL
48TM482692-DATA 48TM482692 HDBBFE654 HK30WA352 3 SRT 2.9 HP 230V cL
48TM482637-DATA 48TMAB2687 HD58FE654 HK30WA356 3 SRT 2.9 HP 460V cL
48TM482684-DATA 48TMA482684 HDBOFE656 HK30WA353 5 SRT 3.7 HP 230V cL
48TM482693-DATA 48TM482693 HDGOFEG56 HK30WA357 5 SRT 3.7 HP 460V cL
48TM482690-DATA 48TMA82690 HD58FE577 HK30WA361 5 SRT 3.7 HP 575V cL
48TM482685-DATA 48TMA482685 HDBOFK658 HK30WA354 75 SRT 5.3 HP 230V cL
48TM482688-DATA 48TM482688 HDGOFK658 HK30WA358 75 SRT 5.3 HP 460V cL
48TM482691-DATA 48TMA82691 HDBOFE576 HK30WA362 75 SRT 5.3 HP 575V cL
48TM482815DATA 48TM482815 HD56FR233 HK30WA352 3 SRT 1.7 HP 230V /O Flex
48TM482819-DATA 48TM482819 HDB56FR463 HK30WA356 3 SRT 1.7 HP 460V /O Flex
48TM482821-DATA 48TMAB2821 HDB6FR579 HK30WA360 3 SRT 1.7 HP 575V /O Flex
48TM482814-DATA 48TMA482814 HD56FE653 HK30WA352 3 SRT 2.4 HP 230V /O Flex
48TM482825DATA 48TMA482825 HD56FE653 HK30WA356 3 SRT 2.4 HP 460V /O Flex
48TM482813-DATA 48TM482813 HDB6FES77 HK30WA360 3 SRT 2.4 HP 575V /O Flex
48TM000640-DATA 48TMO000640 HD58FE654 HK30WA352 3 SRT 2.9 HP 230V /O Flex
48TM000641-DATA 48TMO000641 HD58FE654 HK30WA356 3 SRT 2.9 HP 460V /O Flex
48TM482817-DATA 48TM482817 HDBOFE656 HK30WA353 5 SRT 3.7 HP 230V /O Flex
48TM482824DATA 48TMA482824 HDBOFE656 HK30WA357 5 SRT 3.7 HP 460V /O Flex
48TM482822-DATA 48TM482822 HD58FE577 HK30WA361 5 SRT 3.7 HP 575V /O Flex
48TM482818-DATA 48TM482818 HDBOFK658 HK30WA354 75 SRT 5.3 HP 230V /O Flex
48TM482820-DATA 48TM482820 HDBOFK6E58 HK30WA358 75 SRT 5.3 HP 460V /O Flex
48TM482823DATA 48TM482823 HDBOFE576 HK30WA362 75 SRT 5.3 HP 575V /O Flex
50TM480839-DATA 50TM480839 HDB6FEG53 HK30WA352 3 STR 2.4 HP 230V EM
50TM480840-DATA 50TMA480840 HD56FE653 HK30WA356 3 STR 2.4 HP 460V EM
50TM480841-DATA 50TMA480841 HD56FE577 HK30WA360 3 STR 2.4 HP 575V EM
50TM480822-DATA 50TM480822 HD58FEG54 HK30WA352 3 STR 2.9 HP 230V EM
50TM430842-DATA 50TM480842 HDB58FE654 HK30WA356 3 STR 2.9 HP 460V EM
50TM480837-DATA 50TMA480837 HD6OFEG56 HK30WA353 5 STR 3.7 HP 230V EM
50TM480838-DATA 50TM480838 HDBOFEG56 HK30WA357 5 STR 3.7 HP 460V EM
50TM480821-DATA 50TMA480821 HD5BFES77 HK30WA361 5 STR 3.7 HP 575V EM
50TM480824-DATA 50TM480824 HDBOFK657 HK30WA354 75 STR 5.0 HP 230V EM
50TM480843-DATA 50TM480843 HDBOFK657 HK30WA358 75 STR 5.0 HP 460V EM
50TM480823-DATA 50TM480823 HDBOFK577 HK30WA362 75 STR 5.0 HP 575V EM
50TM480915-DATA 50TM480915 HDBBFE654 HK30WA352 3 STR 2.9 HP 230V cL
50TM480916-DATA 50TM480916 HD58FE654 HK30WA356 3 STR 2.9 HP 460V cL
50TM480917-DATA 50TM480917 HDBOFE656 HK30WA353 5 STR 3.7 HP 230V CcL
50TM480918-DATA 50TM480918 HD6OFE656 HK30WA357 5 STR 3.7 HP 460V cL
50TM480919-DATA 50TM480919 HD58FE577 HK30WA361 5 STR 3.7 HP 575V cL
50TM480921-DATA 50TMA480921 HDBOFK657 HK30WA354 75 STR 5.0 HP 230V cL
50TM480922-DATA 50TM480922 HDBOFK657 HK30WA358 75 STR 5.0 HP 460V cL
50TMI480920-DATA 50TM480920 HDBOFK577 HK30WA362 75 STR 5.0 HP 575V cL
50TM480969-DATA 50TMA480969 HD58FE654 HK30WA352 3 STR 2.9 HP 230V /O Flex
50TM480977-DATA 50TM480977 HDBBFE654 HK30WA356 3 STR 2.9 HP 460V /O Flex
50TM480972-DATA 50TM480972 HDBOFE656 HK30WA353 5 STR 3.7 HP 230V /O Flex
50TM480973-DATA 50TM480973 HDBOFE656 HK30WA357 5 STR 3.7 HP 460V /O Flex
50TM480968-DATA 50TMA480968 HDBBFES77 HK30WA361 5 STR 3.7 HP 575V /O Flex
50TM480971-DATA 50TMA480971 HDBOFK6E57 HK30WA354 75 STR 5.0 HP 230V /O Flex
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE | APPLIC MACRO | VOLTAGE | N.AMPS MOT:OR'EgOM N.RPM | N.HP | cofimil oo [EXTIEXT2 | REFL | peONST | ooy
VFD_PARAMETERS 9902 9905 9906 9907 9908 | 9909 1001 1102 1103 1201 1202
48TM482532-DATA | HVAC DEFAULT 230 58 60Hz 1725 | 17 _ — — DI23 40Hz
48TMA482535DATA | HVAC DEFAULT 460 29 60Hz 1725 | 17 — — — DI23 40Hz
48TMA482538.DATA | HVAC DEFAULT 575 34 60Hz 1725 | 17 — — — DI23 40Hz
48TM482531DATA | HVAC DEFAULT 230 79 60Hz 1725 | 24 _ _ _ DI23 40Hz
48TM482593-DATA | HVAC DEFAULT 460 36 60Hz 1725 | 24 _ _ _ DI23 40Hz
48TMA482530DATA | HVAC DEFAULT 575 38 60Hz 1725 | 24 — _ — DI23 40Hz
48TM482591-DATA | HVAC DEFAULT 230 92 60Hz 1725 | 29 _ _ _ DI23 40Hz
48TM482536-DATA | HVAC DEFAULT 460 42 60Hz 1725 | 2.9 _ _ _ DI23 40Hz
48TMA482533DATA | HVAC DEFAULT 230 17 60Hz 1725 | 37 — — — DI23 40Hz
48TMA482592DATA | HVAC DEFAULT 460 54 60Hz 1725 | 37 _ _ _ DI23 40Hz
48TM482539-DATA | HVAC DEFAULT 575 49 60Hz 1725 | 37 _ — _ DI23 40Hz
48TMA482534DATA | HVAC DEFAULT 230 13.6 60Hz 1740 | 53 — — — DI23 40Hz
48TM482537-DATA | HVAC DEFAULT 460 6.4 60Hz 1740 | 53 _ _ _ DI23 40Hz
48TM482540-DATA | HVAC DEFAULT 575 6 60Hz 1725 | 53 _ — _ DI23 40Hz
48TMA482683DATA | HVAC DEFAULT 230 58 60Hz 1725 | 17 — — — — —
48TM482686-DATA | HVAC DEFAULT 460 29 60Hz 1725 | 17 _ _ _ _ _
48TM482689-DATA | HVAC DEFAULT 575 31 60Hz 1725 | 17 _ — _ _ —
48TM482682-DATA | HVAC DEFAULT 230 79 60Hz 1725 | 24 — — — — —
48TM482694DATA | HVAC DEFAULT 460 36 60Hz 1725 | 24 _ _ _ _ _
48TM482681-DATA | HVAC DEFAULT 575 38 60Hz 1725 | 24 _ _ _ — —
48TM482692-DATA | HVAC DEFAULT 230 92 60Hz 1725 | 29 — — — — —
48TMA482687-DATA | HVAC DEFAULT 460 42 60Hz 1725 | 29 _ _ _ _ _
48TM482684-DATA | HVAC DEFAULT 230 M7 60Hz 1725 | 37 — — — _ —
48TM482693-DATA | HVAC DEFAULT 460 54 60Hz 1725 | 37 — _ — — —
48TM482690-DATA | HVAC DEFAULT 575 49 60Hz 1725 | 37 — _ — — —
48TMA482685-DATA | HVAC DEFAULT 230 136 60Hz 1740 | 53 — — — — —
48TMA482688DATA | HVAC DEFAULT 460 6.4 60Hz 1740 | 53 — _ — — —
48TM482691-DATA | HVAC DEFAULT 575 6 60Hz 1725 | 53 _ _ _ _ _
48TM482815-DATA | HVAC DEFAULT 230 58 60Hz 1725 | 17 — — — DI3 40Hz
48TMA482819DATA | HVAC DEFAULT 460 29 60Hz 1725 | 17 — — — DI3 40Hz
48TM482821DATA | HVAC DEFAULT 575 31 60Hz 1725 | 17 _ _ _ DI3 40Hz
48TM482814-DATA | HVAC DEFAULT 230 79 60Hz 1725 | 24 _ _ _ DI3 40Hz
48TMA482825DATA | HVAC DEFAULT 460 36 60Hz 1725 | 24 — — — DI3 40Hz
48TM482813DATA | HVAC DEFAULT 575 38 60Hz 1725 | 24 _ _ _ DI3 40Hz
48TM000640-DATA | HVAC DEFAULT 230 92 60Hz 1725 | 2.9 _ _ _ DI3 40Hz
48TMO000641-DATA | HVAC DEFAULT 460 42 60Hz 1725 | 29 — — — DI3 40Hz
48TM482817-DATA | HVAC DEFAULT 230 117 60Hz 1725 | 37 _ _ _ DI3 40Hz
48TM482824-DATA | HVAC DEFAULT 460 54 60Hz 1725 | 37 — — _ DI3 40Hz
48TM482822DATA | HVAC DEFAULT 575 49 60Hz 1725 | 37 — — — DI3 40Hz
48TMA482818 DATA | HVAC DEFAULT 230 136 60Hz 1740 | 53 — — — DI3 40Hz
48TM482820-DATA | HVAC DEFAULT 460 6.4 60Hz 1740 | 523 _ — — DI3 40Hz
48TM482823DATA | HVAC DEFAULT 575 6 60Hz 1725 | 53 — — — DI3 40Hz
50TM480839-DATA | HVAC DEFAULT 230 79 60Hz 1725 | 24 — — — DI23 40Hz
50TM480840-DATA | HVAC DEFAULT 460 36 60Hz 1725 | 24 _ _ _ DI23 40Hz
50TM480841-DATA | HVAC DEFAULT 575 38 60Hz 1725 | 24 — = — DI23 40Hz
50TM480822-DATA | HVAC DEFAULT 230 92 60Hz 1725 | 29 — — — DI23 40Hz
50TM480842-DATA | HVAC DEFAULT 460 42 60Hz 1725 | 2.9 _ _ _ DI23 40Hz
50TM480837-DATA | HVAC DEFAULT 230 1.7 60Hz 1725 | 37 — — — DI23 40Hz
50TM480838-DATA | HVAC DEFAULT 460 54 60Hz 1725 | 37 — — — DI23 40Hz
50TM480821-DATA | HVAC DEFAULT 575 49 60Hz 1725 | 37 _ — _ DI23 40Hz
50TM480824-DATA | HVAC DEFAULT 230 17.1 60Hz 1760 | 5 — — — DI23 40Hz
50TM480843-DATA | HVAC DEFAULT 460 86 60Hz 1760 | 5 — — — DI23 40Hz
50TM480823-DATA | HVAC DEFAULT 575 76 60Hz 1745 | 5 _ — — DI23 40Hz
50TM480915-DATA | HVAC DEFAULT 230 92 60Hz 1725 | 29 — — — — —
50TM480916-DATA | HVAC DEFAULT 460 42 60Hz 1725 | 29 — — — — —
50TM480917-DATA | HVAC DEFAULT 230 117 60Hz 1725 | 37 _ _ _ _ _
50TM480918-DATA | HVAC DEFAULT 460 54 60Hz 1725 | 37 _ _ _ _ _
50TM480919-DATA | HVAC DEFAULT 575 49 60Hz 1725 | 37 — = — = —
50TM480921-DATA | HVAC DEFAULT 230 171 60Hz 1760 | 5 — — — = —
50TM480922-DATA | HVAC DEFAULT 460 86 60Hz 1760 | 5 — _ — — —
50TM480920-DATA | HVAC DEFAULT 575 76 60Hz 1745 | 5 — — — — _
50TM480969-DATA | HVAC DEFAULT 230 92 60Hz 1725 | 29 — = — DI3 40Hz
50TM480977-DATA | HVAC DEFAULT 460 42 60Hz 1725 | 29 — _ — DI3 40Hz
50TM480972-DATA | HVAC DEFAULT 230 117 60Hz 1725 | 37 — — — DI3 40Hz
50TM480973-DATA | HVAC DEFAULT 460 54 60Hz 1725 | 37 _ _ _ DI3 40Hz
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE CONST CONST CONST | RELAY RELAY AO1 MAX MIN MAX | SWITCH | START | STOP
SPEED 2 | SPEED3 | SPEED4 | OUT1 OuT 3 CONTENT SEL | AMPS FREQ | FREQ FREQ FCN FCN
VFD_PARAMETERS 1203 1204 1205 1401 1403 1501 2003 2007 2008 2606 2101 2102
48TM482532-DATA 60Hz 60Hz — — 16 FLT/Alarm — 6.7 OHz 60Hz 4kHz Auto Ramp
48TM482535-DATA 60Hz 60Hz — — 16 FLT/Alarm — 3.3 OHz 60Hz 4kHz Auto Ramp
48TM482538-DATA 60Hz 60Hz — — 16 FLT/Alarm — 3.6 OHz 60Hz 4kHz Auto Ramp
48TM482531-DATA 60Hz 60Hz — — 16 FLT/Alarm — 9.1 OHz 60Hz 4kHz Auto Ramp
48TM482593-DATA 60Hz 60Hz — — 16 FLT/Alarm — 4.1 OHz 60Hz 4kHz Auto Ramp
48TM482530-DATA 60Hz 60Hz — — 16 FLT/Alarm — 4.4 OHz 60Hz 4kHz Auto Ramp
48TM482591-DATA 60Hz 60Hz — — 16 FLT/Alarm — 10.6 OHz 60Hz 4kHz Auto Ramp
48TM482536-DATA 60Hz 60Hz — — 16 FLT/Alarm — 4.8 OHz 60Hz 4kHz Auto Ramp
48TM482533-DATA 60Hz 60Hz — — 16 FLT/Alarm — 13.5 OHz 60Hz 4kHz Auto Ramp
48TM482592-DATA 60Hz 60Hz — — 16 FLT/Alarm — 6.2 OHz 60Hz 4kHz Auto Ramp
48TM482539-DATA 60Hz 60Hz — — 16 FLT/Alarm — 5.6 OHz 60Hz 4kHz Auto Ramp
48TM482534-DATA 60Hz 60Hz — — 16 FLT/Alarm — 15.6 OHz 60Hz 4kHz Auto Ramp
48TM482537-DATA 60Hz 60Hz — — 16 FLT/Alarm — 7.4 OHz 60Hz 4kHz Auto Ramp
48TM482540-DATA 60Hz 60Hz — — 16 FLT/Alarm — 6.9 OHz 60Hz 4kHz Auto Ramp
48TM482683-DATA — — — — — — 6.7 — — — — —
48TM482686-DATA — — — — — — 3.3 — — — — —
48TM482689-DATA — — — — — — 3.6 — — — — —
48TM482682-DATA — — — — — — 9.1 — — — — —
48TM482694-DATA — — — — — — 4.1 — — — — —
48TM482681-DATA — — — — — — 4.4 — — — — —
48TM482692-DATA — — — — — — 10.6 — — — — —
48TM482687-DATA — — — — — — 4.8 — — — — —
48TM482684-DATA — — — — — — 13.5 — — — — —
48TM482693-DATA — — — — — — 6.2 — — — — —
48TM482690-DATA — — — — — — 5.6 — — — — —
48TM482685-DATA — — — — — — 15.6 — — — — —
48TM482688-DATA — — — — — — 7.4 — — — — —
48TM482691-DATA — — — — — — 6.9 — — — — —
48TM482815-DATA 60Hz 60Hz — — 4 Fault 102 Speed 6.7 OHz 60Hz 4kHz Auto Ramp
48TM482819-DATA 60Hz 60Hz — — 4 Fault 102 Speed 3.3 OHz 60Hz 4kHz Auto Ramp
48TM482821-DATA 60Hz 60Hz — — 4 Fault 102 Speed 3.6 OHz 60Hz 4kHz Auto Ramp
48TM482814-DATA 60Hz 60Hz — — 4 Fault 102 Speed 9.1 OHz 60Hz 4kHz Auto Ramp
48TM482825-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.1 OHz 60Hz 4kHz Auto Ramp
48TM482813-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.4 OHz 60Hz 4kHz Auto Ramp
48TM000640-DATA 60Hz 60Hz — — 4 Fault 102 Speed 10.6 OHz 60Hz 4kHz Auto Ramp
48TM000641-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.8 OHz 60Hz 4kHz Auto Ramp
48TM482817-DATA 60Hz 60Hz — — 4 Fault 102 Speed 13.5 OHz 60Hz 4kHz Auto Ramp
48TM482824-DATA 60Hz 60Hz — — 4 Fault 102 Speed 6.2 OHz 60Hz 4kHz Auto Ramp
48TM482822-DATA 60Hz 60Hz — — 4 Fault 102 Speed 5.6 OHz 60Hz 4kHz Auto Ramp
48TM482818-DATA 60Hz 60Hz — — 4 Fault 102 Speed 15.6 OHz 60Hz 4kHz Auto Ramp
48TM482820-DATA 60Hz 60Hz — — 4 Fault 102 Speed 7.4 OHz 60Hz 4kHz Auto Ramp
48TM482823-DATA 60Hz 60Hz — — 4 Fault 102 Speed 6.9 OHz 60Hz 4kHz Auto Ramp
50TM480839-DATA 60Hz 60Hz — — 16 FLT/Alarm — 9.1 OHz 60Hz 4kHz Auto Ramp
50TM480840-DATA 60Hz 60Hz — — 16 FLT/Alarm — 4.1 OHz 60Hz 4kHz Auto Ramp
50TM480841-DATA 60Hz 60Hz — — 16 FLT/Alarm — 4.4 OHz 60Hz 4kHz Auto Ramp
50TM480822-DATA 60Hz 60Hz — — 16 FLT/Alarm — 10.6 OHz 60Hz 4kHz Auto Ramp
50TM480842-DATA 60Hz 60Hz — — 16 FLT/Alarm — 4.8 OHz 60Hz 4kHz Auto Ramp
50TM480837-DATA 60Hz 60Hz — — 16 FLT/Alarm — 13.5 OHz 60Hz 4kHz Auto Ramp
50TM480838-DATA 60Hz 60Hz — — 16 FLT/Alarm — 6.2 OHz 60Hz 4kHz Auto Ramp
50TM480821-DATA 60Hz 60Hz — — 16 FLT/Alarm — 5.6 OHz 60Hz 4kHz Auto Ramp
50TM480824-DATA 60Hz 60Hz — — 16 FLT/Alarm — 19.7 OHz 60Hz 4kHz Auto Ramp
50TM480843-DATA 60Hz 60Hz — — 16 FLT/Alarm — 9.9 OHz 60Hz 4kHz Auto Ramp
50TM480823-DATA 60Hz 60Hz — — 16 FLT/Alarm — 8.7 OHz 60Hz 4kHz Auto Ramp
50TM480915-DATA — — — — — — 10.6 — — — — —
50TM480916-DATA — — — — — — 4.8 — — — — —
50TM480917-DATA — — — — — — 13.5 — — — — —
50TM480918-DATA — — — — — — 6.2 — — — — —
50TM480919-DATA — — — — — — 5.6 — — — — —
50TM480921-DATA — — — — — — 19.7 — — — — —
50TM480922-DATA — — — — — — 9.9 — — — — —
50TM480920-DATA — — — — — — 8.7 — — — — —
50TM480969-DATA 60Hz 60Hz — — 4 Fault 102 Speed 10.6 OHz 60Hz 4kHz Auto Ramp
50TM480977-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.8 OHz 60Hz 4kHz Auto Ramp
50TM480972-DATA 60Hz 60Hz — — 4 Fault 102 Speed 13.5 OHz 60Hz 4kHz Auto Ramp
50TM480973-DATA 60Hz 60Hz — — 4 Fault 102 Speed 6.2 OHz 60Hz 4kHz Auto Ramp
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE | BSCEL | acceL | pEceL | For [STATON| BAYD | parTY | ool in | stamiond | & R | EFB PARITY
VFD_PARAMETERS | 2201 2202 | 2203 5101 5201 5202 5203 5301 5302 5303 5304
48TM482532.DATA | NotSel | 30s 30s _ _ _ _ _ —_ _ —_
48TM482535.DATA | NotSel | 30s 30s — — — — — — — —
48TM482538-DATA | NotSel | 30s 30s — — — — — — — —
48TM482531-DATA | NotSel | 30s 30s _ _ _ _ _ _ _ _
48TM482503-DATA | NotSel | 30s 30s _ _ _ _ _ _ _ _
48TM482530-DATA | NotSel | 30s 30s — — — — — _ — —
48TM482591-DATA | NotSel | 30s 30s _ _ _ _ _ _ _ _
48TM482536-DATA | Not Sel 30s 30s _ _ _ _ _ _ _ _
48TM482533DATA | Not Sel 30s 30s — — — — — — — —
48TM482592DATA | NotSel | 30s 30s _ _ _ _ _ _ _ _
48TM482530.DATA | NotSel | 30s 30s _ _ _ _ _ _ _ _
48TM482534DATA | NotSel | 30s 30s — — — — — — — —
48TM482537-DATA | NotSel | 30s 30s _ _ _ _ _ _ _ _
48TM482540-DATA | NotSel | 30s 30s _ _ _ _ _ _ _ _
48TMA482683-DATA — — — — — — — 0601 hex 41 384kbls | 8NONE 1
48TMA482686-DATA _ _ _ _ _ _ _ 0601 hex 41 384Kbls | 8NONE1
48TM482689-DATA _ _ — — _ _ _ 0601 hex 41 384Ko/s | 8NONE 1
48TMA482682-DATA — — — — — — — 0601 hex 41 384Kbls | 8NONE 1
48TMA482694-DATA _ _ _ _ _ _ _ 0601 hex 4 384kbls | 8NONE 1
48TM482681-DATA _ — — — _ _ _ 0601 hex e 384Ko/s | 8 NONE 1
48TM482692-DATA — — — — — — — 0601 hex Py 384kbls | 8NONE 1
48TMA482687-DATA _ _ _ _ _ _ _ 0601 hex 4 384kbls | 8NONE 1
48TM482684-DATA — _ — _ — — — 0601 hex e 384Kbls | 8NONE 1
48TM482693-DATA — — — — — — — 0601 hex 41 384 Kbls | 8NONE 1
48TM482690-DATA — — — — — _ _ 0601 hex 41 384Ko/s | 8NONE 1
48TMA482685-DATA — — — — — — — 0601 hex 41 384Kbls | 8NONE 1
48TMA482688-DATA — — — — — — — 0601 hex 41 384 Kbls | 8NONE 1
48TM482691-DATA _ — _ — — _ — 0601 hex 41 384Ko/s | 8NONE 1
48TM482815-DATA | NotSel | 30s 30s — — — — = — — —
48TMA4B2819-DATA | NotSel | 30s 30s — — — — — — — —
48TM482821-DATA | NotSel | 30s 30s _ _ _ _ —_ _ _ _
48TM482814-DATA | NotSel | 30s 30s _ _ _ _ _ _ _ _
48TMA482825.DATA | NotSel | 30s 30s — — — — — — — —
48TM482813-DATA | NotSel | 30s 30s _ —_ _ _ _ _ _ —
48TMO000640-DATA | NotSel | 30s 30s _ — _ _ _ _ _ _
48TMO000641-DATA | NotSel | 30s 30s — — — — — — — —
48TM482817-DATA | NotSel | 30s 30s _ _ _ _ _ _ _ _
48TM482824-DATA | Not Sel 30s 30s _ _ _ _ _ _ _ _
48TM482822DATA | Not Sel 30s 30s — — — — — — — —
48TM482818 DATA | NotSel | 30s 30s — — — — — — — —
48TM482820-DATA | NotSel | 30s 30s _ _ _ _ _ _ _ _
48TM482823DATA | NotSel | 30s 30s — — — — — — — —
50TM480839-DATA | NotSel | 30s 30s — — — — — — — —
50TM480840-DATA | NotSel | 30s 30s _ _ _ _ _ _ _ _
50TM480841-DATA | NotSel | 30s 30s — — — — — — — —
50TM480822-DATA | NotSel | 30s 30s — — — — — — — —
50TM480842-DATA | NotSel | 30s 30s —_ _ _ _ —_ _ _ _
50TM480837-DATA | NotSel | 30s 30s — — — — — — — —
50TM480838-DATA | NotSel | 30s 30s — — — — — — — —
50TM480821-DATA | NotSel | 30s 30s —_ _ _ _ _ _ —_ —_
50TM480824-DATA | NotSel | 30s 30s — — — — — = — —
50TM480843-DATA | NotSel | 30s 30s — — — — — — — —
50TM480823-DATA | NotSel | 30s 30s _ _ —_ _ _ —_ —_ _
50TM480915-DATA — — — — — — — 0601 hex Y 384Kbls | 8NONE 1
50TM480916-DATA — — — — — — — 0601 hex Py 384 Kkbls | 8NONE 1
50TM480917-DATA _ _ _ _ _ _ _ 0601 hex 41 384 kbls | 8NONE 1
50TM480918-DATA _ _ — _ _ _ _ 0601 hex 41 384 Kbls | 8NONE 1
50TM430919-DATA — — — = — — — 0601 hex 41 384Ko/s | 8NONE 1
50TM480921-DATA — — = — — — — 0601 hex 41 384kbls | 8NONE 1
50TM480922-DATA — — — — — — — 0601 hex 41 384 Kbls | 8NONE 1
50TM480920-DATA — — = — — — — 0601 hex 41 384Ko/s | 8NONE 1
50TM480969-DATA | NotSel | 30s 30s — — — — = — — —
50TM480977-DATA | NotSel | 30s 30s — — — — — — — —
50TM480972-DATA | NotSel | 30s 30s — — — — — — — —
50TM480973-DATA | NotSel | 30s 30s _ — _ _ _ _ _ _
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE A COMMPROT | RUNENABLE |CROSS REFERENCE

VFD_PARAMETERS 5305 9802 1601 EM_PKG CL_PKG NOTES
48TM482532-DATA _ — _ 48TM482532 48TM482683

48TM482535.DATA — — — 48TM482535 48TM482686

48TM482538-DATA — — — 48TM482538 48TM482689

48TM482531-DATA _ _ _ 48TM482531 48TMA482682

48TM482593-DATA _ — _ 48TM482593 48TM482694

48TM482530-DATA — — — 48TMA482530 48TMA482681

48TM482591-DATA _ _ _ 48TM482591 48TMA482692

48TM482536-DATA _ — _ 48TM482536 48TM482687

48TM482533-DATA — — — 48TMA482533 48TM482684

48TM482592-DATA _ _ _ 48TM482592 48TM482693

48TM482539-DATA _ — _ 48TM482539 48TM482690

48TMA482534-DATA — — — 48TMA482534 48TM482685

48TM482537-DATA _ _ _ 48TM482537 48TMA482688

48TM482540-DATA _ — _ 48TM482540 48TM482691

48TMA482683-DATA | DCU PROFILE 6 LEN — 48TM482532 48TM482683

48TMA482686:DATA | DCU PROFILE 6 LEN _ 48TM482535 48TM482686

48TM482689-DATA | DCU PROFILE 6 LEN _ 48TM482538 48TM482689

48TMA482682-DATA | DCU PROFILE 6 LEN — 48TMA82531 48TMA82682

48TMA482694DATA | DCU PROFILE 6 LEN _ 48TM482593 48TM482694

48TM482681-DATA | DCU PROFILE 6 LEN — 48TM482530 48TM482681

48TM482692-DATA | DCU PROFILE 6 LEN — 48TMA482591 48TMA82692

48TMA482687-DATA | DCU PROFILE 6 LEN _ 48TMA482536 48TMA482687

48TM482684-DATA | DCU PROFILE 6 LEN — 48TM482533 48TM482684

48TMA482693-DATA | DCU PROFILE 6 LEN — 48TM482592 48TM482693

48TMA482690-DATA | DCU PROFILE 6 LEN _ 48TMA482539 48TM482690

48TM482685-DATA | DCU PROFILE 6 LEN — 48TM482534 48TM482685

48TMA482688-DATA | DCU PROFILE 6 LEN — 48TMA82537 48TM482688

48TM482691-DATA | DCU PROFILE 6 LEN _ 48TMA482540 48TMA482691

48TM482815-DATA _ _ — 48TM482532 — Set Al1 DIP switch to "U" (OFF)
48TMA482819-DATA — — — 48TM482533 — Set Al1 DIP switch 1o "U" (OFF)
48TM482821-DATA — _ _ 48TM482534 _ Set Al1 DIP switch 1o "U" (OFF)
48TM482814-DATA _ _ _ 48TM482535 _ Set Al1 DIP switch to "U" (OFF)
48TM482825-DATA _ — — 48TM482536 _ Set A1 DIP switch to "U" (OFF)
48TM482813-DATA — _ _ 48TMA482537 _ Set Al1 DIP switch 1o "U" (OFF)
48TMO000640-DATA _ _ _ 48TM482591 _ Set Al1 DIP switch to "U" (OFF)
48TM000641-DATA _ _ _ 48TM482536 — Set A1 DIP switch to "U" (OFF)
48TM482817-DATA — — _ 48TMA482533 — Set Al1 DIP switch 1o "U" (OFF)
48TM482824-DATA _ _ _ 48TM482592 _ Set Al1 DIP switch to "U" (OFF)
48TM482822-DATA _ _ _ 48TM482539 _ Set A1 DIP switch to "U" (OFF)
48TM482818-DATA — — — 48TMA482534 — Set Al1 DIP switch 1o "U" (OFF)
48TM482820-DATA _ _ _ 48TM482537 _ Set Al1 DIP switch 1o "U" (OFF)
48TM482823-DATA — — _ 48TM482540 _ Set A1 DIP switch to "U" (OFF)
50TM480839-DATA — — — 50TMA480839 —

50TM480840-DATA _ _ _ 50TMA480840 _

50TM430841-DATA _ — _ 50TMA480841 _

50TM480822-DATA — — — 50TMA480822 50TM480915

50TM480842-DATA _ _ _ 50TMA480842 50TM480916

50TM480837-DATA — — — 50TM480837 50TM480917

50TM480838-DATA — — — 50TMA480838 50TM480918

50TM480821-DATA — — — 50TMA480821 50TM480919

50TM480824-DATA — — — 50TM480824 50TM480921

50TM430843-DATA — — — 50TMA480843 50TMA480922

50TM480823-DATA _ _ _ 50TM480823 50TMA480920

50TM480915-DATA | DCU PROFILE 6LEN — 50TM480822 50TM480915

50TM480916-DATA | DCU PROFILE 6 LEN — 50TM480842 50TM480916

50TM480917-DATA | DCU PROFILE 6 LEN _ 50TM480837 50TMA480917

50TM480918-DATA | DCU PROFILE 6LEN — 50TM480838 50TM480918

50TM480919-DATA | DCU PROFILE 6 LEN — 50TMA480821 50TM480919

50TM480921-DATA | DCU PROFILE 6 LEN _ 50TM480824 50TM480921

50TM480922-DATA | DCU PROFILE 6LEN — 50TM480843 50TM480922

50TM480920-DATA | DCU PROFILE 6 LEN — 50TMA480823 50TM480920

50TVI480969-DATA _ — _ 50TM480822 _ Set A1 DIP switch to "U" (OFF)
50TM480977-DATA — — — 50TMA480842 — Set Al1 DIP switch to "U" (OFF)
50TMI480972-DATA — — — 50TMA480837 — Set Al1 DIP switch 1o "U" (OFF)
50TM480973-DATA _ — _ 50TM480838 _ Set Al1 DIP switch to "U" (OFF)
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE PKG PARIO IR R PART NUMBER DRIVE DESC CONTROLS
50TNI480968-DATA 50TM480968 HD58FE577 HK30WA361 5 STR 3.7 HP 575V /0 Flex
50TM480971-DATA 50TM480971 HD6O0FKE57 HK30WA354 75 STR 5.0 HP 230V /O Flex
50TM480978-DATA 50TM480978 HDBOFK657 HK30WA358 75 STR 5.0 HP 460V /0 Flex
50TM480970-DATA 50TM480970 HDBOFK577 HK30WA362 75 STR 5.0 HP 575V /O Flex
50HE402582-DATA 50HE402582 HD58FE654 HK30WA352 3 MRT 2.9 HP 230V EM
50HE402587-DATA 50HE402587 HD58FE654 HK30WA356 3 MRT 2.9 HP 460V EM
50HE402583-DATA 50HE402583 HDBOFEG56 HK30WA353 5 MRT 3.7 HP 230V EM
50HE402588-DATA 50HE402583 HDBOFEG56 HK30WA357 5 MRT 3.7 HP 460V EM
50HE402592-DATA 50HE402592 HDB8FE577 HK30WA361 5 MRT 3.7 HP 575V EM
50HE402584-DATA 50HE402584 HDBOFK657 HK30WA354 75 MRT 5.0 HP 230V EM
50HE402589-DATA 50HE402589 HDBOFK657 HK30WA358 75 MRT 5.0 HP 460V EM
50HE402593-DATA 50HE402593 HD60FK577 HK30WA362 75 MRT 5.0 HP 575V EM
50HE402585-DATA 50HE402585 HDB2FK654 HK30WA354 75 MRT 7.5 HP 230V EM
50HE402590-DATA 50HE402590 HD62FK654 HK30WA358 75 MRT 7.5 HP 460V EM
50HE402594-DATA 50HE402594 HD62FL576 HK30WA362 75 MRT 7.5 HP 575V EM
50HE403636-DATA 50HE403636 HDBOFK658 HK30WA354 75 MRT 5.3 HP 230V EM
50HE403637-DATA 50HE403637 HDBOFKE58 HK30WA358 75 MRT 5.3 HP 460V EM
50HE403638-DATA 50HE403638 HD60FE576 HK30WA362 75 MRT 5.3 HP 575V EM
50HE402586-DATA 50HE402586 HDB4FK654 HK30WA355 10 MRT 10.0 HP 230V EM
50HE402591-DATA 50HE402591 HDB4FK654 HK30WA359 10 MRT 10.0 HP 460V EM
50HE402595-DATA 50HE402595 HD64FL576 HK30WA363 10 MRT 10.0 HP 575V EM
50HE403471-DATA 50HE403471 HD58FE654 HK30WA352 3 MRT 2.9 HP 230V /0 Flex
50HE403559-DATA 50HE403559 HD58FE654 HK30WA356 3 MRT 2.9 HP 460V /0 Flex
50HE403537-DATA 50HE403537 HD6OFE656 HK30WA353 5 MRT 3.7 HP 230V /O Flex
50HE403514-DATA 50HE403514 HDBOFEG56 HK30WA357 5 MRT 3.7 HP 460V /O Flex
50HE403561-DATA 50HE403561 HD58FE577 HK30WA361 5 MRT 3.7 HP 575V /O Flex
50HE403538-DATA 50HE403538 HD60FK6E57 HK30WA354 75 MRT 5.0 HP 230V /O Flex
50HE403468-DATA 50HE403468 HDBOFK657 HK30WA358 75 MRT 5.0 HP 460V /0 Flex
50HE403562-DATA 50HE403562 HDBOFK577 HK30WA362 75 MRT 5.0 HP 575V /O Flex
50HE403557-DATA 50HE403557 HD62FK654 HK30WA354 75 MRT 7.5 HP 230V /O Flex
50HE403515-DATA 50HE403515 HD62FK654 HK30WA358 75 MRT 7.5 HP 460V /O Flex
50HE403563-DATA 50HE403563 HD62FL576 HK30WA362 75 MRT 7.5 HP 575V /0 Flex
50HE403642-DATA 50HE403642 HDBOFK658 HK30WA354 75 MRT 5.3 HP 230V /O Flex
50HE403643-DATA 50HE403643 HD60FK658 HK30WA358 75 MRT 5.3 HP 460V /O Flex
50HE403644-DATA 50HE403644 HDBOFE576 HK30WA362 75 MRT 5.3 HP 575V /0 Flex
50HE403558-DATA 50HE403558 HDB4FK654 HK30WA355 10 MRT 10.0 HP 230V /O Flex
50HE403560-DATA 50HE403560 HD64FK654 HK30WA359 10 MRT 10.0 HP 460V /O Flex
50HE403564-DATA 50HE403564 HDB4FL576 HK30WA363 10 MRT 10.0 HP 575V /0 Flex
50HE402817-DATA 50HE402817 HD58FE654 HK30WA352 3 MRT 2.9 HP 230V cL
50HE402822-DATA 50HE402822 HD58FE654 HK30WA356 3 MRT 2.9 HP 460V cL
50HE402818-DATA 50HE402818 HDBOFE656 HK30WA353 5 MRT 3.7 HP 230V L
50HE402823-DATA 50HE402823 HDBOFE656 HK30WA357 5 MRT 3.7 HP 460V cL
50HE402827-DATA 50HE402827 HD58FE577 HK30WA361 5 MRT 3.7 HP 575V cL
50HE402819-DATA 50HE402819 HD60FKE57 HK30WA354 75 MRT 5.0 HP 230V cL
50HE402824 DATA 50HE402824 HDBOFK657 HK30WA358 75 MRT 5.0 HP 460V cL
50HE402828-DATA 50HE402828 HDBOFK577 HK30WA362 75 MRT 5.0 HP 575V cL
50HE402820-DATA 50HE402820 HD62FK654 HK30WA354 75 MRT 7.5 HP 230V cL
50HE402825-DATA 50HE402825 HDB2FK654 HK30WA358 75 MRT 7.5 HP 460V cL
50HE402829-DATA 50HE402829 HD62FL576 HK30WA362 75 MRT 7.5 HP 575V cL
50HE403639-DATA 50HE403639 HDBOFKE58 HK30WA354 75 MRT 5.3 HP 230V cL
50HE403640-DATA 50HE403640 HD60FK658 HK30WA358 75 MRT 5.3 HP 460V cL
50HE403641-DATA 50HE403641 HDBOFE576 HK30WA362 75 MRT 5.3 HP 575V cL
50HE402821-DATA 50HE402821 HDB4FK654 HK30WA355 10 MRT 10.0 HP 230V cL
50HE402826-DATA 50HE402826 HD64FK654 HK30WA359 10 MRT 10.0 HP 460V cL
50HE402830-DATA 50HE402830 HD64FL576 HK30WA363 10 MRT 10.0 HP 575V cL
40RU000132-DATA 40RU000132 HD56FR579 HK30WA360 3 40RU 1.7 HP 575V EM
40RU480013-DATA 40RU480013 HDB6FE577 HK30WA360 3 40RU 2.4 HP 575V EM
40RU480018-DATA 40RU480018 HD58FE577 HK30WA361 5 40RU 3.7 HP 575V EM
40RU000135-DATA 40RU000135 HDB8FE577 HK30WA361 5 40RU 3.7 HP 575V EM
40RU480004-DATA 40RU480004 HD60FK577 HK30WA362 75 40RU 5.0 HP 575V EM
40RU480007-DATA 40RU480007 HD62FL576 HK30WA362 75 40RU 7.5 HP 575V EM
40RU480010-DATA 40RU480010 HDB4FL576 HK30WA363 10 40RU 10 HP 575V EM
48TM001419-DATA 48TM001419 HD56FR233 HK30WA045 2 SRT 1.7 HP 230V /O Flex
48TMO001420-DATA 48TM001420 HD56FR463 HK30WAO46 2 SRT 1.7 HP 460V /0 Flex
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE | APPLIC MACRO | VOLTAGE |N.AMPS MOL%EgOM N.RPM | N.HP | comiiing | EXamXT2| REFL | oSt | s
VFD_PARAMETERS 9902 9905 9906 9907 9908 | 9909 1001 1102 1103 1201 1202
50TM480968-DATA | HVAC DEFAULT 575 49 60Hz 1725 | 37 — _ _ DI3 40Hz
50TM480971-DATA | HVAC DEFAULT 230 171 60Hz 1760 | 5 — — = DI3 40Hz
50TM480978-DATA | HVAC DEFAULT 460 8.6 60Hz 1760 | 5 — — — DI3 40Hz
50TM480970-DATA | HVAC DEFAULT 575 7.6 60Hz 1745 | 5 _ _ _ DI3 40Hz
50HE402582.DATA | HVAC DEFAULT 230 9.0 60Hz 1725 | 29 _ _ — DI23 40Hz
50HE402587-DATA | HVAC DEFAULT 460 42 60Hz 1725 | 29 — — — DI2.3 40Hz
50HE402583-DATA | HVAC DEFAULT 230 17 60Hz 1725 | 37 _ _ _ DI23 40Hz
50HE402588-DATA | HVAC DEFAULT 460 54 60Hz 1725 | 37 _ _ _ DI23 40Hz
50HE402592-DATA | HVAC DEFAULT 575 49 60Hz 1725 | 37 — — — DI2,3 40Hz
50HE402584-DATA | HVAC DEFAULT 230 17.1 60Hz 1760 | 5 _ _ _ DI2,3 40Hz
50HE402589-DATA | HVAC DEFAULT 460 86 60Hz 1760 | 5 _ _ _ DI23 40Hz
50HE402593-DATA | HVAC DEFAULT 575 76 60Hz 1745 | 5 — — — DI2.3 40Hz
50HE402585-DATA | HVAC DEFAULT 230 235 60Hz 1760 | 75 _ _ _ DI2,3 40Hz
50HE402590-DATA | HVAC DEFAULT 460 119 60Hz 1760 | 75 _ _ _ DI23 40Hz
50HE402594-DATA | HVAC DEFAULT 575 9 60Hz 1750 | 75 — — — DI2.3 40Hz
50HE403636-DATA | HVAC DEFAULT 230 136 60Hz 1740 | 53 _ _ _ DI2,3 40Hz
50HE403637-DATA | HVAC DEFAULT 460 6.4 60Hz 1740 | 53 — _ — DI23 40Hz
50HE403638-DATA | HVAC DEFAULT 575 6 60Hz 1725 | 53 — — — DI2.3 40Hz
50HE402586-DATA | HVAC DEFAULT 230 304 60Hz 1755 | 10 _ _ _ DI23 40Hz
50HE402591-DATA | HVAC DEFAULT 460 152 60Hz 1755 | 10 _ _ _ DI23 40Hz
50HE402595-DATA | HVAC DEFAULT 575 11 60Hz 1755 | 10 — — — DI2.3 40Hz
50HE403471-DATA | HVAC DEFAULT 230 9.2 60Hz 1725 | 29 _ _ _ DI3 40Hz
50HE403559-DATA | HVAC DEFAULT 460 42 60Hz 1725 | 29 _ — — DI3 40Hz
50HE403537-DATA | HVAC DEFAULT 230 17 60Hz 1725 | 37 — —_ _ DI3 40Hz
50HE403514-DATA | HVAC DEFAULT 460 5.4 60Hz 1725 | 37 — — — DI3 40Hz
50HE403561-DATA | HVAC DEFAULT 575 49 60Hz 1725 | 37 — — — DI3 40Hz
50HE403538-DATA | HVAC DEFAULT 230 171 60Hz 1760 | 5 — — — DI3 40Hz
50HE403468-DATA | HVAC DEFAULT 460 8.6 60Hz 1760 | 5 — — — DI3 40Hz
50HE403562-DATA | HVAC DEFAULT 575 76 60Hz 1745 | 5 — — = DI3 40Hz
50HE403557-DATA | HVAC DEFAULT 230 235 60Hz 1760 | 75 — — — DI3 40Hz
50HE403515-DATA | HVAC DEFAULT 460 19 60Hz 1760 | 75 _ _ _ DI3 40Hz
50HE403563-DATA | HVAC DEFAULT 575 9 60Hz 1750 | 75 _ _ _ DI3 40Hz
50HE403642DATA | HVAC DEFAULT 230 136 60Hz 1740 | 53 — — — DI3 40Hz
50HE403643-DATA | HVAC DEFAULT 460 6.4 60Hz 1740 | 53 _ —_ _ DI3 40Hz
50HE403644-DATA | HVAC DEFAULT 575 6 60Hz 1725 | 53 _ _ _ DI3 40Hz
50HE403558-DATA | HVAC DEFAULT 230 304 60Hz 1755 | 10 — — — DI3 40Hz
50HE403560-DATA | HVAC DEFAULT 460 152 60Hz 1755 | 10 _ _ _ DI3 40Hz
50HE403564-DATA | HVAC DEFAULT 575 1 60Hz 1755 | 10 — — _ DI3 40Hz
50HE402817-DATA | HVAC DEFAULT 230 9.2 60Hz 1725 | 29 — — — — —
50HE402822-DATA | HVAC DEFAULT 460 42 60Hz 1725 | 29 — — — — —
50HE402818-DATA | HVAC DEFAULT 230 M7 60Hz 1725 | 37 — _ _ _ _
50HE402823-DATA | HVAC DEFAULT 460 54 60Hz 1725 | 37 — — — — —
50HE402827-DATA | HVAC DEFAULT 575 49 60Hz 1725 | 37 — — — — —
50HE402819-DATA | HVAC DEFAULT 230 171 60Hz 1760 | 5 _ — _ _ _
50HE402824-DATA | HVAC DEFAULT 460 8.6 60Hz 1760 | 5 — — — — —
50HE402828-DATA | HVAC DEFAULT 575 76 60Hz 1745 | 5 — — — — —
50HE402820-DATA | HVAC DEFAULT 230 235 60Hz 1760 | 75 _ _ _ _ _
50HE402825-DATA | HVAC DEFAULT 460 19 60Hz 1760 | 75 — — — — —
50HE402829-DATA | HVAC DEFAULT 575 9 60Hz 1750 | 75 — — — — —
50HE403639-DATA | HVAC DEFAULT 230 136 60Hz 1740 | 53 _ _ _ _ _
50HE403640-DATA | HVAC DEFAULT 460 6.4 60Hz 1740 | 53 — — — — =
50HE403641-DATA | HVAC DEFAULT 575 6 60Hz 1725 | 53 — — — — —
50HE402821-DATA | HVAC DEFAULT 230 304 60Hz 1755 | 10 _ _ _ _ —_
50HE402826-DATA | HVAC DEFAULT 460 15.2 60Hz 1755 | 10 — — — — —
50HE402830-DATA | HVAC DEFAULT 575 11 60Hz 1755 | 10 — — — — —
40RU000132-DATA | HVAC DEFAULT 575 2.8 60Hz 1725 | 17 _ _ _ DI2,3 40Hz
40RU480013-DATA | HVAC DEFAULT 575 338 60Hz 1725 | 24 _ _ _ DI23 40Hz
40RU480018-DATA | HVAC DEFAULT 575 49 60Hz 1725 | 37 — — = DI23 40Hz
40RU000135-DATA | HVAC DEFAULT 575 45 60Hz 1725 | 37 — — = DI2.3 40Hz
40RU480004DATA | HVAC DEFAULT 575 8 60Hz 1745 | 5 — _ — DI2.3 40Hz
40RU480007-DATA | HVAC DEFAULT 575 9 60Hz 1750 | 75 — — — DI23 40Hz
40RU480010-DATA | HVAC DEFAULT 575 1 60Hz 1755 | 10 = = — DI2.3 40Hz
48TM001419DATA | HVAC DEFAULT 230 538 60Hz 1725 | 17 | 10COMM | 8COMM |8COMM| DI3 40Hz
48TM001420DATA | HVAC DEFAULT 460 2.9 60Hz 1725 | 17 | 10COMM | 8COMM | 8COMM | DI3 40Hz
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE CONST CONST CONST RELAY RELAY AO1 CONTENT | MAX MIN MAX | SWITCH | START | STOP
SPEED 2 | SPEED 3 | SPEED 4 ouT 1 ouT 3 SEL AMPS FREQ FREQ FREQ FCN FCN
VFD_PARAMETERS 1203 1204 1205 1401 1403 1501 2003 2007 2008 2606 2101 2102
50TM480968-DATA 60Hz 60Hz — — 4 Fault 102 Speed 5.6 OHz 60Hz 4kHz Auto | Ramp
50TM480971-DATA 60Hz 60Hz — — 4 Fault 102 Speed 19.7 OHz 60Hz 4kHz Auto | Ramp
50TM480978-DATA 60Hz 60Hz — — 4 Fault 102 Speed 9.9 OHz 60Hz 4kHz Auto | Ramp
50TM480970-DATA 60Hz 60Hz — — 4 Fault 102 Speed 8.7 OHz 60Hz 4kHz Auto | Ramp
50HE402582-DATA 60Hz 60Hz — — 16 FLT/Alarm — 10.6 OHz 60Hz 4kHz Auto | Ramp
50HE402587-DATA 60Hz 60Hz — — 16 FLT/Alarm — 4.8 OHz 60Hz 4kHz Auto | Ramp
50HE402583-DATA 60Hz 60Hz — — 16 FLT/Alarm — 13.5 OHz 60Hz 4kHz Auto | Ramp
50HE402588-DATA 60Hz 60Hz — — 16 FLT/Alarm — 6.2 OHz 60Hz 4kHz Auto | Ramp
50HE402592-DATA 60Hz 60Hz — — 16 FLT/Alarm — 5.6 OHz 60Hz 4kHz Auto | Ramp
50HE402584-DATA 60Hz 60Hz — — 16 FLT/Alarm — 19.7 OHz 60Hz 4kHz Auto | Ramp
50HE402589-DATA 60Hz 60Hz — — 16 FLT/Alarm — 9.9 OHz 60Hz 4kHz Auto | Ramp
50HE402593-DATA 60Hz 60Hz — — 16 FLT/Alarm — 8.7 OHz 60Hz 4kHz Auto | Ramp
50HE402585-DATA 60Hz 60Hz — — 16 FLT/Alarm — 27 OHz 60Hz 4kHz Auto | Ramp
50HE402590-DATA 60Hz 60Hz — — 16 FLT/Alarm — 13.7 OHz 60Hz 4kHz Auto | Ramp
50HE402594-DATA 60Hz 60Hz — — 16 FLT/Alarm — 10.4 OHz 60Hz 4kHz Auto | Ramp
50HE403636-DATA 60Hz 60Hz — — 16 FLT/Alarm — 15.6 OHz 60Hz 4kHz Auto | Ramp
50HE403637-DATA 60Hz 60Hz — — 16 FLT/Alarm — 74 OHz 60Hz 4kHz Auto | Ramp
50HE403638-DATA 60Hz 60Hz — — 16 FLT/Alarm — 6.9 OHz 60Hz 4kHz Auto | Ramp
50HE402586-DATA 60Hz 60Hz — — 16 FLT/Alarm — 35 OHz 60Hz 4kHz Auto | Ramp
50HE402591-DATA 60Hz 60Hz — — 16 FLT/Alarm — 17.5 OHz 60Hz 4kHz Auto | Ramp
50HE402595-DATA 60Hz 60Hz — — 16 FLT/Alarm — 12.7 OHz 60Hz 4kHz Auto | Ramp
50HE403471-DATA 60Hz 60Hz — — 4 Fault 102 Speed 10.6 OHz 60Hz 4kHz Auto | Ramp
50HE403559-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.8 OHz 60Hz 4kHz Auto | Ramp
50HE403537-DATA 60Hz 60Hz — — 4 Fault 102 Speed 13.5 OHz 60Hz 4kHz Auto | Ramp
50HE403514-DATA 60Hz 60Hz — — 4 Fault 102 Speed 6.2 OHz 60Hz 4kHz Auto | Ramp
50HE403561-DATA 60Hz 60Hz — — 4 Fault 102 Speed 5.6 OHz 60Hz 4kHz Auto | Ramp
50HE403538-DATA 60Hz 60Hz — — 4 Fault 102 Speed 19.7 OHz 60Hz 4kHz Auto | Ramp
50HE403468-DATA 60Hz 60Hz — — 4 Fault 102 Speed 9.9 OHz 60Hz 4kHz Auto | Ramp
50HE403562-DATA 60Hz 60Hz — — 4 Fault 102 Speed 8.7 OHz 60Hz 4kHz Auto | Ramp
50HE403557-DATA 60Hz 60Hz — — 4 Fault 102 Speed 27 OHz 60Hz 4kHz Auto | Ramp
50HE403515-DATA 60Hz 60Hz — — 4 Fault 102 Speed 13.7 OHz 60Hz 4kHz Auto | Ramp
50HE403563-DATA 60Hz 60Hz — — 4 Fault 102 Speed 10.4 OHz 60Hz 4kHz Auto | Ramp
50HE403642-DATA 60Hz 60Hz — — 4 Fault 102 Speed 15.6 OHz 60Hz 4kHz Auto | Ramp
50HE403643-DATA 60Hz 60Hz — — 4 Fault 102 Speed 7.4 OHz 60Hz 4kHz Auto | Ramp
50HE403644-DATA 60Hz 60Hz — — 4 Fault 102 Speed 6.9 OHz 60Hz 4kHz Auto | Ramp
50HE403558-DATA 60Hz 60Hz — — 4 Fault 102 Speed 35 OHz 60Hz 4kHz Auto | Ramp
50HE403560-DATA 60Hz 60Hz — — 4 Fault 102 Speed 17.5 OHz 60Hz 4kHz Auto | Ramp
50HE403564-DATA 60Hz 60Hz — — 4 Fault 102 Speed 12.7 OHz 60Hz 4kHz Auto [ Ramp
50HE402817-DATA — — — — — — 10.6 — — — — —
50HE402822-DATA — — — — — — 4.8 — — — — —
50HE402818-DATA — — — — — — 13.5 — — — — —
50HE402823-DATA — — — — — — 6.2 — — — — —
50HE402827-DATA — — — — — — 5.6 — — — — —
50HE402819-DATA — — — — — — 19.7 — — — — —
50HE402824-DATA — — — — — — 9.9 — — — — —
50HE402828-DATA — — — — — — 8.7 — — — — —
50HE402820-DATA — — — — — — 27 — — — — —
50HE402825-DATA — — — — — — 137 — — — — —
50HE402829-DATA — — — — — — 10.4 — — — — —
50HE403639-DATA — — — — — — 15.6 — — — — —
50HE403640-DATA — — — — — — 74 — — — — —
50HE403641-DATA — — — — — — 6.9 — — — — —
50HE402821-DATA — — — — — — 35 — — — — —
50HE402826-DATA — — — — — — 17.5 — — — — —
50HE402830-DATA — — — — — — 12.7 — — — — —
40RU000132-DATA 60Hz 60Hz — — 16 FLT/Alarm — 3.2 OHz 60Hz 4kHz Auto | Ramp
40RU480013-DATA 60Hz 60Hz — — 16 FLT/Alarm — 4.4 OHz 60Hz 4kHz Auto | Ramp
40RU480018-DATA 60Hz 60Hz — — 16 FLT/Alarm — 5.6 OHz 60Hz 4kHz Auto | Ramp
40RU000135-DATA 60Hz 60Hz — — 16 FLT/Alarm — 52 OHz 60Hz 4kHz Auto | Ramp
40RU480004-DATA 60Hz 60Hz — — 16 FLT/Alarm — 9.2 OHz 60Hz 4kHz Auto | Ramp
40RU480007-DATA 60Hz 60Hz — — 16 FLT/Alarm — 104 OHz 60Hz 4kHz Auto | Ramp
40RU480010-DATA 60Hz 60Hz — — 16 FLT/Alarm — 12.7 OHz 60Hz 4kHz Auto | Ramp
48TM001419-DATA 60Hz 60Hz — — 4 Fault 102 Speed 6.7 OHz 60Hz 4kHz Auto | Ramp
48TM001420-DATA 60Hz 60Hz — — 4 Fault 102 Speed 3.3 OHz 60Hz 4kHz Auto | Ramp
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE | RCCEY | acceL | peceL | FBATYPE | TIN | BAYE | PARTY |poofebol b STiIFEIBON EFBBAUD | EFB.
VFD_PARAMETERS | 2201 202 2203 5101 5201 5202 5203 5301 5302 5303 5304
50TM480968-DATA | Not Sel 30s 30s — — — — — — — —
50TM480971-DATA | Not Sel 30s 30s — _ _ — — — — —
50TM480978-DATA | Not Sel 30s 30s — — — — — — — —
50TM480970-DATA | Not Sel 30s 30s — — — — — — — —
50HE402582-DATA | Not Sel 30s 30s — — _ — — — — —
50HE402587-DATA | Not Sel 30s 30s — — — — — — — —
50HE402583-DATA | Not Sel 30s 30s — — — — — — — —
50HE402588-DATA | Not Sel 30s 30s — — _ — — — — —
50HE402592-DATA | Not Sel 30s 30s — — — — — — — —
50HE402584-DATA | Not Sel 30s 30s — — — — — — — —
50HE402589-DATA | Not Sel 30s 30s — — _ — — — — —
50HE402593-DATA | Not Sel 30s 30s — _ — — — — — —
50HE402585-DATA | Not Sel 30s 30s — — — — — — — —
50HE402590-DATA | Not Sel 30s 30s — _ _ — — — — —
50HE402594-DATA | Not Sel 30s 30s — — — — — — — —
50HE403636-DATA | Not Sel 30s 30s — — — — — — — —
50HE403637-DATA | Not Sel 30s 30s — _ _ — — — — —
50HE403638-DATA | Not Sel 30s 30s — _ — — — — — —
50HE402586-DATA | Not Sel 30s 30s — — — — — — — —
50HE402591-DATA | Not Sel 305 30s — _ — — — — — —
50HE402595-DATA | Not Sel 30s 30s — — _ — — — — —
50HE403471-DATA | Not Sel 30s 30s — — — — — — — —
50HE403559-DATA | Not Sel 305 30s — _ _ — — — — —
50HE403537-DATA | Not Sel 30s 30s — — — — — — — —
50HE403514-DATA | Not Sel 30s 30s — — — - — — — —
50HE403561-DATA Not Sel 30s 30s — — — —_ — — — _
50HE403538-DATA | Not Sel 30s 30s — — — — — — — —
50HE403468-DATA | Not Sel 30s 30s — — — — — — — —
50HE403562-DATA | Not Sel 30s 30s — _ _ — — — — —
50HE403557-DATA | Not Sel 30s 30s — — — — — — — —
50HE403515-DATA | Not Sel 30s 30s — — — — — — — —
50HE403563-DATA | Not Sel 30s 30s — — _ — — — — —
50HE403642-DATA | Not Sel 30s 30s — _ — — — — — —
50HE403643-DATA | Not Sel 30s 30s — — — — — — — —
50HE403644-DATA | Not Sel 30s 30s — — _ — — — — —
50HE403558-DATA | Not Sel 30s 30s — _ — — — — — —
50HE403560-DATA | Not Sel 30s 30s — — — — — — — —
50HE403564-DATA | Not Sel 30s 30s — _ _ — — — — —
50HE402817-DATA — — — — — — — 0601 hex 41 384 kb/s |8 NONE 1
50HE402822-DATA — — — — — — — 0601 hex 41 384 kb/s |8 NONE 1
50HE402818-DATA — — — — — — — 0601 hex 41 384 kb/s |8 NONE 1
50HE402823-DATA — — — — — — — 0601 hex 41 384 kb/s |8 NONE 1
50HE402827-DATA — — — — — — — 0601 hex 41 384 kbls |8 NONE 1
50HE402819-DATA — — — — — — — 0601 hex 41 384 kbis |8 NONE 1
50HE402824-DATA — — — — — — — 0601 hex 41 384 kbl/s |8 NONE 1
50HE402828-DATA — — — — — — — 0601 hex 41 38.4 kb/s |8 NONE 1
50HE402820-DATA — — — — — — — 0601 hex 41 384 kbis |8 NONE 1
50HE402825-DATA — — — — — — — 0601 hex 41 384 kbls |8 NONE 1
50HE402829-DATA — — — — — — — 0601 hex 41 38.4 kb/s |8 NONE 1
50HE403639-DATA — — — — — — — 0601 hex 41 38.4 kbis |8 NONE 1
50HE403640-DATA — — — — — — — 0601 hex 41 38.4 kbls |8 NONE 1
50HE403641-DATA — — — — — — — 0601 hex 41 38.4 kbis |8 NONE 1
50HE402821-DATA — — — — — — — 0601 hex 41 38.4 kb/s |8 NONE 1
50HE402826-DATA — — — — — — — 0601 hex 41 384 kbls |8 NONE 1
50HE402830-DATA — — — — — — — 0601 hex 41 38.4 kbis |8 NONE 1
40RU000132-DATA | Not Sel 30s 30s — _ _ — — — — —
40RU480013-DATA | Not Sel 30s 30s — — — — — — — —
40RU480018-DATA | Not Sel 30s 30s — — — — — — — —
40RU000135-DATA | Not Sel 30s 30s — _ _ — — — — —
40RU480004-DATA | Not Sel 30s 30s — — — — — — — —
40RU480007-DATA | Not Sel 30s 30s — — — — — — — —
40RU480010-DATA | Not Sel 30s 30s — — _ — — — — —
48TM001419-DATA | Not Sel 30s 30s | 64 ModBus Plus 1 9.6Kb/s | 8 NONE 1 — — — —
48TM001420-DATA | Not Sel 30s 30s | 64 ModBus Plus 1 9.6Kb/s | 8 NONE 1 — — — —

63



Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LookuP VARIBLE | ForlRE | COVGRTROT) (Bl e | RerEmeNce
VFD_PARAMETERS 5305 9802 1601 EM_PKG CL_PKG NOTES
50TM480968-DATA — — — 50TM480821 — Set Al1 DIP switch to "U" (OFF)
50TM480971-DATA — — — 50TM480824 — Set Al1 DIP switch to "U" (OFF)
50TM480978-DATA — — — 50TM480843 — Set Al1 DIP switch to "U" (OFF)
50TM480970-DATA — — — 50TM480823 — Set Al1 DIP switch to "U" (OFF)
50HE402582-DATA — — — 50HE402582 50HE402817

50HE402587-DATA — — — 50HE402587 50HE402822

50HE402583-DATA — — — 50HE402583 50HE402818

50HE402588-DATA — — — 50HE402588 50HE402823

50HE402592-DATA — — — 50HE402592 50HE402827

50HE402584-DATA — — — 50HE402584 50HE402819

50HE402589-DATA — — — 50HE402589 50HE402824

50HE402593-DATA — — — 50HE402593 50HE402828

50HE402585-DATA — — — 50HE402585 50HE402820

50HE402590-DATA — — — 50HE402590 50HE402825

50HE402594-DATA — — — 50HE4025%4 50HE402829

50HE403636-DATA — — — 50HE402584 50HE402819

50HE403637-DATA — — — 50HE402589 50HE402824

50HE403638-DATA — — — 50HE402593 50HE402828

50HE402586-DATA — — — 50HE402586 50HE402821

50HE402591-DATA — — — 50HE402591 50HE402826

50HE402595-DATA — — — 50HE402595 50HE402830

50HE403471-DATA — — — 50HE403471 — Set Al1 DIP switch to "U" (OFF)
50HE403559-DATA — — — 50HE403559 — Set Al1 DIP switch to "U" (OFF)
50HE403537-DATA — — — 50HE403537 — Set Al1 DIP switch to "U" (OFF)
50HE403514-DATA — — — 50HE403514 — Set Al1 DIP switch to "U" (OFF)
50HE403561-DATA — — — 50HE403561 — Set Al1 DIP switch to "U" (OFF)
50HE403538-DATA — — — 50HE403538 — Set Al1 DIP switch to "U" (OFF)
50HE403468-DATA — — — 50HE403468 — Set Al1 DIP switch to "U" (OFF)
50HE403562-DATA — — — 50HE403562 — Set Al1 DIP switch to "U" (OFF)
50HE403557-DATA — — — 50HE403557 — Set Al1 DIP switch to "U" (OFF)
50HE403515-DATA — — — 50HE403515 — Set Al1 DIP switch to "U" (OFF)
50HE403563-DATA — — — 50HE403563 — Set Al1 DIP switch to "U" (OFF)
50HE403642-DATA — — — 50HE403538 — Set Al1 DIP switch to "U" (OFF)
50HE403643-DATA — — — 50HE403468 — Set Al1 DIP switch to "U" (OFF)
50HE403644-DATA — — — 50HE403562 — Set Al1 DIP switch to "U" (OFF)
50HE403558-DATA — — — 50HE403558 — Set Al1 DIP switch to "U" (OFF)
50HE403560-DATA — — — 50HE403560 — Set Al1 DIP switch to "U" (OFF)
50HE403564-DATA — — — 50HE403564 — Set Al1 DIP switch to "U" (OFF)
50HE402817-DATA DCU PROFILE 6 LEN — 50HE402582 50HE402817

50HE402822-DATA DCU PROFILE 6 LEN — 50HE402587 50HE402822

50HE402818-DATA DCU PROFILE 6 LEN — 50HE402583 50HE402818

50HE402823-DATA DCU PROFILE 6 LEN — 50HE402588 50HE402823

50HE402827-DATA DCU PROFILE 6 LEN — 50HE402592 50HE402827

50HE402819-DATA DCU PROFILE 6 LEN — 50HE402584 50HE402819

50HE402824-DATA DCU PROFILE 6 LEN — 50HE402589 50HE402824

50HE402828-DATA DCU PROFILE 6 LEN — 50HE402593 50HE402828

50HE402820-DATA DCU PROFILE 6 LEN — 50HE402585 50HE402820

50HE402825-DATA DCU PROFILE 6 LEN — 50HE402590 50HE402825

50HE402829-DATA DCU PROFILE 6 LEN — 50HE402594 50HE402829

50HE403639-DATA DCU PROFILE 6 LEN — 50HE402584 50HE402819

50HE403640-DATA DCU PROFILE 6 LEN — 50HE402589 50HE402824

50HE403641-DATA DCU PROFILE 6 LEN — 50HE402593 50HE402828

50HE402821-DATA DCU PROFILE 6 LEN — 50HE402586 50HE402821

50HE402826-DATA DCU PROFILE 6 LEN — 50HE402591 50HE402826

50HE402830-DATA DCU PROFILE 6 LEN — 50HE402595 50HE402830

40RU000132-DATA — — — 40RU480132 —

40RU480013-DATA — — — 40RU480013 —

40RU480018-DATA — — — 40RU480018 —

40RU000135-DATA — — — 40RU480135 —

40RU480004-DATA — — — 40RU480004 —

40RU480007-DATA — — — 40RU480007 —

40RU480010-DATA — — — 40RU480010 —

48TM001419-DATA — 1 Std Modbus — — — Originally set up for 7-11 Communicating 1/O Flex to VFD
48TM001420-DATA — 1 Std Modbus — — — Originally set up for 7-11 Communicating 1/O Flex to VFD
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE PKG MOTOR PART NUM- PART NUMBER DRIVE DESC CONTROLS
48TMO001418-DATA 48TM001418 HD56FR579 HK30WA048 3 SRT 1.7 HP 575V /O Flex
48TM001422-DATA 48TM001422 HD56FE653 HK30WA001 3 SRT 2.4 HP 230V /O Flex
48TMO001423-DATA 48TM001423 HD56FEG53 HK30WA008 3 SRT 2.4 HP 460V /O Flex
48TMO001421-DATA 48TMO001421 HDB6FE577 HK30WA048 3 SRT 2.4 HP 575V /O Flex
48TMO001425-DATA 48TMO001425 HD56FR233 HK30WA045 2 SRT 1.7 HP 230V /0 Flex
48TM001426-DATA 48TM001426 HDB56FRA463 HK30WA046 2 SRT 1.7 HP 460V /O Flex
48TMO001424-DATA 48TMO001424 HD56FR579 HK30WA048 3 SRT 1.7 HP 575V /0 Flex
48TMO001427-DATA 48TM001427 HDB6FE577 HK30WA048 3 SRT 2.4 HP 575V /0 Flex
48TM001428-DATA 48TM001428 HD58FE654 HK30WA001 3 SRT 2.9 HP 230V /O Flex
48TMO001429-DATA 48TMO001429 HD58FEGS54 HK30WA008 3 SRT 2.9 HP 460V /0 Flex
48TMO001430-DATA 48TMO001430 HD58FE577 HK30WA021 5 SRT 3.7 HP 575V /O Flex
48TM001431-DATA 48TM001431 HD58FE654 HK30WA001 3 SRT 2.9 HP 230V /O Flex
48TMO001432-DATA 48TMO001432 HD58FEGS54 HK30WAQ08 3 SRT 2.9 HP 460V /0 Flex
48TMO001124-DATA 48TMO001124 HD56FR233 HK30WAQO1 3 SRT 1.7 HP 230V 1/0 Flex
48TM001127-DATA 48TM001127 HD56FRA63 HK30WA008 3 SRT 1.7 HP 460V /O Flex
48TMO001133-DATA 48TM001133 HD58FEGS54 HK30WAQO1 3 SRT 2.9 HP 230V /0 Flex
48TMO001128-DATA 48TMO001128 HD58FEG54 HK30WAQ08 3 SRT 2.9 HP 460V 1/O Flex
48TM001125-DATA 48TM001125 HDGOFE656 HK30WA002 5 SRT 3.7 HP 230V /O Flex
48TMO001134-DATA 48TM001134 HDBOFEG56 HK30WA009 5 SRT 3.7 HP 460V /0 Flex
48TMO001131-DATA 48TMO001131 HD58FE577 HK30WA021 5 SRT 3.7 HP 575V 1/O Flex
48TM001126-DATA 48TM001126 HDG0FK658 HK30WA003 75 SRT 4.9 HP 230V /O Flex
48TM001129-DATA 48TM001129 HDBOFK658 HK30WAO10 75 SRT 4.9 HP 460V /0 Flex
48TMO001132-DATA 48TMO001132 HDGOFE576 HK30WA335 75 SRT 4.7 HP 575V /0 Flex
48TM001122-DATA 48TM001122 HDB56FES77 HK30WA048 3 SRT 2.4 HP 575V /O Flex
48TMO001123-DATA 48TMO001123 HD56FEG53 HK30WAOO1 3 SRT 2.4 HP 230V /0 Flex
48TMO001130-DATA 48TMO001130 HD56FR579 HK30WA048 3 SRT 1.7 HP 575V /0 Flex
48TM001135-DATA 48TM001135 HD56FE653 HK30WA008 3 SRT 2.4 HP 460V /O Flex
48TM001207-DATA 48TM001207 HD56FR579 HK30WA048 2 SRT 1.7 HP 575V /0 Flex
50TM000603-DATA 50TMO000603 HD58FEG54 HK30WAOQO1 3 STR 2.9 HP 230V /0 Flex
50TM000611-DATA 50TMO000671 HD58FE654 HK30WA008 3 STR 2.9 HP 460V /O Flex
50TMO000606-DATA 50TMO000606 HD6OFE656 HK30WA002 5 STR 3.7 HP 230V /O Flex
50TM000607-DATA 50TMO000607 HD6OFEG56 HK30WA009 5 STR 3.7 HP 460V /O Flex
50TM000602-DATA 50TMO000602 HD58FE577 HK30WA021 5 STR 3.7 HP 575V /O Flex
50TM000605-DATA 50TM000605 HDBOFK6E59 HK30WA003 75 STR 5.0 HP 230V 1/O Flex
50TM000612-DATA 50TMO000612 HD60FK659 HK30WAO10 75 STR 5.0 HP 460V /0 Flex
50TMO000604-DATA 50TMO000604 HD60FK577 HK30WA335 75 STR 5.0 HP 575V /O Flex
50TM000608-DATA 50TM000608 HD56FEG53 HK30WAQ01 3 STR 2.4 HP 230V /O Flex
50TM000609-DATA 50TM000609 HD56FEG53 HK30WA008 3 STR 2.4 HP 460V /0 Flex
50TM000610-DATA 50TMO000610 HD56FE577 HK30WA048 3 STR 2.4 HP 575V /O Flex
40RU000205-DATA 40RU000205 HD56FR579 HK30WA360 3 40RU 1.7 HP 575V /O Flex
40RU000220-DATA 40RU000220 HD56FE577 HK30WA360 3 40RU 2.4 HP 575V /0 Flex
40RU000225-DATA 40RU000225 HD58FE577 HK30WA361 5 40RU 3.7 HP 575V /O Flex
40RU000208-DATA 40RU000208 HD58FES77 HK30WA361 5 40RU 3.7 HP 575V /O Flex
48LC000506-DATA 48LC000506 HD56FR579 HK30WA333 75 SRT 7.5 HP 575V /0 Flex
48LC000510-DATA 48LC000510 HD56FE577 HK30WA333 75 SRT 7.5 HP 575V 11O Flex
48LC000513DATA 48LC000513 HD56FR579 HK30WA333 75 SRT 7.5 HP 575V /O Flex
48LC000516-DATA 48LC000516 HDB6FE577 HK30WA333 75 SRT 7.5 HP 575V /O Flex
48LC000520-DATA 48LC000520 HD58FES77 HK30WA334 10 SRT 10 HP 575V /O Flex
48LC000523-DATA 48LC000523 HD56FR579 HK30WA333 10 MRT 10 HP 575V /O Flex
48LC000526-DATA 48LC000526 HDB8FE577 HK30WA334 10 MRT 10 HP 575V /O Flex
48LC000529-DATA 48LC000529 HD56FR579 HK30WA333 3 MRT 3 HP 575V /O Flex
48LC000534DATA 48LC000534 HD56FE577 HK30WA512 3 MRT 3 HP 575V /O Flex
48LC000538 DATA 48LC000538 HDBOFE576 HK30WA512 5 MRT 5 HP 575V /O Flex
48LC000541-DATA 48LC000541 HD58FES77 HK30WA334 5 MRT 5 HP 575V /O Flex
48LC000544DATA 48LC000544 HD58FE577 HK30WA334 5 STR 5 HP 575V /0 Flex
48LC000549DATA 48L.C000549 HDB8FE577 HK30WA334 75 MRT 7.5 HP 575V /O Flex
48LC000552-DATA 48LC000552 HD6OFES76 HK30WA335 75 MRT 7.5 HP 575V /O Flex
48LC000555-DATA 48LC000555 HDBOFL576 HK30WA335 75 MRT 7.5 HP 575V /0 Flex
48LC000558DATA 48LC000558 HD62FL576 HK30WA336 75 MRT 7.5 HP 575V /0 Flex
48LC000561-DATA 48LC000561 HD64FL576 HK30WA337 75 MRT 7.5 HP 575V /O Flex
48LC000564-DATA 48LC000564 HDBOFL576 HK30WA335 75 MRT 7.5 HP 575V /0 Flex
48LC000567-DATA 48LC000567 HD62FL576 HK30WA336 75 MRT 7.5 HP 575V /0 Flex
48LC000570-DATA 48LC000570 HD58FES77 HK30WA334 75 MRT 7.5 HP 575V /O Flex
48LC000573-DATA 48LC000573 HDBOFL576 HK30WA335 75 MRT 7.5 HP 575V /0 Flex
48LC000576-DATA 48LC000576 HD62FL576 HK30WA336 10 MRT 10 HP 575V /0 Flex
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE | APPLIC MACRO | VOLTAGE | N. AMPS MOL‘;'ESOM N.RPM | N.HP | oo BXT | EXTIEXT2] REF T | srianagy | spanoh
VFD_PARAMETERS 9902 9905 9906 9907 9908 | 9909 1001 1102 1103 1201 1202
48TM001418-DATA | HVAC DEFAULT 575 31 60Hz 1725 | 17 | 10COMM | 8 COMM | 8 COMM DI3 40Hz
48TMO001422-DATA | HVAC DEFAULT 230 79 60Hz 1725 | 24 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TMO001423-DATA | HVAC DEFAULT | 460 36 60Hz 1725 | 24 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TMO001421-DATA | HVAC DEFAULT 575 38 60Hz 1725 | 24 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TM001425-DATA | HVAC DEFAULT 230 58 60Hz 1725 | 17 | 10COMM | 8 COMM | 8 COMM DI3 40Hz
48TMO001426-DATA | HVAC DEFAULT | 460 29 60Hz 1725 | 17 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TMO001424-DATA | HVAC DEFAULT 575 3.1 60Hz 1725 | 17 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TM001427-DATA | HVAC DEFAULT 575 38 60Hz 1725 | 24 | 10COMM | 8 COMM | 8 COMM DI3 40Hz
48TMO001428-DATA | HVAC DEFAULT 230 9.2 60Hz 1725 | 29 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TMO001429-DATA | HVAC DEFAULT | 460 42 60Hz 1725 | 29 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TM001430-DATA | HVAC DEFAULT 575 49 60Hz 1725 | 37 | 10COMM | 8 COMM | 8 COMM DI3 40Hz
48TMO001431-DATA | HVAC DEFAULT 230 9.2 60Hz 1725 | 29 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TMO001432-DATA | HVAC DEFAULT | 460 42 60Hz 1725 | 29 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TM001124-DATA | HVAC DEFAULT 230 58 60Hz 1725 | 17 | 10COMM | 8 COMM | 8 COMM DI3 40Hz
48TMO001127-DATA | HVAC DEFAULT | 460 29 60Hz 1725 | 17 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TMO001133-DATA | HVAC DEFAULT 230 9.2 60Hz 1725 | 29 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TM001128-DATA | HVAC DEFAULT | 460 42 60Hz 1725 | 29 | 10COMM | 8 COMM | 8 COMM DI3 40Hz
48TMO001125-DATA | HVAC DEFAULT 230 17 60Hz 1725 | 37 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TMO001134-DATA | HVAC DEFAULT | 460 54 60Hz 1725 | 37 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TM001131-DATA | HVAC DEFAULT 575 49 60Hz 1725 | 37 | 10COMM | 8 COMM | 8 COMM DI3 40Hz
48TMO001126-DATA | HVAC DEFAULT 230 136 60Hz 1740 | 53 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TMO001129-DATA | HVAC DEFAULT | 460 6.4 60Hz 1740 | 53 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TM001132-DATA | HVAC DEFAULT 575 6 60Hz 1725 | 53 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TMO001122-DATA | HVAC DEFAULT 575 38 60Hz 1725 | 24 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TM001123-DATA | HVAC DEFAULT 230 79 60Hz 1725 | 24 | 10COMM | 8 COMM | 8 COMM DI3 40Hz
48TMO001130-DATA | HVAC DEFAULT 575 34 60Hz 1725 | 17 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TMO001135-DATA | HVAC DEFAULT | 460 36 60Hz 1725 | 24 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48TM001207-DATA | HVAC DEFAULT 575 31 60Hz 1725 | 17 | 10COMM | 8 COMM | 8 COMM DI3 40Hz
50TMO000603-DATA | HVAC DEFAULT 230 9.2 60Hz 1725 | 29 | 10COMM | 8COMM | 8 COMM DI3 40Hz
50TM000611-DATA | HVAC DEFAULT | 460 42 60Hz 1725 | 29 | 10COMM | 8COMM | 8 COMM DI3 40Hz
50TMO000606-DATA | HVAC DEFAULT 230 117 60Hz 1725 | 37 | 10COMM | 8COMM | 8 COMM DI3 40Hz
50TMO000607-DATA | HVAC DEFAULT | 460 54 60Hz 1725 | 37 | 10COMM | 8 COMM | 8 COMM DI3 40Hz
50TM000602-DATA | HVAC DEFAULT 575 49 60Hz 1725 | 37 | 10COMM | 8COMM | 8 COMM DI3 40Hz
50TM000605-DATA | HVAC DEFAULT 230 171 60Hz 1760 5 10COMM | 8 COMM | 8 COMM DI3 40Hz
50TMO000612-DATA | HVAC DEFAULT | 460 86 60Hz 1760 5 10COMM | 8 COMM | 8 COMM DI3 40Hz
50TM000604-DATA | HVAC DEFAULT 575 76 60Hz 1745 5 10COMM | 8 COMM | 8 COMM DI3 40Hz
50TMO000608-DATA | HVAC DEFAULT 230 79 60Hz 1725 | 24 | 10COMM | 8COMM | 8 COMM DI3 40Hz
50TMO000609-DATA | HVAC DEFAULT | 460 36 60Hz 1725 | 24 | 10COMM | 8 COMM | 8 COMM DI3 40Hz
50TMO000610-DATA | HVAC DEFAULT 575 38 60Hz 1725 | 24 | 10COMM | 8COMM | 8 COMM DI3 40Hz
40RU000205-DATA | HVAC DEFAULT 575 238 60Hz 1725 | 17 | 10COMM | 8COMM | 8 COMM DI3 40Hz
40RU000220-DATA | HVAC DEFAULT 575 38 60Hz 1725 | 24 | 10COMM | 8 COMM | 8 COMM DI3 40Hz
40RU000225-DATA | HVAC DEFAULT 575 49 60Hz 1725 | 37 | 10COMM | 8COMM | 8 COMM DI3 40Hz
40RU000208-DATA | HVAC DEFAULT 575 45 60Hz 1725 | 37 | 10COMM | 8COMM | 8 COMM DI3 40Hz
48LC000506-DATA | HVAC DEFAULT 575 238 60Hz 1725 | 17 ) D1 EXT1 A1 NOTSEL | 524
48LC000510-DATA | HVAC DEFAULT 575 35 60Hz 1725 | 24 A)Di EXT1 Al NOTSEL | 524
48LC000513DATA | HVAC DEFAULT 575 238 60Hz 1725 | 17 A)Di EXT1 A1 NOTSEL | 426
48LC000516-DATA | HVAC DEFAULT 575 35 60Hz 1725 | 24 ) DI EXT1 A1 NOTSEL | 426
48LC000520-DATA | HVAC DEFAULT 575 45 60Hz 1725 | 37 A)Di EXT1 A1 NOTSEL | 412
48LC000523DATA | HVAC DEFAULT 575 238 60Hz 1690 | 17 A)Di EXT1 Al NOT SEL | 39.9Hz
48LC000526-DATA | HVAC DEFAULT 575 45 60Hz 1710 | 37 ) DI EXTA A1 NOT SEL | 39.9Hz
48LC000529-DATA | HVAC DEFAULT 575 238 60Hz 1690 | 17 ) DI EXT1 A1 NOT SEL | 39.9Hz
48LC000534DATA | HVAC DEFAULT 575 35 60Hz 1680 | 24 A)DH EXT1 A1 NOT SEL | 39.9Hz
48LC000538-DATA | HVAC DEFAULT 575 6.2 60Hz 1745 | 47 (1) DH EXTA Al1 NOT SEL | 39.9Hz
48LC000541-DATA | HVAC DEFAULT 575 45 60Hz 1710 | 37 ) DI EXT1 A1 NOT SEL | 39.9Hz
48LC000544-DATA | HVAC DEFAULT 575 45 60Hz 1710 | 37 (1) DI EXT1 A1 NOT SEL | 39.9Hz
48LC000549-DATA | HVAC DEFAULT 575 45 60Hz 1710 | 37 (1) DI EXT1 A1 NOT SEL | 32.1Hz
48LC000552-DATA | HVAC DEFAULT 575 6.2 60Hz 1745 | 525 ) DI EXT1 A NOTSEL | 32.1Hz
48LC000555-DATA | HVAC DEFAULT 575 72 60Hz 1745 5 ) DI EXT1 A1 NOT SEL | 315Hz
48LC000558-DATA | HVAC DEFAULT 575 8.9 60Hz 1750 | 75 A)Di EXT1 Al NOT SEL | 315Hz
48LC000561-DATA | HVAC DEFAULT 575 126 60Hz 1755 | 10 A)Di EXT1 A1 NOT SEL | 314Hz
48LC000564-DATA | HVAC DEFAULT 575 72 60Hz 1745 5 A)Di EXT A1 NOT SEL | 32.1Hz
48LC000567-DATA | HVAC DEFAULT 575 8.9 60Hz 1750 | 75 A)Di EXT1 A1 NOT SEL | 32.1Hz
48LC000570-DATA | HVAC DEFAULT 575 45 60Hz 1710 | 37 A)DH EXT1 A1 NOTSEL | 34Hz
48LC000573DATA | HVAC DEFAULT 575 72 60Hz 1745 5 A)DH EXT1 A1 NOTSEL | 34Hz
48LC000576-DATA | HVAC DEFAULT 575 89 60Hz 1750 | 75 (1) D1 EXT1 A1 NOTSEL | 34Hz
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE | sh2ep | speeps | speepa | OUTT ouTs AOTGEL T | AWps | rREQ | PReQ | “FREQ.
VFD_PARAMETERS 1203 1204 1205 1401 1403 1501 2003 2007 2008 2606
48TM001418-DATA 60Hz 60Hz — — 4 Fault 102 Speed 3.6 OHz 60Hz 4kHz
48TM001422-DATA 60Hz 60Hz — — 4 Fault 102 Speed 9.1 OHz 60Hz 4kHz
48TM001423-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.1 OHz 60Hz 4kHz
48TM001421-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.4 OHz 60Hz 4kHz
48TM001425-DATA 60Hz 60Hz — — 4 Fault 102 Speed 6.7 OHz 60Hz 4kHz
48TM001426-DATA 60Hz 60Hz — — 4 Fault 102 Speed 3.3 OHz 60Hz 4kHz
48TM001424-DATA 60Hz 60Hz — — 4 Fault 102 Speed 3.6 OHz 60Hz 4kHz
48TM001427-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.4 OHz 60Hz 4kHz
48TM001428-DATA 60Hz 60Hz — — 4 Fault 102 Speed 10.6 OHz 60Hz 4kHz
48TM001429-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.8 OHz 60Hz 4kHz
48TM001430-DATA 60Hz 60Hz — — 4 Fault 102 Speed 5.6 OHz 60Hz 4kHz
48TM001431-DATA 60Hz 60Hz — — 4 Fault 102 Speed 10.6 OHz 60Hz 4kHz
48TM001432-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.8 OHz 60Hz 4kHz
48TM001124-DATA 60Hz 60Hz — — 4 Fault 102 Speed 6.7 OHz 60Hz 4kHz
48TMO001127-DATA 60Hz 60Hz — — 4 Fault 102 Speed 3.3 OHz 60Hz 4kHz
48TMO001133-DATA 60Hz 60Hz — — 4 Fault 102 Speed 10.6 OHz 60Hz 4kHz
48TM001128-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.8 OHz 60Hz 4kHz
48TM001125-DATA 60Hz 60Hz — — 4 Fault 102 Speed 13.5 OHz 60Hz 4kHz
48TM001134-DATA 60Hz 60Hz — — 4 Fault 102 Speed 6.2 OHz 60Hz 4kHz
48TM001131-DATA 60Hz 60Hz — — 4 Fault 102 Speed 5.6 OHz 60Hz 4kHz
48TM001126-DATA 60Hz 60Hz — — 4 Fault 102 Speed 15.6 OHz 60Hz 4kHz
48TM001129-DATA 60Hz 60Hz — — 4 Fault 102 Speed 7.4 OHz 60Hz 4kHz
48TM001132-DATA 60Hz 60Hz — — 4 Fault 102 Speed 6.9 OHz 60Hz 4kHz
48TM001122-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.4 OHz 60Hz 4kHz
48TM001123-DATA 60Hz 60Hz — — 4 Fault 102 Speed 9.1 OHz 60Hz 4kHz
48TM001130-DATA 60Hz 60Hz — — 4 Fault 102 Speed 3.6 OHz 60Hz 4kHz
48TM001135-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.1 OHz 60Hz 4kHz
48TM001207-DATA 60Hz 60Hz — — 4 Fault 102 Speed 3.6 OHz 60Hz 4kHz
50TM000603-DATA 60Hz 60Hz — — 4 Fault 102 Speed 10.6 OHz 60Hz 4kHz
50TM000611-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.8 OHz 60Hz 4kHz
50TM000606-DATA 60Hz 60Hz — — 4 Fault 102 Speed 13.5 OHz 60Hz 4kHz
50TM000607-DATA 60Hz 60Hz — — 4 Fault 102 Speed 6.2 OHz 60Hz 4kHz
50TM000602-DATA 60Hz 60Hz — — 4 Fault 102 Speed 5.6 O0Hz 60Hz 4kHz
50TM000605-DATA 60Hz 60Hz — — 4 Fault 102 Speed 19.7 OHz 60Hz 4kHz
50TM000612-DATA 60Hz 60Hz — — 4 Fault 102 Speed 9.9 OHz 60HZz 4kHz
50TM000604-DATA 60Hz 60Hz — — 4 Fault 102 Speed 8.7 OHz 60Hz 4kHz
50TM000608-DATA 60Hz 60Hz — — 4 Fault 102 Speed 9.1 OHz 60Hz 4kHz
50TM000609-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.1 OHz 60Hz 4kHz
50TM000610-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.4 OHz 60Hz 4kHz
40RU000205-DATA 60Hz 60Hz — — 4 Fault 102 Speed 3.2 OHz 60Hz 4kHz
40RU000220-DATA 60Hz 60Hz — — 4 Fault 102 Speed 4.4 OHz 60Hz 4kHz
40RU000225-DATA 60Hz 60Hz — — 4 Fault 102 Speed 5.6 OHz 60Hz 4kHz
40RU000208-DATA 60Hz 60Hz — — 4 Fault 102 Speed 5.2 OHz 60Hz 4kHz
48LC000506-DATA 60HZz 60Hz — 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 3.2 0.0 Hz 60Hz 4 KHz
48LC000510-DATA 60Hz 60Hz — 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 4 0.0 Hz 60Hz 4 KHz
48LC000513-DATA 60Hz 60Hz — 16 FLT/Alarm | (16) FLT/ALARM [ 0103 OUTPUT FREQ 3.2 0.0 Hz 60Hz 4 KHz
48LC000516-DATA 60Hz 60Hz — 16 FLT/Alarm | (16) FLT/ALARM [ 0103 OUTPUT FREQ 4 0.0 Hz 60Hz 4 KHz
48LC000520-DATA 60Hz 60Hz — 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 5.2 0.0 Hz 60Hz 4 KHz
48LC000523-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM [ 0103 OUTPUT FREQ 3.2 OHz 60Hz 4kHz
48LC000526-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM [ 0103 OUTPUT FREQ 5.2 OHz 60Hz 4kHz
48LC000529-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 3.2 OHz 60Hz 4kHz
48LC000534-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM [ 0103 OUTPUT FREQ 4 OHz 60Hz 4kHz
48LC000538-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM [ 0103 OUTPUT FREQ 7.1 OHz 60Hz 4kHz
48LC000541-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 5.2 OHz 60Hz 4kHz
48LC000544-DATA 39.9Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM [ 0103 OUTPUT FREQ 5.2 OHz 60Hz 4kHz
48L.C000549-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM [ 0103 OUTPUT FREQ 5.2 OHz 60Hz 4kHz
48LC000552-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 71 OHz 60Hz 4kHz
48LC000555-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM [ 0103 OUTPUT FREQ 8.3 OHz 60Hz 4kHz
48LC000558-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM [ 0103 OUTPUT FREQ 10.2 OHz 60Hz 4kHz
48LC000561-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 145 OHz 60Hz 4kHz
48LC000564-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM [ 0103 OUTPUT FREQ 8.3 OHz 60Hz 4kHz
48L.C000567-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 10.2 OHz 60Hz 4kHz
48LC000570-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 5.2 OHz 60Hz 4kHz
48L.C000573-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 8.3 OHz 60Hz 4kHz
48LC000576-DATA 49.4Hz 60Hz 60HZz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 10.2 OHz 60Hz 4kHz
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOoOKUP VARIABLE | START |stopreN| RCCEY | acceL |pEce | reaType |STATION| BAUR | pARITY | oootdeoL b | sTATGN D
VFD_PARAMETERS 2101 2102 2201 2202 2203 5101 5201 5202 5203 5301 5302
48TM001418-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
48TM001422-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8NONE 1 — —
48TM001423-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8NONE 1 — —
48TM001421-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8NONE 1 — —
48TM001425-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 96 kb/s | 8 NONE 1 — —
48TM001426-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8NONE 1 — —
48TM001424-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
48TM001427-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s [ 8NONE 1 — —
48TMO001428-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8NONE 1 — —
48TM001429-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
48TM001430-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
48TM001431-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8NONE 1 — —
48TM001432-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8NONE 1 — —
48TM001124-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 9.6 kb/s | 8NONE 1 — —
48TM001127-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
48TMO001133-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8NONE 1 — —
48TM001128-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s [ 8NONE 1 — —
48TM001125-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8NONE 1 — —
48TMO001134-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8NONE 1 — —
48TM001131-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
48TM001126-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
48TM001129-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8NONE 1 — —
48TM001132-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
48TM001122-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8NONE 1 — —
48TM001123-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
48TM001130-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
48TMO001135-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8NONE 1 — —
48TM001207-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
50TM000603-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
50TM000611-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
50TM000606-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
50TM000607-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
50TM000602-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
50TM000605-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
50TM000612-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
50TM000604-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
50TM000608-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
50TM000609-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
50TM000610-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
40RU000205-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
40RU000220-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
40RU000225-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
40RU000208-DATA Auto Ramp Not Sel 30s 30s |64 ModBus Plus 1 9.6 kb/s | 8 NONE 1 — —
48LC000506-DATA | (1) AUTO | (1) Coast | (0) NOT SEL | 30.0s 10.0s — — — — — 1
48LC000510-DATA | (1) AUTO | (1) Coast | (0)NOT SEL | 30.0s 10.0s — — — — — 1
48LC000513-DATA | (1) AUTO | (1) Coast | (0) NOT SEL | 30.0s 10.0s — — — — — 1
48LC000516-DATA | (1) AUTO | (1) Coast | (0) NOT SEL | 30.0s 10.0s — — — — — 1
48LC000520-DATA | (1) AUTO | (1) Coast | (0)NOT SEL | 30.0s 10.0s — — — — — 1
48LC000523-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48L.C000526-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48LC000529-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48LC000534-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48L.C000538-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48LC000541-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48LC000544-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48L.C000549-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48L.C000552-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48L.C000555-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48LC000558-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48LC000561-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48L.C000564-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48LC000567-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48LC000570-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48L.C000573-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
48LC000576-DATA Auto Ramp Not Sel 10s 10s — — — — — 1
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

EFB BAUD EFB EFB CTRL COMM PROT RUN CROSS
LOOKUP VARIABLE RATE PARITY PROFILE SEL ENABLE | REFERENCE NOTES
VFD_PARAMETERS 5303 5304 5305 9802 1601 EM_PKG
48TM001418-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001422-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001423-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating 1/O Flex to VFD
48TM001421-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001425-DATA — = — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001426-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001424-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001427-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001428-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001429-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001430-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001431-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001432-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001124-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001127-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001133-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating 1/O Flex to VFD
48TM001128-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001125-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001134-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001131-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001126-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001129-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001132-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001122-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001123-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating 1/O Flex to VFD
48TM001130-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001135-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
48TM001207-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating 1/O Flex to VFD
50TM000603-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
50TM000611-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
50TM000606-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating 1/O Flex to VFD
50TM000607-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
50TM000602-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
50TM000605-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
50TM000612-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
50TM000604-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
50TM000608-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating 1/O Flex to VFD
50TM000609-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating I/O Flex to VFD
50TM000610-DATA — — — 1 Std Modbus — — Originally set up for 7-11 Communicating 1/O Flex to VFD
40RU000205-DATA — — — 1 Std Modbus — 40RU480132 | Originally set up for 7-11 Communicating I/O Flex to VFD
40RU000220-DATA — — — 1 Std Modbus — 40RU480013 | Originally set up for 7-11 Communicating I/O Flex to VFD
40RU000225-DATA — — — 1 Std Modbus — 40RU480018 | Originally set up for 7-11 Communicating I/O Flex to VFD
40RU000208-DATA — — — 1 Std Modbus — 40RU480135 | Originally set up for 7-11 Communicating I/O Flex to VFD
48LC000506-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000510-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000513-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000516-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000520-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000523-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000526-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000529-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000534-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000538-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48L.C000541-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000544-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000549-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000552-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000555-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000558-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000561-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000564-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000567-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000570-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000573-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
48LC000576-DATA 76.8kb/s | 8 NONE 1 — BACnet DI-1 —
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE PKG PAR R ER PART NUMBER DRIVE DESC CONTROLS
48LC000579-DATA 48LC000579 HDB4FL576 HK30WA337 10 MRT 10 HP 575V /0 Flex
48LC000582-DATA 48LC000582 HD5BFE577 HK30WA334 10 MRT 10 HP 575V /0 Flex
48LC000585-DATA 48LC000585 HDB4FL576 HK30WA337 3 MRT 3 HP 575V /0 Flex
48LC000588-DATA 48LC000588 HDBOFL576 HK30WA335 3 MRT 3 HP 575V /0 Flex
48LC000591-DATA 48LC000591 HD62FL576 HK30WA336 3 MRT 3 HP 575V /0 Flex
48LC000594-DATA 48LC000594 HD64FL576 HK30WA337 3 MRT 3 HP 575V /0 Flex
48LC000597-DATA 48LC000597 HDBOFL576 HK30WA335 3 MRT 3 HP 575V /0 Flex
48LCO00600-DATA 48LC000600 HD62FL576 HK30WA336 3 MRT 3 HP 575V /O Flex
48LC000603-DATA 48LC000603 HD58FE577 HK30WA334 3 MRT 3 HP 575V /O Flex
48LC000606-DATA 48LC000606 HDGOFE576 HK30WA335 3 MRT 3 HP 575V /0 Flex
48LC000609-DATA 48LC000609 HDBOFL576 HK30WA335 5 MRT 5 HP 575V /O Flex
48LC000612-DATA 48LC000612 HD62FL576 HK30WA336 5 MRT 5 HP 575V /0 Flex
48LC000615DATA 48LC000615 HD58FE577 HK30WA334 5 MRT 5 HP 575V /0 Flex
48LC000618DATA 48LC000618 HDBOFL576 HK30WA335 5 MRT 5 HP 575V /0 Flex
48LC000621-DATA 48LC000621 HD62FL576 HK30WA336 5 MRT 5 HP 575V /0 Flex
48LC000624DATA 48LC000624 HDB4FL576 HK30WA337 5 MRT 5 HP 575V /0 Flex
48LC000627-DATA 48LC000627 HD58FE577 HK30WA334 75 MRT 7.5 HP 575V /0 Flex
48LC000630-DATA 48LC000630 HDBOFL576 HK30WA335 75 MRT 7.5 HP 575V /0 Flex
48LC000633-DATA 48LC000633 HD62FL576 HK30WA336 75 MRT 7.5 HP 575V /0 Flex
48LC000636-DATA 48LC000636 HDB4FL576 HK30WA337 75 MRT 7.5 HP 575V /O Flex
48LC000639-DATA 48LC000639 HDBOFL576 HK30WA335 75 SRT 7.5 HP 575V /0 Flex
48LC000643-DATA 48LC000643 HDBOFL576 HK30WA336 75 STR7.5 HP 575V /O Flex
48LC000646-DATA 48LC000646 HD62FL576 HK30WA337 10 STR 10 HP 575V /O Flex
48LC000649-DATA 48LC000649 HDBOFL576 HK30WA335 10 SRT 10 HP 575V /O Flex
48LC000652-DATA 48LC000652 HD62FL576 HK30WA336 10 STR 10 HP 575V /O Flex
48LC000655-DATA 48LC000655 HDB4FL576 HK30WA337 2 STR 2 HP 575V /O Flex
50HE003083-DATA 50HE003083 HDBBFE577 HK30WA361 5 MRT 3.7 HP 575V EM
50HE003088-DATA 50HE003088 HDGOFE576 HK30WA362 75 MRT 5.3 HP 575V EM
50HE003091-DATA 50HE003091 HDBOFK577 HK30WA362 75 MRT 5.0 HP 575V EM
50HE003094-DATA 50HE003094 HD62FL576 HK30WA362 75 MRT 7.5 HP 575V EM

Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE | APPLIC MACRO | VOLTAGE |N. AMPS MOT:%ESOM N.RPM | N.HP | XM | EXTIEXT2 | REF1 | CONST | SONST

VFD_PARAMETERS 9902 9905 9906 9907 9908 | 9909 1001 1102 1103 1201 1202
48LC000579-DATA | HVAC DEFAULT | 575 126 60Hz 1755 | 10 (1) DI EXT1 e NOTSEL | 34Hz
48LC000582-DATA | HVAC DEFAULT | _ 575 45 60Hz 1710 | 37 (1) DI EXT1 Al NOTSEL | 315Hz
48LC000585DATA | HVAC DEFAULT | 575 126 60Hz 1755 | 10 (1) DI EXT1 K NOT SEL | 315Hz
48LC000588-DATA | HVAC DEFAULT | 575 7.2 60Hz 1745 | 5 (1) DI EXT1 e NOTSEL | 36Hz
48LC000591-DATA | HVAC DEFAULT | _ 575 89 60Hz 1750 | 75 (1) DI EXT1 Al NOTSEL | 36Hz
48LC000594DATA | HVAC DEFAULT | _ 575 126 60Hz 1755 | 10 () DI EXT1 Al NOTSEL | 36Hz
48LC000597-DATA | HVAC DEFAULT | 575 7.2 60Hz 1745 | 5 (1) DI EXT1 A1 NOTSEL | 314Hz
48LC000600-DATA | HVAC DEFAULT | _ 575 89 60Hz 1750 | 75 () DN EXT1 Al NOTSEL | 31.4Hz
48LC000603DATA | HVAC DEFAULT | 575 45 60Hz 1710 | 37 () DI EXT1 Al NOT SEL | 321Hz
48LC000606-DATA | HVAC DEFAULT | 575 6.2 60Hz 1745 | 525 | (1)DN EXTA A1 NOTSEL | 32.1Hz
48LC000609-DATA | HVAC DEFAULT | _ 575 72 60Hz 1745 | 5 )b EXT1 Al NOT SEL | 32.1Hz
48LC000612DATA | HVAC DEFAULT | _ 575 8.9 60Hz 1750 | 75 ) DH EXT1 Al NOT SEL | 32.1Hz
48LC000615DATA | HVAC DEFAULT | 575 45 60Hz 1710 | 37 (1) DI EXTA A1 NOTSEL | 34Hz
48LC000618-DATA | HVAC DEFAULT | 575 72 60Hz 1745 | 5 A)DH EXT1 Al NOTSEL | 34Hz
48LC000621-DATA | HVAC DEFAULT | 575 8.9 60Hz 1750 | 75 ) DH EXT1 Al NOTSEL | 34Hz
48LC000624-DATA | HVAC DEFAULT | 575 126 60Hz 1755 | 10 ) DI EXTA A1 NOTSEL | 34Hz
48LC000627-DATA | HVAC DEFAULT | 575 45 60Hz 1710 | 37 A)Di EXT1 Al NOT SEL | 315Hz
48LC000630-DATA | HVAC DEFAULT | 575 72 60Hz 1745 | 5 ) D EXT1 Al NOT SEL | 315Hz
48LC000633-DATA | HVAC DEFAULT | 575 8.9 60Hz 1750 | 7.5 ) DI EXT1 Al NOT SEL | 315Hz
48LC000636-DATA | HVAC DEFAULT | 575 126 60Hz 1755 | 10 ) DI EXT1 A1 NOTSEL | 315Hz
48LC000630-DATA | HVAC DEFAULT | 575 72 60Hz 1745 | 5 ) DH EXT1 Al NOT SEL | 31.4Hz
48LC000643-DATA | HVAC DEFAULT | 575 7.2 60Hz 1745 | 5 ) DI EXT1 E NOT SEL | 31.4Hz
48LC000646-DATA | HVAC DEFAULT | 575 8.9 60Hz 1750 | 7.5 ) DI EXTA Al NOTSEL | 314Hz
48LC000649-DATA | HVAC DEFAULT | 575 72 60Hz 1745 | 5 A)Di EXT1 Al NOTSEL | 36Hz
48LC000652-DATA | HVAC DEFAULT | 575 8.9 60Hz 1750 | 75 ) DI EXT1 E NOTSEL | 36Hz
48LC000655-DATA | HVAC DEFAULT | 575 126 60Hz 1755 | 10 () DI EXT1 A NOTSEL | 36Hz
50HE003083-DATA | HVAC DEFAULT | 575 49 60Hz 1725 | 37 = — — DI23 40Hz
50HE003088-DATA | HVAC DEFAULT | 575 6 60Hz 1725 | 53 — _ _ DI23 40Hz
50HE003091-DATA | HVAC DEFAULT | 575 76 60Hz 1745 | 5 _ — _ DI23 40Hz
50HE003094-DATA | HVAC DEFAULT | 575 9 60Hz 1750 | 75 — — — DI23 40Hz
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE CONST CONST CONST RELAY RELAY AO1 CONTENT MAX MIN MAX | SWITCH | START
SPEED 2 | SPEED 3 | SPEED 4 OuUT1 OouUT 3 SEL AMPS FREQ | FREQ | FREQ FCN
VFD_PARAMETERS 1203 1204 1205 1401 1403 1501 2003 2007 2008 2606 2101
48LC000579-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 14.5 OHz 60Hz 4kHz Auto
48LC000582-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 52 OHz 60Hz 4kHz Auto
48LC000585-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 14.5 OHz 60Hz 4kHz Auto
48LC000588-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 8.3 OHz 60Hz 4kHz Auto
48LC000591-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 10.2 OHz 60Hz 4kHz Auto
48LC000594-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 14.5 OHz 60Hz 4kHz Auto
48LC000597-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 8.3 OHz 60Hz 4kHz Auto
48LC000600-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 10.2 OHz 60Hz 4kHz Auto
48LC000603-DATA 47.7THz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 52 OHz 60Hz 4kHz Auto
48LC000606-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 7.1 OHz 60Hz 4kHz Auto
48LC000609-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 8.3 OHz 60Hz 4kHz Auto
48LC000612-DATA 47.7Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 10.2 OHz 60Hz 4kHz Auto
48LC000615-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 52 OHz 60Hz 4kHz Auto
48LC000618-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 8.3 OHz 60Hz 4kHz Auto
48LC000621-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 10.2 OHz 60Hz 4kHz Auto
48LC000624-DATA 49.4Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 14.5 OHz 60Hz 4kHz Auto
48LC000627-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 52 OHz 60Hz 4kHz Auto
48LC000630-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 8.3 OHz 60Hz 4kHz Auto
48LC000633-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 10.2 OHz 60Hz 4kHz Auto
48LC000636-DATA 37Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 14.5 OHz 60Hz 4kHz Auto
48LC000639-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 8.3 OHz 60Hz 4kHz Auto
48LC000643-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 8.3 OHz 60Hz 4kHz Auto
48LC000646-DATA 38.7Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 10.2 OHz 60Hz 4kHz Auto
48LC000649-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 8.3 OHz 60Hz 4kHz Auto
48LC000652-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 10.2 OHz 60Hz 4kHz Auto
48LC000655-DATA 43.2Hz 60Hz 60Hz 16 FLT/Alarm | (16) FLT/ALARM | 0103 OUTPUT FREQ 14.5 OHz 60Hz 4kHz Auto
50HE003083-DATA 60Hz 60Hz — — 16 FLT/Alarm — 5.6 OHz 60Hz 4kHz Auto
S50HE003088-DATA 60Hz 60Hz — — 16 FLT/Alarm — 6.9 OHz 60Hz 4kHz Auto
50HE003091-DATA 60Hz 60Hz — — 16 FLT/Alarm — 8.7 OHz 60Hz 4kHz Auto
S50HE003094-DATA 60Hz 60Hz — — 16 FLT/Alarm — 104 OHz 60Hz 4kHz Auto

Table 21 — Basic VF

D Parameters, 580J/558J, 5484, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE [sToPFCN| RCCEL/ | acceL | peceL | reaTypE [STATION| BAUD 1 parity | oo (BFB o | staiien o | FrEamD
VFD_PARAMETERS | 2102 2201 2202 | 2203 5101 5201 5202 5203 5301 5302 5303

48LC000579-DATA | Ramp Not Sel 10s 10s _ _ _ _ _ 1 76.8Ko/s
48LC000582-DATA | Ramp Not Sel 10s 10s _ —_ —_ _ _ 1 76.8Kb/s
48LC000585-DATA | Ramp Not Sel 10s 10s _ _ _ _ _ 1 76.8Kb/s
48LC000588-DATA | Ramp Not Sel 10s 10s _ _ _ _ _ 1 76.8Ko/s
48LC000591-DATA | Ramp Not Sel 10s 10s _ _ —_ _ —_ 1 76.8Ko/s
48L.C000594-DATA Ramp Not Sel 10s 10s — — — — — 1 76.8kb/s
48L.C000597-DATA Ramp Not Sel 10s 10s — — — — — 1 76.8kb/s
48LC000600-DATA | Ramp Not Sel 10s 10s _ _ _ —_ _ 1 76.8Ko/s
48LC000603-DATA | Ramp Not Sel 10s 10s —_ _ _ _ _ 1 76.8Kb/s
48LC000606-DATA | Ramp Not Sel 10s 10s _ _ _ _ _ 1 76.8Kb/s
48LC000609-DATA | Ramp Not Sel 10s 10s —_ _ _ —_ _ 1 76.8Ko/s
48LC000612-DATA | Ramp Not Sel 10s 10s _ _ _ _ _ 1 76.8Kb/s
48LC000615-DATA | Ramp Not Sel 10s 10s _ _ _ _ _ 1 76.8Kb/s
48LC000618-DATA | Ramp Not Sel 108 10s —_ _ _ _ —_ 1 76.8Ko/s
48LC000621-DATA | Ramp Not Sel 10s 10s —_ _ _ _ _ 1 76.8Kb/s
48LC000624-DATA | Ramp Not Sel 10s 10s _ _ _ _ _ 1 76.8Kb/s
48LC000627-DATA | Ramp Not Sel 108 10s _ _ _ _ _ 7 76.8Kb/s
48LC000630-DATA | Ramp Not Sel 10s 10s _ _ _ _ _ 1 76.8Kbls
48LC000633-DATA | Ramp Not Sel 108 10s _ —_ — _ _ 1 76.8Kbls
48LC000636-DATA | Ramp Not Sel 105 10s _ _ _ _ _ 1 76.8Kbls
48LC000639-DATA | Ramp Not Sel 10s 10s _ _ _ _ _ 1 76.8kbls
48LC000643-DATA | Ramp Not Sel 108 10s _ — _ _ _ 1 76.8Kb/s
48LC000646.DATA | Ramp Not Sel 10s 10s _ —_ _ _ _ 1 76.8Kb/s
48LC000649-DATA | Ramp Not Sel 10s 10s _ _ _ _ _ 1 76.8Kb/s
48LC000652-DATA | Ramp Not Sel 10s 10s _ — _ _ _ 1 76.8Kb/s
48LC000655-DATA | Ramp Not Sel 10s 10s _ —_ _ _ _ 1 76.8Kb/s
50HE003083-DATA Ramp Not Sel 30s 30s — — — — — — —

50HE003088-DATA | Ramp Not Sel 30s 30s _ — _ — _ _ —

50HE003091-DATA | Ramp Not Sel 30s 30s _ _ _ _ _ _ _

50HE003094-DATA Ramp Not Sel 30s 30s — — — — — — —
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Table 21 — Basic VFD Parameters, 580J/558J, 548J, 581J/551J, 549J Units for ACH 550 VFD model (cont)

LOOKUP VARIABLE |  pafiy PROFILE CONSEL"C" | ENABLE REFERENCE NOTES
VFD_PARAMETERS 5304 5305 9802 1601 EM_PKG
48LC000579-DATA | 8 NONE 1 — BACnet DI-1 _
48LC000582-DATA | 8 NONE 1 — BACnet DI-1 —
48LC000585-DATA | 8 NONE 1 — BACnet DI-1 —
48LC000588-DATA | 8 NONE 1 _ BACnet DI-1 _
48LC000591-DATA | 8 NONE 1 _ BACnet DI-1 —
48LC000594DATA | 8 NONE 1 — BACnet DI-1 —
48LC000597-DATA | 8 NONE 1 _ BACnet DI-1 _
48LC000600-DATA | 8 NONE 1 _ BACnet DI-1 —
48LC000603-DATA | 8 NONE 1 — BACnet DI-1 —
48LC000606-DATA | 8 NONE 1 _ BACnet DI-1 _
48LC000609-DATA | 8 NONE 1 _ BACnet DI-1 —
48LC000612-DATA | 8 NONE 1 — BACnet DI-1 —
48LC000615-DATA | 8 NONE 1 _ BACnet DI-1 _
48LC000618-DATA | 8 NONE 1 _ BACnet DI-1 —
48LC000621-DATA | 8 NONE 1 — BACnet DI-1 —
48LC000624DATA | 8 NONE 1 _ BACnet DI-1 _
48LC000627-DATA | 8 NONE 1 _ BACnet DI-1 —
48LC000630-DATA | 8 NONE 1 — BACnet DI-1 —
48LC000633-DATA | 8 NONE 1 _ BACnet DI-1 _
48LC000636-DATA | 8 NONE 1 — BACnet DI-1 —
48LC000639-DATA | 8 NONE 1 — BACnet DI-1 —
48LC000643-DATA | 8 NONE 1 _ BACnet DI-1 _
48LC000646-DATA | 8 NONE 1 — BACnet DI-1 _
48LC000649-DATA | 8 NONE 1 — BACnet DI-1 —
48LC000652-DATA | 8 NONE 1 _ BACnet DI-1 _
48LC000655-DATA | 8 NONE 1 — BACnet DI-1 —
50HE003083-DATA — — — — —
50HE003088-DATA _ — _ — _
50HE003091-DATA — — — — —
50HE003094-DATA — — — — —
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APPENDIX - REMOTE VFD KEYPAD REFERENCE

NOTE: This Appendix only applies when a unit with the factory-
installed VFD option is equipped with the field-installed Remote
VFD Keypad (Part Number: CRDISKKIT001A00).

On single package rooftop units and fan coils equipped with
the VFD option, the supply fan speed is controlled by a 3-
phase VFD. See Fig. 5-22 for the location of the VFD in the
units covered by this supplement.

The VFD is powered during normal operation to prevent con-
densation from forming on the boards during the off mode and
is stopped by driving the speed to 0. The interface wiring for
the VFDs is shown in Fig. 28 and 29 (on page 20). Terminal
designations are shown in the Terminal Designation table (see
Tables 11 and 12 on page 20). Configurations are shown in the
VFD Parameters tables (see Tables A-G on pages 74-80).

VFD Operation with Remote Keypad

The VFD keypad is shown in Fig. A. The function of SOFT
KEYS 1 and 2 change depending on what is displayed on the
screen. The function of SOFT KEY | matches the word in the
lower left-hand box on the display screen. The function of
SOFT KEY 2 matches the word in the lower right-hand box on
the display screen. If the box is empty, then the SOFT KEY
does not have a function on that specific screen. The UP and
DOWN keys are used to navigate through the menus. The OFF
key is used to turn off the VFD. The AUTO key is used to
change control of the drive to automatic control. The HAND
key is used to change control of the drive to local (hand held)
control. The HELP button is used to access the help screens.
For the VFD to operate on the units covered by this document,
the drive must be set in AUTO mode. The word “AUTO” will
appear in the upper left hand corner of the VFD display. Press
the AUTO button to set the drive in AUTO mode.

STATUS

LED

(GREEN WHEN

NORMAL, IF FLASHING
RED, SEE

DIAGNOSTICS.)

WWAYS AVAILABLE)

HAND

Fig. A— VFD Keypad
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START UP WITH ASSISTANT

Initial start-up has been performed at the factory. Use of the
start up assistant will override factory VFD configurations.

A CAUTION

CONFIGURATION OVERRIDE HAZARD

DO NOT USE ABB OR CARRIER START-UP ASSIS-
TANT ON THIS VFD APPLICATION! Use of start-up
assistant will override the factory VFD configurations!

START UP BY CHANGING PARAMETERS INDIVIDU-
ALLY

Initial start-up is performed at the factory. To start up the VFD
with by changing individual parameters, perform the following
procedure:

1. Select MENU (SOFT KEY 2). The Main menu will be
displayed.

2. Use the UP or DOWN keys to highlight PARAMETERS
on the display screen and press ENTER (SOFT KEY 2).

3. Use the UP or DOWN keys to highlight the desired
parameter group and press SEL (SOFT KEY 2).

4. Use the UP or DOWN keys to highlight the desired
parameter and press EDIT (SOFT KEY 2).

5. Use the UP or DOWN keys to change the value of the
parameter.

6. Press SAVE (SOFT KEY 2) to store the modified value.
Press CANCEL (SOFT KEY 1) to keep the previous
value. Any modifications that are not saved will not be
changed.

7. Choose another parameter or press EXIT (SOFT KEY 1)
to return to the listing of parameter groups. Continue until
all the parameters have been configured and then press
EXIT (SOFT KEY 1) to return to the main menu.

NOTE: The current parameter value appears above the highlight
parameter. To view the default parameter value, press the UP and
DOWN keys simultaneously. To restore the default factory set-
tings, select the application macro “HVAC Default.”

VED Modes

The VFD has several different modes for configuring, operat-
ing, and diagnosing the VFD. The modes are:

1. Standard Display mode — shows drive status information
and operates the drive
2. Parameters mode — edits parameter values individually

3. Start-up Assistant mode — guides the start up and
configuration

4. Changed Parameters mode — shows all changed
parameters

5. Drive Parameter Backup mode — stores or uploads the
parameters

6. Clock Set mode — sets the time and date for the drive
7. 1/O Settings mode — checks and edits the 1/O settings
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APPENDIX - REMOTE VFD KEYPAD REFERENCE (cont)
Table A — ACHS50 VFD Parameters — 580J/558J*07-14 (575V), 548J*07-12 (575V), 581J/551J%08-12 and 549J*08-09

MOTOR CONST | CONT | CONST | CONST
REPLACEMENT MOTOR NOM | NOM | NOM | NOM | SPEED |SPEED | SPEED | SPEED |RELAY | MAX | MIN | MAX |SWITCH |START | sTOP [ACCEL/

VFDPART | COMPONENT PART |vOLT |AMPS| FREQ | RPM | HP | SEL 1 2 3 | ouT3 |AMPS|FREQ |[FREQ| FREQ | FCN | FCN |DECEL |ACCEL |DECEL

NUMBER | PART NUMBER DESC | NUMBER |(9905)|(9906)| (9907) |(9908) |(9909) | (1201) | (1202) | (1203) | (1204) | (1403) |(2003)|(2007) |(2008) | (2606) | (2101) |(2102) | (2201) | (2202) | (2203)
HK30WA364 |  HK30WA302  |1.7 HP 230V |HD56FR233| 230 | 58 | 60Hz | 1725 | 1.7 | D23 |40Hz | 60Hz | 6otz |'FLT/| 67 | 0Hz |60Hz| 4kHz | Auto | Ramp | Not Sel | 30 sec | 30 sec
HK30WA356 |  HK30WA318 | 1.7 HP 460V |HD56FR463| 460 | 2.9 | 60Hz | 1725 | 1.7 | DI23 |40Hz | 60Hz | 60Hz ['8FLT/| 3.3 | 0Hz |60Hz| 4kHz | Auto | Ramp | Not Sel | 30 sec | 30 sec
HK30WA366 |  HK30WA332 | 1.7 HP 575V |HDs6FRs79| 575 | 3.1 | 60Hz | 1725 | 1.7 | DI23 |40Hz | 60Hz | 60Hz ['§FLT/| 36 | 0Hz |60Hz| 4kHz | Auto | Ramp | Not Sel | 30 sec | 30 sec
HK30WA352 |  HK30WA303  |2.4 HP 230V |HD56FE6s3| 230 | 7.9 | 60Hz | 1725 | 2.4 | DI23 |40Hz | 60Hz | 60Hz ['SFLT/| 9.1 | 0Hz |60Hz| 4kHz | Auto | Ramp | Not Sel | 30 sec | 30 sec
HK30WA356 |  HK30WA318  |2.4 HP 460V |HD56FE6s3| 460 | 4.0 | 60Hz | 1725 | 2.4 | D23 |40Hz | 60Hz | 60Hz |'8FLT/| 46 | 0Hz |60Hz| 4kHz | Auto | Ramp | Not Sel | 30 sec | 30 sec
HK30WA360 |  HK30WA333  |2.4 HP 575V |HDS6FES77 | 575 | 34 | 60Hz | 1725 | 2.4 | DI23 |40Hz | 60Hz | 60Hz ['§FLT/| 39 | 0Hz |60Hz| 4kHz | Auto | Ramp | Not Sel | 30 sec | 30 sec
HK30WA352 |  HK30WA303  |2.9 HP 230V [HD58FE654| 230 | 9.2 | 60Hz | 1725 | 29 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 106 [ 0Hz |60Hz| 4kHz | Auto | Ramp | Not Sel | 30 sec | 30 sec
HK30WA356 |  HK30WA318  |2.9 HP 460V |HD58FE654| 460 | 4.6 | 60Hz | 1725 | 2.9 | DI23 |40Hz | 60Hz | 60Hz ['SFLT/| 53 | 0Hz |60Hz| 4kHz | Auto | Ramp | Not Sel | 30 sec | 30 sec
HK30WA353 |  HK30WA304  |3.7 HP 230V |HD6OFE6S6 | 230 | 11.2 | 60Hz | 1725 | 3.7 | D23 |40Hz | 60Hz | 60Hz |'8FLT/| 129 | 0Hz |60Hz| 4kHz | Auto | Ramp | Not Sel | 30 sec | 30 sec
HK30WA357 |  HK30WA319  |3.7 HP 460V | HD6OFE6S6 | 460 | 56 | 60Hz | 1725 | 3.7 | DI23 |40Hz | 60Hz | 60Hz |'8FLT/| 6.4 | 0Hz |60Hz| 4kHz | Auto | Ramp | Not Sel | 30 sec | 30 sec
HK30WA361 |  HK30WA334 |37 HP 575V [HDS8FES77| 575 | 4.2 | 60Hz | 1725 | 37 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 48 | 0Hz |60Hz| 4kHz | Auto | Ramp | Not Sel | 30 sec | 30 sec
HK30WA354 |  HK30WA305  |5.3 HP 230V |HD6OFK658| 230 | 13.6 | 60Hz | 1740 | 5.3 | DI23 |40Hz | 60Hz | 60Hz ['§FLT/| 156 | 0Hz |60Hz| 4kHz | Auto | Ramp | Not Sel | 30 sec | 30 sec
HK30WA358 |  HK30WA320  |5.3 HP 460V |HD60FKes8| 460 | 6.4 | 60Hz | 1740 | 5.3 | D23 |40Hz | 60Hz | 60Hz ['OFLT/| 7.4 | 0Hz |60Hz| 4kHz | Auto | Ramp | Not Sel | 30 sec | 30 sec
HK30WA362 | HK30WA335  |5.3HP 575V |HD6OFES76| 575 | 5.4 | 60Hz | 1725 | 53 | D123 | 40Hz | 60Hz | 60Hz |'8FLT| 62 | 0Hz |60Hz| 4kHz | Auto | Ramp | NotSel | 30 sec | 30 sec

Alarm
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APPENDIX - REMOTE VFD KEYPAD REFERENCE (cont)
Table B— ACHS550 VFD Parameters — 580J/558J*16 (575V), 548J*14 (575V), 581J/551J*14 and 549J%12

MOTOR CONST | CONT | CONST | CONST
REPLACEMENT MOTOR NOM | NOM | NOM | NOM | SPEED |SPEED | SPEED | SPEED |RELAY | MAX | MIN | MAX |SWITCH |START | STOP |ACCEL/

VFDPART | COMPONENT PART |vOLT |AMPS| FREQ | RPM | HP | SEL 1 2 3 | OouT3 |AMPS|FREQ |FREQ | FREQ | FCN | FCN |DECEL |ACCEL |DECEL

NUMBER | PART NUMBER DESC | NUMBER |(9905)|(9906)| (9907) |(9908) |(9909) | (1201) | (1202) | (1203) | (1204) | (1403) |(2003)|(2007) |(2008) | (2606) | (2101) |(2102) | (2201) | (2202) | (2203)
HK30WA352 |  HK30WA303  |2.4 HP 230V |HD56FEE53| 230 | 7.9 | 60Hz | 1725 | 2.4 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 9.4 | 0Hz [60HZ| 4kHz | Auto |Ramp | Not Sel | 30 sec | 30 sec
HK30WA356 |  HK30WA318  |2.4 HP 460V |HD56FE6S3| 460 | 4.0 | 60Hz | 1725 | 2.4 | DI23 |40Hz | 60Hz | 60Hz ['§FLT/| 46 | 0Hz |60Hz| 4kHz | Auto |Ramp | Not Sel | 30 sec | 30 sec
HK30WA360 |  HK30WA333  |2.4HP 575V [HDS6FES77| 575 | 3.4 | 60Hz | 1725 | 2.4 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 39 | 0Hz |60HZ| akHz | Auto |Ramp | NotSel | 30 sec | 30 sec
HK30WA352 |  HK30WA303  |2.9 HP 230V |HD58FE654| 230 | 9.2 | 60Hz | 1725 | 2.9 | DI23 | 40Hz | 60Hz | 60Hz ['§FLT/| 106 | 0Hz |60HZ| 4kHz | Auto |Ramp | Not Sel | 30 sec | 30 sec
HK30WA356 |  HK30WA318  |2.0 HP 460V [HD58FEG54| 460 | 4.6 | 60Hz | 1725 | 29 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 53 | 0Hz |60HZ| 4kHz | Auto |Ramp | Not Sel | 30 sec | 30 sec
HK30WA353 |  HK30WA304  |3.7 HP 230V |HD6OFE6S6 | 230 | 11.2 | 60Hz | 1725 | 3.7 | DI23 |40Hz | 60Hz | 60Hz ['§FLT| 120 | 0Hz |60Hz| 4kHz | Auto |Ramp | Not Sel | 30 sec | 30 sec
HK30WA357 |  HK30WA319  |3.7 HP 460V | HD6OFE6S6 | 460 | 56 | 60Hz | 1725 | 3.7 | DI23 |40Hz | 60Hz | 60Hz ['§FLT/| 6.4 | 0Hz |60Hz| 4kHz | Auto |Ramp | Not Sel | 30 sec | 30 sec
HK30WA361 |  HK30WA334  |3.7 HP 575V |HD58FES77| 575 | 42 | 60Hz | 1725 | 3.7 | DI23 |40Hz | 60Hz | 60Hz ['§FLT/| 48 | 0Hz |60Hz| 4kHz | Auto |Ramp | Not Sel | 30 sec | 30 sec
HK30WA354 |  HK30WA305  [5.0 HP 230V | HD6OFL657 | 230 | 167 | 60Hz | 1745 | 5.0 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT| 192 | 0Hz |60HZ| 4KkHz | Auto |Ramp | Not Sel | 30 sec | 30 sec
HK30WA358 | HK30WA320  |5.0 HP 460V | HD6OFLE57 | 460 | 8.4 | 60Hz | 1745 | 5.0 | DI23 |40Hz | 60Hz | 60Hz ['OFLT/| 07 | 0Hz |60Hz| 4kHz | Auto |Ramp | Not Sel | 30 sec | 30 sec
HK30WA362 |  HK30WA335  |5.0 HP 575V |HD6OFLS75 | 575 | 5.1 | 60Hz | 1725 | 5.0 | DI23 |40Hz | 60Hz | 60Hz ['§FLT/| 5.9 | 0Hz |60Hz| 4kHz | Auto |Ramp | Not Sel | 30 sec | 30 sec
HK30WA354 |  HK30WA305  |5.0 HP 230V | HD6OFKEs7 | 230 | 14.7 | 60Hz | 1760 | 5.0 | DI23 |40Hz | 60Hz | 60Hz ['§FLT/| 169 | 0Hz |60Hz| 4kHz | Auto |Ramp | Not Sel | 30 sec | 30 sec
HK30WA358 |  HK30WA320  [5.0 HP 460V [HDEOFKE57 | 460 | 6.8 | 60Hz | 1760 | 5.0 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 7.8 | 0Hz |60HZ| akHz | Auto |Ramp | Not Sel | 30 sec | 30 sec
HK30WA362 |  HK30WA335  |5.0 HP 575V |HD6OFLS76 | 575 | 5.4 | 60Hz | 1745 | 5.0 | DI23 |40Hz | 60Hz | 60Hz ['§FLT/| 62 | 0Hz |60Hz| 4kHz | Auto |Ramp | Not Sel | 30 sec | 30 sec
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APPENDIX - REMOTE VFD KEYPAD REFERENCE (cont)

Table C — ACHS550 VFD Parameters — 580J/558J%17-30 (575V), 548J*17-24 (575V) and 581J/551J*17-28 (575V)

MOTOR CONST | CONT | CONST | CONST
REPLACEMENT MOTOR NOM | NOM | NOM | NOM | SPEED |SPEED | SPEED | SPEED |RELAY | MAX | MIN | MAX |SWITCH |START | STOP |ACCEL/

VFDPART | COMPONENT PART |VOLT |AMPS| FREQ |RPM | HP | SEL 1 2 3 | OUT3 [AMPS|FREQ |FREQ | FREQ | FCN | FCN |DECEL |ACCEL |DECEL

NUMBER | PART NUMBER DESC NUMBER |(9905) |(9906) | (9907) |(9908) |(9909)| (1201) | (1202) | (1203) | (1204) | (1403) |(2003)|(2007) |(2008) | (2606) | (2101) |(2102) | (2201) | (2202) | (2203)
HK30WA352 |  HK30WA303 | 2.9 HP 230V |HD58FE654| 230 | 9.2 | 60Hz | 1725 | 29 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 106 | 0Hz [60HZ| 4KkHz | Auto | Ramp | NotSel | 30sec | 30 sec
HK30WA356 |  HK30WA318 | 2.9 HP 460V |HD58FE654 | 460 | 4.6 | 60Hz | 1725 | 29 | DI23 | 40Hz | 60Hz | 6oHz |'§FLT| 53 | 0Hz [60Hz| 4kHz | Auto |Ramp | NotSel | 30sec | 30sec
HK30WA353 |  HK30WA304 | 3.7 HP 230V |HD6OFE6S6 | 230 | 11.2 | 60Hz | 1725 | 87 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 120 | oHz |60 Hz| 4kHz | Auto | Ramp | NotSel | 30 sec | 30 sec
HK30WA357 | HK30WA319 | 3.7 HP 460V |HD6OFE6S6 | 460 | 56 | 60Hz | 1725 | 37 | DI23 | 40Hz | 60Hz | 60Hz ['§FLT/| 64 | oHz |60Hz| 4kHz | Auto | Ramp | NotSel | 30 sec | 30 sec
HK30WA361 | HK30WA334 | 3.7 HP 575V |HDS8FES77| 575 | 42 | 60Hz | 175 | 37 | DI23 | 40Hz | 60Hz | 60z |'§FLT| 48 | 0Hz [60Hz| 4kHz | Auto |Ramp | NotSel | 30sec | 30sec
HK30WA354 |  HK30WA305 | 5.0 HP 230V [HD6OFK657 | 230 | 147 | 60Hz | 1760 | 50 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 169 | 0Hz [60Hz| 4kHz | Auto |Ramp | NotSel | 30 sec | 30sec
HK30WA358 |  HK30WA320 | 5.0 HP 460V |HDGOFK657 | 460 | 6.8 | 60Hz | 1760 | 50 | DI23 | 40Hz | 60Hz | 60Hz |'SFLT/| 7.8 | 0Hz [60Hz| 4kHz | Auto |Ramp | NotSel | 30sec | 30sec
HK30WA362 |  HK30WA335 | 5.0 HP 575V | HDEOFLS76 | 575 | 5.4 | 60Hz | 1745 | 50 | DI23 | 40Hz | 60Hz | 60Hz ['§FLT/| 62 | oHz |60Hz| 4kHz | Auto | Ramp | NotSel | 30 sec | 30 sec
HK30WA354 |  HK30WA305 | 7.5 HP 230V |HD62FK654 | 230 | 235 | 60Hz | 1760 | 7.5 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 27.0 | 0Hz [60Hz| 4KkHz | Auto |Ramp | NotSel | 30 sec | 30 sec
HK30WA358 |  HK30WA320 | 7.5 HP 460V |HD62FK654 | 460 | 119 | 60Hz | 1760 | 7.5 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 187 | 0Hz [60Hz| 4kHz | Auto | Ramp | NotSel | 30 sec | 30sec
HK30WA362 |  HK30WA335 | 7.5HP 575V |HD62FL576 | 575 | 9.0 | 60Hz | 1750 | 7.5 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 10.4 | OHz [60Hz| 4kHz | Auto |Ramp | NotSel | 30sec | 30sec
HK30WA354 |  HK30WA305 | 5.0 HP 230V | HDEOFLE50 | 230 | 167 | 60Hz | 1740 | 50 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 192 | oHz |60Hz | 4kHz | Auto | Ramp | NotSel | 30sec | 30 sec
HK30WA358 |  HK30WA320 | 5.0 HP 460V |HD6OFLE50 | 460 | 8.4 | 60Hz | 1740 | 50 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT| 07 | 0Hz [60Hz| 4KkHz | Auto |Ramp | NotSel | 30sec | 30sec
HK30WA362 |  HK30WA335 | 5.0 HP 575V |HD6OFL575 | 575 | 5.1 | 60Hz | 1725 | 50 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT| 59 | 0Hz [60Hz| 4kHz | Auto |Ramp | NotSel | 30sec | 30sec
HK30WA354 |  HK30WA305 | 5.3 HP 230V |HD6OFK6s8| 230 | 13.0 | 60Hz | 1740 | 53 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 150 | oMz |60 Hz| 4kHz | Auto | Ramp | NotSel | 30sec | 30 sec
HK30WA358 | HK30WA320 | 5.3 HP 460V |HD6OFK6s8| 460 | 6.4 | 60Hz | 1740 | 53 | DI23 | 40Hz | 60Hz | 60Hz ['§FLT/| 7.4 | oHz |60Hz| 4kHz | Auto | Ramp | NotSel | 30sec | 30 sec
HK30WA362 | HK30WA335 | 5.3 HP 575V |HD6OFES76| 575 | 5.4 | 60Hz | 1725 | 53 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT| 62 | 0Hz [60Hz| 4kHz | Auto |Ramp | NotSel | 30sec | 30sec
HK30WA354 |  HK30WA305 | 7.5 HP 230V |HD62FLE50 | 230 | 229 | 60Hz | 1745 | 7.5 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 263 | 0Hz [60Hz| 4kHz | Auto | Ramp | NotSel | 30sec | 30sec
HK30WA358 |  HK30WA320 | 7.5 HP 460V |HD62FLE50 | 460 | 115 | 60Hz | 1745 | 75 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 132 | 0Hz [60Hz| 4kHz | Auto |Ramp | NotSel | 30sec | 30sec
HK30WA362 |  HK30WA335 | 7.5HP 575V | HD62FLS75 | 575 | 8.1 | 60Hz | 1745 | 75 | DI23 | 40Hz | 60Hz | 60Hz ['§FLT/| 93 | oHz |60Hz| 4kHz | Auto | Ramp | NotSel | 30sec | 30 sec
HK30WA355 |  HK30WA306  [10.0 HP 230V |HD64FK654 | 230 | 28.0 | 60Hz | 1755 | 10.0 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 822 | 0Hz [60Hz| 4KkHz | Auto | Ramp | NotSel | 30 sec | 30 sec
HK30WA359 |  HK30WA321  [10.0 HP 460V |HD64FK654 | 460 | 12.6 | 60Hz | 1755 | 10.0 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 145 | 0Hz [60Hz| 4kHz | Auto |Ramp | NotSel | 30sec | 30sec
HK30WA363 |  HK30WA336 | 10.0 HP 575V | HD64FL576 | 575 | 11.0 | 60Hz | 1755 | 100 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 127 | oHz |60 Hz| 4kHz | Auto | Ramp | NotSel | 30sec | 30 sec
HK30WA355 | HK30WA306 | 10.0 HP 230V | HDE4FLE50 | 230 | 30.8 | 60Hz | 1745 | 100 | DI23 | 40Hz | 60Hz | 60Hz |['§FLT/| 354 | 0Hz |60 Hz | 4kHz | Auto | Ramp | NotSel | 30sec | 30 sec
HK30WA359 |  HK30WA321  [10.0 HP 460V | HD64FLE50 | 460 | 15.4 | 60Hz | 1745 | 10.0 | DI23 | 40Hz | 60Hz | 60Hz |'§FLT/| 177 | 0Hz [60Hz| 4kHz | Auto | Ramp | NotSel | 30 sec | 30sec
HK30WA363 | HK30WA336  |10.0 HP 575V | HD64FL575 | 575 | 11.0 | 60Hz | 1740 | 100 | DI23 | 40Hz | 60Hz | 60Hz ['6FLT/| 127 | 0Hz |60Hz | 4kHz | Auto | Ramp | NotSel | 30 sec | 30 sec

Alarm
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APPENDIX - REMOTE VFD KEYPAD REFERENCE (cont)
Table D — ACH550 VFD Parameters — 524J*%07A-524J*28A and 524J*07H-524J*25H

MOTOR NOM Mlsl)(-l)-l\ollR NOM | NOM (S:gIEIESI-Dr CONT | CONST | CONST RELAY MAX | MIN | MAX | SWITCH | START | STOP | ACCEL/

VFD PART PART VOLT | AMPS | FREQ RPM HP SEL | SPEED |SPEED 2 | SPEED 3 ouT 3 AMPS | FREQ | FREQ | FREQ FCN FCN | DECEL | ACCEL | DECEL

NUMBER DESC NUMBER [ (9905) | (9906) | (9907) [ (9908) | (9909) | (1201) |1 (1202)| (1203) (1204) (1403) (2003) | (2007) | (2008) | (2606) | (2101) | (2102) | (2201) | (2202) | (2203)
HK30WA353 | 2.4 HP 230V | HD56FE653 | 230 7.9 60 Hz 1725 2.4 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 9.1 OHz | 60Hz | 4kHz Auto | Ramp [ NotSel | 30 sec | 30 sec
HK30WA357 | 2.4 HP 460V | HD56FE653 | 460 4.0 60 Hz 1725 2.4 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 4.6 OHz | 60Hz | 4kHz Auto | Ramp [ Not Sel | 30 sec | 30 sec
HK30WA361 | 2.4 HP 575V | HD56FE577 | 575 3.4 60 Hz 1725 2.4 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 3.9 OHz | 60Hz | 4kHz Auto | Ramp [ Not Sel | 30 sec | 30 sec
HK30WA353 | 2.9 HP 230V | HD58FE654 | 230 9.2 60 Hz 1725 2.9 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 10.6 | OHz | 60Hz [ 4kHz Auto | Ramp [ Not Sel | 30 sec | 30 sec
HK30WA357 | 2.9 HP 460V | HD58FE654 | 460 4.0 60 Hz 1725 2.9 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 5.3 OHz [60Hz | 4kHz Auto Ramp | Not Sel | 30 sec | 30 sec
HK30WA353 | 3.7 HP 230V | HD6OFEG56 | 230 11.2 60 Hz 1725 3.7 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 12.9 | OHz | 60Hz | 4kHz Auto | Ramp | Not Sel | 30 sec | 30 sec
HK30WA357 | 3.7 HP 460V | HD60FE656 | 460 5.6 60 Hz 1725 3.7 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 6.4 OHz | 60Hz | 4kHz Auto | Ramp [ Not Sel | 30 sec | 30 sec
HK30WA361 | 3.7 HP 575V | HD58FE577 | 575 4.2 60 Hz 1725 3.7 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 4.8 OHz | 60Hz | 4kHz Auto | Ramp [ Not Sel | 30 sec | 30 sec
HK30WA354 | 5.0 HP 230V | HD60FK653 | 230 15.3 60 Hz 1745 5.0 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 17.6 | OHz [ 60Hz [ 4kHz Auto | Ramp [ Not Sel | 30 sec | 30 sec
HK30WA358 | 5.0 HP 460V | HD60FK653 | 460 6.4 60 Hz 1745 5.0 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 7.4 OHz | 60Hz | 4kHz Auto | Ramp [ Not Sel | 30 sec | 30 sec
HK30WA362 | 5.0 HP 575V | HD60FK575 | 575 5.4 60 Hz 1760 5.0 DI 2,3 40 Hz 60 Hz 60 Hz |16 FLT/Alarm | 6.2 OHz | 60Hz | 4kHz Auto | Ramp [ Not Sel | 30 sec | 30 sec
HK30WA354 | 7.5 HP 230V | HD62FK652 | 230 22.4 60 Hz 1760 7.5 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 25.8 | OHz | 60Hz [ 4kHz Auto | Ramp [ Not Sel | 30 sec | 30 sec
HK30WA358 | 7.5 HP 460V | HD62FK652 | 460 9.7 60 Hz 1760 7.5 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 11.2 | OHz | 60Hz | 4kHz Auto | Ramp [ Not Sel | 30 sec | 30 sec
HK30WA362 | 7.5 HP 575V | HD62FK576 | 575 9.0 60 Hz 1750 7.5 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 10.4 | OHz [ 60Hz | 4kHz Auto | Ramp | NotSel | 30 sec | 30 sec
HK30WA355 | 10.0 HP 230V | HD64FK654 | 230 30.8 60 Hz 1760 | 10.0 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 35.4 | OHz [ 60Hz [ 4kHz Auto | Ramp [ Not Sel | 30 sec | 30 sec
HK30WA359 | 10.0 HP 460V | HD64FK654 | 460 15.4 60 Hz 1760 | 10.0 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 17.7 | OHz [ 60Hz | 4kHz Auto | Ramp [ Not Sel | 30 sec | 30 sec
HK30WA363 | 10.0 HP 575V | HD64FK575 | 575 11.0 60 Hz 1755 | 10.0 DI 2,3 40 Hz 60 Hz 60Hz |16 FLT/Alarm | 12.7 | OHz [ 60Hz | 4kHz Auto | Ramp [ NotSel | 30 sec | 30 sec
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APPENDIX - REMOTE VFD KEYPAD REFERENCE (cont)
Table E — ACS320 VFD Parameters — 580J/558J%07-16 and 548J*07-14 (208/230V and 460V units only)

MOTOR CONST | CONT | CONST [ CONST | RELAY
REPLACEMENT MOTOR NOM | NOM | NOM | NOM | SPEED | SPEED | SPEED | SPEED | OUT | MAX | MIN | MAX [SWITCH |START [ STOP |ACCEL/

VFD PART | COMPONENT PART | VOLT [AMPS| FREQ | RPM | HP | SEL 1 2 3 1 AMPS |FREQ [FREQ | FREQ | FCN | FCN [DECEL |ACCEL |DECEL

NUMBER | PART NUMBER DESC NUMBER | (9905) | (9906) | (9907) [(9908) [(9909)| (1201) | (1202) | (1203) | (1204) | (1401) |(2003) |(2007)|(2008) | (2606) | (2101 | (2102) [ (2201) | (2202) | (2203)
HK30WA523 HK30WA506 SRT 1.7 HP 230V | HD56FR233 230 5.8 60 Hz 1725 1.7 DI 2,3 40 Hz 60 :2260 60 Hz 1'2';!;:—/ 6.7 0O Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA530 HK30WA512 SRT 1.7 HP 460V | HD56FR463 460 29 60 Hz 1725 1.7 DI 2,3 40 Hz 60H z 60 Hz 1;;";’ 3.3 0 Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA523 HK30WA506 SRT 2.4 HP 230V | HD56FE653 230 79 60 Hz 1725 24 DI 2,3 40 Hz 60 Hz 60 Hz 13;_";/ 9.1 0 Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA530 HK30WA512 SRT 2.4 HP 460V | HD56FE653 460 3.6 60 Hz 1725 24 DI 2,3 40 Hz 60 Hz 60 Hz 1A6|;Lr;1r/ 4.1 O Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA523 HK30WA506 SRT 2.9HP 230V | HD58FE654 230 9.2 60 Hz 1725 29 DI 2,3 40 Hz 60 Hz 60 Hz 13;!'"-:/ 10.6 0 Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA530 HK30WA512 SRT 2.9 HP 460V | HD58FE654 460 4.2 60 Hz 1725 29 DI 2,3 40 Hz 60 Hz 60 Hz 1A6|;Ln;r/ 4.8 OHz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA523 HK30WA506 SRT 3.7 HP 230V | HD60FE656 230 11.7 60 Hz 1725 3.7 DI 2,3 40 Hz 60 Hz 60 Hz 13;";/ 13.5 0 Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA534 HK30WA517 SRT 3.7 HP 460V | HD60OFE656 460 54 60 Hz 1725 3.7 DI 2,3 40 Hz 60 Hz 60 Hz 1A6I§rerT/ 6.2 OHz 60 Hz 4 kHz Auto Ramp Not Sel 30 sec | 30sec
HK30WA524 HK30WA507 SRT 5.3 HP 230V | HD60FK658 230 13.6 60 Hz 1740 5.3 DI 2,3 40 Hz 60 Hz 60 Hz fl;rl_n-:/ 15.6 0 Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA532 HK30WA514 SRT 5.3 HP 460V | HD60FK658 460 6.4 60 Hz 1740 5.3 DI 2,3 40 Hz 60 Hz 60 Hz 1A6|§rl_n']I'/ 7.4 0O Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA523 HK30WA506 STR 2.9 HP 230V | HD58FE654 230 9.2 60 Hz 1725 29 DI 2,3 40 Hz 60 Hz 60 Hz 1§IaFrl_rr-1r/ 10.6 0 Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA530 HK30WA512 STR 2.9HP 460V | HD58FE654 460 4.2 60 Hz 1725 29 DI 2,3 40 Hz 60 Hz 60 Hz 13::;;:—/ 4.8 0O Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA523 HK30WA506 STR 3.7 HP 230V | HD60FE656 230 1.7 60 Hz 1725 3.7 DI 2,3 40 Hz 60 Hz 60 Hz 1;;"[;1” 13.5 0O Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA534 HK30WA517 STR 3.7 HP 460V | HD60FE656 460 54 60 Hz 1725 3.7 DI 2,3 40 Hz 60 Hz 60 Hz 13;_""-:/ 6.2 0O Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA524 HK30WA507 STR 5.0 HP 230V | HD60FK657 230 171 60 Hz 1760 5.0 DI 2,3 40 Hz 60 Hz 60 Hz 1A6I€I;Ln'1l'/ 19.7 O Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA532 HK30WA514 STR5.0HP 460V | HD60FK657 | 460 86 | 6oHz | 1760 | 50 | Di23 | 40z | eoHz | 6otz | OFLT | 99 | oHz | 60Hz | 4kHz Auto | Ramp | NotSel | 30sec | 30 sec

Alarm
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APPENDIX - REMOTE VFD KEYPAD REFERENCE (cont)
Table F — ACS320 VFD Parameters — 580J/558J*17-30, 548J*17-24, and 581J/551J%17-28 (208/230V and 460V units only)

MOTOR CONST | CONT | CONST [ CONST | RELAY
REPLACEMENT MOTOR NOM | NOM | NOM | NOM |SPEED |SPEED | SPEED | SPEED | OUT | MAX | MIN | MAX |SWITCH |START | STOP |ACCEL/

VFD PART | COMPONENT PART | VOLT [AMPS| FREQ | RPM | HP | SEL 1 2 3 1 AMPS |FREQ [FREQ| FREQ | FCN | FCN | DECEL |ACCEL |DECEL

NUMBER | PART NUMBER DESC NUMBER | (9905) | (9906) | (9907) | (9908) [(9909)| (1201) | (1202) | (1203) | (1204) [ (1401) |(2003) |(2007) |(2008) | (2606) | (2101 |(2102) | (2201) | (2202) | (2203)
HK30WA523 HK30WA506 MRT 2.9 HP 230V | HD58FE654 230 9.2 60 Hz 1725 29 DI 2,3 40 Hz 60 Hz 60 Hz 1;;;” 10.6 0 Hz 60 Hz 4 kHz Auto Ramp Not Sel 30 sec | 30sec
HK30WA530 HK30WA512 MRT 2.9 HP 460V | HD58FE654 460 4.2 60 Hz 1725 29 DI 2,3 40 Hz 60 Hz 60 Hz 13;';;—/ 4.8 0 Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA523 HK30WA506 MRT 3.7 HP 230V | HD60OFE656 230 11.7 60 Hz 1725 3.7 DI 2,3 40 Hz 60 Hz 60 Hz 13;';;]” 13.5 0 Hz 60 Hz 4 kHz Auto Ramp Not Sel 30 sec | 30sec
HK30WA534 HK30WA517 MRT 3.7 HP 460V | HD60FE656 460 54 60 Hz 1725 3.7 DI 2,3 40 Hz 60 Hz 60 Hz 13;"[1 6.2 0 Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA524 HK30WA507 MRT 5.0 HP 230V | HD60FK657 230 171 60 Hz 1760 5.0 DI 2,3 40 Hz 60 Hz 60 Hz 1;;:;:/ 19.7 0O Hz 60 Hz 4 kHz Auto Ramp Not Sel 30 sec | 30sec
HK30WA532 HK30WA514 MRT 5.0 HP 460V | HD60FK657 460 8.6 60 Hz 1760 5.0 DI 2,3 40 Hz 60 Hz 60 Hz 1;;';;]“ 99 0O Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA524 HK30WA507 MRT 7.5 HP 230V | HD62FK654 230 235 60 Hz 1760 7.5 DI 2,3 40 Hz 60 Hz 60 Hz flg:-n-:/ 27.0 0 Hz 60 Hz 4 kHz Auto Ramp Not Sel 30 sec | 30sec
HK30WA532 HK30WA514 MRT 7.5 HP 460V | HD62FK654 460 11.9 60 Hz 1760 7.5 DI 2,3 40 Hz 60 Hz 60 Hz 1AGI;I;1:/ 13.7 O Hz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec
HK30WA524 HK30WA507 MRT 5.3 HP 230V | HD60FK658 230 13.6 60 Hz 1740 5.3 DI 2,3 40 Hz 60 Hz 60 Hz 13;';: 15.6 0 Hz 60 Hz 4 kHz Auto Ramp Not Sel 30 sec | 30sec
HK30WA532 HK30WA514 MRT 5.3 HP 460V | HD60FK658 460 6.4 60 Hz 1740 5.3 DI 2,3 40 Hz 60 Hz 60 Hz 13;';:’ 7.4 OHz 60 Hz 4 kHz Auto Ramp Not Sel 30 sec | 30sec
HK30WA525 HK30WA508 MRT 10.0 HP 230V | HD64FK654 230 30.4 60 Hz 1755 10.0 DI 2,3 40 Hz 60 Hz 60 Hz 13;';1-/ 35.0 0 Hz 60 Hz 4 kHz Auto Ramp Not Sel 30 sec | 30sec
HK30WA533 HK30WA515 MRT 10.0 HP 460V | HD64FK654 460 15.2 60 Hz 1755 10.0 DI 2,3 40 Hz 60 Hz 60 Hz 16 FLT/ 171 OHz 60 Hz 4 kHz Auto Ramp Not Sel 30sec | 30sec

Alarm
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APPENDIX - REMOTE VFD KEYPAD REFERENCE (cont)
Table G — ACS320 VFD Parameters — 524J (208/230V and 460V units only)

MOTOR CONST [ CONT | CONST | CONST | RELAY
REPLACEMENT MOTOR NOM | NOM | NOM | NOM |SPEED |SPEED | SPEED | SPEED | OUT | MAX | MIN | MAX |SWITCH |START | STOP [ACCEL/

VFD PART COMPONENT PART VOLT (AMPS| FREQ | RPM HP SEL 1 2 3 1 AMPS (FREQ |FREQ | FREQ FCN FCN | DECEL |[ACCEL | DECEL
NUMBER | PART NUMBER DESC NUMBER | (9905) | (9906) [ (9907) [ (9908) |(9909) | (1201) | (1202) | (1203) | (1204) [ (1403) [(2003) [(2007) |(2008) | (2606) | (2101) | (2102) | (2201) | (2202) | (2203)
HK30WAS523 | HK30WA506 17HP 230V |HDs6FR233| 230 | 5.8 | 60Hz | 1725 | 1.7 | DI23 | 40Hz | 60Hz | 60Hz |"§FLI/| 67 | oHz |60Hz | 4kHz | Auto | oL [ NotSel | 30 sec | 30 sec
HK30WA530 HK30WA512 1.7 HP 460V | HD56FR463 | 460 29 60Hz | 1725 1.7 DI 2,3 | 40Hz 60Hz 60Hz 1&;';;” 3.3 OHz | 60Hz | 4kHz Auto Cga)st Not Sel | 30 sec [ 30 sec
HK30WA523 HK30WA506 2.4 HP 230V |HD56FEE53| 230 71 60Hz | 1725 | 2.4 DI 2,3 | 40Hz 60Hz 60Hz 12|§|ﬂ/ 8.2 OHz | 60Hz | 4kHz Auto Cga)st Not Sel [ 30 sec | 30 sec
HK30WA530 HK30WA512 2.4 HP 460V | HD56FE653 | 460 34 60Hz | 1725 | 2.4 | DI 2,3 | 40Hz 60Hz 60Hz 12;#;” 3.9 OHz [ 60Hz | 4kHz Auto Cga)st Not Sel [ 30 sec | 30 sec
HK30WA523 HK30WA506 29HP 230V |HD58FEG54 | 230 8.6 60Hz | 1725 | 29 | DI2,3 | 40Hz | 60Hz 60Hz 1E|§|,LWT]/ 9.9 OHz | 60Hz | 4kHz Auto Cga)st Not Sel [ 30 sec | 30 sec
HK30WA530 HK30WA512 29HP 460V |HD58FE6G54 | 460 3.8 60Hz | 1725 | 29 | DI2,3 | 40Hz | 60Hz 60Hz 1&5#;1” 4.4 OHz | 60Hz | 4kHz Auto C(o1a)st Not Sel [ 30 sec | 30 sec
HK30WAS523 | HK30WA506 37HP230V | HDGOFE6Ss | 230 | 10.8 | 60Hz | 1725 | 3.7 | DI23 | 40Hz | 60Hz | 60Hz |"§FLI/| 12.4 | OHz | 60Hz | akHz | Auto | oL | NotSel | 30 sec | 30 sec
HK30WA534 HK30WA517 3.7HP 460V | HD6OFEG56 | 460 4.9 60Hz | 1725 3.7 DI 2,3 | 40Hz 60Hz 60Hz 1&;';;” 5.6 OHz | 60Hz | 4kHz Auto Cga)st Not Sel | 30 sec [ 30 sec
HK30WA523 HK30WA506 3.7HP 230V |HD58FR236| 230 10.2 | 60Hz | 1725 3.7 DI 2,3 | 40Hz 60Hz 60Hz 12|§|ﬂ/ 11.7 | OHz | 60Hz | 4kHz Auto Cga)st Not Sel [ 30 sec | 30 sec
HK30WA534 HK30WA517 3.7HP 460V |HD58FR236 | 460 4.8 60Hz | 1725 | 3.7 | DI 2,3 | 40Hz 60Hz 60Hz 1)2';%:'/ 5.5 OHz [ 60Hz | 4kHz Auto Cga)st Not Sel [ 30 sec | 30 sec
HK30WA524 HK30WA507 50HP 230V | HD60OFKe57 | 230 | 17.0 | 60Hz | 1760 5 DI 2,3 | 40Hz | 60Hz 60Hz 1E|§|,LWT]/ 19.6 | OHz | 60Hz | 4kHz Auto Cga)st Not Sel [ 30 sec | 30 sec
HK30WA532 HK30WA514 5.0 HP 460V | HD6OFK657 | 460 7.6 60Hz | 1760 5 DI 2,3 | 40Hz | 60Hz 60Hz 1&5#;1” 8.7 OHz | 60Hz | 4kHz Auto C(o1a)st Not Sel [ 30 sec | 30 sec
HK30WAS524 | HK30WA507 75HP 230V | HD62FKess | 230 | 215 | 60Hz | 1760 | 7.5 | DI23 | 40Hz | 60Hz | 60Hz |'§FLI| 24.7 | OHz | 60Hz | akHz | Auto | oL | NotSel |30 sec | 30 sec
HK30WA532 HK30WA514 75HP 460V | HD62FK654 | 460 143 | 60Hz | 1760 7.5 DI 2,3 | 40Hz 60Hz 60Hz 1&;';;” 16.4 | OHz | 60Hz | 4kHz Auto Cga)st Not Sel | 30 sec [ 30 sec
HK30WA525 HK30WA508 10HP 230V | HD64FK654 | 230 28 60Hz | 1755 10 DI 2,3 | 40Hz 60Hz 60Hz 12|§|ﬂ/ 32.2 | OHz | 60Hz | 4kHz Auto Cga)st Not Sel [ 30 sec | 30 sec
HK30WA533 HK30WA515 10 HP 460V | HDG4FK654 | 460 15.2 | 60Hz | 1755 10 DI 2,3 | 40Hz 60Hz 60Hz 1)2';%:'/ 17.5 | OHz | 60Hz | 4kHz Auto Cga)st Not Sel [ 30 sec | 30 sec
HK30WA523 HK30WA506 1.7HP 230V |HD56FR233| 230 5.8 60Hz | 1725 | 1.7 | DI 2,3 | 40Hz | 60Hz 60Hz 1/§Ie'1:rer11—/ 6.7 OHz | 60Hz | 4kHz AS120 Cga)st Not Sel | 30 sec | 10.0 sec
HK30WA530 HK30WA512 1.7 HP 460V | HD56FR463 | 460 29 60Hz | 1725 | 1.7 | DI2,3 | 40Hz | 60Hz 60Hz 1&5#;]” 3.3 OHz | 60Hz | 4kHz AL(J1T)O C(o1a)st Not Sel [ 30 sec | 10.0 sec
HK30WAS23 |  HK30WAS06 24HP230v |HDs6FEss3 | 230 | 7.1 | 60Hz | 1725 | 2.4 | DI23 | 40Hz | 60Hz | 60Hz |'SFLT/| 82 | oMz |60Hz | 4kHz | \(No | L, | Notsel | 30 sec | 10.0 sec
HK30WAS530 |  HK3OWAS12 24HP 460V |HDs6FE6s3 | 460 | 3.4 | 60Hz | 1725 | 24 | DI23 | 40Hz | 60Hz | 60Hz |'SFLT/) 39 | oHz |60Hz | akHz | o0 | oL, [ NotSel | 30 sec | 10.0 sec
HK30WAS23 | HK30WAS06 37HP230V | HDGOFE6Ss | 230 | 10.8 | 60Hz | 1725 | 3.7 | DI23 | 40Hz | 60Hz | 60Hz |"OFLI| 124 | oHz |60Hz | akHz | A0 | oL, [ NotSel | 30 sec | 10.0 sec
HK30WAS34 | HK3OWAS17 37HP 460V | HDGOFE6Ss | 460 | 4.9 | 60Hz | 1725 | 37 | DI23 | 40Hz | 60Hz | 60Hz |"OFLI| 56 | oHz |60Hz | akHz | o0 | oL, [ NotSel | 30 sec | 10.0 sec
HK30WAS23 |  HK3OWAs0s | 37HP230v |HDseFRzss| 230 | 102 | 60Hz | 1725 | 3.7 | DI23 | 40Hz | 60Hz | 60Hz |'§FLI| 117 | oHz [60Hz | 4kHz | Ao | oLl | Notsel | 30 sec | 10.0 sec
HK30WA534 HK30WA517 3.7HP 460V |HD58FR236| 460 4.8 60Hz | 1725 | 3.7 | DI2,3 | 40Hz | 60Hz 60Hz 1&5#;]” 55 OHz | 60Hz | 4kHz AL(J1T)O C(o1a)st Not Sel | 30 sec | 10.0 sec
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Standard Display Mode

Use the standard display mode to read information on the drive
status and operate the drive. To reach the standard display
mode, press EXIT until the LCD display shows status informa-
tion as described below. (See Fig. B.)

AUTO D 60.0Hz

100.0 %SP
1.9A

10.0 Vdc
| pa:a2 [ MENU

Fig. B— Standard Display Example

The top line of the LCD display shows the basic status infor-
mation of the drive. The HAND icon indicates that the drive
control is local from the control panel. The AUTO icon indi-
cates that the drive is in remote control mode, such as the basic
I/O or field bus.

The arrow icon indicates the drive and motor rotation status. A
rotating arrow (clockwise or counterclockwise) indicates that
the drive is running and at set point and the shaft direction is
forward or reverse. A rotating blinking arrow indicates that the
drive is running but not at set point. A stationary arrow indi-
cates that the drive is stopped. For the units covered in this
manual, the correct display rotation is clockwise.

The upper right corner shows the frequency set point that the
drive will maintain.

Using parameter group 34, the middle of the LCD display can
be configured to display 3 parameter values. The default dis-
play shows parameters 0103 (OUTPUT FREQ) in percent
speed, 0104 (CURRENT) in amperes, and 0120 (All) in volt-
age DC.

The bottom corners of the LCD display show the functions cur-
rently assigned to the two soft keys. The lower middle displays
the current time (if configured to show the time).

The first time the drive is powered up, it is in the OFF mode.
To switch to local hand-held control and control the drive using
the control panel, press and hold the HAND button. Pressing
the HAND button switches the drive to hand control while
keeping the drive running. Press the AUTO button to switch to
remote input control. To start the drive press the HAND or
AUTO buttons, to stop the drive press the OFF button.

To adjust the speed in HAND mode, press the UP or DOWN
buttons (the reference changes immediately). The reference
can be modified in the local control (HAND) mode, and can be
parameterized (using Group 11 reference select) to also allow
modification in the remote control mode.

Parameters Mode

The Parameters mode is used to change the parameters on the
drive. To change parameters, perform the following procedure:

1. Select MENU (SOFT KEY 2). The Main menu will be
displayed.

2. Use the UP or DOWN keys to highlight PARAMETERS
on the display screen and press ENTER (SOFT KEY 2).

3. Use the UP or DOWN keys to highlight the desired
parameter group and press SEL (SOFT KEY 2).

4. Use the UP or DOWN keys to highlight the desired
parameter and press EDIT (SOFT KEY 2).

5. Use the UP or DOWN keys to change the value of the
parameter.

6. Press SAVE (SOFT KEY 2) to store the modified value.
Press CANCEL (SOFT KEY 1) to keep the previous
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value. Any modifications that are not saved will not be
changed.

7. Choose another parameter or press EXIT (SOFT KEY 1)
to return to the listing of parameter groups. Continue until
all the parameters have been configured and then press
EXIT (SOFT KEY 1) to return to the main menu.

NOTE: The current parameter value appears above the highlight
parameter. To view the default parameter value, press the UP and
DOWN keys simultaneously. To restore the default factory set-
tings, select the Bryant application macro.

Changed Parameters Mode

The Changed Parameters mode is used to view and edit recent-
ly changed parameters on the drive. To view the changed pa-
rameters, perform the following procedure:

1. Select MENU (SOFT KEY 2). The Main menu will be
displayed.

2. Use the UP or DOWN keys to highlight CHANGED PAR
on the display screen and press ENTER (SOFT KEY 2). A
list of the recently changed parameters will be displayed.

3. Use the UP or DOWN keys to highlight the desired
parameter group and press EDIT (SOFT KEY 2) to change
the parameter if desired.

4. Press EXIT (SOFT KEY 1) to exit the Changed Parame-
ters mode.

Drive Parameter Backup Mode

The drive parameter back up mode is used to export the param-
eters from one drive to another. The parameters can be upload-
ed from a VFD to the removable control panel. The control
panel can then be transferred to another drive and the parame-
ters downloaded into memory.

Depending on the motor and application, there are two options
available. The first option is to download all parameters. This
copies both application and motor parameters to the drive from
the control panel. This is recommended when using the same
application for drives of the same size. This can also be used to
create a backup of the parameters group for the drive.

The second option downloads only the application parameters
to the drive. This is recommended when using the same appli-
cation for drives of different sizes. Parameters 9905, 9906,
9907, 9908, 9909, 1605, 1607, 5201, and group 51 parameters
and internal motor parameters are not copied.

Upload All Parameters

To upload and store parameters in the control panel from the
VFD, perform the following procedure:

1. Select MENU (SOFT KEY 2). The Main menu will be
displayed.

2. Use the UP or DOWN keys to highlight PAR BACKUP on
the display screen and press ENTER (SOFT KEY 2).

3. Use the UP or DOWN keys to highlight UPLOAD TO
PANEL and press SEL (SOFT KEY 2).

4. The text “Copying Parameters” will be displayed with a
progress indicator. To stop the process, select ABORT
(SOFTKEY 1).

5. When the upload is complete, the text “Parameter upload
successful” will be displayed.

6. The display will then return to the PAR BACKUP menu.
Select EXIT (SOFT KEY 1) to return to the main menu.

7. The control panel can now be disconnected from the drive.
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DOWNLOAD ALL PARAMETERS

To download all parameters from the control panel to the VFD,
perform the following procedure:

1. Install the control panel with the correct parameters onto
the VFD.

2. Select MENU (SOFT KEY 2). The Main menu will be
displayed.

3. Use the UP or DOWN keys to highlight PAR BACKUP on
the display screen and press ENTER (SOFT KEY 2).

4. Use the UP or DOWN keys to highlight DOWNLOAD
TO DRIVE ALL and press SEL (SOFT KEY 2).

5. The text “Restoring Parameters” will be displayed with a
progress indicator. To stop the process, select ABORT
(SOFT KEY 1).

6. When the download is complete, the text “Parameter
download successful” will be displayed.

7. The display will then return to the PAR BACKUP menu.
Select EXIT (SOFT KEY 1) to return to the main menu.

8. The control panel can now be disconnected from the drive.

DOWNLOAD APPLICATION PARAMETERS

To download application parameters only to the control panel
from the VFD, perform the following procedure:

1. Install the control panel with the correct parameters onto
the VFD.

2. Select MENU (SOFT KEY 2). The Main menu will be
displayed.

3. Use the UP or DOWN keys to highlight PAR BACKUP on
the display screen and press ENTER (SOFT KEY 2).

4. Use the UP or DOWN keys to highlight DOWNLOAD
APPLICATION and press SEL (SOFT KEY 2).

5. The text “Downloading Parameters (partial)” will be dis-
played with a progress indicator. To stop the process,
select ABORT (SOFT KEY 1).

6. When the download is complete, the text “Parameter
download successful” will be displayed.

7. The display will then return to the PAR BACKUP menu.
Select EXIT (SOFT KEY 1) to return to the main menu.

8. The control panel can now be disconnected from the drive.

Clock Set Mode

The clock set mode is used for setting the date and time for the
internal clock of the VFD. In order to use the timer functions of
the VFD control, the internal clock must be set. The date is
used to determine weekdays and is visible in the fault logs.

To set the clock, perform the following procedure:

1. Select MENU (SOFT KEY 2). The Main menu will be
displayed.

2. Use the UP or DOWN keys to highlight CLOCK SET on
the display screen and press ENTER (SOFT KEY 2). The
clock set parameter list will be displayed.

3. Use the UP or DOWN keys to highlight CLOCK VISI-
BILITY and press SEL (SOFT KEY 2). This parameter is
used to display or hide the clock on the screen. Use the UP
or DOWN keys to change the parameter setting. Press OK
(SOFT KEY 2) to save the configuration and return to the
Clock Set menu.

4. Use the UP or DOWN keys to highlight SET TIME and
press SEL (SOFT KEY 2). Use the UP or DOWN keys to
change the hours and minutes. Press OK (SOFT KEY 2) to
save the configuration and return to the Clock Set menu.

5. Use the UP or DOWN keys to highlight TIME FORMAT
and press SEL (SOFT KEY 2). Use the UP or DOWN
keys to change the parameter setting. Press OK (SOFT
KEY 2) to save the configuration and return to the Clock
Set menu.

6. Use the UP or DOWN keys to highlight SET DATE and
press SEL (SOFT KEY 2). Use the UP or DOWN keys to
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change the day, month, and year. Press OK (SOFT KEY 2)
to save the configuration and return to the Clock Set menu.
7. Use the UP or DOWN keys to highlight DATE FORMAT
and press SEL (SOFT KEY 2). Use the UP or DOWN
keys to change the parameter setting. Press OK (SOFT
KEY 2) to save the configuration and return to the Clock

Set menu.

8. Press EXIT (SOFT KEY 1) twice to return to the main
menu.

I/O Settings Mode

The I/O Settings mode is used for viewing and editing the I/O
settings.

To configure the I/O settings, perform the following procedure:

1. Select MENU (SOFT KEY 2). The Main menu will be
displayed.

2. Use the UP or DOWN keys to highlight /O SETTINGS
on the display screen and press ENTER (SOFT KEY 2).
The I/O Settings parameter list will be displayed.

3. Use the UP or DOWN keys to highlight the desired 1/O
setting and press SEL (SOFT KEY 2).

4. Use the UP or DOWN keys to select the parameter to
view. Press OK (SOFT KEY 2).

5. Use the UP or DOWN keys to change the parameter
setting. Press SAVE (SOFT KEY 2) to save the configura-
tion. Press CANCEL (SOFT KEY 1) to keep the previous
value. Any modifications that are not saved will not be

changed.

6. Press EXIT (SOFT KEY 1) twice to return to the main
menu.

VFD DIAGNOSTICS

The drive detects error situations and reports them using:
1. Green and red LEDs on the body of the drive (located

under the keypad)
2. Status LED on the control panel
3. Control panel display
4. The Fault Word and Alarm Word parameter bits (parame-

ters 0305 to 0309)

The form of the display depends on the severity of the error.
The user can specify the severity for many errors by directing
the drive to ignore the error situation, report the situation as an
alarm, or report the situation as a fault.

Faults (Red LED Lit)
The VFD signals that it has detected a severe error, or fault, by:

1. Enabling the red LED on the drive (LED is either steady
or flashing)

2. Setting an appropriate bit in a Fault Word parameter (0305
to 0307)

3. Overriding the control panel display with the display of a
fault code

4. Stopping the motor (if it was on)
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The fault code on the control panel display is temporary. Press-
ing the MENU, ENTER, UP button or DOWN buttons re-
moves the fault message. The message reappears after a few
seconds if the control panel is not touched and the fault is still
active.

Alarms (Green LED Flashing)

For less severe errors, called alarms, the diagnostic display is

advisory. For these situations, the drive is simply reporting that

it had detected something unusual. In these situations, the

drive:

1. Flashes the green LED on the drive (does not apply to
alarms that arise from control panel operation errors)

2. Sets an appropriate bit in an Alarm Word parameter (0308
or 0309)

3. Overrides the control panel display with the display of an
alarm code and/or name

Alarm messages disappear from the control panel display after
a few seconds. The message returns periodically as long as the
alarm condition exists.

Correcting Faults

The recommended corrective action for faults is shown in the
Fault Listing Table H. The VFD can also be reset to remove the
fault. If an external source for a start command is selected and
is active, the VFD may start immediately after fault reset.

To reset a fault indicated by a flashing red LED, turn off the
power for 5 minutes. To reset a fault indicated by a red LED
(not flashing), press RESET from the control panel or turn off
the power for 5 minutes. Depending on the value of parameter
1604 (FAULT RESET SELECT), digital input or serial com-
munication could also be used to reset the drive. When the
fault has been corrected, the motor can be started.

History

For reference, the last three fault codes are stored into parame-
ters 0401, 0412, 0413. For the most recent fault (identified by
parameter 0401), the drive stores additional data (in parameters
0402-0411) to aid in troubleshooting a problem. For example, a
parameter 0404 stores the motor speed at the time of the fault.
To clear the fault history (all of Group 04, Fault History param-
eters), follow these steps:

1. In the control panel, Parameters mode, select parameter
0401.

2. Press EDIT.

3. Press the UP and DOWN buttons simultaneously.

4. Press SAVE.

Correcting Alarms

To correct alarms, first determine if the Alarm requires any
corrective action (action is not always required). Use Table I to
find and address the root cause of the problem.

If diagnostics troubleshooting has determined that the drive is
defective during the warranty period, contact Bryant.

Control Panel Cleaning

Use a soft damp cloth to clean the control panel. Avoid harsh
cleaners which could scratch the display window.

Battery Replacement

A battery is only used in assistant control panels that have the
clock function available and enabled. The battery keeps the
clock operating in memory during power interruptions. The ex-
pected life for the battery is greater than ten years. To remove
the battery, use a coin to rotate the battery holder on the back of
the control panel. Replace the battery with type CR2032.

Table H — Fault Codes

FAULT
CODE FAULT NAME IN PANEL DESCRIPTION AND RECOMMENDED CORRECTIVE ACTION

1 OVERCURRENT Output current is excessive. Check for excessive motor load, insufficient acceleration time (parameters 2202 ACCELER
TIME 1, default 30 seconds), or faulty motor, motor cables or connections.

2 DC OVERVOLT Intermediate circuit DC voltage is excessive. Check for static or transient over voltages in the input power supply, insufficient
deceleration time (parameters 2203 DECELER TIME 1, default 30 seconds), or undersized brake chopper (if present).

3 DEV OVERTEMP Drive heat sink is overheated. Temperature is at or above 115°C (239°F). Check for fan failure, obstructions in the air flow,
dirt or dust coating on the heat sink, excessive ambient temperature, or excessive motor load.

4 SHORT CIRC Fault current. Check for short-circuit in the motor cable(s) or motor or supply disturbances.

5 OVERLOAD Inverter overload condition. The drive output current exceeds the ratings.

6 DC OVERVOLT Intermediate circuit DC voltage is not sufficient. Check for missing phase in the input power supply, blown fuse, or under
voltage on main circuit.

7 Al1 LOSS Analog input 1 loss. Analog input value is less than Al1 FLT LIMIT (3021). Check source and connection for analog input
and parameter settings for Al1 FLT LIMIT (3021) and 3001 Al<MIN FUNCTION.

8 Al2 LOSS Analog input 2 loss. Analog input value is less than Al2 FLT LIMIT (3022). Check source and connection for analog input
and parameter settings for Al2 FLT LIMIT (3022) and 3001 Al<MIN FUNCTION.

9 MOT OVERTEMP Motor is too hot, as estimated by the drive. Check for overloaded motor. Adjust the parameters used for the estimate
(3005 - 3009). Check the temperature sensors and Group 35 parameters.

10 PANEL LOSS Panel communication is lost and either drive is in local control mode (the control panel displays LOC), or drive is in
remote control mode (REM) and is parameterized to accept start/stop, direction or reference from the control panel.
To correct check the communication lines and connections. Check parameter 3002 PANEL COMM ERROR, parameters
in Group 10: Command Inputs and Group 11:Reference Select (if drive operation is REM).

11 ID RUN FAIL The motor ID run was not completed successfully. Check motor connections.

12 MOTOR STALL Motor or process stall. Motor is operating in the stall region. Check for excessive load or insufficient motor power.
Check parameters 3010 - 3012.

13 RESERVED Not used.

14 EXT FAULT 1 Digital input defined to report first external fault is active. See parameter 3003 EXTERNAL FAULT 1.

15 EXT FAULT 2 Digital input defined to report second external fault is active. See parameter 3004 EXTERNAL FAULT 2.

16 EARTH FAULT The load on the input power system is out of balance. Check for faults in the motor or motor cable. Verify that motor cable
does not exceed maximum specified length.

17 UNDERLOAD Motor load is lower than expected. Check for disconnected load. Check parameters 3013 UNDERLOAD FUNCTION
through 3015 UNDERLOAD CURVE.

18 THERM FAIL Internal fault. The thermistor measuring the internal temperature of the drive is open or shorted. Contact Bryant.

&3
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Table H — Fault Codes (cont)

FAULT
CODE FAULT NAME IN PANEL DESCRIPTION AND RECOMMENDED CORRECTIVE ACTION

19 OPEX LINK Internal fault. A communication-related problem has been detected between the OMIO and OINT boards. Contact Bryant.

20 OPEX PWR Internal fault. Low voltage condition detected on the OINT board. Contact Bryant.

21 CURR MEAS Internal fault. Current measurement is out of range. Contact Bryant.

22 SUPPLY PHASE Ripple voltage in the DC link is too high. Check for missing main phase or blown fuse.

23 RESERVED Not used.

24 OVERSPEED Motor speed is greater than 120% of the larger (in magnitude) of 2001 MINIMUM SPEED or 2002 MAXIMUM SPEED
parameters. Check parameter settings for 2001 and 2002. Check adequacy of motor braking torque. Check applicability
of torque control. Check brake chopper and resistor.

25 RESERVED Not used.

26 DRIVE ID Internal fault. Configuration block drive ID is not valid.

27 CONFIG FILE Internal configuration file has an error. Contact Bryant.

28 SERIAL 1 ERR Field bus communication has timed out. Check fault setup (3018 COMM FAULT FUNC and 3019 COMM FAULT
TIME). Check communication settings (Group 51 or 53 as appropriate). Check for poor connections and/or noise on line.

29 EFB CON FILE Error in reading the configuration file for the field bus adapter.

30 FORCE TRIP Fault trip forced by the field bus. See the field bus reference literature.

31 EFB 1 Fault code reserved for the EFB protocol application. The meaning is protocol dependent.

32 EFB 2 Fault code reserved for the EFB protocol application. The meaning is protocol dependent.

33 EFB 3 Fault code reserved for the EFB protocol application. The meaning is protocol dependent.

34 MOTOR PHASE Fault in the motor circuit. One of the motor phases is lost. Check for motor fault, motor cable fault, thermal relay fault, or
internal fault.

35 OUTP WIRING Error in power wiring suspected. Check that input power wired to drive output. Check for ground faults.

101 - 105 SYSTEM ERROR Error internal to the drive. Contact Bryant and report the error number.

1000 PAR HZRPM Parameter values are inconsistent. Check for any of the following:
2001 MINIMUM SPEED > 2002 MAXIMUM SPEED
2007 MINIMUM FREQ > 2008 MAXIMUM FREQ
2001 MINIMUM SPEED / 9908 MOTOR NOM SPEED is outside of the range: -128/+128
2002 MAXIMUM SPEED /9908 MOTOR NOM SPEED is outside of the range: -128/+128
2007 MINIMUM FREQ /9907 MOTOR NOM FREQ is outside of the range: - 128/+128
2008 MAXIMUM FREQ /9907 MOTOR NOM FREQ is outside of the range: -128/+128

1001 PAR PFA REFNG Parameter values are inconsistent. Check that 2007 MINIMUM FREQ is negative, when 8123 PFA ENABLE is active.

1002 PAR PFA IOCNF Parameter values are inconsistent. The number of programmed PFA relays does not match with Interlock configuration,
when 8123 PFA ENABLE is active. Check consistency of RELAY OUTPUT parameters 1401 - 1403, and 1410 - 1412.
Check 8117 NR OF AUX MOTORS, 8118 AUTOCHANGE INTERV, and 8120 INTERLOCKS.

1003 PAR Al SCALE Parameter values are inconsistent. Check that parameter 1301 Al 1 MIN > 1302 Al 1 MAX and that parameter 1304 Al 2
MIN > 1305 Al 2 MAX.

1004 PAR AO SCALE Parameter values are inconsistent. Check that parameter 1504 AO 1 MIN > 1505 AO 1 MAX and that parameter 1510 AO
2 MIN > 1511 AO 2 MAX.

1005 PAR PCU 2 Parameter values for power control are inconsistent: Improper motor nominal kVA or motor nominal power. Check the fol-
lowing parameters:
1.1 < (9906 MOTOR NOM CURR * 9905 MOTOR NOM VOLT * 1.73/PN) < 2.6
Where: PN = 1000 * 9909 MOTOR NOM POWER (if units are kW) or PN = 746
* 9909 MOTOR NOM POWER (if units are HP, e.g., in US)

1006 PAR EXT RO Parameter values are inconsistent. Check the extension relay module for connection and 1410 - 1412 RELAY OUTPUTS
4 - 6 have non-zero values.

1007 PAR FBUS Parameter values are inconsistent. Check that a parameter is set for field bus control (e.g., 1001 EXT1 COMMANDS = 10
(COMM)), but 9802 COMM PROT SEL = 0.

1008 PAR PFA MODE Parameter values are inconsistent. The 9904 MOTOR CTRL MODE must = 3 (SCALAR SPEED) when 8123 PFA
ENABLE activated.

1009 PAR PCU 1 Parameter values for power control are inconsistent or improper motor nominal frequency or speed. Check for both of the
following:
1< (60 * 9907 MOTOR NOM FREQ /9908 MOTOR NOM SPEED < 16
0.8 <9908 MOTOR NOM SPEED / (120 * 9907 MOTOR NOM FREQ / Motor poles) < 0.992

1010 OVERRIDE/PFA Override mode is enabled and PFA is activated at the same time. This cannot be done because PFA interlocks cannot be

CONFLICT

observed in the override mode.
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Table I — Alarm Codes

ALARM

CODE ALARM NAME IN PANEL DESCRIPTION AND RECOMMENDED CORRECTIVE ACTION

2001 — Reserved

2002 — Reserved

2003 — Reserved

2004 DIR LOCK The change in direction being attempted is not allowed. Do not attempt to change the direction of motor rotation, or
Change parameter 1003 DIRECTION to allow direction change (if reverse operation is safe).

2005 1/0 COMM Field bus communication has timed out. Check fault setup (3018 COMM FAULT FUNC and 3019 COMM FAULT TIME).
Check communication settings (Group 51 or 53 as appropriate). Check for poor connections and/or noise on line.

2006 AL1LOSS Analog input 1 is lost, or value is less than the minimum setting. Check input source and connections. Check the param-
eter that sets the minimum (3021) and the parameter that sets the Alarm/Fault operation (3001).

2007 AL2 LOSS Analog input 2 is lost, or value is less than the minimum setting. Check input source and connections. Check parameter
that sets the minimum (3022) and the parameter that sets the Alarm/Fault operation (3001).

2008 PANEL LOSS Panel communication is lost and either the VFD is in local control mode (the control panel displays HAND), or the VFD is
in remote control mode (AUTO) and is parameterized to accept start/stop, direction or reference from the control panel.
To correct, check the communication lines and connections, Parameter 3002 PANEL LOSS, and parameters in groups 10
COMMAND INPUTS and 11 REFERENCE SELECT (if drive operation is REM).

2009 — Reserved

2010 MOT OVERTEMP Motor is hot, based on either the VFD estimate or on temperature feedback. This alarm warns that a Motor Overload fault
trip may be near. Check for overloaded motor. Adjust the parameters used for the estimate (3005 - 3009). Check the tem-
perature sensors and Group 35 parameters.

2011 UNDERLOAD Motor load is lower than expected. This alarm warns that a Motor Underload fault trip may be near. Check that the motor
and drive ratings match (motor is NOT undersized for the drive). Check the settings on parameters 3013 to 3015.

2012 MOTOR STALL Motor is operating in the stall region. This alarm warns that a Motor Stall fault trip may be near.

2013* AUTORESET This alarm warns that the drive is about to perform an automatic fault reset, which may start the motor. To control auto-
matic reset, use parameter group 31 (AUTOMATIC RESET).

2014 AUTOCHANGE This alarm warns that the PFA autochange function is active. To control PFA, use parameter group 81 (PFA) and the
Pump Alternation macro.

2015 PFA INTERLOCK This alarm warns that the PFA interlocks are active, which means that the drive cannot start any motor (when Auto-
change is used), or a speed regulated motor (when Autochange is not used).

2016 — Reserved

2017 OFF BUTTON This alarm indicates that the OFF button has been pressed.

2018 PID SLEEP This alarm warns that the PID sleep function is active, which means that the motor could accelerate when the PID sleep
function ends. To control PID sleep, use parameters 4022 - 4026 or 4122 - 4126.

2019 ID RUN The VFD is performing an ID run.

2020 OVERRIDE Override mode is activated.

2021 START ENABLE 1 This alarm warns that the Start Enable 1 signal is missing. To control Start Enable 1 function, use parameter 1608. To

MISSING correct, check the digital input configuration and the communication settings.
2022 START ENABLE 2 This alarm warns that the Start Enable 2 signal is missing. To control Start Enable 2 function, use parameter 1609. To
MISSING correct, check the digital input configuration and the communication settings.
2023 EMERGENCY STOP Emergency stop is activated.

* This alarm is not indicated by a relay output,

16 (FLT/ALARM).

even when the relay output is configured to indicate alarm conditions, parameter 1401 RELAY OUTPUT = 5 (ALARM) or
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Reset After Using Start-Up Assistant

A CAUTION

CONFIGURATION OVERRIDE HAZARD

DO NOT USE ABB OR CARRIER START-UP ASSIS-
TANT ON THIS VFD APPLICATION! Use of start-up as-
sistant will override the factory VFD configurations!

The following section details how to reset the VFD after acci-
dentally using Start-Up Assistant.

When the VFD has been incorrectly programmed by using
Start-Up Assistant, the drive may be locked in an override loop
because of motor ID Run Fail (error code 11) and First Start
(error code 2025).

Use the following procedure to reset the factory configurations
for ACS320 VFDs:

1. Disconnect unit power. Lock-out/tag out.

2. Remove the VFD’s terminal cover

3. Disconnect the D11 input at terminal 12. The terminals are
numbered on the bottom of the block (see Fig. C for the
location of terminal block that contains terminal 12).

~ TERMINALS
9-16

Fig. C — ACS320 Terminal Blocks
4. Connect the VFD Keypad accessory to the VFD (if not
already connected).

NOTE: The VFD Keypad is a field-installed accessory; it is not
included with the factory-installed VFD option.

5. With the wire disconnected, use the keypad to stop the
loop and enter “358” in parameter 1704 OVERRIDE
PASS CODE.

6. Go immediately to parameter 1705 OVERRIDE ENABLE
and select “Off”.

7. At this point, providing you have a clean backup of the
drive, you can select “DOWNLOAD FULL SET” from
“PAR BACKUP” from the Main Menu.

8. If you do not have a clean backup the drive will have to be
manually programmed following the instructions in this
document.

9. When the correct parameters have been uploaded, discon-

nect power to the unit, reconnect DI1 to Terminal 12, and

replace the terminal cover.

Reconnect power to the unit. The VFD is now commis-

sioned from the backup file.

10.
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Use the following procedure to reset the factory configurations
for ACH550 VFDs:

1. Disconnect unit power. Lock-out/tag-out.

2. Remove the VFD’s front cover (see Fig. 38 on page 30).

3. Disconnect the DII input at Terminal 13 (see Fig. D for
location of DI1).

4. Connect the VFD Keypad accessory to the VFD (if not
already connected).

NOTE: The VFD Keypad is a field-installed accessory; it is not
included with the factory-installed VFD option.

1. With the wire disconnected, use the keypad to stop the
loop and enter “358” in parameter 1704 OVERRIDE
PASS CODE.

2. Go immediately to parameter 1705 OVERRIDE ENABLE
and select “Off”.

3. At this point, providing you have a clean backup of the
drive, you can select “DOWNLOAD FULL SET” from
“PAR BACKUP” from the Main Menu.

4. Ifyou do not have a clean backup the drive will have to be
manually programmed following the instructions in this
document.

5. When the correct parameters have been uploaded, discon-
nect power to the unit, reconnect DI1 to Terminal 13, and
replace the VFD cover.

6. Reconnect power to the unit. The VFD is now commis-
sioned from the backup file.
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Fig. D — Terminal Block Location on ACHS550 VFD
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