40WAC,WAF,WAW,WAU

Mini VRF (Variable Refrigerant Flow) System

Wireless Controller Accessory

Owner’s Manual
Part Number 40WA900021

SAFETY CONSIDERATIONS

Read and follow manufacturer instructions carefully.

Understand the signal words — DANGER, WARNING,
and CAUTION. DANGER identifies the most serious hazards
which will result in severe personal injury or death.
WARNING signifies hazards that could result in personal inju-
ry or death. CAUTION is used to identify unsafe practices,
which would result in minor personal injury or product and
property damage.

Recognize safety information. This is the safety-alert
symbol ( A\ ). When this symbol is displayed on the unit and in
instructions or manuals, be alert to the potential for personal
injury. Installing, starting up, and servicing equipment can be
hazardous due to system pressure, electrical components, and
equipment location.

GENERAL

The wireless controller accessory is available for use with
the mini VRF (variable refrigerant flow) indoor units listed in
Table 1.

Table 1 — Wireless Controller Accessory Usage

UNIT SIZES
40WAC Compact Cassette 007,009,012,015
40WAF 4-Way Cassette 009,012,015,018,024,030,048
40WAW High Wall 007,009,012,015,018
40WAU Under Ceiling-Floor |012,015,018,024,030,036,048

Operating ranges of the wireless controller are as follows:
» Rated voltage: 3.0 v (2 AAA alkaline batteries)

* Minimum voltage for signal transmission: 2.4 v

» Effective receiving distance: 26 to 36 ft

* Operating temperature range: 23 to 140 F

OPERATION

Wireless Controller Button Identification —
The following buttons are located on the wireless controller
display. See Fig. 1 for button locations.

« MODE SETTING (1) — When pressed, selects running
mode in the following sequence:

|—>AUTO — COOL — DRY — HEAT — FAN<|

* FAN SPEED (2) — When pressed, selects fan speed in
the following sequence:

|—>AUTO — LOW —» MED —» HIGH—l

ADJUST DOWN (3) — Decreases the set temperature.
When pressed and held, temperature decreases 1° F per
0.5 sec.

ADJUST UP (4) — Increases the set temperature. When
pressed and held, temperature increases 1° F per 0.5 sec.

ON/OFF (5) — Turns the indoor air unit on or off.

AIR DIRECTION (6) — Activates the air deflector
swing function. Each press turns the deflector 6 degrees.
For normal operation and more efficient cooling and
heating, the deflector cannot be set to the closed position.
When the unit is turned off, the deflector will return to
the closed position.

AIR VERTICAL SWING (7) — Turns air vertical swing
function on or off.

AIR HORIZONTAL SWING (8) — Turns air horizontal
swing function on or off.

CLOCK (9) — Displays the current time (when control-
ler is reset or powered on for the first time, displays
12:00.)

TIMER ON (10) — Each button press increases the
TIMER ON setting by 0.5 hr. When the set time exceeds
10 hrs, each button press increases TIMER ON by 1 hr.
Adjusting the setting to 0.0 cancels the TIMER ON set-
ting.

TIMER OFF (11) — Each button press increases TIMER
OFF setting by 0.5 hr. When the set time exceeds 10 hrs,
each button press increases TIMER OFF by 1 hr. Adjust-
ing the setting to 0.0 cancels the TIMER OFF setting.

RESET (12) — Press this button with a 1-mm needle to
cancel current settings and reset the controller.

LOCK (13) — Press this button with a 1-mm needle to
lock or unlock current settings. When locked, all buttons
are inoperative except the LOCK button.

OK (14) — Confirm time settings and modifications.

COOL/HEAT (15) — Press this button with a 1-mm nee-
dle to shift modes between COOL only and COOL &
HEAT. The factory default mode is COOL & HEAT.
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Fig. 1 — Wireless Controller Button Identification

Wireless Controller Indicators — The wireless
controller displays the following status indicators. See Fig. 2
for location of indicators.

» Temp (1) — Displays the set temperature. No display in
this area if the unit is in FAN mode.

¢ Transmitting indicator (2) — Icon flashes when the wire-
less controller sends a signal

* ON/OFF (3) — Displays state of controller

* Running mode (4) — Indicates current running mode
when MODE button is pressed

* Time (5) — Displays current time

* Lock (6) — Lights when LOCK button is pressed

* Timer ON/OFF (7) — When timer is ON, the ON icon is

lit. When timer is OFF, the OFF icon is lit. If timer ON
and OFF are set simultaneously, both icons are lit.

* Fan speed (9) — When FAN SPEED button is pressed,
indicates current fan speed.
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Fig. 2 — Wireless Controller Status Indicators

Installing Batteries — The wireless controller uses 2
AAA alkaline batteries. Slide the cover to install the batteries.
Be sure the poles are correctly positioned.

Setting the Clock — To set the current time, press
CLOCK for 5 seconds until the hour icon flashes. Use the
up and down arrow icons to adjust the hour. Press CLOCK
again until the minute icon flashes. Use the up and down ar-
row icons to adjust the minute, then press OK to confirm
settings.

Setting the Unit for AUTO Operation

1. Turn on power to indoor unit. The running mode indica-
tor light on the unit flashes.

2. Using the wireless controller, adjust the temperature with
the up and down arrow buttons. The typical range is 62 to
86 F.

3. Press ON/OFF. The running indicator light on the indoor
unit is on continuously. The unit will work in AUTO
mode. The fan speed is also AUTO (non-adjustable).

Setting COOL/HEAT/FAN (Manual) Operation

1. Press MODE to select COOL, HEAT, or FAN.

2. Adjust the temperature with the up and down arrow but-
tons. The typical range is 62 to 86 F.

NOTE: In FAN mode the temperature is not adjustable.

3. Press FAN SPEED to select AUTO, LOW, MED, or
HIGH.

4. Press ON/OFF. The running indicator light on the indoor
unit is on continuously. The unit will work in the selected
mode. Press ON/OFF again to stop the operation.

Setting DRY Operation
NOTE: In DRY mode the fan speed is not adjustable.
1. Press MODE to select DRY.

2. Adjust the temperature with the up and down arrow but-
tons. The typical range is 62 to 86 F.

3. Press ON/OFF. The running indicator light on the indoor
unit is on continuously. The unit will work in DRY mode.
Press ON/OFF again to stop the operation.



Setting the Timer — The TIMER ON and TIMER OFF
functions turn the unit on and off at set times.

NOTE: The time set in the TIMER operation is relative based
on the wireless controller’s clock. The clock cannot be
adjusted while TIMER ON or TIMER OFF is activated.
TIMER ON — This function sets a time to turn the unit on.
For example, when the unit is powered off and TIMER ON is
set to 5 hours, the unit will start after 5 hours have passed. (If
the unit is already on, the TIMER ON setting does not affect
it.) To set TIMER ON:

1. Press TIMER ON. The SET, HOUR, and ON icons light.

2. Press TIMER ON again and adjust the time.

3. Keep pressing the TIMER ON button. The time increases
in 0.5-hr increments. When the set time exceeds 10 hours,
pressing the button increases the time in 1-hr increments.

After 0.5 sec, the controller sends the TIMER ON command to
the unit.

TIMER OFF — This function sets a time to turn the unit off.
For example, when the unit is powered on and TIMER OFF is
set to 5 hours, the unit will shut down after 5 hours have
passed. (If the unit is already off, the TIMER OFF setting does
not affect it.) To set TIMER OFF:

1. Press TIMER OFF. The SET, HOUR, and OFF icons
light.

2. Press TIMER OFF again and adjust the time.

3. Keep pressing the TIMER OFF button. The time increas-
es in 0.5-hr increments. When the set time exceeds 10
hours, pressing the button increases the time in 1-hr incre-
ments.

After 0.5 sec, the controller sends the TIMER OFF command
to the unit.

SETTING TIMER ON AND TIMER OFF SIMULTANE-
OUSLY — This function is based on the difference between
TIMER ON and TIMER OFF settings. Examples when the
unit is powered off:

e TIMER ON is set to 5 hours, TIMER OFF is set to 6
hours: the unit will start after 5 hours have passed, run
for an hour, then shut down.

e« TIMER ON is set to 5 hours, TIMER OFF is set to 4
hours: the unit will start after 5 hours have passed. The
TIMER OFF setting has no effect on the unit.

* TIMER ON is set to 5 hours, TIMER OFF is set to 5
hours: the system adds half an hour to the TIMER OFF
time automatically. The unit starts after 5 hours have
passed, then shuts down after running for half an hour. (If
the times are set to more than 10 hours, the system adds 1
hour to the TIMER OFF time.)

Examples when the unit is powered on:

* TIMER ON is set to 5 hours, TIMER OFF is set to 6
hours: the unit shuts down after 6 hours. The TIMER ON
setting has no effect on the unit.

« TIMER ON is set to 5 hours, TIMER OFF is set to 4
hours: the unit shuts down after 4 hours, then starts after
an hour has passed.

e TIMER ON is set to 5 hours, TIMER OFF is set to 5
hours: the system adds half an hour to the TIMER OFF
time automatically. The unit shuts down after 5.5 hours
have passed. The TIMER ON setting has no effect on the
unit. (If the times are set to more than 10 hours, the sys-
tem adds 1 hour to the TIMER OFF time.)

To set timers:

1. Follow Steps 1-3 in the TIMER ON section above.
2. Follow Steps 1-3 in the TIMER OFF section above.

After 0.5 sec, the controller sends the TIMER ON and TIMER
OFF commands to the unit.

MODIFYING TIMER OPERATION — Press the appropri-
ate TIMER button and change the time setting. Set the time to
0.00 to cancel the timer operation.

TROUBLESHOOTING

Certain conditions can affect the operation of the wireless
controller:

* Curtains, doors, or other obstructions may prevent the
wireless controller signal from being being received by
the indoor unit.

* The wireless controller must not be exposed to wet con-
ditions, direct sunlight, or high temperatures. Damage
may result and the accessory will need to be replaced.

* Malfunction may occur if the infrared signal receiver on
the indoor unit is exposed to sunlight. Be sure the signal
receiver is not exposed to sunlight.

* Remove nearby electronic devices. Electronic signals
may affect controller performance.

* The effective transmitting distance of the controller is 26
to 36 ft. Aim the signal sender portion of the controller at
the indoor unit receiver.

Replacing the Batteries — Slide the cover and re-
place used batteries with 2 AAA alkaline batteries, ensuring
that the poles are correctly positioned.

* Do not put used batteries or batteries of a different type
in the controller.

* Remove the batteries if the controller will not be used for
a long period.
Batteries may need to be replaced in these circumstances:

o If pressing the ON/OFF button resets the controller, the
batteries are low and should be replaced.

* Ifno receiving sound is heard from the indoor unit, or the
transmitting indicator light (see Fig. 2) on the controller
does not flash, replace the batteries.



© Carrier Corporation 2015
________________________________________________________________________________________________|]
Manufacturer reserves the right to discontinue, or change at any time, specifications or designs without notice and without incurring obligations.

Catalog No. 04-53400012-01 Printed in U.S.A. Form 40W-1SO Pg 4 7-15A 6-15 Replaces: New




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 1200
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 1200
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


