
38TDA
2-Speed Air Conditioning Unit

Wiring Diagrams

Fig. 1—38TDA036, 048, 060 208/230v, 1 Phase, 60 Hertz
A94017

NOTES:
1.   COMPRESSOR FURNISHED WITH 

INTERNAL PTC TYPE THERMAL 
OVERLOADS, SENSED BY 
EXTERNAL MEANS.


2.   FAN MOTOR FURNISHED WITH 
INHERENT THERMAL PROTECTION.


3.   TO BE WIRED IN ACCORDANCE 
WITH NATIONAL ELECTRIC CODE 
AND LOCAL CODES.


4.   OUTDOOR UNIT CONTROL 
REQUIRES A MINIMUM OF 27VA, 24 
VAC CONTROL POWER.


5.   USE COPPER CONDUCTORS ONLY.

6.   IF INDOOR SECTION HAS A 

TRANSFORMER WITH A 
GROUNDED SECONDARY, 
CONNECT THE GROUNDED SIDE 
TO THE BRN LEAD, "C".


7.   IF ANY OF THE ORIGINAL WIRE, AS 
SUPPLIED, MUST BE REPLACED, 
USE THE SAME OR EQUIVALENT 
WIRE.


8.   CHECK ALL ELECTRICAL 
CONNECTIONS INSIDE CONTROL 
BOX FOR TIGHTNESS.


9.   DO NOT ATTEMPT TO OPERATE 
UNIT UNTIL SERVICE VALVES HAVE 
BEEN OPENED (BACK SEATED).


10. MUST USE THERMOSTAT LISTED 
IN PRE-SALE LITERATURE.
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Fig. 2—38TDA036, 048, 060 208/230v, 1 Phase, 60 Hertz
A93588
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