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Duct---Free Systems

Cooling Only and Heat Pump Units

Wind Baffle

NOTE: These drawings are for field--fabricated wind baffles. The parts listed are not available for order.

Notes
1. Material: 20 --- 24 Guage G 90 Galvanized Steel

2. 1/4” Flat hem full length on both the top and bottom.

3. Drill 1/4” clearance hole in flanges “F” and “A” to line up with

existing holes in unit. Reuse unit screws to attach wind screen.

4. Dimensions “H”, “J”, and “K” are reference.

Approximate Blank Size:

53DS900096: 57.71” L X 21.25” W

53DS900097: 53.97” L X 23.25” W

53DS900098: 57.96” L X 27.25” W

53DS900099: 58.6” L X 33.13” W
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PART NO. A B C D E F G H J K
53DS900096 1.10 5.97 13.00 30.88 5.97 0.85 20.82 14.5 31.5 25.5
53DS900097 1.10 5.97 13.75 26.50 5.97 0.85 22.82 14.8 27.4 21.4
53DS900098 0.97 5.97 13.75 30.75 5.97 0.72 26.82 14.7 31.5 25.5
53DS900099 0.97 5.97 14.50 30.75 5.97 0.60 32.70 15.5 31.4 25.4
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