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Ducted Heat Pump Ductless System 
 
Indoor Model: 40MBQB36D--3 
Outdoor Model: 38MAQB36---3  

Submittal Data 
Job Data: __________________________________________________________ Location: ________________________________________________ 
 
Buyer: _____________________________________ Buyer P.O. #: ______________________________ Carrier #: _____________________________ 
 
Unit Number: ________________________________________ Model Number: __________________________________________________________ 
 
Performance Data Certified By: ________________________________________________ Date: ____________________________________________ 
 

 

           
                                               
 

             
 
                                   

 

DUCTED STANDARD FEATURES 

• Variable Speed (Inverter) 
• Built-in base pan heater 
• Built-in condensate pump 
• Modes: Cool, Heat, Dry, Fan, Auto 
• Timer 
• One touch memory 
• Follow me 
• 46°F Heating Mode (Heating Setback) 

 
CONTROL FEATURES 

• Wired remote control (standard) 
• Wireless remote control (standard) 

(Unless otherwise indicated, data applies to both indoor and outdoor models) 
 

System 
Size 36 
Outdoor Model 38MBQB36---3 
Indoor Model 40MBQB36D--3 

P
er

fo
rm

an
ce

 Cooling Rated Capacity Btu/h 36,000 
Cooling Cap. Range Min - Max Btu/h 8,500~38,000 
SEER 15.5 
EER 8.5 
Heating Rated Capacity Btu/h 38,000 
Heating Cap. Range Min - Max Btu/h 9,500~50,000 
HSPF 10.5 

Controls Wireless Remote Controller (°F/°C) Standard 
Wired Remote Controller (°F/°C) Standard 

Operating  
Range 

Cooling Outdoor DB Min - Max °F -4~122 
Heating Outdoor DB Min - Max °F -4~86 

Piping 

Total Piping Length Ft. 213 
Piping Lift* Ft. 98 
Pipe Connection Size - Liquid In.  3/8 
Pipe Connection Size - Suction In.  5/8 

E
le

ct
ric

al
 Voltage, Phase, Cycle V/Ph/Hz 208/230-1-60 

Power Supply Indoor unit powered from 
outdoor unit 

MCA A. 30 
MOCP - Fuse Rating A. 50 

Outdoor 

Unit Width In. 37.2 
Unit Height In. 31.9 
Unit Depth In. 15.6 
Net Weight Lbs. 160.9 
Airflow CFM 2,940 
Sound Pressure dB(A) 65 

Indoor 

Unit Width In. 44.9 
Unit Height In. 10.6 
Unit Depth In. 30.5 
Net Weight Lbs. 77.2 
Number of Fan Speeds 3 
Airflow (lowest to highest) CFM 680/940/1180 
Sound Pressure (lowest to highest) dB(A) 46/50/52 
Max Static Pressure In.WG. 0.40 
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Construction View 
 Indoor Unit 40MBQB36D--3 

 
*Filter Tracks and Filters Field Supplied 

 
Unit 
Size A in (mm) B in (mm) C in (mm) D in (mm) E in (mm) F in (mm) G in (mm) H in (mm) I in (mm) J in (mm) K in (mm) L in (mm) M in (mm) Operating 

Weight lb (kg) 
36K 36.2(920) 8.2(210) 25(635) 22.4(570) 2.6(65) 28.1(713) 1.4(35) 4.7(119) 32.1(815) 7.9(200) 3.1(80) 37.8(960) 13.8(350) 39.9(18.1) 
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Construction View:  
Outdoor Unit 38MAQB36---3 

 
 
 

Unit Size W in (mm) D in (mm) H in (mm) W1 in (mm) D1 in (mm) Operating 
Weight lb (kg) 

36K 37.2(945) 15.5(395) 31.8(810) 25.2(640) 15.9(405) 137.5(62.4) 

 
 

   


	Submittal Data
	Construction View  Indoor Unit 40MBQB36D--3
	Construction View:  Outdoor Unit 38MAQB36---3

	Job Data: 
	Location: 
	Buyer: 
	Buyer PO: 
	Carrier: 
	Unit Number: 
	Model Number: 
	Performance Data Certified By: 
	Date: 


