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PMB25-007-REV B            DATE: 4/5/2025            AUTHOR: Emily Qiu 
 

Ductless BACnet 1:1 & 4:1 Gateway Compatibility  
for Carrier (REVISION II) 

 
This PMB provides another update to the previously published compatibility info of Ductless BACnet 1:1 
CAR-DMS-BAC-001 and 4:1 gateway CAR-DMS-770-004 with Carrier Ductless products and factory 
wired wall controllers.  
 
Only specific Ductless indoor product families are tested for compatibility with Ductless Gateways; 
indoor unit backward compatibility as well as future versions compatibility is not guaranteed. 
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40MPHB (18K Only) is Compatible  
 
1: Wire the BACnet gateway to CN42.  
 
The 40MPHB indoor unit has a 5-wire connection that is compatible with the KSACN0101AAA wired 
controller.  
 
2: Wire the KSACN0101AAA 5-wire wired controller to CN2.  
 
Note: When sending commands from the Building Automation system to the indoor, the indoor unit will 
update with the changes, but the KSACN0101AAA 5-wire wired controller will not reflect the changes 
on its display. The KSACN0101AAA 5-wire wired controller can only send information to the indoor unit, 
it cannot read any commands sent from another controller to the indoor unit.  
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40MAHB is Compatible  
 
1: Wire the BACnet gateway to CN42.  
 
The 40MAHB indoor unit has a 5-wire connection that is compatible with the KSACN0101AAA wired 
controller.  
 
The 40MAHB Indoor unit requires that a multi-function board and 7 pin wiring harness are added to the 
indoor unit at the time of installation. The multifunction board P/N 17122000A38610 and wiring harness 
P/N 17401204A02537 can be ordered as an accessory.  
 
2: Wire the KSACN0101AAA 5-wire wired controller to CN2.  
 
Note: When sending commands from the Building Automation system to the indoor, the indoor unit will 
update with the changes, but the KSACN0101AAA 5-wire wired controller will not reflect the changes 
on its display. The KSACN0101AAA 5-wire wired controller can only send information to the indoor unit, 
it cannot read any commands sent from another controller to the indoor unit.  
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40MHHC (Cooling Only) is Compatible  
 
1: Wire the BACnet gateway to CN42.  
 
The 40MHHC indoor unit has a 5-wire connection that is compatible with the KSACN0101AAA wired 
controller.  
 
Note: The documentation says thatmb there is no CN2 5-wire connection on this unit. There is and it 
has been validated.  
 
2: Wire the KSACN0101AAA 5-wire wired controller to CN2.  
 
Note: When sending commands from the Building Automation system to the indoor, the indoor unit will 
update with the changes, but the KSACN0101AAA 5-wire wired controller will not reflect the changes 
on its display. The KSACN0101AAA 5-wire wired controller can only send information to the indoor unit, 
it cannot read any commands sent from another controller to the indoor unit.  
 
Note: Since this is a Cooling only unit, do not bind or integrated to the Heat Mode object when integrating 
to this unit.  
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40MHHQ is Compatible  
 
1: Wire the BACnet gateway to CN42.  
 
The 40MHHQ indoor unit has a 5-wire connection that is compatible with the KSACN0101AAA wired 
controller.  
 
Note: The documentation says that there is no CN2 5-wire connection on this unit. There is and it has 
been validated.  
 
2: Wire the KSACN0101AAA 5-wire wired controller to CN2.  
Note: When sending commands from the Building Automation system to the indoor, the indoor unit will 
update with the changes, but the KSACN0101AAA 5-wire wired controller will not reflect the changes 
on its display. The KSACN0101AAA 5-wire wired controller can only send information to the indoor unit, 
it cannot read any commands sent from another controller to the indoor unit.  
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40MHHAQ is Compatible  
 
1: Wire the BACnet gateway to CN42.  
 
The 40MHHAQ indoor unit has a 5-wire connection that is compatible with the KSACN0101AAA wired 
controller.  
 
2: Wire the KSACN0101AAA 5-wire wired controller to CN2.  
 
Note: When sending commands from the Building Automation system to the indoor, the indoor unit will 
update with the changes, but the KSACN0101AAA 5-wire wired controller will not reflect the changes 
on its display. The KSACN0101AAA 5-wire wired controller can only send information to the indoor unit, 
it cannot read any commands sent from another controller to the indoor unit.  
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40MHHAQ is Compatible (Continued) 
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40MUAA is Compatible  
 
Note: SW1-1 needs to be set to OFF for factory wired controller configuration. The BACnet gateway 
needs to be wired to the CN3 (XYE) port of the indoor unit. The factory wired controller model 
KSACN1001AAA needs to be connected to the CN7 (HA HB) wired controller connection of the indoor 
unit.  
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40MBAB is Compatible 
 
Note: SW1-1 needs to be set to OFF for factory wired controller configuration. The BACnet gateway 
needs to be wired to the CN3 (XYE) port of the indoor unit.   
The factory wired controller model KSACN1001AAA needs to be connected to the CN7 (HA HB) wired 
controller connection of the indoor unit.  
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40MCCA is Compatible 
 
BACnet gateway connects to CN3 (XYE)  
 
Factory wire wall controller connects to CN40  

  
  
  


