619BAB
Air Handler Unit Ductless System
Sizes 18 to 60

Installation Instructions

/

Fig. 1 —Air Handler

A220687

NOTE: Read the entire instruction manual before starting the
installation.
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SAFETY CONSIDERATIONS

Improper installation, adjustment, alteration, service, maintenance, or
use can cause explosion, fire, electrical shock, or other conditions
which may cause death, personal injury or property damage. Consult a
qualified installer, service agency, or your distributor or branch for
information or assistance. The qualified installer or agency must use
factory-authorized kits or accessories when modifying this product.
Refer to the individual instructions packaged with kits or accessories
when installing.

Follow all safety codes. Wear safety glasses, protective clothing and
work gloves. Have a fire extinguisher available. Read these
instructions thoroughly and follow all warnings or cautions included
in the literature and attached to the unit. Consult the local building
codes and the current editions of the National Electrical Code (NEC)
NFPA 70.

In Canada, refer to the current editions of the Canadian Electrical
Code CSA C22.2 No. 60335-2-40. Recognize safety information.

This is the safety-alert symbol . When you see this symbol on the
unit and in instruction manuals, be of the potential for personal injury.
Understand the signal words DANGER, WARNING, and
CAUTION. These words are used with the safety-alert symbol.
DANGER identifies the most serious hazards which will result in
severe personal injury or death. WARNING signifies hazards which
could result in personal injury or death. CAUTION is used to identify
unsafe practices which may result in minor personal injury or product
and property damage. NOTE is used to highlight suggestions which
will result in enhanced installation, reliability, or operation.

A  WARNING

ELECTRICAL OPERATION HAZARD

Failure to follow this warning could result in personal injury or
death. Before installing or servicing the unit, always turn off all
power to the unit. There may be more than one disconnect switch.
Turn off accessory heater power if applicable. Lock out and tag the
switch with a suitable warning label.

A CAUTION

CUT HAZARD

Failure to follow this caution may result in personal injury. Sheet
metal parts may have sharp edges or burrs. Use care and wear
appropriate protective clothing and gloves when handling parts.

Specifications subject to change without notice.



619BAB: Installation Instructions

INTRODUCTION

The Air Handler models are R-410A Fan Coils designed for
installation flexibility allowing multi-position installation up-flow,
down-flow, horizontal right and horizontal left. The metering device is
installed on the outdoor unit.

NOTE: The fan coils do not have the metering device.

All fan coils have a DC fan motor with variable speeds for efficiency.
The units have been designed for up-flow, down-flow, and horizontal
orientations, including manufactured and mobile home applications.

These units require a field supplied air filter and electrical disconnect
and are designed specifically matching for R-410A refrigerant heat
pumps. These units are available for 18,000 through 60,000 BTUh
systems with nominal cooling capacity (depending on the local codes)
(“Step 8 - Electrical Connections” on page 20).

A WARNING

EXPLOSION HAZARD

Failure to follow this warning could
result in death, serious personal injury,
and/or property damage.

Never use air or gases containing oxygen
for leak testing or operating refrigerant
compressors. Pressurized mixtures of air
or gases containing oxygen can lead to
an explosion.

A WARNING

INSTALLATION

Entrust a licensed contractor to install the unit. Installation by
unskilled persons may lead to improper installation, electric shock,
or fire. Re-installation must be performed by authorized
professionals. Non-compliance may lead to electric shock or fire.

HEATER PACKAGES

This unit is not equipped with an electric heater package. A factory-
approved, field-installed, ETL listed heater package is available from
your equipment supplier. Factory-authorized, field-installed electric
heater packages are available in sizes SkW through 25kW. Electric
heaters that are not factory approved may cause damage which would
not be covered under the equipment warranty. Review the product
data literature for all available accessory kits.

Table 1 — Indoor Unit Model Numbers

kBTUh V-Ph-Hz ID Model No.
18 619BABQ18XB3
24 619BABQ24XB3
30 619BABQ30XB3
36 208/230-1-60 619BABQ36XB3
36 619BABQ36XA3
48 619BABQ48XA3
60 619BABQ60XA3

A CAUTION

This unit is NOT equipped with a single point electrical
connection for an Auxiliary Heat Package. A separate power
supply is required for the Auxiliary Heat Package.

ACCESSORIES

The system is shipped with the following accessories (see Table 2). Use
all of the installation parts and accessories to install the system. Improper
installation may result in water leakage, electrical shock and fire, or cause
the equipment to fail. Keep the installation manual in a safe place and do
not discard any accessories until the installation is complete.

Table 2 — Accessories

Name Shape Quantity

Owner’s and
Installation Manual

Wireless Remote Control*

Batteries

Piping Adapter

Wired Control

Wire Strap < T

— |
r—o— !

Foam Tape

Piping Adapter

Air outlet
) 3 Refrigerant Connecting Pipe
@' Drain Hose
@ Drain Hose
FILTER COVER
Airinlet

A220692

Fig. 2 — Air Handler

coil compartment (Access panel Removed)

Upflow drain pan

Horizontal drain pan
A220693

Fig. 3 —Indoor Unit Representation

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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619BAB: Installation Instructions

DIMENSIONS
Duct Dimensions
Duct Dimensions
|=| =1
ql =
A220787
Fig. 4 —Dimensions
Table 3 — Model A (For North America Models)
Model w D T
(Btu/h) Inch mm Inch mm Inch mm
18-24K 16 406.4 20 508 1 25.4
30-48K 19-1/2 495.3 20 508 1 25.4
60K 23 584.2 20 508 1 25.4
Recommended size of filter Unit: Inch/mm)
D
t i
W I
A220850
Fig. 5 — Recommended Filter Size
Table 4 — Dimensions
Dimensions
Model " "
A (Height) B (Depth) C (Width) D E F
18K-24K 45in 21in 17.5in 15.75in 10.25in 23in
(1143mm) (534mm) (445mm) (400mm) (260mm) (585mm)
30K-48K 49in 21in 21in 19.31in 10.25in 23in
(1245mm) (534mm) (534mm) (490mm) (260mm) (585mm)
60K 53in 21in 24.5in 22.88in 10.25in 23in
(1346mm) (534mm) (622mm) (580mm) (260mm) (585mm)

3
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619BAB: Installation Instructions

INSTALLATION REQUIREMENTS

Review the following information before installing the unit:

* Do not install the indoor units near a direct source of heat such as
direct sunlight or a heating appliance.

» Allow sufficient space for airflow and unit servicing. See Fig. 6 — on
page 5 for the minimum required distances between the unit and the
walls or ceilings.

* Communication wiring must be at least 3 ft. (1m) away from all
electromagnetic interference (televisions, radios, etc.) sources.
Interference is still possible even if this distance is maintained.

* Ensure any hanger used is strong enough to withstand the unit’s
weight.

* If the indoor unit is installed in an unconditioned space, running for
long periods of time when the temperatures are outside the
recommended indoor unit operation ranges, it is recommended that the
installer seal all corners of the indoor unit to prevent any leaks and add
insulation material (13/32 to 13/16 in (10-20 mm)) to the entire surface
of the indoor unit to avoid condensation or heat transfer.

NOTE: Nuisance sweating may occur if the unit is installed in a high
humidity environment with low airflow.

Table 5 — Operating Range

OPERATING RANGE (Min/Max °F (°C))

Cooling Heating
Indoor DB 62/90 (17 / 32) 32/86 (0/30)
Indoor WB 59/84 (15/29)
PRODUCT INSTALLATION

* Installation must be performed by an authorized dealer or
specialist. A defective installation can cause water leakage,
electrical shock, or fire.

The installation must be performed according to the installation
instructions. Improper installation can cause water leakage,
electrical shock, or fire. (In North America, installation must be
performed in accordance with the requirements of NEC or CEC
by authorized personnel only.)

Contact an authorized service technician for repair or maintenance
of this unit. This appliance must be installed in accordance with
local codes.

Only use the included accessories, parts, and specified parts for
installation. Using non-standard parts can cause water leakage,
electrical shock, fire, or unit failure.

Install drainage piping according to the instructions in this manual
and in accordance with local codes. Improper drainage may cause
water damage to your home and property.

For units that have an auxiliary electric heater, DO NOT install
the unit within 3 feet (1 meter) of any combustible materials.

DO NOT install the unit in a location that may be exposed to
combustible gas leaks. If combustible gas accumulates around the
unit, it may cause a fire.

DO NOT turn on the power until all work has been completed.

When moving or relocating the system, consult experienced
service technicians for the disconnection and re-installation of the
unit.

NOTE: DO NOT install the indoor or outdoor units in a location with
special environmental conditions. For those applications, contact
your Ductless representative.

A WARNING

Securely install the indoor unit on a structure that can sustain its
weight. If the structure is too weak, the unit may fall and cause
personal injury, unit and property damage, or death.

DO NOT install the indoor unit in a bathroom or laundry room as
excessive moisture can short the unit and corrode the wiring.

A CAUTION

Install the indoor and outdoor units, cables and wires at least 3.2 ft
(1m) from televisions, routers, computer equipment or radios to
prevent static or image distortion. Depending on the appliances, a
3.2 ft (1m) distance may not be sufficient.

If the indoor unit is installed on metal, it must be electrically
grounded.

INSTALLATION
Step 1 - Check Equipment

Unpack the unit and move to the final location. Remove the carton, taking
care not to damage the unit. Inspect the equipment for damage prior to
installation. File a claim with the shipping company if the shipment is
damaged or incomplete. Locate the unit rating plate, which contains the
proper installation information. Check the rating plate to be sure the unit
matches the job specifications.

The indoor unit should be installed in a location that meets the following
requirements:

* Enough room for installation and maintenance

* Enough room for the lineset and drainpipe

* Astructure that can sustain the weight of the indoor unit

* The air inlet and outlet are not impeded

e There is no direct radiation from heaters

A CAUTION

DO NOT install the unit in the following locations:
* Areas with oil drilling or fracking

* Coastal areas with high salt content in the air

* Areas with caustic gases in the air, such as near hot springs
* Areas with power fluctuations, such as factories

* Enclosed spaces, such as cabinets

* Areas with strong electromagnetic waves

* Areas that store flammable materials or gas

* Rooms with high humidity, such as bathrooms or laundry
rooms.

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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619BAB: Installation Instructions

Step 2 - Mount Unit

The unit can stand or lie on the floor, or hang from a ceiling or a wall.
Allow space for wiring, piping, and servicing the unit.

IMPORTANT: When the unit is installed over a finished ceiling and/
or living area, building codes may require a field-supplied secondary
condensate pan to be installed under the entire unit.

Some localities may allow as an alternative, the running of a separate,
secondary condensate line. Consult the local codes for additional
restrictions or precautions.

NOTE: Nuisance sweating may occur if the unit is installed in a high
humidity environment with low airflow.

Horizontal installations

e i = 2 c0d
o o 24inch(min)
5] @
(5] ® cod
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=

£
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S

A220769
Fig. 6 —Installation Clearances

12-24K model

60K model

T1: Room Temperature Sensor
T2: Evaporator Coil Temperature Sensor

A220770

Fig. 7 — Temperature Sensor Positions

A. Upflow or Horizontal-Left Installation

The units can be installed in a vertical Upflow or horizontal (left)
configuration.

NOTE: There is no need to change the direction of the evaporators
with Vertical Upflow and Horizontal Left installations.

Follow these steps to perform a Vertical Upflow installation and
Horizontal Left installation:
1. Open the upper cover.
2. Open the cover of the electronic control box.
3. Connect all necessary wiring according to the wiring diagram.
4. Connect the lineset.
5. Install the drain lines.

00

upflow
A220771
Fig. 8 —Vertical Upflow Installations

22 =

<

S —

horizontal left

A220772

Fig. 9 —Horizontal Left Installations

NOTE: For a horizontal left installation, secondary condensate pan
(field supplied) must be installed (refer to local codes).

A220786

Fig. 10 —lllustration

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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619BAB: Installation Instructions
B. Downflow or Horizontal-Right Installation

For the Horizontal Right installation and the Vertical Downflow 3. Remove the evaporator cover plate.
installation, the direction of the evaporator should be changed and the
drain pan should be removed first.

Use the following steps to remove the drain pan.
1. Remove the filter’s cover plate, then remove the filter.

DD__

R

A220775
A220773 Fig. 13 —Remove the evaporator cover plate

Fig. 11 —Remove the Filter

4. Remove the T1, T2 temperature sensor plug electronic expansion
2. Remove the upper cover assembly. valve wiring. Disassemble the T1, T2 temperature sensor and
electronic expansion valve.

A220774
Fig. 12 — Remove the upper cover assembly

A220776

Fig. 14 — Remove the T1, T2 Sensor plug

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
6



619BAB: Installation Instructions

5. Remove the T1, T2 temperature sensor wire ties. 7. Adjust the mounting parts positions.

A220779
Fig. 17 — Adjust the Mounting Parts Position
8. Reinstall the evaporator and drain pan.
A220777 ‘/A\
Fig. 15 — Remove the T1, T2 Temperature Sensor < /
6. Remove the evaporator and the drain pan and rotate 180°. o .
/ o
¢ /
A220780
Fig. 18 — Reinstall the Evaporator and Drain Pan

A220778
Fig. 16 — Remove the Evaporator and the Drain Pan

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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619BAB: Installation Instructions

9. Reinstall the T1, T2 temperature sensor plug and tie up the 10. The evaporator is assembled in place.
temperature sensor wires.

NOTE: The wire body needs to pass through the wire groove
from the water receiving tray and be placed firmly on
the hook of the water receiving tray hook.

Use cable ties to bind and
secure the foam insulation

‘I N / \
W >
«!i%.\"ﬁ‘%";g o
i o
W
N

wl‘ 7

n‘f‘—:

Cut the Foam Tape

A220782
Fig. 20 — Evaporator is Assembled in Place

11. Reinstall the evaporator cover plate.

Remove knockouts as ~
shown in the figure.

e

Hook the wire into the
buckle and go down
from the wire slot.

=

A220783
Fig. 21 — Reinstall the evaporator cover plate

12. Connect the wire according to the wiring diagram.

Reseal the Foam Tape

A220781

Fig. 19 — Reinstall T1, T2 Temperature Sensor Plug

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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619BAB: Installation Instructions

13. Reassemble the upper cover.

—
A220784
Fig. 22 —Reassemble the upper cover

14. Reinstall the filter and the filter cover plate.

A220785
Fig. 23 — Connect the Pipes

15. Connect the pipes.

16. Install the drainage pipes.

VERTICAL DOWNFLOW

Figure is an illustration for the air handler’s vertical downflow.

s

007

Y17

downflow

Fig. 24 — Downflow lllustration

o

SN &)

horizontal right

Fig. 25 — Horizontal Right lllustration

A220788

A220789

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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619BAB: Installation Instructions

Step 3 - Mount Electric Heater (Optional)

Table 6 — Accessories

Name Shape Quantity

Owner’s and
Installation Manual

Seal

Screw

Resilient Cap

Electric Auxiliary
Heating Wiring
Diagram

Circuit Breaker
Label

0

L

= ;
[

[

NOTE: Installation must be performed by an authorized dealer or
specialist. Use recommended PPE when installing the unit.

Specification of electric auxiliary heat modules: SkW, 8kW, 10kW, 15kW,
20kW, 25kW.

Table 7 — Selection and Matching of Internal Machine
and Electric Auxiliary Heating Components

MODEL (Btu/h) 5kwW 8kW | 10kW | 15kW | 20kW

18K Y

24K

30K

<|=<|=<|=<

36K

<|=<|=<|=<|=<

48K -

<|<|=<|=<|=<
<|=<|=<|=<|=<]|"
<|=<|=<|"

1

60K - -

A CAUTION

This electric auxiliary heat module is internally mounted in the air
handler. DO NOT mount in the ductwork.

If the unit needs to be equipped with the electric auxiliary heat module, check
the electric auxiliary heat module specification that is compatible with the
unit to avoid unnecessary consequences caused by improper matching and
refer to Product Data Manual.

INSTALLATION REQUIREMENTS

NOTE: Installation of Auxiliary Electric Heat Module should be
completed before installing the discharge ductwork to insure proper
alignment of the inside support brackets.

Before installation, check the list of electric auxiliary heat modules and
physical objects. After transportation, check whether the electric heat
module is damaged. If any damage is detected, contact the after-sales
personnel immediately.

NOTE: A separate power source is required for an Auxiliary Electric
Heater. These units do NOT support a SINGLE POINT electrical
connection when utilizing auxiliary heat.

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.



619BAB: Installation Instructions

ELECTRIC AUXILIARY HEAT MODULE INSTALLATION AND WIRING

1. Remove the upper cover and use professional tools to remove the 2. Remove the terminal block and power cord.

upper cover knock-outs.

Fig. 26 — Remove the Upper Cover

3. Loosen the screws.
4. Remove the electric auxiliary heating cover.

- D Q

@) |
FILTER COVER

A220793
Fig. 27 — Remove the Terminal Block and Power Cord

5. Install the electric auxiliary heating component into the chassis shell
along the front of the unit.

NOTE: Insert the front end into the shell assembly hole.

&3 Sy
@l +=E§'\%%
83 +
<
A220792
ABOR
Top View (& A
A220794
Fig. 28 — Install the Electric Auxiliary Heating
Component

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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619BAB: Installation Instructions

6. Tighten the screws.

1% N\ 7 screws

(o)

FILTER COVER

A220795

Fig. 29 — Tighten the Screws

7. Wiring according to the wiring template.
8. Install the upper cover.
9. Install the waterproof case.

——— o —

———————1 |

et
-

A220796
Fig. 30 — Wiring According to the Wiring Template
After the electric heating wiring is connected and before powering on:
e check all wiring and ensure a reliable connection of the wire body
« ensure the electric heating screw is tightened
« ensure the size selection of the power wire meets the power supply
requirements.

NOTE: An electric auxiliary heating wiring diagram is
supplied with the accessories. For maintenance
convenience, paste the wiring diagram in the inside
cover after the installation of electric auxiliary
heating modules is complete.

NOTE: After installing the electric auxiliary heat module,

adhere the air switch label near the upper cover air
switch.

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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619BAB: Installation Instructions

5KW HEAT KIT
===~ :thermal cut-out
_6— :thermal link, self-resetting

Aux-Heat WTRI
control signal
RED o —O/O— RED TCO1
TO:I':J‘DOORRUNIT cELATt 6§ 8 o
MAINBOARD
a2 BLACK : —o/c BLACK D
2w~ 2 4 ~
TO INDOOR UNIT| LBLACK
MAINBOARD
cn1l RED
I CB1

@ 168 cB

|u L2|

POWERA POWERB

NOT
This symbol indicates the element is
optional, The wiring type of the actual

unit shall prevail.

NOTE2:

Please attach the nameplate to the cover of

NOTE3: TO BE WIRED IN ACCORDANCE WITH NEC
AND LOCAL CODES.
NOTE4: POWER AB,C,D ARE DIFFERENT POWERS.

ELECTRIC AUXILIARY HEATING WIRING DIAGRAM

8KW/T0KW HEAT KIT

===~ :thermal cut-out
—e— :thermal link, self-resetting

L
0 BLACK e
6 8
RELAY1
1

Aux-Heat Reo|  |BLack

control signal
RED

L2

This symbol indicates the element is
optional, The wiring type of the actual

unit shall prevail.

NOTE2:

Please attach the nameplate to the cover of

0 L/
10 INDOOR ]:I g o
UNIT WAIN
BOARD O 12 BLACK - RELAYZ
4V~ 2
I RED BLACK
TO INDOOR UNIT RED BLACK
VAINBOARD
oNtt 1 sl |
@ ICE IOE
©
vie Iu LZI
POWERA POWER B

NOTE3: TO BE WIRED IN ACCORDANCE WITH NEC
AND LOCAL CODES.
NOTE4: POWER A,B,C,D ARE DIFFERENT POWERS.

=== :thermal cut-out
-6— :thermal link, self-resetting

HTR3
RED 1603
— _?/o_
RELAY4 & s
T BLACK o0
2 4 J
1
BLACK
|
0
\Il RELAY{
T
Aux-Heat RED|BLAGK] [BLACK
control signal
T0 INDOOR SLUE 0
UNIT MAIN RED_ RELAY2
BOARD BLACK 1
N2
28V~
T0 INDOOR UNIT RED BLACK reo [sLack
WAINBO, ) o
CNi —— el |
T T
@ o8 o8 @ B B
S o
Y/CTr IL1 LZI vig Iu Lzl
POWER B POWER C
NOTE1:

This symbol indicates thedement is optional,

The wiring type of the actualunit shall prevail.  NOTE3: TO BE WIRED IN ACCORDANCE WITH NEC
NOTE2: AND LOCAL CODES.

Please attach the nameplate to the cover of the  \OTE4: POWER A,B,C.D ARE DIFFERENT POWERS
electric control box. All the round holes located I .
on the plate represent numbers. Please refer to
the Installation Manual for details.

The wiring mode of power supply A shall be
based on the type of original wiring terminal of

ound hole number | Relay number | Round hole number | Cicuit breaker mber| ;. AHU; for type A, S position must be connected
- - T to the ourdoor S; for type B, S position shall not
4 RELAY1 -
be connected.
g RELAY2 i c82 f. %
e RELAY 4

a
3
3
&

[ T2 3)] |‘£®

TYPEA

a
3
3
3
3

TIPER

===~ :thermal cut-out
-6— thermal link, self-resetting

the electric control box. All the round holes The wiri de of v A shall b the electric control box. All the round holes -
located on the plate represent numbers. Please b. © \glrln%hmo € o §°W?' S‘IJpP Y ts al | el £ located on the plate represent numbers. Please The wiring mode of power supp[y A shall'be
refer to the Installation Manual for details. ased on the type of original wiring terminal o refer to the Installation Manual for details. based on the type of original wiring terminal of
AHU; for type A, S position must be connected AHU; for type A, S position must be connected
Round hole number | Relay number | Round hole number Circut bresker number [ to the ourdoor S; for type B, S position shall not [Round hole number | Relay number | Round hole numoer | Ciruit bresker umber | to the ourdoor S; for type B, S position shall not
5 RELAY1 5 a1 be connected. - RELAY1 s 81 be connected.
55 LS L <
) e TI1d & e T Sy
el nns
coen |é ooen
o555 ATy TrER mnnon A TR
15KW HEAT KIT 20KW HEATKIT

This symbol indicates the element is optional,
The wiring type of the actual unit shall prevail.
NOTE2:

Please attach the nameplate to the cover of the
electric control box. All the round holes located
on the plate represent numbers. Please refer to
the Installation Manual for details.

HTRA
RED To0s
]
— RELAY4 _s°/?_ Tt
- ?/ BLACK
RED . 2 BLACK
BLACK
HTR3
. —o/ RED o0
8 6 TL3
RELAY3 BLACK O\
1 4 2 \J BLACK
R
RED
1
1L
o I ~ |eLack ~N
RELAY1 > reo Umm HTR1
=t
Aux-Heat ReD|BLACK| [BLack |
control signal T2
BLUE o BLACK A
T0 1NDOOR RED 4 &
UNIT HAIN BLACK RELAY2 o, MR
BOARD T O RED.
CN12 WV~ 2 4
70 INDOOR UNIT BLACK
WAINBOARD
oNT 1 BLACK =
©) S| &
o
g (green)
[T s © 2
| Y6 v vl IU LZI
POWER C
POWER A
NOTE1

NOTE3: TO BE WIRED IN ACCORDANCE WITH NEC
AND LOCAL CODES.

NOTE4: POWER A,B,C,D ARE DIFFERENT POWERS.
The wiring mode of power supply A shall be

based on the type of original wiring terminal of
AHU; for type A, S position must be connected to!

[Round hole number | Relay number | Round hole number [Circuit breaker numbe
3 RELAY " CB1
s RELAYZ oo B2

the ourdoor S; for type B, S position shall not be

RELAY3

connected.
© é

RELAY4

|%

TYEA TITER

Fig. 31 — Electric Auxiliary Heating Wiring Diagram

A220797

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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619BAB: Installation Instructions

ELECTRIC AUXILIARY HEATING WIRING DIAGRAM (CONT)

25KW HEAT KIT
——=:thermal cut-out
—@— :thermal link, self-resetting
0 s RED TC05 HTRS
| —
//Il rews [ ¢ 8 TLS
; _0/ BLACK 17\
S 9 U/
RED BLACK
BLACK
RED
~ 1004 HTR4
i ~__ |ReD _Tc04_
8 6 TL4
RELAY4 BLACK A
! g ¢ @ BLACK
RED
BLACK
HTR3
| o —o/c RED _Tcos
8 6 TL3
RELAY3 BLACK /2
1 4 % \ BLACK
RED
BLACK )]
B TL1
o _o/c LACK N\
6 B \y
\D RELAY1 RED e HTR1
2 7 2 =
Aux-Heat
control signa| RED| BLACK| | BLACK
24V~ TL2
BLUE 0 _o/ BLACK D
RED g € N\
—] RELAY2 o RED vt HTR2
e | 73 =N
70 INDOOR UNIT
MAINBOARD RED BLACK
CN12 70 INDOOR UNIT
gquOARD 3 RED ] | 83 || BLACK B2 CB1
T T T T
@ cB cB @ CcB @tl:B @ B CB
p
YIG |L1 L2| viG |L1 L2| YiG |L1 L2|
POWER B POWER C POWERD
NOTE1: NOTE2: NOTE3: TO BE WIRED IN ACCORDANCE
This symbol indicates the elementis  Please attach the nameplate to the cover of WITH NEC AND LOCAL CODES.
optional, The wiring type of the actual the electric control box. All the round holes NOTE4: POWER A B.C.D ARE DIFFERENT
unit shall prevail. located on the plate represent numbers. Please POWEFiS e
refer to the Installation Manual for details. ’
Round hole number | Relay number | Round hole number | Circuit breaker number | The wiring mode of power supply A shall be based on the type of original
wiring terminal of AHU; for type A, S position must be connected to the
RELAY 1 CB1 ourdoor S; for type B, S position shall not be connected.
RELAY2 CB2 e viG
(KIEVIES KRV D
RELAY 3 CB3
RELAY 4
RELAY5 TYPEA TYPE B

Fig. 32 —Electric Auxiliary Heating Wiring Diagram

A220798

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.

14



619BAB: Installation Instructions

Table 8 — Specifications

No. of No. of No. of
e e No. of Power Cord
Specifications Circuit Power Cord .
Relays Grounding
Breakers Groups
Screws
5kwW 1 1 2 2
8kW 1 2 2 2
10kwW 1 2 2 2
15kW 2 3 2 2
20kw 2 4 3 3
25kw 3 5 4 4
Class2 wire
> —T Power
"I 70 POWER SOURCE

TO OUTDOOR

a

EED

Wiring diagram

O

A220802

Fig. 33 —Indoor Unit Wiring Diagram

NOTE: The electric auxiliary heat wiring diagram is supplied with the
accessories. Paste the wiring diagram in the designated position after
installing the heat modules.

Step 4 - Installing Ductwork

Connect the supply-air duct over the outside of the 3/4in (19 mm) flanges
provided on the supply-air opening. Secure the duct to the flange, using
proper fasteners for the type of duct used, and seal duct-to-unit joint. If
the return-air flanges are required, install the factory-authorized accessory
kit.

Use flexible connectors between the ductwork and unit to prevent
transmission of vibration. When the electric heater is installed, use heat-
resistant material for the flexible connector between the ductwork and the
unit at the discharge connection. Ductwork passing through the
unconditioned space must be insulated and covered with a vapor barrier.

Units equipped with 20kW or greater electric heaters require a lin
(25mm) clearance to combustible materials for the first 36in (914mm) of
supply duct. Follow the local codes.

DUCTWORK ACOUSTICAL TREATMENT

Metal duct systems that do not have a 90 degree elbow and 10ft (3m) of
main duct to first branch takeoff may require internal acoustical
insulation lining. As an alternative, fibrous ductwork may be used if
constructed and installed in accordance with the latest edition of the
SMACNA construction standard on fibrous glass ducts. Both acoustical
lining and fibrous ductwork shall comply with the National Fire
Protection Association as tested by UL Standard 181 for Class 1 air ducts.

The air supply and return may be handled in one of several ways;
whichever situation is best suited for the installation (See Fig. 6 — on
page 5). A large number of issues encountered with split-system
installations can be linked to improperly designed or installed duct
systems. It is therefore very important that the duct system be properly
designed and installed.

Use of flexible duct collars is recommended to minimize the transmission
of vibration/noise into the conditioned space. Where the return air duct is
short, or where sound is liable to be a problem, sound absorbing glass
fiber should be used inside the duct.

Insulation of duct work must be installed according to local codes and
best practices. The supply air duct should be properly sized by use of a
transition to match unit opening.

This unit is not designed for non-ducted (freeblow) applications.

NOTE: Duct work should be fabricated and installed in
accordance with local and/or national codes.

Plenum Clearances

MINIMUM CLEARANCE
1”/25.4mm all sides

RECOMMENDED FLEXIBLE
DUCT COLLAR
The outlet side pipe length is 59"/1.5mm

A220799

Fig. 34 — Flexible Duct Collar Connection

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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619BAB: Installation Instructions

Step 5 - Condensate Drains

The drainpipe is used to drain water away from the unit. Improper
installation may cause unit and property damage.

A CAUTION

« Insulate all piping to prevent condensation, which could lead to
water damage. Check the local codes.

« If the drainpipe is bent or installed incorrectly, water may leak
and cause a water-level switch malfunction.

* In HEAT mode, the outdoor unit may discharge water. Ensure
that the outdoor drain will not contribute to damage and
slippage.

* DO NOT pull the drainpipe forcefully. This could disconnect it.

NOTE: Installation requires adapting the locally sourced drain line to a
“3/4” NPT female pipe thread connection.

INDOOR DRAINPIPE INSTALLATION

1. Cover the drainpipe with insulation, as required, to prevent
condensation and leakage. These units operate with a positive
pressure at the drain connection and a drain trap is required. The trap
needs to be installed as close to the unit as possible. Ensure the top
of'the trap is below the connection to the drain pan to allow complete
drainage of the pan.

VERTICAL DISCHARGE

nnn

7 O

‘/ & \‘n

Main drain hole Overflow drain hole

A220800

Fig. 35 —Vertical Discharge

Anti-syphon

>50mm(2”)
—! air vent

>50mm(2")
" I
>50mm(27) Vent T Lean over

5
Drain Trap 150

A220801

Fig. 36 — Vertical Discharge

NOTE: Horizontal runs must also have a drain trap installed ahead
of the horizontal run to eliminate air trapping.

NOTES: When using an extended drainpipe, tighten the indoor
connection with an additional protection tube to prevent it from
pulling loose.

Hand tighten the plug(s) for drain holes that are unused.

Incorrect installation could cause water to flow back into the unit and
flood.

2. Use a 2.5in (65mm) core drill to drill a hole in the wall. Make sure
the hole is drilled at a slight downward angle, so that the outdoor end
of the hole is lower than the indoor end by about 0.5in (12mm). This
will ensure proper water drainage. Place the protective wall cuff in
the hole. This protects the edges of the hole and helps seal the hole
once the installation is complete.

Wall

Outdoor

=~ 0.5in.(12mm)

Indoor

Ty N

A220804

Fig. 37 —Drrill hole

NOTE: When drilling the hole, make sure to avoid wires, plumbing,
and other sensitive components.

3. Pass the drain hose through the wall hole. Make sure the water
drains to a safe location where it will not cause water damage or a
slipping hazard.

NOTE: The drainpipe outlet should be at least 2in(Scm) above the
ground. If it touches the ground, the unit may become blocked and
malfunction. If you discharge the water directly into a sewer, make
sure that the drain has a U or S pipe to catch odors that might
otherwise come back into the house. Follow the local plumbing codes.

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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Step 6 - Refrigerant Piping

IMPORTANT: Both refrigerant lines must be insulated separately.

¢ The minimum refrigerant line length between the indoor and
outdoor units is 10 ft. (3 m).

* Table 9 lists the pipe sizes for the indoor unit. Refer to the outdoor
unit’s installation instructions for the additional allowed piping
lengths and refrigerant information.

¢ Refer to the outdoor unit’s installation manual for details
regarding the allowable pipe length and height difference.

Table 9 — Piping Size
18K | 24K | 30K | 36K | 48K | 60K
718 (22)

Gas Pipe In
(Connection Size) | (mm)

Liquid Pipe In
(Connection Size) | (mm)

A WARNING

All field piping must be completed by a licensed technician and
must comply with the local and national regulations.

When the system is installed in a small room, measures must be
taken to prevent the refrigerant concentration in the room from
exceeding the safety limit in the event of refrigerant leakage. If the
refrigerant leaks and its concentration exceeds its proper limit,
hazards due to lack of oxygen may result.

When installing the refrigeration system, ensure that air, dust,
moisture or foreign substances do not enter the refrigerant circuit.
Contamination in the system may cause poor operating capacity,
high pressure in the refrigeration cycle, explosion or injury.
Ventilate the area immediately if there is refrigerant leakage
during the installation.

Leaked refrigerant gas is hazardous. Ensure there is no refrigerant
leakage after completing the installation work.

112(13) | 5/8(16) | 5/8(16) | 5/8(16) | 5/8(16)

114(6) | 3/8(9.52) | 3/8 (9.52) | 3/8 (9.52) | 3/8 (9.52) | 3/8 (9.52)

A CAUTION

DO NOT install the connecting pipe until both the indoor and
outdoor units have been installed.
Insulate both the gas and liquid piping to prevent condensation.

Use the following steps to connect the refrigerant piping:

1. Run the interconnecting piping from the outdoor unit to the indoor
unit.

2. Connect the refrigerant piping and drain line outside the indoor unit.
Complete the pipe insulation at the flare connection then fasten the
piping and wiring to the wall as required. Completely seal the hole in
the wall.

3. Cut tubing to correct length.

When preparing refrigerant pipes, take extra care to cut and flare
them properly. This ensures efficient operation and minimizes the
need for future maintenance.

a. Measure the distance between the indoor and outdoor units.

b. Using a pipe cutter, cut the pipe a little longer than the measured
distance.

c. Make sure the pipe is cut at a perfect 90° angle.

v X X X

Oblique Rough Warpec

A220805

Fig. 38 —Pipe Cutting

A CAUTION

DO NOT DEFORM PIPE WHILE CUTTING
Be extra careful not to damage, dent, or deform the pipe while
cutting. This drastically reduces the heating efficiency of the unit.

4. Remove Burrs

Burrs can affect the air-tight seal of the refrigerant piping

connection. Therefore, they must be completely removed. To

remove:

a. Hold the pipe at a downward angle to prevent burrs from falling
into the pipe.

b. Using a reamer or deburring tool, remove all burrs from the cut
section of the pipe.

¥

Point down

Pipe

Reamer

A220806

Fig. 39 —Deburring tool

5. Flare Pipe Ends
Proper flaring is essential to achieving an airtight seal.

a. After removing the burrs from the cut pipe, seal the ends with PVC
tape to prevent foreign materials from entering the pipe.

b. Sheath the pipe with insulating material.

c. Place flare nuts on both ends of the pipe. Ensure they are facing the
right direction. Once the ends are flared, it is impossible to put
them on or change their direction.

Flare nut

Copper pipe

A220807
Fig. 40 —Copper pipe and flare nut
d. Remove the PVC tape from ends of pipe when ready to perform the
flaring work.

e. Clamp the flare block on the end of the pipe. The end of the pipe
must extend beyond the flare form.

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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Flare block

OQ\
14 Pipe

Fig. 41 —Flare Block

f. Place the flaring tool onto the form.

A220808

g. Turn the handle of the flaring tool clockwise until the pipe is fully
flared. Flare the pipe in accordance with the dimensions in Table 10.

904

\R0.4~0.8

Fig. 42 —Flare Shape

h. Remove the flaring tool and flare block, then inspect the end of the
pipe for cracks and even flaring.

Table 10 — Flare Nut Spacing

Flare Dimension (A)
Pipe Gauge Tightening Torque (Unit: MM/Inch)

Min Max
(?;54?% (11%'_%% ']:t‘_-lfg) 8.4/0.33 8.7/0.34
g/%?r?) ﬁ%ﬁg 'f\t‘_-lfg) 13.2/0.52 13.5/0.53
(?/12 2i-g) (32’%'_32’6; ’f\t‘_-lfg) 16.2/0.64 16.5/0.65
(52/581 ?n) ég—_‘éﬁ ’f‘:_-l"g) 19.2/0.76 19.7/0.78
(3Q/541 ?n) (3%'_% ’f‘t‘_-l"g) 23.2/0.91 23.7/0.93
(7?82?”) (gg'_%g 'f\:_-I'E) 26.4/1.04 26.9/1.06

6. Connect the Pipes

Connect the copper pipes to the outdoor unit first, then connect the
pipes to the indoor unit. Connect the low-pressure pipe first, then
connect the high pressure pipe.

1. When connecting the flare nuts, apply a thin coat of refrigeration oil
to the flared ends of the pipes.

2. Align the center of the two pipes that you will connect.

——py O A B
R— W/&w/—

Indoor unit tubing Pipe

Flare nut
A220815

Fig. 43 —Align the center of the two pipes

3. Tighten the flare nut as much as possible by hand.
4. Using a wrench, grip the nut on the unit tubing.

5. While firmly gripping the nut, use a torque wrench to tighten the
flare nut.

NOTE: Use both a backup wrench and a torque wrench when
connecting or disconnecting pipes to or from the unit.

A220813
Fig. 44 —Torque wrench with backup wrench

A CAUTION

Wrap insulation around the piping. Direct contact with the bare
piping may result in burns or frostbite. Ensure the pipe is properly
connected. Over tightening may damage the bell mouth and under
tightening may lead to leakage.

All tubing bends should be performed with a properly sized tubing bender
to prevent kinking or damaging the tubing.

6. After connecting the copper pipes to the outdoor unit, wrap the
power cable, signal cable and the piping together with binding tape.

NOTE: While bundling these items together, DO NOT intertwine or
cross the signal cable with any other wiring.

7. Thread this lineset through the wall to connect to the indoor unit.

8. Refer to the liquid line and gas line connection O.D. sizes in Table 9
based on the model being installed. Use the appropriate adapters for
tubing that runs from the outdoor unit. Cut and deburr the tubing
(review “Remove Burrs” on page 17) to prepare it for brazing. Setup
the nitrogen apparatus and connect to the outside unit to flow
nitrogen while brazing. Braze the tubing and any fittings to obtain a
proper seal.

9. Adjust the nitrogen apparatus to pressurize the system. Pressure test
the system to a maximum of 500 psig for at least 60 minutes.

10. Insulate both lines of the line set separately and completely,
including the outdoor unit valves.

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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Step 7 - Evacuate Coil and Tubing System

A CAUTION

UNIT DAMAGE HAZARD

Failure to follow this caution may result in equipment damage or
improper operation.

Never use the system compressor as a vacuum pump.

Refrigerant tubes and the indoor coil should be evacuated using the
recommended 500 microns deep vacuum method. The alternate triple
evacuation method may be used if the procedure outlined below is
followed.

NOTE: Always break a vacuum with dry nitrogen.

Using Vacuum Pump

1. Completely tighten flare nuts A, B, C, D, connect the manifold gage
charge hose to a charge port of the low side service valve (see Fig.
45).

Connect the charge hose to vacuum pump.

Fully open the low side of manifold gage (see Fig. 46 ).

Start the vacuum pump.

Evacuate using either the deep vacuum or triple evacuation method.

A

After evacuation is complete, fully close the low side of manifold
gage and stop the vacuum pump operation.

7. The factory charge contained in the outdoor unit is good for up to 25
ft. (8 m) of line length. For refrigerant lines longer than 25 ft. (8 m),
add refrigerant, up to the allowable length.

8. Disconnect the charge hose from the charge connection of the low
side service valve.

9. Fully open service valves B and A.
10. Securely tighten the service valve caps.

Indoor Unit

:IC:D
D
—

Outdoor Unit Refrigerant
Low Side

E%A
/>L<B High Side

Service Valve

A220816

Fig. 45 —Service Valve

Manifold Gauge
Compound Pressure gauge
gauge

-76cmHg

_High pressure

Low pressure /3 valve

valve
Pressure hose /—

harge h
Charge hose ¥ Vacuum

~~ punp

Low pressure valve

A220790

Fig. 46 — Manifold

Evacuation

Evacuation of the system removes air or nitrogen (non-condensables) as well
as moisture. A proper vacuum will assure a tight, dry system before charging
with refrigerant. The two methods used to evacuate a system are the deep
vacuum method and the triple vacuum method.

Deep Vacuum Method

The deep vacuum method requires a vacuum pump capable of pulling a
vacuum of 500 microns and a vacuum gauge capable of accurately
measuring this vacuum depth. The deep vacuum method is the most
positive way of assuring a system is free of air and moisture.

NOTE: DO NOT add a filter line drier.

5000
4500
4000 4
3500 #” LEAKIN
@ —7”  SYSTEM
33000
& 2500 -
g -
= 2000
VACUUM TIGHT
1500 TOO WET
1000+ —
500 TIGHT
DRY SYSTEM

01 2 3 4 5 6 7
MINUTES
A220817

Fig. 47 —Deep Vacuum Graph
Triple Evacuation Method

The triple evacuation method should be used when vacuum pump is not
capable of pumping down to 500 microns and system does not contain
any liquid water. Refer to Fig. 48 and proceed as follows:

1. Attach refrigeration gauges and evacuate system down to 28 in. of
mercury and allow pump to continue operating for an additional 15
minutes.

Close service valves and shut off vacuum pump.

3. Connect a nitrogen cylinder and regulator to system and flow
nitrogen until system pressure is 2 psig.

4. Close service valve and allow system to stand for 1 hour. During this
time, dry nitrogen can diffuse throughout the system absorbing
moisture.

5. Repeat this procedure as indicated in Fig. 48. The system should
now be free of any contaminants and water vapor.

EVACUATE
v

[BREAK VACUUM WITH DRY NITROGEN
v

v
[BREAK VACUUM WITH DRY NITROGEN

<

<§<
_'

EVACUATE

v
CHECK FOR TIGHT, DRY SYSTEM
(IF ITHOLDS DEEP VACUUM)

A 4
| RELEASE CHARGE INTO SYSTEM

A220818

Fig. 48 —Triple Evacuation Method

Final Tubing Check

IMPORTANT: Check to be certain factory tubing on both the
indoor and outdoor unit has not shifted during shipment. Ensure
tubes are not rubbing against each other or any sheet metal. Pay close
attention to the feeder tubes, making sure wire ties on feeder tubes
are secure and tight.

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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Step 8 - Electrical Connections

Before proceeding with electrical connections, make certain that the
supply voltage, frequency, phase, and ampacity are as specified on the
unit rating plate. Review the unit wiring label for proper field high and
low voltage wiring.

Ensure all electrical connections are in accordance with the NEC and any
local codes or ordinances that may apply. Use copper wire only.

A CAUTION

PROPERTY DAMAGE HAZARD

Failure to follow this caution may result in product or property
damage. If a disconnect switch is to be mounted on the unit, select
a location where the drill or fastener will not contact electrical or
refrigerant components.

A  WARNING

ELECTRICAL SHOCK HAZARD

Failure to follow this warning could result in personal injury or
death. Field wires on the line side of the disconnect found in the
fan coil unit remain live, even when the pull-out is removed.

Service and maintenance to incoming wiring cannot be performed
until the main disconnect switch (remote to the unit) is turned off.

A CAUTION

EQUIPMENT DAMAGE HAZARD

Failure to follow this caution may result in equipment damage or
improper operation. Size the wires in accordance with NEC and
local codes.

INDOOR UNIT WIRING

Use the following steps to wire the indoor unit.

NOTE: Wiring in this section is for the base unit ONLY.
Auxiliary Electric Heat wiring is covered in “Step 3 -
Mount Electric Heater (Optional)” on page 10.

1. Prepare the cable for connection.

a. Using wire strippers, strip the insulation from both ends of the
signal cable to reveal about 1/2 in (12mm) of wire.
Strip the insulation from both ends of the wires.
Use a wire crimper to crimp the fork terminals to the ends of
the wires.
Open the indoor unit’s front panel. Use a screwdriver to remove the
cover of the electric control box on the indoor unit.

Thread the power cable and the signal cable through the wire outlet.

Connect the fork terminals to the terminals. Match the wire colors/
labels with the labels on the terminal block.

Firmly screw the fork terminals of each wire to its corresponding
terminal. Refer to the serial number and wiring diagram located on
the cover of the electric control box.

Class2 wire

TO OUTDOOR

a

FD

Wiring diagram

A220791

Fig. 49 —Control Box and Wiring Diagram

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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A CAUTION

While connecting the wires, strictly follow the wiring diagram.
The refrigerant circuit can become very hot.
Keep the interconnection cable away from the copper tube.

6. Clamp down the cable with the cable clamp. The cable must not be
loose or put strain on the fork terminals.

7. Reattach the electric box cover.

ﬁ)
\of the ferrite core (Magnetic Ring

[ Pass the belt through the hole
N to secure it to the cable
A220819

Fig. 50 —Ferrite Core (Magnetic Ring)

The main power is supplied to the outdoor unit. When disconnecting the
power of the outdoor unit, the indoor unit would lose power. A disconnect
switch is not required on the indoor unit side on the wiring between the
outdoor and indoor unit. A 3 pole disconnect (purchased separately) may
be used for extra protection between the indoor and outdoor Unit.

Circuit Breaker
(purchased separately)

Indoor & Outdoor
connective wires

/ (purchased separately)
00
/3 Pole Disconnect

(purchased separately)

<)

Fig. 51 —Wiring Connection of Indoor Unit

Outdoor unit power wires

Outdoor unit

Indoor unit

€}

A220820

The Auxiliary Heater must have a separate branch electric circuit with a
field-supplied disconnect switch located within sight from, and readily
accessible from, the unit.

Circuit Breaker
(purchased seperately)

Electrical heater unit power wires

(DO NOT connect to
the indoor unit
circuit breaker!)

Electrical
heater
unit

A220821

Fig. 52 —Wiring Connection of Electric Heater
(optional)

WIRING REQUIREMENTS

Size all wires per the NEC (National Electrical Code) or CEC (Canadian
Electrical Code) and local codes. Use the electrical data from the outdoor unit
(MCA - minimum circuit amps and MOCP - maximum over current protection),
to correctly size the wires and the disconnect fuse or breakers respectively.

SIZE 18 - 36K (NON LIGHT-COMMERCIAL MODELS)
RECOMMENDED CONNECTION METHOD FOR POWER
AND COMMUNICATION WIRING

Power and Communication Wiring: The main power is supplied to the
outdoor unit. The field supplied 14/3 power/communication wiring, from
the outdoor unit to the indoor unit, consists of four (4) wires and provides
the power for the indoor unit. Two wires are high voltage AC power, one
is communication wiring and the other is a ground wire.

To minimize communication interference: If installed in a high
Electromagnetic field (EMF) area and communication issues arise, a 14/2
stranded shielded cable can be used to replace L2 and (S) between the outdoor
and indoor units - landing the shield onto the ground in the outdoor unit only.

Table 11 — Wiring Sizes 12K-36K

Cable Cable Size Remarks
Connection Cable | 14AWG 3 wire + Ground 1 208/230 V
(Stranded wire is required)

SIZES 36-60 (LIGHT-COMMERCIAL MODELS)
RECOMMENDED CONNECTION METHOD FOR POWER
AND COMMUNICATION WIRING

Power and Communication Wiring: The main power is supplied to the
outdoor unit. The field supplied power wiring from the outdoor unit to the
indoor unit consists of three (3) wires and provides the power for the
indoor unit. Two wires are high voltage AC power and one is a ground
wire. To minimize voltage drop, the factory recommended wire size is 14/
2 power stranded with a ground.

Communication Wiring: A separate 2-wire cable (stranded, shielded,
copper conductor), with a 600 volt rating and double insulated copper

wire, must be used as the communication wire from the outdoor unit to
the indoor unit. Use a separate shielded 16 AWG stranded control wire.

Table 12 — Wiring Sizes 36K-60K

Cable Cable Size Remarks
Power Connection Cable 14AWG 2 wire + Ground 1® 208/230 V
Communication Cable 16AWG 2 wire stranded shielded control wire

A CAUTION

EQUIPMENT DAMAGE HAZARD

Be sure to comply with local codes while running wire from the indoor
unit to the outdoor unit.

Every wire must be connected firmly. Loose wiring may cause the
terminal to overheat or result in a unit malfunction. A fire hazard may also
exist. Ensure all wiring is tightly connected.

No wire should touch the refrigerant tubing, compressor or any moving
parts.

Disconnecting means must be provided and located within sight and
readily accessible from the system. Route the connecting cable with
conduit through the hole in the conduit panel.

NOTE: The main power is supplied to the outdoor unit. When disconnecting
the power of the outdoor unit, the indoor unit would lose power. A disconnect
switch is not required on the Indoor unit side on the wiring between the
Outdoor and Indoor unit. A 3 pole disconnect may be used for extra
protection between the indoor and outdoor unit (refer to local codes). A
separate power source is required for an auxiliary electric heater.

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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ELECTRICAL DATA
Table 13 — Electrical Data
INDOOR FAN MAX FUSE CB AMP
UNIT SIZE
V-PH-HZ FLA HP w
18 2 0.33 68
24 3 0.33 68
30 3.5 0.50 168 Refer to outdoor unit installation instructions —
208-230/1/60
36 3.5 0.50 168 Indoor unit powered by the outdoor unit
48 3.5 0.75 235
60 7.0 286.5
CONNECTION DIAGRAMS

Fig. 55 —Control and Power Terminal on Indoor Unit (sizes 18K/24K/30K/36K) Non Light-Commercial Models)

CONNECTING CABLE
OUTDOOR TO INDOOR

208-230-1-60

|

1(LDR(L2]3(S)] leno @D

Indoor Unit  [Indoo

Power Supply Signal Ground
High

208/230-1-60 |Voltage

&

AN

FIELD POWER SUPPLY
et N,

!

o0

1(

r—~

1) [2(L2) [ 3(S)

L1 |

L2

Power to
Indoor Unit

{indoor
Signal
High |Power Supply|

Main

208/230-1-60|Voltagef 208/230-1-60

Fig. 53 —Connection Diagram (sizes 18K/24K/30K/36K) Non Light-Commercial Models)

208-230-1-60
CONNECTING CABLE FIELD POWER SUPPLY
OUTDOOR TO INDOOR A
SHIELDED WIRE CONNECTING
éOUTDOOR TOINDOOR é ;
S GND
L1]2le || (S1)] (S2) S1] S2 1] 2| L1]L2]@
Indoor Unit | |Nonpolar RS-485 Nonpolar RS-485|  [To Indoor Unit| Outdoor Unit
Power Supply||communication communication | [Power Supply| Power Supply
208-230-1-60 || Low voltage Low voltage 208-230-1-60

Fig. 54 —Connection Diagram (sizes 36K /48K/60K) Light Commercial Models)

WOI®

IL1(1) L2(2) S(3)

O ®

® &

O

(L1 12 @

VO®

Fig. 56 —Control and Power Terminals on Indoor Unit (sizes 36K to /48K/60K) Light Commercial Models)

A220823

A220824

A220825

A220826
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SPECIFIC WIRING METHOD
CONNECTION METHOD A Optional Function Wirin

Refer to the wiring method of the internal and external machine
[0 D OOOO

communication and wired controller as follows:

Wired Indoor unit I:l
controller R C L G Y1YI/Y2B WWIW2 E DH L1(1)2Q2) SB) O IE
F EREEEEREEEER ll! DS - Alarm
~| interface
[E -
’_‘ — Liquid level
| [ ] switch
EEEE interface

[ “TT ] [ D
L1(1) L2(2) SB3)

Wif?d " Outdoor
controller Unit

A220830 [ QEEEE]

Fig. 57 — Connection Method (18K-36K) Residential | |
Units Control Board UVLED Indoor and
outdoorunit
communication
interface
Wired Indoor unit A220837
conoller R C_ L GY1v/2B W WIW2 EDH - S1 S2 Fig. 59 — Optional Function Wiring

e —————

Liquid Level Switch Interface
’_‘ L The unit has a liquid level detection interface. If the user selects this
] function, they must purchase a liquid level switch, connect to the CNS
- -. interface, and remove the J1 jumper from the circuit board. Once the
. s15 water receiving pan is full, the water level switch opens and the unit shuts
\c,\grrl%:joller Outdoor down.
Unit

A220831

Fig. 58 — Connection Method (36K-60K (Light

Commercial)) e E N

warerieveswiey ||| €D =[2
A  WARNING an
Refer to the wiring template for the wiring method. A220838

Fig. 60 —Water Level Switch

DO NOT connection the power cord to the communication line as
this may damage the system.

NOTE: The wiring method for the thermostat and the internal
machine refer to the wiring of the non-commercial
design.

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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The Fault Warning

ALARM

EEND
BIBD

A220839

Fig. 61 — The Fault Warning

The ALARM connection is a dry contact and closes when there is a
system alarm.

Humidification Control Wirin

HUMIDISTAT
| |

WORK

£ZND
KDBID

I TO
| HUMIDIFIER
24V control signal or 208/230V power supply
HUMIDISTAT

G ||
24-VAC

} TO HUMIDIFIER
C

A220840

Fig. 62 — Humidification Control Wiring

The passive signal port CN33

When the fan is running, the relay is closed. It needs to be connected to
the 24V control signal or 208/230V control relay, then CN33 and a serial
humidistat and humidifier.

Active 24V signal

Connect the G and C ports on the control panel to the humidistat and then
connect the humidifier.

If the thermostat or zone controller has a HUM interface, connect the
humidifier directly to the HUM and C ports. When the humidity drops
below the humidistat’s set value, the humidistat powers on and the
humidifier receives a signal or power source and starts the humidifying
operation.

Dehumidification Control Wiring
NOTE: Do not use the same Humidistat contacts for
Humidifier and Dehumidification.

(?:l DH= T — —
nﬂ — HUMIDISTAT
12 R 4 —— |

L~
A220841

Fig. 63 — Dehumidification Control Wiring

54-1 DIP Switch

Disconnect then short-circuit to achieve partition, control or
dehumidification.

Dehumidification control requires a indirect humidifier at DH and R. Set
54-1 to OFF.

When the humidity rises and exceeds the set value of the humidifier, the
24V signal of DH changes to 0V, the refrigeration system starts the
dehumidification operation, and the air volume drops to 80% of the
nominal refrigeration air volume.

When the partition control, DH, is connected to the DH port of the
partition controller

When the 24V signal of DH changes to 0V, the air volume drops to 80%
of the nominal refrigeration air volume.

UV, Fresh Air Wiring

s>

UV, fresh wind or
negative ions, etc

work

€CND

& — -
24V control signal or 208/230V power supply
A220842

Fig. 64 — UV, Fresh Air Wiring

The WORK port is linked to the fan. When the fan is running, the relay
contacts is closed.

Control Logic
Table 14 — Indoor Unit Connector

Connector Purpose
R 24V
C COM
G FAN
Y First stage cooling
YY2 Second stage cooling
B Heating (Four-way valve)
W Heating operation
W1 Electric Heating Operation 1
w2 Electric Heating Operation 2
E/AUX Emergency Heat / Auxiliary Heat
DH/DS/BK | Drying Regionally
L Error Signal

LED Display

The control displays active faults switches on the LED display. If the
control displays the fault switch and the LED flashes quickly, the unit has
malfunctioned. Refer to the detailed fault switches.

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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DIP SWITCH DEFINITIONS
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Fig. 65 — DIP Switch Definitions

Function DIP Switch
SW1

This dip switch group mainly controls and selects the type of unit. It is
suggested that adjustments are only made under the guidance of the
authorized technician.

*SW1-1: Control function, (ON: 24V Thermostat; OFF: Wired
controller, default)

*SW1-2: Use this dip switch to determine whether to stop the fan when
the cold air is released; OFF stops the fan, ON does not stop the fan,
the default is OFF

* SW1-3: Select Cooling Only and heat pump functions; ON: cooling
only; OFF: heating and cooling, default

*SW1-4: Leave OFF. Not Applicable.

Sw2

This dip switch group mainly controls the opening form of the electric
auxiliary heat.

*SW2-1: This dial code can control the temperature difference when
the electric heating is turned on. OFF: 4°F(2°C), default; ON:
2°F(1°C), 3-level temperature setting, consistent with user thermostat
setting. Note: When E/AUX controls electric heating, there is no
temperature difference, and it starts directly.

*SW2-2, SW2-3: This two-digit dialing code can control the delayed
start of electrically-assisted heat. When the temperature difference is
too great, the delayed start and the delayed start time can be selected.

Sw2-2 1-bit dialing, ON 5°F (2.5°C), OFF without delay

1 bit dialing, OFF 15 minutes, ON 30 minutes, 15
minutes by default, delayed opening time

*SW2-4: This dial code controls the permissible opening temperature
of electric heating or compressor, OFF allows the opening temperature
of electric heating (using the set temperature of S3 Rotary Switch as
the upper limit temperature of electric heating), and ON the allowable
opening temperature of the compressor (using Rotary Dial S3 as the
upper limit temperature of electric heating). The lower limit
temperature at which the compressor can allow operation.)

S3 Rotary Switch

Ambient temperature controlled by electric heating or compressor, 0

means no temperature protection is turned on, Rotary Dial position 1

through F maps to -4°F (-20°C) through 46°F (8°C). Each rotary dial

point is a 4°F (2°C) change from the previous point.

Example: Set dial point 1 =-20C. Dial point 2 =-18C. ....Dial point F =

8C, and each scale represents 4°F (2°C). Extra space between S3 and

SW3-1. Remove indents SW3-1, SW3-2, SW3-3 (these switches are not
related to S3).

*SW3-1: This dialing code can set the continuous operation time for
increasing the set temperature by 32.9°F-37.4°F(0.5°C~3°C) before
reaching the temperature. The default is OFF = 90 minutes; ON = 30
minutes.

*SW3-2: This dialing code can set Y/Y2 signal setting temperature
adjustment deviation, ON: 2°F (1°C); OFF: 4°F (2°C)

*SW3-3: This dialing code can set W2 signal setting temperature
adjustment deviation, ON: 4°F (2°C); OFF: 6°F (3°C).

*SW3-4: Not in use

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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Table 15 — Air Volume

MODEL (Defggﬂ)spf’itr“\’,‘gum . 001 Air Volume (CFM) 010 Air Volume (CFM) 011 Air Volume (CFM)
18K 660 630 600 570
10KW 10KW, 8KW 8KW 5KW
K 880 850 830 800
15KW 15KW, 8K 10KW, 8KW 5KW
30K 1100 1040 990 930
15KW 15KW, 10KW 10KW, 8KW 8KW, 5KW
36K 1320 1255 1190 1125
20KW 15KW 10KW, 8KW 8KW, 5KW
16K 1760 1675 1580 1490
20KW 15KW, 10KW 10KW, 8KW 8KW
60K 2195 2055 1920 1775
25KW 20KW, 15KW 15KW, 10KW 10KW

NOTE: The wind gear DIP switch can only change the air volume when the electric heating is turned on, and the air
conditioner cooling and heating air volume remains unchanged. If the DIP switch is wrong, the default wind gear runs.

24V CONTROL DIP SWITCH

INDOOR UNIT
S4-2 DIP switch off S4-1 DIP switch off
Perform disconnectionand  Disconnect and short
short-circuit to achieve circuit to realize heating
partition, control or segment

dehumidification

A220844

Fig. 66 — 24V Control DIP Switch

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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Table 16 — High, Medium, Low Air Volume Parameters

18K 24K 30K 36K 48K 60K
The PWM Static | Airvolume | The PWM Static | Airvolume | The PWM Static Airvolume | The PWM Static | Airvolume | The PWM Static | Airvolume | The PWM Static | Airvolume

dutycycle | pressure | (CFM) | dutycycle | pressure | (CFM) dutycycle | pressure (CFM) dutycycle | pressure | (CFM) dutycycle | pressure | (CFM) dutycycle | pressure | (CFM)
0 489 0 598 0 422 0 879 0 946 0 1151
0.10” 493 0.10” 613 0.10” 705 0.10” 883 0.10” 943 0.10” 1133
0.15” 490 0.15” 625 0.15 713 0.15” 888 0.15” 942 0.15” 1136
0.20” 488 0.20” 630 0.20" 705 0.20” 892 0.20” 948 0.20 1132
0.30” 501 0.30 632 0.30 708 0.30” 893 0.30 947 0.30” 1128

Low Low Low Low Low Low
0.40” 497 0.40” 635 0.40” Al 0.40” 893 0.40” 940 0.40” 1134
0.50” 495 0.50” 631 0.50" 707 0.50” 892 0.50” 940 0.50” 1130
0.60” 492 0.60” 624 0.60" 704 0.60” 890 0.60" 933 0.60" 1133
0.80" 489 0.80 614 0.80” 702 0.80" 873 0.80" 925 0.80" 1126
1.00" 488 1.00” 624 1.00” 698 1.00” 826 1.00” 925 1.00” 118
0 524 0 692 0 813 0 1010 0 1155 0 1367
0.10” 528 0.10” 690 0.10” 81 0.10” 1001 0.10” 1156 0.10” 1358
0.15” 532 0.15” 685 0.15" 813 0.15” 1001 0.15” 1154 0.15” 1362
0.20” 542 0.20” 695 0.20" 816 0.20” 1000 0.20” 1154 0.20” 1361
0.30 523 0.30 693 0.30” 815 0.30 995 0.30" 1143 0.30" 1360

Mid Mid Mid Mid Mid Mid
0.40” 524 0.40” 692 0.40" 811 0.40” 995 0.40” 1147 0.40” 1352
0.50” 533 0.50 688 0.50” 809 0.50” 996 0.50" 1149 0.50” 1353
0.60” 523 0.60” 684 0.60” 801 0.60” 983 0.60” 1143 0.60” 1348
0.80 521 0.80 670 0.80" 807 0.80 996 0.80 1140 0.80 1340
1.00” 519 1.00” 654 1.00” 801 1.00” 969 1.00” 113 1.00” 1316
0 573 0 752 0 899 0 1137 0 1325 0 1608
0.10” 577 0.10” 746 0.10" 895 0.10" 123 0.10” 1328 0.10” 1590
0.15” 580 0.15” 750 0.15” 902 0.15" 1119 0.15” 1337 0.15” 1586
0.20" 576 0.20” 756 0.20” 898 0.20" 1120 0.20” 1337 0.20” 1560
0.30” 579 0.30” 750 0.30" 900 0.30" 112 0.30 1330 0.30” 1561

High High High High High High
0.40” 574 0.40 746 0.40” 909 0.40” 111 0.40” 1333 0.40” 1554
0.50” 573 0.50” 741 0.50” 901 0.50” 1113 0.50” 1338 0.50” 1549
0.60” 576 0.60” 745 0.60" 908 0.60" 1101 0.60 1335 0.60 1545
0.80" 577 0.80" 735 0.80 905 0.80” 1094 0.80 1321 0.80” 1543
1.00” 574 1.00” 714 1.00” 899 1.00” 1088 1.00” 1321 1.00” 1548

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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FAN PERFORMANCES AT VARYING STATIC PRESSURES

18K 36K

1200

L S aar S P S—— 1100 k\‘"ﬁ'—"—'—l—r—t—\._

8

8

o |

5
8

i M

8

Air flow rate(CFM)
8
[

Air flow rate(CFM)
8
=]
i

——H — + v v o T—
—a—M
300 T T T T T T T T 1 800 = H
0 o004 01 0148 02 03 04 05 06
External static pressure (in.w.c.) 200
A220845 600 : : e — : : : .
Fig. 67 — Fan Performance - 18K 0 004 01 0148 02 03 04 05 06
External static pressure (in.w.c.)
A220847
24K Fig. 70 — Fan Performance - 36K
800
=70 g S —a—a—a o 1400
3 = 4- 1300 = = B T e
[ L v hd v
E 600 f— “'0--..._’ Sl
3 1200
< =8=M = ——a—8_5 5 85 g
= £ 1100
< —r=H S
500 Il
® 1000 —L
i ——— e, e e —-—M
T 00 —
400 T T T T T T T T 1 a +H
0 004 01 0148 02 03 04 05 06 800
External static pressure (in.w.c.
700
A220846 600 ) ) .
Fig. 68 — Fan Performance - 24K 0 004 01 0148 02 03 04 05 06
External static pressure (in.w.c.)
A220848
30K Fig. 71 —Fan Performance - 48K
950
900 | 60K
850 1700
2 1600 |
8 g0 - . 5 ——
® ——L 1500
,._g_ 750 =M 5 1400
Eyoo —r . — S— i ==H E.,'1300
I3 -l
1200
650 ‘fg_ — N N - o " =M
€ 1100 - e = A— e H
600 T T T T T 1
0 004 01 0148 02 03 04 05 06 1000
External static pressure (in.w.c. 900
A220906 . 0 I004I 0.1 701487 0.2 V 0.3 I 0.4 I 0.5 I 0.6 ‘
Fig. 69 — Fan Performance - 30K T oternal staticorcssure (nwed
ernal static pressure (in.w.c.)
A220849

Fig. 72 — Fan Performance - 60K
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TEST RUN
BEFORE THE TEST RUN

A test run must be performed after the entire system has been completely
installed. Confirm the following points before performing the test.

a.
b.
c.

Indoor and outdoor units are properly installed.

Piping and wiring are properly connected.

There are no obstacles near the unit’s inlet and outlet that
might cause poor performance or product malfunction.
Refrigeration system does not leak.

Drainage system is unimpeded and draining to a safe location.
Heating insulation is properly installed.

Grounding wires are properly connected.

P oo o

Length of the piping and additional refrigerant recorded.

—

Power voltage is the correct voltage for the system.

ION

Failure to perform the test run may result in unit damage, property
damage, or personal injury.

Test Run Instructions
1. Open both the liquid and gas stop valves.

2. Turn on the main power switch and allow the unit to warm up.
3. Set the air conditioner to the COOL mode.
4. For the indoor unit:

a. Double check to see if the room temperature is being registered
correctly.

Ensure the manual buttons on the indoor unit work properly.

c. Ensure the drainage system is unimpeded and draining
smoothly.

d. Ensure there is no vibration or abnormal noise during
operation.

5. For the outdoor unit:

a. Check to see if the refrigeration system is leaking.

b. Ensure there is no vibration or abnormal noise during
operation.

c. Ensure the wind, noise, and water generated by the unit do not
disturb neighbors or pose a safety hazard.

6. Drainage Test

a. Ensure the drainpipe flows smoothly. New buildings should
perform this test before finishing the ceiling.

b. Remove the test cover. Add 2,000 ml of water to the tank
through the attached tube.

c.  Turn on the main power switch and run the air conditioner in
the COOL mode.

d. Check to see that the water is discharged. It may take up to one
minute before the unit begins to drain depending on the
drainpipe.

e. Ensure there are no leaks in any of the piping.

f.  Stop the air conditioner. Turn off the main power switch and

reinstall the test cover.

NOTE: If the unit malfunctions or does not operate according to your
expectations, please refer to the Troubleshooting section of the owner’s
manual before calling customer service.

SYSTEM CHECKS

1. Conceal the tubing where possible.

2. Ensure the drain tube slopes downward along its entire length.
3. Ensure all tubing and connections are properly insulated.

4. Fasten the tubes to the outside wall, when possible.

5. Seal the hole through which the cables and tubing pass.

INDOOR UNIT

1. Do all the remote controller buttons function properly?

2. Do the display panel lights work properly?

3. Does the drain work?
Explain the following items to customer (with the aid of the
owner’s manual):

1. How to turn air conditioner ON and OFF;

2. How to select COOLING, HEATING and other the operating
modes;

3. How to set a desired temperature;

4. How to set the timer to automatically start and stop air conditioner
operation;

5. How to control all the other features of the remote controller and
display panel.

6. How to remove and clean the air filter.

7. Unit care and maintenance.

Present the owner’s manual and installation instructions to the customer.

START-UP PROCEDURES

Refer to outdoor unit’s installation instructions for system start-up
instructions.

A CAUTION

UNIT COMPONENT HAZARD

Failure to follow this caution may result in product damage. Never
operate the unit without a filter. Damage to the blower motor or
coil may occur. For those applications where access to an internal
filter is impractical, a field-supplied filter must be installed in the
return duct system.

CARE AND MAINTENANCE

To continue high performance and minimize possible equipment failure,
it is essential that periodic maintenance be performed on this equipment.
Consult your local dealer as to the proper frequency of maintenance
contract.

The ability to properly perform maintenance on this equipment requires
certain mechanical skills and tools. If you do not possess these, contact
your dealer for maintenance. The only consumer service recommended or
required is filter replacement or cleaning on a monthly basis.

Manufacturer reserves the right to change, at any time, specifications and designs without notice and without obligations.
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TROUBLESHOOTING

For ease of service, the systems are equipped with diagnostic code display LEDs on some outdoor units. The outdoor diagnostic display consists of two
LEDs (red and green) on the outdoor unit board and is limited to a few errors. The indoor diagnostic display is a digital readout on the display panel. If
possible, always check the diagnostic codes displayed on the indoor unit first before consulting a service technician. The diagnostic codes, displayed in

the indoor and outdoor units, are listed in Table 17.

Table 17 — Indoor Unit Diagnostic Guides

DISPLAY ERROR INFORMATION
EHOO Indoor EEPROM Malfunction
ELOL Communication malfunction between the indoor and outdoor units
EHO3 Indoor fan speed malfunction
EC51 Outdoor EEPROM malfunction
ECE2 Condenser coil temperature sensor (T3) malfunction
ECE3 Outdoor ambient temperature sensor (T4) malfunction
EC5Y Outdoor unit exhaust temperature sensor error
EHGO Indoor Room Temperature Sensor T1 Error
EHLL Indoor Evaporator Coil Temperature Sensor T2 Error
EHELZ Air inlet temperature sensor error
ECO7? QOutdoor DC fan speed malfunction
EHOb Indoor PCB and display board communication error
ELOC Refrigerant leakage detection
EHOE Indoor water level warning error
FLO9 New and old platform match malfunction
pPco0 Inverter module (IPM) protection
PCOL Over high voltage or over low voltage protection
PCOo2 High temperature protection of compressor top/IPM temperature protection
PCOY4 Inverter compressor drive error
PCO3 Low pressure protection
PCOL Low temperature protection of outdoor unit
——— Indoor units mode conflict
NOTE: If the LED display shows DF (Defrost) or FC (Forced Cooling), these are operational codes and, not fault or protection.

For additional diagnostic information, refer to the indoor unit service manual.
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