FE4A, FESA

COMMUNICATING VARIABLE-SPEED FAN COIL

WITH PURON® REFRIGERANT
SIZES 002 THRU 006

Product Data

bryant

PREMIUM ENVIRONMENTALLY -
SOUND FAN COIL

The latest in technology makes the FE4A and FESA fan coil
models the most advanced air handlers available. With attention
to quiet, efficient, and comfortable operation, Bryant has
developed a new benchmark for homeowner comfort and ease of
installation.

The FE4A and FESA come with state of the art smart-diagnostics
capability. This enables faster troubleshooting, providing ease of
service and repair. The FE4A and FESA also provide a 4-wire
hook up with matching outdoor unit and the Evolution™
Control. This makes installation simpler and a lot quicker than
with conventional fan coils. The FE4A and FESA have advanced
technology that allows the fan coil to self-configure with a
matching outdoor unit and the Evolution™ Control, reducing
installation time.

The FE4A and FESA feature Puron®  refrigerant (R-410A), the
chlorine-free alternative that is the future refrigerant for the
residential heating and cooling industry. The FE4A and FESA
using Puron® refrigerant maximize performance for
environmentally sound systems. In addition to environmental
safety, these systems are 30 to 40% more efficient than standard
heating and cooling systems, thereby combining excellence in
efficiency and environmental safety.

The FE4A and FESA provide these benefits due to Bryant’s
command of ECM (Electronically Commutating Motor)
technology. These motors are extremely efficient at all speeds,
and enable the FE4A and FESA to operate at the correct speed to
deliver airflow precisely, ensuring proper performance across a
wide range of duct static pressures. This adaptive efficiency also
makes installation quality easier to achieve for today’s demanding
homeowner.

Bryant’s command of ECM technology may be most evident in
the comfort advantages that an ECM can deliver. For true
comfort, the homeowner can achieve command of both
temperature and humidity in cooling and heating modes.

Another feature which sets the FE4A and FESA apart is the
factory-installed TXYV, which enhances efficiency and provides
compressor-protecting operation at all recommended conditions.
Grooved copper tubing, louvered aluminum fins, and the large
face area of the FE4A and FESA refrigerant coils also provides
superior efficiency, for high SEER and HSPF performance.

Bryant leads the way in condensate control, a hallmark of these
multipoise fan coils. All of these featured components are
protected within a rugged, pre-painted metal cabinet lined with
super-thick, high-density insulation. For neat, high-quality
installations the wunit exterior features sweat refrigerant
connections for simple, leak free performance, and multiple
electrical entry for both high- and low-voltage service.

For superior technology and wunmatched comfort, the

environmentally sound and efficient FE4A and FESA fan coils
can’t be beat.



FE4A / FESA

FEATURES

Smart Diagnostics
* Self configuring (ease of installation)
* Easier troubleshooting, providing faster service and repair

Environmentally-Sound Refrigerant Technology
e Puron® refrigerant, the chlorine-free non-ozone depleting refrigerant
¢ Thermostatic Expansion Valve (TXV) designed to maximize performance with Puron® refrigerant

Energy Efficient Operation

¢ Electronically Commutated Motor (ECM) operates efficiently at all speeds
e Maximizes efficiency of heating and cooling systems

¢ Ultra-low power consumption during fan only operation

Comfort Control
e Warm, comfortable heating air temperatures
¢ Unmatched humidity control

Airflow and Sound Technology

e Logarithmic spiral blower housings for high blower efficiency and quiet operation

* Diffuser air discharge section for high airflow efficiency and quiet, smooth operation

e High duct static capability

* Unique cabinet design that meets new stringent regulations for air leakage. Meets requirements of a 2% cabinet leakage rate when tested
at 1.0 inches of static pressure

Condensate Control and Disposal Technology

e Minimal standing water - less microbial growth for improved IAQ and reduced condensate line clogging and related condensate leakage

* Condensate fittings relocated away from turbulent airflow patterns at the blower entrance for improved condensate control performance

¢ Overflow feature for slope coil units allows condensate to exit the unit without damage to product under clogged primary and secondary
line conditions

e Tested for condensate disposal at conditions much more severe than those required by ARI

¢ Primary- and secondary-drain connections to comply with HUD

e All pans constructed of an injection molded glass-filled polycarbonate engineering resin material, with brass drain connections
e High density, super-thick cabinetry insulation with vapor barrier

* Pre-painted galvanized sheet metal cabinet

Heat Transfer Technology

* Grooved copper tubing

¢ Lanced sine-wave aluminum fins

e Discreet refined counterflow refrigerant circuitry
e Bi-flow, hard-shutoff TXV metering device

Quality Assisting, Ease of Installation and Service Features
e FEasy 4 wire hook up: convenient and reduces installation time

e FE4A unit is multipoise

e FES5A unit is upflow/downflow only (single drain pan)

* Provision made for suspending from roof or ceiling joints

¢ Modular cabinet on 004 and 006 size units

¢ Sweat connections for leak-free service

* Multiple electrical entry for application flexibility (high and low voltage)
e Low-voltage terminal strip, to safely hold connections within the cabinet
* Inspection plate on A-coil models for quick coil-cleanliness inspection

¢ Cabinet construction features innovations designed to prevent cabinet sweating

Controls and Electrical Features

e FEasy-plug connection provided for quick installation of accessory heater packages
¢  40VA 208/230v transformer
¢ Replaceable 5-amp, blade-type auto fuse protects against transformer secondary short

Filter Features

e Factory-supplied filter

¢ Cleanable polyester filter media

* Filter “springs” out for easy access - no tools required

e Newly improved filter rack area - filter door insulation added for an improved air seal
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FE4A / FESA

PHYSICAL DATA

NOMINAL
ODS CATALOG FIELD-INSTALLED HEAT COOLING DIMENSIONS obtitng
ORDERING NO. (KW) CAPACITY . . LB
(BTUH) Height Width Depth (LB)
FE4ANF002000 5,8,9, 10,15, 20 12608850 42-11/16 17-5/8 22-1/16 135
FE4ANF003000 5,8,9, 10, 15, 18, 20 Y | s3-716 | 21-18 | 22-1/16 150
FE4ANF005000 5,8,9, 10, 15, 18, 20, 24, 30 Y | s3-716 | 21-18 | 22-1/16 172
FE4ANB006000 8,9, 10, 15, 18, 20, 24, 30 Y | 59316 | 2a-11/16 | 22-1/16 207
FE5ANB004000 5,8,9,10, 15, 18, 20 22'2088(;0 59-3/16 24-11/16 22-1/16 200
SPECIFICATIONS
MODEL FE4A
SIZE 002 003 005 006
COIL
Refrigerant Metering Device Puron® Refrigerant (R—410A) TXV
TXV Size 2 Ton 3 Ton 4 Ton 4 Ton
Configuration A Slope A A
Rows—Fins/In. 3/14.5
Face Area (Sq Ft) 3.46 | 3.46 | 5.93 | 7.42
MATCHES OUTDOOR UNIT SIZES
Nominal Cooling Tons | 152253 | 225335 | 253354 | 3,354,5
FAN
Air Discharge Upflow, Downflow, Horizontal
CFM/Ton (Nominal Clg/Htg) 350+
Motor HP (ECM) 1/2 1/2 1/2 3/4
Filter (In.) 21-1/2X 16-3/8 18-7/8 18-7/8 23-5/16
CABINET CONFIGURATION OPTIONS
\ 1 - piece \ 1 - piece \ 1 - piece \ 2 - piece
MODEL FE5A
SIZE 004
COIL
Refrigerant Metering Device Puron® Refrigerant (R—410A) TXV
TXV Size 3 Ton
Configuration A
Rows—Fins/In. 3/14.5
Face Area (Sq Ft) 7.42
MATCHES OUTDOOR UNIT SIZES
Nominal Cooling Tons | 2,25,3,35

FAN

Air Discharge Upflow, Downflow
CFM/Ton (Nominal Clg/Htg) 350+
Motor HP (ECM) 3/4
Filter (In.) 21-1/2X 23-5/16
CABINET CONFIGURATION OPTIONS

\ 2 — piece




PERFORMANCE DATA
AIRFLOW DELIVERY — COOLING, HEATING, ELECTRIC HEATING MODES

The FE4 and FESA fan coils will provide airflow at a rate that is
requested by the Integrated System User Interface during air
conditioning or heat pump heating (without electric heat) modes.
The nominal airflow for both heating and cooling modes is 350
cfm/ton nominal size of the outdoor unit installed. The airflow
actually requested by the User Interface is modified by its internal

the documentation for the User Interface for more information on
how the User Interface controls the fan coil. Safe operation of
electric heaters requires airflow delivery at or above the minimum
CFM for electric heater application listed in the chart below. The
fan coil will adjust its airflow delivery to maintain safe airflow as
operating mode and staging conditions require.

algorithms for zoning, comfort or efficiency concerns. Refer to

FE4A/FESA FAN COIL AIRFLOW DELIVERY CHART (CFM) — ELECTRIC HEATING MODELS

MODEL FE4A | OUTDOOR UNIT CAPACITY BTUH ELECTRIC HEATER kV/ RANGE
5 9 10 15 20 24 30
EMERGENCY 625 625 675 775 950 — —
18,000 625 625 675 — — — — p
002 24,000 650 725 775 900 — — — 10
30,000 800 875 875 925 | 1125 — — w
36,000 975 975 975 | 1025 | 1125 — — —
EMERGENCY 675 700 775 850 | 1050 — — g
24,000 675 875 875 | 1100 | 1150 — — w
003 30,000 800 875 875 | 1100 | 1150 — — L
36,000 975 975 | 1025 | 1150 | 1250 — —
42,000 1125 1125 | 1125 | 1150 | 1350 — —
EMERGENCY 675 700 775 850 | 1050 | 1400 | 1425
30,000 800 875 875 | 1100 | 1150 — —
005 36,000 975 975 | 1025 | 1150 | 1250 — —
42,000 1125 1125 | 1125 | 1150 | 1250 — —
48,000 1305 1305 | 1305 | 1305 | 1850 | 1500 | 1600
EMERGENCY 1050 1050 | 1050 | 1050 | 1125 | 1750 | 1750
36,000 1050 1050 | 1100 | 1350 | 1350 — —
006 42,000 1125 1125 | 1150 | 1350 | 1350 — —
48,000 1300 1300 | 1300 | 1350 | 1500 | 1750 | 1750
60,000 1625 1625 | 1625 | 1625 | 1750 | 1750 | 1750
ELECTRIC HEATER kW RANGE
MODEL FESA | OUTDOOR UNIT CAPACITY BTUH
5 9 10 15 20 24 30
EMERGENCY 675 775 775 900 | 1125 — —
24,000 975 975 975 — — — —
004 30,000 1050 1050 | 1100 | 1125 — — —
36,000 1050 1050 | 1100 | 1350 | 1350 — —
42000 1125 1125 | 1150 | 1350 | 1350 — —

NOTE: 1. Emergency — Air conditioner with electric heater application or emergency heat.
2. These airflows are minimum airflows as UL listed.
3. Dashed entry indicates that the heater/fan coil/outdoor unit combination is not approved. Do not apply.



ACCEPTABLE DUCT CONDITIONS
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For satisfactory operation (specifically making dry secondary trap), subject fan coils must be installed with duct systems which fall within the “Acceptable

Range” illustrated above.



GROSS COOLING CAPACITIES (MBTUH)

INDOOR COIL SATURATED TEMPERATURE LEAVING EVAPORATOR (°F)
AIR 35 40 [ 45 [ 50 55
CFM EWB TC SHC BF TC SHC BF TC SHC BF TC SHC BF TC SHC BF
FE4ANF002
72 40.19 19.65 0.00 36.23 17.59 0.00 31.86 15.48 0.00 27.00 13.31 0.00 21.65 11.11 0.00
500 67 32.99 19.92 0.01 28.96 17.79 0.01 2452 15.62 0.01 19.64 13.40 0.01 14.28 1117 0.01
62 26.44 20.11 0.01 22.36 17.93 0.01 17.93 15.73 0.01 13.56 13.56 0.03 11.28 11.28 0.19
72 49.76 2423 0.00 4485 21.76 0.00 39.40 19.20 0.00 33.36 16.55 0.01 26.66 13.83 0.01
650 67 40.90 24.80 0.01 35.90 2222 0.01 30.37 19.55 0.02 2427 16.82 0.02 17.58 14.06 0.02
62 32.84 25.24 0.02 27.75 2256 0.02 22.25 19.85 0.02 17.13 17.13 0.06 14.25 14.25 0.21
72 61.99 30.08 0.00 55.87 27.15 0.00 49.04 24.04 0.01 41.48 20.80 0.02 33.10 17.46 0.02
875 67 51.08 31.23 0.03 4483 28.09 0.03 37.91 24.84 0.03 30.23 21.47 0.03 21.83 18.03 0.03
62 4111 32.14 0.03 34.76 28.88 0.03 27.91 2553 0.04 22.04 22.04 0.10 18.33 18.33 0.25
72 67.83 32.91 0.00 61.10 29.76 0.00 53.66 26.40 0.02 45.36 22.89 0.03 36.17 19.27 0.03
1000 67 55.96 34.39 0.04 49.12 31.01 0.04 4153 27.48 0.04 33.11 23.83 0.04 23.88 20.06 0.04
62 45.09 35.62 0.04 38.13 32.08 0.04 30.69 28.43 0.05 2454 2454 0.12 20.40 20.40 0.27
72 77.77 37.84 0.00 70.13 34.30 0.03 61.59 30.55 0.05 52.04 26.60 0.05 41.42 2250 0.05
1250 67 64.36 40.02 0.06 56.52 36.24 0.06 47.77 32.27 0.06 38.04 28.12 0.06 27.46 23.81 0.07
62 51.98 41.92 0.06 44.00 37.93 0.06 35.61 33.77 0.08 29.12 29.12 0.16 24.20 24.20 0.30
72 43.01 20.98 0.00 38.69 18.78 0.00 33.92 16.51 0.00 28.64 14.18 0.00 22.85 11.81 0.01
600 67 35.27 21.34 0.01 30.88 19.04 0.01 26.07 16.71 0.01 20.79 14.34 0.01 15.08 11.95 0.01
62 28.24 21.59 0.01 23.81 19.25 0.01 19.05 16.90 0.02 14.56 14.56 0.05 12.11 12.11 0.21
72 53.83 26.15 0.00 48.40 23.49 0.00 42.36 20.71 0.00 35.72 17.83 0.02 28.38 14.89 0.02
800 67 44.23 26.92 0.02 38.71 24.10 0.02 32.61 21.20 0.03 25.91 18.24 0.03 18.65 15.26 0.03
62 35.47 27.49 0.03 29.87 2458 0.03 23.89 21.65 0.03 18.67 18.67 0.09 15.51 15.51 0.24
72 63.07 30.60 0.00 56.66 27.57 0.00 49.58 24.36 0.02 4176 21.04 0.03 33.10 17.62 0.03
1000 67 51.91 31.82 0.04 45.41 28.58 0.04 38.24 25.24 0.04 30.31 21.78 0.04 21.76 18.29 0.05
62 41.71 32.80 0.04 35.12 29.43 0.04 28.13 26.00 0.05 22.41 22.41 0.12 18.60 18.60 0.27
72 71.01 34.48 0.00 63.77 31.12 0.02 55.79 27.57 0.04 46.95 23.88 0.05 37.18 20.08 0.05
1200 67 58.54 36.17 0.05 51.21 32.59 0.05 43.10 28.87 0.06 34.13 25.02 0.06 24.47 21.08 0.06
62 47.12 37.60 0.06 39.70 33.86 0.06 31.89 30.00 0.07 25.83 25.83 0.15 21.43 21.43 0.29
72 77.95 37.95 0.01 70.07 34.31 0.04 61.29 30.47 0.06 51.54 26.47 0.06 40.78 22.33 0.07
1400 67 64.44 40.15 0.07 56.37 36.28 0.07 47.43 32.24 0.07 37.54 28.04 0.07 26.89 23.69 0.08
62 51.95 42.08 0.07 43.78 37.99 0.08 35.30 33.73 0.09 28.95 28.95 0.19 24.01 24.01 0.32
72 40.42 19.84 0.00 36.59 17.80 0.00 32.35 15.70 0.00 27.64 13.54 0.00 22.39 11.33 0.00
600 67 33.22 20.00 0.00 29.31 17.90 0.00 24.99 15.74 0.00 20.19 13.53 0.00 14.87 11.27 0.00
62 26.67 20.11 0.00 22.69 17.95 0.00 18.31 15.75 0.00 13.60 1354 0.00 11.29 11.29 017
72 52.07 25.46 0.00 47.19 22.92 0.00 4175 20.28 0.00 35.66 17.53 0.00 28.84 14.70 0.00
800 67 42.88 25.89 0.00 37.88 23.24 0.00 32.31 20.49 0.00 26.10 17.66 0.00 19.18 14.75 0.00
62 3451 26.21 0.00 29.39 23.46 0.00 23.73 20.64 0.00 17.81 17.81 0.01 14.85 14.85 0.18
72 62.54 30.48 0.00 56.75 2753 0.00 50.25 24.45 0.00 42,94 21.21 0.00 34.73 17.84 0.00
1000 67 51.63 31.28 0.00 45.66 28.17 0.01 38.98 24.93 0.01 31.49 2155 0.01 23.12 18.06 0.01
62 41.65 31.91 0.01 35.51 28.66 0.01 28.71 25.30 0.01 21.89 21.89 0.03 18.26 18.26 0.19
72 71.89 34.94 0.00 65.33 31.70 0.00 57.89 28.24 0.00 49.50 2459 0.00 40.06 20.76 0.00
1200 67 59.49 36.20 0.01 52.68 32.73 0.01 45.02 29.06 0.01 36.39 25.22 0.01 26.71 21.21 0.01
62 48.10 37.22 0.01 41.07 33.55 0.01 33.27 29.72 0.01 25.77 25.77 0.05 21.51 21.51 0.20
72 80.24 38.94 0.00 73.00 35.45 0.00 64.73 31.69 0.00 55.41 27.69 0.01 44.86 23.46 0.01
1400 67 66.53 40.71 0.01 58.99 36.93 0.01 50.47 32.91 0.02 40.84 28.66 0.02 29.98 24.20 0.02
62 53.91 4217 0.02 46.10 38.14 0.02 37.43 33.92 0.02 29.46 29.46 0.07 24.60 24.60 0.22
72 57.24 28.01 0.00 51.64 25.08 0.00 45.46 22.08 0.00 38.59 19.00 0.00 30.99 15.85 0.00
750 67 46.98 28.35 0.00 41.29 25.33 0.00 35.01 2224 0.00 28.09 19.09 0.00 20.47 15.90 0.01
62 37.67 28.59 0.01 31.89 25.50 0.01 25.61 22.37 0.01 19.28 19.28 0.02 16.05 16.05 0.19
72 69.68 33.97 0.00 62.89 30.52 0.00 55.32 26.92 0.00 46.89 23.21 0.00 37.57 19.40 0.00
950 67 57.29 34.68 0.01 50.33 31.06 0.01 42.64 27.33 0.01 34.14 2351 0.01 24.80 19.63 0.01
62 45.99 35.21 0.01 38.92 31.47 0.01 31.24 27.68 0.01 23.90 23.90 0.04 19.89 19.89 0.20
72 80.80 39.28 0.00 72.96 35.40 0.00 64.17 31.32 0.00 54.37 27.06 0.01 43.48 22.66 0.01
1150 67 66.56 40.46 0.02 58.50 36.34 0.02 4954 32.05 0.02 39.60 27.64 0.02 28.70 23.15 0.02
62 53.51 41.36 0.02 45.29 37.07 0.02 36.38 32.70 0.02 28.26 28.26 0.07 2351 2351 0.22
72 97.47 47.29 0.00 88.05 42.83 0.00 77.49 38.05 0.01 65.68 33.04 0.02 52.41 27.78 0.02
1500 67 80.52 49.40 0.03 70.85 4458 0.03 60.01 39.53 0.03 47.89 34.25 0.03 34.64 28.83 0.04
62 64.96 51.12 0.03 55.02 46.04 0.03 44.30 40.80 0.04 35.27 35.27 0.10 29.34 29.34 0.25
72 105.61 51.26 0.00 95.43 46.52 0.01 84.03 41.43 0.03 71.21 36.06 0.03 56.82 30.42 0.03
1700 67 87.38 53.92 0.04 76.93 48.80 0.04 65.20 43.40 0.04 52.01 37.70 0.04 37.60 31.83 0.05
62 70.60 56.17 0.04 59.87 50.74 0.04 48.32 45.08 0.05 38.96 38.96 0.13 32.40 32.40 0.27
72 76.01 37.07 0.00 68.82 33.39 0.00 60.76 29.56 0.00 51.72 25.55 0.00 41.64 21.42 0.00
1050 67 62.63 37.91 0.01 55.22 34.04 0.01 46.97 30.03 0.01 37.78 25.89 0.01 27.60 21.64 0.01
62 50.40 38.54 0.01 4281 3453 0.01 34.49 30.41 0.01 26.28 26.28 0.03 21.90 21.90 0.19
72 89.66 4358 0.00 81.26 39.43 0.00 71.77 35.02 0.00 61.13 30.39 0.00 49.17 25.55 0.01
1300 67 74.04 45.04 0.01 65.36 40.60 0.01 55.62 35.94 0.01 44.72 31.09 0.01 32.62 26.09 0.01
62 59.73 46.18 0.01 50.78 4152 0.02 40.97 36.70 0.02 31.77 31.77 0.06 26.48 26.48 0.21
72 110.09 53.41 0.00 99.92 48.64 0.00 88.41 43.46 0.01 75.38 37.95 0.02 60.66 32.13 0.02
1750 67 91.28 56.16 0.02 80.74 50.96 0.03 68.83 45.42 0.03 55.35 39.55 0.03 40.35 33.42 0.03
62 73.94 58.45 0.03 63.04 52.91 0.03 51.08 47.08 0.03 40.82 40.82 0.10 34.04 34.04 0.24
72 121.19 58.89 0.00 110.14 53.79 0.01 97.57 48.25 0.02 83.25 42.30 0.03 67.02 35.98 0.03
2050 67 100.75 62.56 0.04 89.24 56.99 0.04 76.15 51.01 0.04 61.30 4463 0.04 4472 37.88 0.04
62 81.81 65.71 0.04 69.88 59.72 0.04 56.88 53.37 0.05 46.27 46.27 0.12 38.60 38.60 0.26
72 126.10 61.36 0.00 114.71 56.14 0.02 101.67 50.45 0.03 86.78 4432 0.03 69.87 37.76 0.04
2200 67 104.99 65.51 0.04 93.05 59.79 0.04 79.44 53.62 0.04 63.97 47.02 0.04 46.71 40.00 0.05
62 85.35 69.12 0.04 72.98 62.94 0.05 59.55 56.35 0.06 48.85 48.85 0.14 40.75 40.75 0.27
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CFM

- Cubic Ft. per Minute

EWB - Entering Wet Bulb (°F)

LWB - Leaving Wet Bulb (°F)

TC - Gross Cooling Capacity 1000 Btuh

SHC - Gross Sensible Capacity 1000 Btuh BF - Bypass Factor MBH - 1000 Btuh
NOTES: SHC CORRECTION FACTOR
1. Contact manufacturer for cooling capacities at conditions other than
shown in table. ENTERING AIR DRY--BULB TEMPERATURE (°F)
2. Formulas: BYPASS 79 78 77 76 75 Under 75
Leaving db = entering db -sensible heat cap. FACTOR 81 82 83 84 85 Over 85
1.09 x CFM "
Leaving wb = wb corresponding to enthalpy of air leaving coil Correction Factor
(hiwb) 0.10 098 | 1.96 | 294 | 3.92 | 491 Use
hiwb = hewb -total capacity (Btuh) formul
e e CFM 0.20 087 | 174 | 262 | 349 | 436 | -8
where hewp = enthalpy of air entering coil. Direct interpolation is 0.30 076 | 1.53 | 2.29 3.05 3.82 below
permissible. Do not extrapolate.
3. SHC is based on 80°F db temperature of air entering coil. Below 5. Interpolation is permissible.
80°F db, subtract (Correction Factor x CFM) from SHC. Above 6. Correction Factor = 1.09 x (1 - BF) x (db - 80)
80°F db, add (Correction Factor x CFM) to SHC.
4. Bypass Factor = 0 indicates no psychometric solution. Use bypass
< factor of next lower EWB for approximation.
n
E ESTIMATED SOUND POWER LEVEL (dBA)
E MODEL CONDITIONS OCTAVE BAND CENTER FREQUENCY
ﬁ SIZE CFM ESP 63 125 250 500 1000 2000 4000
(TR 400 0.25 61.0 57.0 55.0 50.0 48.0 46.0 42.0
600 0.25 62.7 58.7 56.7 51.7 49.7 47.7 43.7
800 0.25 64.0 60.0 58.0 53.0 51.0 49.0 45.0
FE4ANF002 1000 0.25 65.0 61.0 57.0 56.0 52.0 50.0 46.0
1200 0.25 65.8 61.8 57.8 56.8 52.8 50.8 46.8
1400 0.25 66.4 62.4 58.4 57.4 53.4 51.4 47.4
400 0.25 61.0 57.0 55.0 50.0 48.0 46.0 42.0
600 0.25 62.7 58.7 56.7 51.7 49.7 47.7 43.7
800 0.25 64.0 60.0 58.0 53.0 51.0 49.0 45.0
FE4ANF003 1000 0.25 65.0 61.0 59.0 54.0 52.0 50.0 46.0
1200 0.25 65.8 61.8 59.8 54.8 52.8 50.8 46.8
1400 0.25 66.4 62.4 58.4 57.4 53.4 51.4 47.4
1600 0.25 67.0 63.0 59.0 58.0 54.0 52.0 48.0
600 0.25 62.7 58.7 56.7 51.7 49.7 47.7 43.7
800 0.25 64.0 60.0 58.0 53.0 51.0 49.0 45.0
1000 0.25 65.0 61.0 59.0 54.0 52.0 50.0 46.0
FESANBOO4 1200 0.25 65.8 61.8 59.8 54.8 52.8 50.8 46.8
1400 0.25 66.4 62.4 60.4 55.4 53.4 51.4 47.4
1600 0.25 67.0 63.0 61.0 56.0 54.0 52.0 48.0
400 0.25 61.0 57.0 55.0 50.0 48.0 46.0 42.0
600 0.25 62.7 58.7 56.7 51.7 49.7 47.7 43.7
800 0.25 64.0 60.0 58.0 53.0 51.0 49.0 45.0
FE4ANFO005 1000 0.25 65.0 61.0 59.0 54.0 52.0 50.0 46.0
1200 0.25 65.8 61.8 59.8 54.8 52.8 50.8 46.8
1400 0.25 66.4 62.4 58.4 57.4 53.4 51.4 47.4
1600 0.25 67.0 63.0 59.0 58.0 54.0 52.0 48.0
600 0.25 62.7 58.7 56.7 51.7 49.7 47.7 43.7
800 0.25 64.0 60.0 58.0 53.0 51.0 49.0 45.0
1000 0.25 65.0 61.0 59.0 54.0 52.0 50.0 46.0
1200 0.25 65.8 61.8 59.8 54.8 52.8 50.8 46.8
1400 0.25 66.4 62.4 60.4 55.4 53.4 51.4 47.4
FE4ANBO0G 1600 0.25 67.0 63.0 61.0 56.0 54.0 52.0 48.0
1800 0.25 67.5 63.5 59.5 58.5 54.5 52.5 48.5
2000 0.25 68.0 64.0 60.0 59.0 55.0 53.0 49.0
2150 0.25 68.3 64.3 60.3 59.3 55.3 53.3 49.3

* Estimated sound power levels have been derived using the method described in the 1987 ASHRAE HVAC Systems & Applications
Handbook, chapter 52, p. 52.7
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AIRFLOW PERFORMANCE CORRECTION FACTORS

STATIC PRESSURE CORRECTION (In. WC.)
HEATER KW ELEMENTS Sizes 002-005 Size 006
0 0 +.02 +.03
5 1 +.01 +.02
8,10 2 0 0
9,15 3 -.02 -.03
20 4 -.04 -.06
18, 24, 30 6 -.06 -10

NOTE: The FE4A airflow performance table was developed using fan coils with 10—kW electric heaters (2 elements) in the units. For fan coils with heaters made
up of a different number of elements, the external available static at a given CFM from the table may be corrected by adding or subtracting pressure. Use table
for this correction.

FACTORY-INSTALLED FILTER STATIC PRESSURE DROP (IN. WC.)

MODEL CFM
FE4A 400 600 800 1000 1200 1400 1600 1800 2000
002 0.020 0.044 0.048 0.072 0.100 — — — —
003 — 0.020 0.035 0.051 0.070 0.092 — — — <«
005 — — 0.035 0.051 0.070 0.092 0.120 — — 0
006 — — — — 0.070 0.092 0.120 0.152 0.187 E
MODEL CFM ~
FE5A 400 600 800 1000 1200 1400 1600 1800 2000 g
004 — 0.020 0.035 0.051 0.070 0.092 — — — E

AIR DELIVERY PERFORMANCE CORRECTION COMPONENT PRESSURE DROP (IN. WC) AT INDICATED AIRFLOW

(DRY TO WET COIL)
MODEL CFM
FE4A 600 700 800 900 1000 1100 1200 1300 1400 1500 1600
002 0.012 0.016 0.022 0.028 0.034 0.040 0.049 — — — —
003 — 0.026 0.034 0.042 0.052 0.063 0.075 0.083 0.091 0.098 0.110
005 — 0.006 0.008 0.010 0.012 0.015 0.017 0.020 0.023 0.027 0.030
CFM
1100 1200 1300 1400 1500 1600 1700 1800 1900 2000 2100
006 0.013 0.016 0.018 0.020 0.023 0.027 0.030 0.034 0.039 0.044 0.048
MODEL CFM
FE5SA 600 700 800 900 1000 1100 1200 1300 1400 1500 1600
004 0.004 0.005 0.007 0.009 0.011 0.013 0.016 0.018 0.020 0.023 —

NOTE: Subtract the above pressure drop corrections from unit airflow data when that component or condition is used. The remaining external static pressure will
be available for the duct system.

UNITS WITHOUT ELECTRIC HEAT

BRANCH CIRCUIT
UNIT SIZE VOLTS-PHASE FLA MIN CKT AMPS Min Wire Size Awg* Fuse/Ckt Bkr Amps
002 208/230—-1 4.3 5.4 14 15
003 208/230-1 4.3 5.4 14 15
005 208/230-1 4.3 5.4 14 15
004, 006 208/230—-1 6.8 8.5 14 15

* Use copper wire only to connect unit. If other than uncoated (non—plated) 75°F ambient, copper wire (solid wire for 10 AWG and smaller, stranded wire for
larger than 10 AWG) is used consult applicable tables of the National Electric Code (ANSI/NFPA 70).

NOTE: If branch circuit wire length exceeds 100 ft, consult NEC 210—19a to determine maximum wire length. Use 2% voltage drop.
FLA — Full Load Amps

ACCESSORY ELECTRIC HEATERS

HEATER kw voLTs/ | STAGES (w | 'NIERNAL FANCOIL | yeaing cap | INTELLIGENT
AT O @ PRASE | OPERATING) CIRCUIT SIZE USED @ 230V3 HEAT CAPABLE
240V PROTECTION WITH (kW OPERATING)

KFCEH0501N05 5 230/1 5 None Al 15,700 —
KFCEH0901N10 10 230/1 10 None Al 31,400 —
KFCEH3001F15 15 230/1 5, 15 Fuses** Al 47,100 5,10, 15
KFCEH3201F20 20 230/1 5, 20 Fuses** Al 62,800 5,10, 15, 20
KFCEH2901N09 9 230/1* 3,9 None Al 28,300 3,6,9
KFCEH1601315 15 230/3 5, 15 None Al 47,100 —
KFCEH3401F24 24 230/3t 8, 16, 24 Fuses 005, 006 78,500 8, 16, 24
KFCEH3501F30 30 230/3t 10, 20, 30 Fuses 005, 006 94,200 10, 20, 30
KFCEH2401C05 5 230/1 5 Ckt Bkr Al 15,700 —
KFCEH2601C10 10 230/1 10 Ckt Bkr Al 31,400 —
KFCEH3101C15 15 230/1 5, 15 Ckt Bkr Al 47,100 5,10, 15
KFCEH3301C20 20 230/1 5, 20 Ckt Bkr Al 62,800 5,10, 15, 20

* Field convertible to 3 phase.

T Heaters field convertible to single phase.

¥ Blower motor heat not included.

**  Single—point wiring kit required for these heaters in Canada.
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FE4A / FESA

ELECTRIC HEATER INTERNAL PROTECTION

HEATER kW PHASE FUSES QTY/SIZE CKT BKR QTY/SIZE*
5 1 — 1/60
8 1 — 1/60
9 1/3 — —
10 1 — 1/60
15 1 2/30, 2/60 2/60
15 3 — —
18 3 — —
20 1 4/60 2/60
24 31 6/60 —
30 31 6/60 —
* All circuit breakers are 2 pole.

12




634/ v3d

", SNid 108}18d dU0Z 40 ‘(d— LOHHJEE1VLS1)
|04ju0) |, JeIsipluiay] ((g— 10S2d99.1vY1SL) relsowlay sjqewwelfoid psads—g 91e10dliod pue S|I0d Ue) A4 PUB M4 ‘T4 Yl YIM pasn usym ajqeded ,, 1esH 1uabi||oju] 8Je SIS1eaH yxx

“%g Pa99xa 0} Jou doip abe}joA e o} [oued 9oIAI8S pue HuNn usamiaq yied aam Buoje Aem | painseaw se si umoys ybua 11

"(0£ Yd4N/ISNY) @p0D 011308|3 [BUOHEN BUj} JO SB|qe)} B|qedidde
}INSU0d ‘pasn sI (DAY 0} ueyy Jabie| Joj a4im papuesls Y9|[ews pue HANY O} Jo} d4im pijos) aum Jaddod ‘uaiqwe 9,G. ‘(paje|d—uou) payeooun ueyl JOYlo §| "pasn aq isnw aam Jjaddo) 1|

Jayeay Yum pasn (100 uey isable| jo sdwe Jojow Jamo|g SapN|oU| xx
‘aseyd ¢ 0} 8|qIHeAUOD p|ald T
‘unouo Aiddns aidiynw Jo ajbuis ‘eseyd | 03 9|qIEAU0D plald |

65/6S 65/6S 08/8L 0S/0S 0S/0S 09/09 OO} 8/8 8/8 9/9 0'0S/€'Sy 0'0S/€'SY G'8G/8'€S 0°0v/2'9¢ 0'0v/2'9¢ 0'0v/2'9¢ I g'ce 015 *x+}0€4 OGEHIOIN
eL/eL eL/eL 09/6S ov/0v ov/0v 0S/Sy OO} 8/8 8/8 8/8 0'0v/2'9¢ 0'0v/2'9¢ S'8Y/L vy 0'2e/6'82 0'2e/6'82 0'2e/6'82 I 08l e xxxd¥2d HOVEHIOIN
91's1 laks! a1 91's1 laks! a1 A0EZ/802 91's1 laks! a1 91's1 laks! a1 9151 laks! a1 A80Z AOVE
+$(L4) Aogz/802 AOEZ/802 3ZiS 3dim 14A0EZ/802 +xN\OEZ/802 AOEZ/802 3SVHd " ‘ON 14vd H31v3aH
HLDNIT JHIM XVIN SdINV B)E LXO/3SNd XVIN aNOS NIW (9MV) 3ZIS FHIM NIW ALIOVAINY NI SdINV H3LY3H
HSVHd ATONIS MI-0€ ANV-+T A0 ONIIIM INIOJLLTNN A'TdIA
— — OSHLZLE — — GZL/0SE — — 9/9 — — 00/0 — — S'8SL/8 YL — — 0°021/0'601 esng4 3 x4 0g vxxlOE4 LOSEHTOAN
— — 86/.6 — — 001/06 — — 8/8 — — £/e — — 0'66/8'98 — — 2'69/929 esny € s og
— — 9LH/SLE — — 0SH/Sgh — — 9/9 — — HE — — 62216941 — — G'S6/L98 asng 3 08l 14
- *xx 1024 LOVEHIOAN
— — S6/¥6 — — 08/08 — — 8/8 — — viv — — L AYA — — 'SS/1°0S asng4 € 08l 14
65/6S 08/8L - 0S/0S 09/09 - [V0]8 [¥0]8 - 8/8 9/9 - 0°0S/€'SY G'8G/8'€S - 0'0v/29e 0'0v/29e - Mg Mo 3 oSt (4 *xx02I LOEEHIDN
65/6S 08/8L 604/58 0S/0S 09/09 0LH/00k [V0]8 [¥0]8 9/8 8/8 9/9 cle 0°0S/€'SY G'8G/8°€S '801/6'86 0'0v/e9e 0'0v/e9e 6'6L/€2L asng 3 oSt (4 *xx02d L0ZEHIDIN
- - L22/9L - - 0£/09 - - 8/01 - - 9/9 - - '09/5°'SS - - SH/9LE BUON € GEl 8t 81LELO0ZHIOM
- - 06/95 - - 09/0S - - [¥0]8 - - 9/8 - - 8'I1S/L° LY - - 9VE/EIE BUON € €L =13 SLELO9LHIOM
92/SL 08/8L - ge/se 09/09 - [V0]8 [¥0]8 - [V0]8 9/9 - 0'se/Lee G'8G/8'€S - 0'02/1'8k 0'0v/29e - Mg Mo 3 €L =13 *»xSEOLOLEHIOAN
92/SL 08/8L 68/88 ge/se 09/09 06/08 [V0]8 [¥0]8 8/8 [V0]8 9/9 viv 0'se/Lee G'8G/8'€S V'€8/€9L 0'02/1'8k 0'0v/29e 6'65/2 VS asng 3 €L =13 *xxS L4 L00EHIDIN
- - 08/8L - - 09/09 - - [¥0]8 - - 9/9 - - G'8G/8'€S - - 0'0v/e9e Mg Mo 3 SL ok 01D 1L092HI DN
- - 08/8L - - 09/09 - - [¥0]8 - - 9/9 - - G'8G/8'€S - - 0'0v/e9e BUON 3 SL ok OLNLO60HIDIN
- - S8/e8 - - ge/se - - [¥0]8 - - 8/8 - - Sve/02e - - 8'02/8'8} BUON € 89 6 *xx$60N 1062HIOIN
- - 18/¥S - - 09/0S - - [¥0]8 - - 9/8 - - S'ES/5'6Y - - 0'9¢/82¢ BUON 3 89 6 *xx60N L062HIDN
- - 09/65 - - 0s/st - - [¥0]8 - - 8/8 - - S8/l vy - - 02e/6'82 Mg Mo 3 09 8 802 1L0SZHIDIN
- - 09/65 - - 0s/st - - [¥0]8 - - 8/8 - - S8/l vy - - 02e/6'82 BUON 3 09 8 B8ON L080H3DIN
- - 88/58 - - ge/se - - [V0]8 - - 8/8 - - S'eefe e - - 0'02/1'8k Mg ¥o 3 8€ S 2S00 L0PZHIOAN
- - 99/99 - - 0€/0e - - [¥0]8 - - [¥0]8 - - '82/0'92 - - 0'02/L'8k Mg ¥o 3 8€ S 1S00 LOPZHIOAN
- - 88/58 - - ge/se - - [¥0]8 - - 8/8 - - S'eefe e - - 0'02/L'8k BUON 3 8¢ S ZSON LOSOH3OAM
- - 99/99 - - 0€/0e - - [¥0]8 - - [¥0]8 - - '82/0'92 - - 0'02/L'8k BUON 3 8¢ S 1SON FOSOH3OAM
- - 89/29 - - 02/02 - - kY48 - - kY48 - - €LH6'SH - - 0CH6 0L BUON 3 €T € EON LOYOHIDIN
Lkl zT11 FTLEYTTY Lkl z1'1 FTLEYTTY Lkl z1'1 FTLEYTTY v1'el z1'1 unaxy v1'el z1'1 unauy v1'el z1'1 unauy 3 802 Arove
ynong jeng elbuis ynong jeng elbuis ynong jeng elbuis ynong jeng elbuis wnong jena elbuis ynoug jena elbuis NOILO3LOYd s “ON LV
++04) Aogz/802 \0EZ/802 \0EZ/802 +HAogz/802 +xNOEZ/802 1INJHID v ™ H3LVIH
y1bua anm xepy sdwy Jyg 1»o/asnd xep azIS al\ pun Uiy (DMV) 2zIS a1M uIy Ayoedwy uipy \0EZ/802 TIVNYILNI H
SAINY H3LYIH d
LINOHIO HONVHE

VIVA TVORLLOATH YALVIH DI-LLOATH AHOSSHAIIV

13



ACCESSORIES

ITEM ACCESSORY PART NO.* FAN COIL SIZE USED WITH
1. Disconnect Kit KFADK0201DSC Cooling controls and heaters 3— through 10—kW
KFACB0201CFB 002
2. Downflow Base Kit KFACB0301CFB 003, 005
KFACB0401CFB 004, 006
. ) KFADC0201SLP 003
3 Downflow Gonversion Kit KFADC0401ACL 002, 004, 005, 006
4. Single—Point Wiring Kit KFASP0101SPK Only with 15— and 20—kW Fused Heaters
KFAFK0212MED 002
5. Filter Kit (12 Pack) KFAFK0312LRG 003, 005
KFAFKO0412XXL 004, 006
6. Power Plug Kit (25 Pack) KFAPP0O125PLG All
7. PVC Condensate Trap Kit (50 pack) KFAETO150ETK All
8. Air Cleaner 240—volt Conversion Kit KEAVC0201240 All
9. Downflow/Horizontal Conversion Gasket Kit KFAHD0101SLP All
10. Airflow Sensor Kit (Air Cleaner) KEAACO0101AAA All
% 11. Horizontal Water Management Kit (25 pack) KFAHCO0125AAA All
H_J * Factory authorized and listed, field installed.
< Accessory Kits Description Suggested and Required Use
ﬁ 1. Disconnect Kit
TH The kit is used to disconnect electrical power to the fan coil so service or maintenance may be performed safely.
SUGGESTED USE: Units for 3- through 10-kW electric resistance heaters and cooling controls.
2. Downflow Base Kit
This kit is designed to provide a 1-in. minimum clearance between unit discharge plenum, ductwork, and combustible materials. It
also provides a gap-free seal with the floor.
REQUIRED USE: This kit must be used whenever fan coils are used in downflow applications.
3. Downflow Conversion Kit
Fan coils are shipped from the factory for upflow or horizontal-left applications. Downflow conversion kits provide proper condensate
water drainage and support for the coil when used in downflow applications. Separate kits are available for slope coils and A-coils.
REQUIRED USE: This kit must be used whenever fan coils are used in downflow applications.
4. Single-Point Wiring Kit
The single point wiring kit acts as a jumper between L1 and L3 lugs, and between the L2 and L4 lugs. This allows the installer to run
2 heavy-gauge, high-voltage wires into the fan coil rather than 4 light-gauge, high-voltage wires.
SUGGESTED USE: Fan coils with 15- and 20-kW fused heaters only.
5. Filter Kit (12 pack)
The kit consists of 12 fan coil framed filters. These filters collect large dust particles from the return air entering the fan coil and
prevent them from collecting on the coil. This process helps to keep the coil clean, which increases heat transfer and, in turn, the
efficiency of the system.
SUGGESTED USE: To replace filters in fan coils.
REQUIRED USE: All units unless a filter grille is used.
6. Power Plug Kit
The kit consists of 25 wire harness assemblies. Each plug provides the high-voltage power connection to the fan coil in the absence of
electric heat.
REQUIRED USE: Units installed without electric heat.
7. PVC Condensate Drain Trap Kit
This kit consists of 50 PVC condensate traps. Each trap is pre-formed and ready for field installation. This deep trap helps the system
make and hold proper condensate flow even during blower initiation.
SUGGESTED USE: All fan coils.
8. Air Cleaner 240-volt Conversion Kit
The AIRA electronic air cleaner comes ready for 115-v operation.
REQUIRED USE: This kit is required when running 240-volt circuit to air cleaner.
9. Downflow/Horizontal Conversion Gasket Kit
This kit provides the proper gasketing of units when applied in either a downflow (FE4A or FESA) or horizontal (FE4A only)
application.
REQUIRED USE: Fan coils in either downflow or horizonatal applications.
10. Airflow Sensor Kit (Air Cleaner)
The AIRA electronic air cleaner comes ready for 115-v operation
REQUIRED USE: This kit is required whenever an electronic air cleaner is used.
11. Horizontal Water Management Kit
This kit provides proper installation of fan coils under conditions of high static pressure and high relative humidty.
SUGGESTED USE: All fan coils.
©Bryant Heating & Cooling Systems 7310 W. Morris St. Indianapolis, IN 46231 Printed in U.S.A. Edition Date: 05/06 Catalog No.: PDS FE4A.18.2

Manufacturer reserves the right to discontinue, or change at any time, specifications or designs without notice and without incurring obligations. Replaces: PDS FE4A.18.1
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