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4 ' DUAL CAPACITY | N
%S DUAL CAPACITY n
GJ SCHEMATIC DIAGRAM (LADDER FORM) ILZ CONNECTION DIAGRAM L1-———— -7 BLK——— Bk
: CcH GJ 208/230-1-60 12 e 7 — YEL BLK ‘ / ReD
——fo—r—of POWER SUPPLY
| oA R comP % 2 | CHM CI'11
S 2[0] 2
EQUIP
EQUIP GND
£ c < 23 211; 219;
YEL
cL s ( BRN NOTE #11
BLK OO CoW
oo . | pu—p R <
‘ BLU Il.:rrm_%o*j
— BN L o
pu[1T 21345 ]2 mA
HPPAC C SB/ RVS C H LO PL2
LPS LPS
pcc PU[ LT 23147157 pi3 (2T YEP
HPAC C S RVS C FORCED 311 veum
DEFROST HPS
HPS - BLUPNK:
P42
DEFROST (2] Bue v
TIVE(MIN) BLK
BLK ot
BRN ‘0
o BRN
Y COMM  STATUS
Y1 YEL — OFM
O[@----=-====--- _
Y2 Wy % ABCOD @— BLK
s - g G2)4%) I
W ul I I,
c BCOD T o
RO~ @@
T TOINDOORUNIT
i
O NDOGRUNT -LEGEND- COMPONENT ARRANGEMENT COMPONENT ARRANGEMENT
——  FACTORY POWERWIRING COMM  SYSTEM COMMUNICATION UNITS 036. 048 UNIT 024 ONLY
—— FIELD POWERWIRING COMP  COMPRESSOR — -
---- FIELD CONTROL WIRING
——  FACTORY CONTROL WIRING HPS  HIGHPRESSURE SWITCH
O COMPONENT CONNECTION LPS  LOWPRESSURE SMITCH Eﬁ
NOTES: ) o ) [} FIELDSPLCE CH START] o
1. Compressor fumished with inherent thermal protection. o JUNCTION OAT  THERMISTOR (OUTDOOR AIR) RELAY cH
2. Fan motor furnished with inherent thermal protection. o CONTACTOR LOW CAPACITY (24 COIL) OCT  THERMISTOR COIL DUAL CAPACITY START]
3. To be wired in accordance with National Electric Code CCH  CRANKCASE HEATER oM o R EANMOTOR CONTROL RELAY
and local codes. ) - CH  CONTACTOR HIGH CAPACITY (24 V COIL)
4. Qutdoor unit control requires a minimum of 27 VA, op  CAPACTOR REVERSING VALVE SOLENOID ovP s G%I:CLITV o
24 VA | power.
5. Use Cocpl;.g?crgnducto;s only. use conductors suitable pcc DUAL CAPACITY CONTROL STATUS  SYSTEM FUNCTION LIGHT P cAaP CONTROL CAP
for at least 750€ (167F). ) FUNCTION LIGHT (STATUS)
6. Ifindoor section has a transformer with a grounded CODE ON UNIT DEFINITION
secondary, connect the grounded side to "C". CONSTANT FLASH/ NO PAUSE NO DEMAND/ STAND BY
T e . 2 suplled, must be repacex| ONEFLASHW PAUSE LOW-CAPACITY OPERATION UNIT OPERATION/SEE UNIT INSTALLATION INSTRUCTIONS FOR DETAILS
8. Check all electrical connections inside contral box for TWO FLASHES W PAUSE HGHCAPACITY OPERATION 1 MINUTE TIME DELAY - WHEN CHANGING FROM LOW TO HIGH, OR HIGH TO LOW, THERE IS A 1 MINUTE TIME DELAY. NOTE,
’ tightness THREE FLASHES W PAUSE OUTDOOR THERMISTOR FAILURE DURING CAPACITY CHANGE DELAY THE OUTDOOR FAN WILL REMAIN RUNNING.
9. Db not atterptto operate unit untl service valves have ;Lo:;a ;I;MHESW/ PAUSE ?S:;LR m:m{sggf gétxﬁ; CRANKCASE HEATER - OPERATES DURING OFF CYCLE
been opened (back seated) ) AT5&1 LOW PRESSURE SWITCHTRIP
10.Must use thermostat listed in pre-sale literature. AT5E2 HIGH PRESSURE SWITCH TRIP
11.Compressor windings shown for 2 cylinder operation. ATS COMPRESSOR VOVHTRIP
\__For L ofinder operation reverse R and S markings. CONSTANT LIGHT NO PAUSE / NO FLASH BOARD FALLURE 326467-101 REV. A/

Fig. 1—Wiring Diagram—024, 036, 048
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4 iu DUAL CAPACITY DUAL CAPACITY 0 )
I SCHEMATIC DIAGRAM (LADDER FORM) CONNECTION DIAGRAM L1-———— -7 ———— BLK—
: xR e X 208/230-1- 60 [P CAN BK \
! fo=i} > o POWER SUPPLY — ], ,—' = Bk
1 130 1
+ ww wge | 20 1 =191
EQUIP COMP
UIP GND
cguD CAP c = 233 21I zsI 21I
5 O1 [ YEL
cL %Aﬂ S BRN NOTE #11
4 rew ) . BLK—=TOTMO  cowP
woa | 3 | I RED [ BU—— 2R ¢
— BLU _j
| BRN o
[prrob— pu[1 12737215112l
OHI_@_“ HPAC C SB/ RVS C H LO PL2
i cL
bec PUCITZT3T4T5] (120 LPSPB%—-YEUPNK@,
HPAC C SEV RVS C  H LO PR |:| FORCED 31 vee
DEFROST HP!
LPSpB L @s HPS I~ BLUIPNK:
2] PL4 L
DEROST BLUPNK
TME (MIN) I BLK
BLK
BRN:
0 BRI
Y BRI
0 \61(%) YEL —
Y) W1 FAN CAP BLK —/
Y1 ¢ -
R
W i
S ABCOD : v
7, . (4)@)%]%] '
: TOINDOORUNIT
1
: -LEGEND- COMPONENT ARRANGEMENT
TOINDOOR UNIT ——  FACTORY POWER WIRING COMM  SYSTEM COMMUNICATION
— — FIELD POWER WIRING
COMP  COMPRESSOR
—===" FIELD CONTROL WIRING
———  EACTORY CONTROL WIRING HPS HIGH PRESSURE SWITCH staar
O COMPONENT CONNECTION LPS LOWPRESSURE SWITCH o c RELAY
NOTES: L) FIELDSPLICE
1. Compressor furnished with inherent thermal protection. —e—  JUNCTION OAT THERMISTOR AR
2. Fan motor furnished with inherent thermal protection. cL CONTACTOR LOW CAPACITY (24 V COIL) oct THERMISTOR COIL DUAL CAPACITY
3. To be wired in accordance with National Electric Code CCH  CRANKCASE HEATER oFM OUTDOOR FAN MOTOR CONTROL
and local codes. ) . CH  CONTACTORHIGH CAPACITY (24 V COIL)
4. Outdoor unit control requires a minimum of 27 VA, CAP  CAPACITOR RVS REVERSING VALVE SOLENOID CC%P START]
24 VAC control power. ONTRO FAN
5. Use copper conductors only. use conductors suitable poc  DUALCAPACITYC - STATUS - SYSTEMPUNCTIONLIGHT
for at least 750C  (1670F). FUNCTION LIGHT (STATUS)
6. If indoor section has a transformer with a grounded CODE ON UNIT DEFINITION
secondary, connedt the grounded side 0 °C". CONSTANT FLASH/ NO PAUSE NO DEMAND/ STAND BY UNIT OPERATION/SEE UNIT INSTALLATION INSTRUCTIONS FOR DETAILS
7. It any of the orgial ire, as supplied, must be replaced, | | one asHw pruse LOWCAPACITY OPERATION 1MINUTE TIVE DELAYWHEN GHANGING FROM LOW TOHIGH, OR HIGH TOLOW, THERE 5 AL MNUTE TIVE DELAY. NOTE
8. Check alsall | e ca? id | box TWO FLASHES W/ PAUSE HIGH-CAPACITY OPERATION DURING CAPACITY CHANGE DELAY THE OUTDOOR FAN WILL REMAIN RUNNING.
: tigl{et(r;ess electrical connections inside control box for THREE FLASHES W/ PAUSE OUTDOOR THERMISTOR FAILURE CRANKCASE HEATER - OPERATES DURING OFF CYCLE.
- FOUR FLASHES W PAUSE COIL THERMISTOR FAILURE
9. Do not attempt to operate unit until service valves have ALT3&4 THERMISTOR OUT OF RANGE
been opened (back seated) ) ALT5&1 LOW PRESSURE SWITCH TRIP
10.Must use thermostat listed in presale literature. ALT5&2 HIGH PRESSURE SWITCH TRIP
11.Compressor windings shown for 2 cylinder operatlon ALT6 COMPRESSOR VC/VH TRIP
\_ For 1 cylinder operation reverse R and S markings. CONSTANT LIGHT NO PAUSE / NO FLASH BOARD FAILURE 326466-101 REV. A
Fig. 2—Wiring Diagram—O060 A00052



