24ACB6

Comfort™ Series 2—-Stage Air Conditioner
2 To 5 Nominal Tons ®
Turn to the Experts.

Wiring Diagrams
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liquid form using a flow restricting
device into suction service port.
Recover refrigerant if temperature is
lower. Allow a tolerance of +/- 3°F.

w

and for use of line lengths over 15 feet.
Relieve pressure and recover all refrigerant
before system repair or final disposal. Use all
service ports and open all flow-control devices,
including solenoid valves.

4. Never vent refrigerant to atmosphere. Use

approved recovery equipment.

INDOOR THERMOSTAT MiEXTERNAL POWER SUPPLY 24 V/
L— BRWYEL «Q .
TR SR Y LECEND NOTES:
1 1 | < T i %Hg SUPPLY FACTORY POWER WIRING 1. Symbols are electrical
| : : Pl 2V | FACTORY CONTROL WIRING | - representation only.
! 1 i — 1 ! (NOTE#3) . Compressor and fan motor
é 1 (é) é é ”””””” : " | FIELD CONTROL WIRING fumished with inherent thermal
—_— tection.
[DOOR THERMOSTAT (WOTE#) bbb ¢} zlgkﬂigngETRchs :\INEGCTION 3 Tobeuie n acomrace v
CONDENSING UNIT CHARGING INSTRUCTIONS n National Electric N.E.C.
For use with units using R-410A refrigerant FIELD SPLICE ) ;ﬂéﬁ gcall codzeséw it
—@— JUNCTION - NEC. class 2, 24V circut, min.
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When adding refrigerant, charge in for maximum efficiency. See Product Data COMPressor.
! Literature for required Indoor air Flow Rates Compressor must be off 3

minutes to allow
pressures to equalize
between high and low
side before starting.

Fig. 1 — Wiring Diagram — Model sizes 2 - 5 tons, 208/230-1
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