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Bryant Geothermal Heat Pump Systems

What's New with Bryant Geothermal's GT-PG?

Puron® Refrigerant

Puron® is a non-chlorine based (HFC-410A) refrigerant, that with

R-407C and R-134A, is seen as the future of all refrigerants used

worldwide. HFC-410A characteristics compared to R-22 are:

e Binary and near azeotropic mixture of 50% R-32 and
50% R-125.

= Higher efficiencies (50-60% higher operating pressures)

e Zero ozone depletion potential and low global warming potential.

= Virtually no glide. Unlike other alternative refrigerants, the
two components in HFC-410A have virtually the same leak
rates. Therefore, refrigerant can be added if necessary without
recovering the charge.

MERYV 11 2” Pleated filter
All GT-PG units include a factory
installed 2” filter rack/duct collar
with a 2” pleated high efficiency
MERV 11 air filter. The MERV
(minimum efficiency reporting value
per ASHRAE Standard 52.2) design
features ultra low velocity (<300
fpm) for extended filter life, low pressure drop (0.13 — 0.18 in. wg.)
and high particulate efficiency (size E1=41%, E2=69% and E3=87%).
The pleated design and low velocity combine to allow the filter to
store a large amount of dirt and result in a practical replacement life of
up to 6 months.

Tin-Coated Air Coil

All Bryant Geothermal GT-
PG Series models feature a
tin-coated air-coil. This coating
process will provide years of
protection against corrosion
from airborne chemicals
resulting from modern building
material out gassing and most
environmental chemicals found
in the air. Modern building
materials such as counter-tops,
floor coverings, paints and other materials can “outgas” chemicals into
the home’s air. Some of these chemicals are suspected of contributing
to corrosion in the air coils found in both traditional and geothermal
heating and cooling equipment. Corrosion often results in refrigerant
leaks and eventual failure of the air coil costing hundreds of dollars to
replace. Studies have also shown that these air coil coatings improve
moisture shedding and therefore improve a unit's moisture removal
capability resulting in a more comfortable home.The GT-PG Series is
your assurance of both maximum air coil life and comfort.

Copeland Scroll Compressor

There’s a reason 9 out of every 10 scroll compressors installed
are Copeland. With over 15 years of painstaking R & D and rigid
production controls, Copeland is able to build the most reliable,
efficient and quiet scroll compressors in the world.

The concept of compressing a gas by turning one involute form — or
“scroll” — against another around a common axis is nearly a century
old. It wasn't until the late 1980s, however that one company —
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Copeland — turned theory into practical

reality, using sophisticated, computer-assisted
design and manufacturing methods to achieve
the critical tolerances required. In the years
since, Copeland has become the leader in
scroll compressor applications, with nine scroll
manufacturing facilities on three continents and
millions of units installed worldwide.

Copeland Scroll compressors employ two
identical, concentric scrolls, one inserted
within the other. One scroll remains stationary as the other orbits
around it. This movement draws gas into the compression chamber
and moves it through successively smaller “pockets” formed by the
scroll’s rotation, until it reaches maximum pressure at the center

of the chamber.There, it's released through a discharge port in the
fixed scroll. During each orbit, several pockets are compressed
simultaneously, so operation is virtually continuous.

Recently, Copeland produced its 500,000th Scroll compressor with
the environmentally sound refrigerant HFC-410A. Field results have
shown that HFC-410A units with Copeland Scroll compressors offer
nearly 30% lower failure rates versus existing R-22 units. HFC-410A
units can reach the industry’s highest efficiency levels. HFC-410A
scrolls also offer sound advantages to other compressor technologies,
typically operating several decibels quieter than comparable R-22
models. The result is unsurpassed reliability and virtually silent
operation.

Other New Features

« Powder coated cabinet, taupe metallic.

= Liftout handles for front access panels.

* Corrosion and stain resistant stainless steel drain pan with extra
slope designed in.

* Factory mounted filter drier for trouble free reliability.

= Easy access low profile horizontal control box.

« Double isolated compressor for quiet and vibration
free operation.

» Foil faced insulation in air handling compartment to allow easy
cleaning and prevent microfiber introduction into the air stream.

e Open Service-Friendly Cabinet (i.e, all components in
compressor section can be serviced from the front).




GT-PG (50YE) Series

GT-PG Design Features

The GT-PG Series has abundant features and industry leading
efficiency.

Application Flexibility

Eight Capacities 018, 024, 030, 036, 042, 048, 060 and 070.
Extended range operation (20-120°F EWT) and flow rates as
low as 1.5 gpm per ton.

Vertical packages with either true right or true left return

air options.

Internally trapped condensate drain.

Optional variable speed ECM fan motor adapts to various
duct systems.

Internal electric heat unit (optional) designed for easy

field installation.

Circuit breaker protected loop and hot water generator pumps.

Field selectable low temperature protection setting for well or loop.

Standard pre-installed 2” filter frame with 2" high performance
MERV 11 pleated air filter*

Operating Efficiencies

Puron® HFC-410A zero ozone depletion refrigerant.

High efficiencies in AHRI/ISO/ASHRAE/ANSI| 13256-1 single
stage ratings for heating COPs, cooling EERs with low water
flow rates.

Multi-speed tap PSC fan or optional ECM variable speed fan for
ultra high efficiencies and unsurpassed comfort.

Wide operating temperature range and high efficiency allow
shorter loops.

Optional hot water generator with internal pump generates hot
water at considerable savings.

Rugged and highly efficient next generation Copeland

scroll compressors provide the extremely high efficiencies

and capacities.

Oversized coaxial tube water-to-refrigerant heat exchangers
operate at low liquid pressure drop. Convoluted copper (and
optional cupro-nickel) water tube functions efficiently at low-flow
rates and provides freeze-damage resistance.

Oversized tin-coated, rifled tube/lanced aluminum fin, air to
refrigerant heat exchangers provide high efficiency at low

face velocity.

Large low RPM blowers with optional variable speed fan motors
provide quiet, efficient air movement with high static capability.

Service Advantages

Removable panels - 3 for compressor, 2 for air

handling compartment.

Low profile control box grants easy access to all

internal components.

Factory installed liquid line filter/drier.

Brass swivel-type water connections for quick connection and
elimination of wrenches or sealants during installation.
Bi-directional thermal expansion valve.

CXM control features status light with memory for

easy diagnostics.

Unit Performance Sentinel alerts homeowner of potential
performance issues.

Circuit breaker protected 75VA control transformer.

Optional ECM motor includes control board with thermostat
signal diagnostic LEDs, airflow display LED (100 CFM per flash),
and simplified CFM selection.

Insulated divider and separate air handling/compressor
compartments permit service testing without air bypass.

Fan motors have quick attach wiring harness for fast removal.
Internal dropout blower for easy servicing.

High and low pressure service ports on refrigerant circuit.
Accurate refrigerant sensing low temperature protection.

Factory Quality

All units are built on our Integrated Process Control
Assembly System (IPCS).The IPCS is a unique state of the art
manufacturing system that is designed to assure quality of the
highest standards of any manufacturer in the water-source
industry. Our IPCS system:
- Verifies that the correct components are being assembled.
- Automatically performs special leak tests on all joints.
- Conducts pressure tests.
- Performs highly detailed run test unparalleled in the
HVAC industry.
- Automatically disables packaging for a “failed” unit.
- Creates computer database for future service analysis and
diagnostics from run test results.
All units are water run-tested in all modes to insure efficiency
and reliability.
Heavy gauge galvanized steel cabinets are epoxy powder coated
for durable and long-lasting finish.
All refrigerant brazing is done in a nitrogen atmosphere.
All units are deep evacuated to less than 100 microns prior to
refrigerant charging.
All joints are both helium and halogen leak tested to insure
annual leak rate of less than 1/4 ounce.
Coaxial heat exchanger, refrigerant suction lines and all water
lines are fully insulated to eliminate condensation problems in low
temperature applications.
Noise Reduction features include: double isolation mounted
compressors; insulated compressor compartment; interior cabinet
insulation using 1/2” coated glass fiber and optional variable
speed fan.
Safety features include: high pressure and loss of charge to
protect the compressor; condensate overflow protection; low
temperature protection sensors to safeguard the coaxial heat
exchanger and air coil; hot water high-limit and low compressor
discharge temperature switch provided to shut down the hot
water generator when conditions dictate. Fault lockout enables
emergency heat and prevents compressor operation until
thermostat or circuit breaker has been reset.

Simplified Controls

CXM solid state control module.

‘CFM'’ LED displays airflow (optional ECM motor).
Dehumidification mode for higher latent cooling
(optional ECM motor).
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GT-PG Design Features

Options & Accessories

* Optional hot water generator with internally mounted pump.

= Optional cupro-nickel coaxial heat exchanger.

« Electronic thermostat.

* Closed loop Flow Controller.

Electronic auto-changeover thermostat with 3-stage heat, 2-stage
cool and indicator LEDs.

Hose kits.

Optional Whole House Dehumidification

Copeland™ High Efficiency Scroll Compressor or High
Efficiency Rotary Compressor (018)

Optional State-Of-The-Art Variable Speed Blower
Motor

Tin-Coated Air Coil

Foil Faced Insulation In The Blower Section, Fully Insulated
Compressor Section

Two Inch Filter Frame With High Performance MERV 11
Pleated Air Filter*

Stainless Steel Drain Pan For Long Life

©0 0 0000

Unit Performance Sentinel: Automatic Alert System
Lets You Know If The System Is Not Running At Peak
Performance**

Exclusive Dual Level Compressor Vibration Isolation For
Ultra Quiet Operation

Five Easy, Lift-out Service Access Panels
With Powder Coated Cabinet, Taupe Metallic

* MERV= Minimum Efficiency Reporting Value as specified by ASHRAE (American
Society of Heating, Refrigerating and Air Conditioning Engineers) standard 52.2.

©0

** When installed with a Bryant Geothermal Residential Thermostat.

the ¥ sound refrig
Features Puron®

HFC-410A Zero Ozone
Depletion Refrigerant
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Unit Model Key

123 456 7

8 9 10 11 12

[50][YE V][0 2 4][J][CI[BI[3][1]

Prefix

Series

YEV = Puron Vertical Upflow Single-Stage
YEH = Puron Horizontal Single-Stage

YED = Puron Vertical Downflow Single-Stage

Unit Size —
018, 024, 030, 036, 042, 048, 060, 070

Air Flow Configuration —
Vertical Upflow YEV
Option|Return| Discharge| Filter | Motor

J Left Top 2 ECM
K Right Top 2 ECM
L Left Top 2" PSC
R Right Top 2 PSC

Vertical Downflow YED
Option|Return| Discharge| Filter | Motor
J

Left Down 2" ECM
K Right Down 2 ECM
L Left Down 2" PSC
R* Right Down 2 PSC
Horizontal YEH
Option Return| Discharge| Filter | Motor
N Right Left 2" ECM
P Right Back 2" ECM
w Left Right 2" ECM
Y Left Back 2" ECM
z* Right Left 2" PSC
B* Right Back 2" PSC
S* Left Right 2" PSC
E* Left Back 2" PSC

* PSC motor not available on size 070

Packaging

1 = Single Pack, Domestic

Revision Level
1 =024-070
2=018

L— Voltage
3 =280-230/60/1

L— Heat Exchanger Options

w/Hot Water Generator

Coated Air Coil
Copper | Cupro-Nickel
Without Hot Water Generator A J
Standard B K
Whole House Dehumidification R F
Whole House Dehumidification L M

— Controls
C=CXM
D = DXM

Bryant: Whatever it Takes.
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About AHRI/ISO/ASHRAE 13256-1

About AHRI/ISO/ASHRAE 13256-1

AHRI/ASHRAE/ISO 13256-1 (Air-Conditioning and Refrigeration Institute/American Society of Heating, Refrigerating and Air Conditioning
Engineers/International Standards Organization) is a certification standard for water-source heat pumps used in the following applications:
* WLHP (Water Loop Heat Pump — Boiler/Tower)

e GWHP (Ground Water Heat Pump — Open Loop)

e GLHP (Ground Loop Heat Pump — Geothermal)

The directory at http://www.ahrinet.org/ is constantly being updated and immediately available on the Internet. All ratings are submitted by the
manufacturer for certification, and must be approved by AHRI. Therefore, there is a significant difference between AHRI “certified” and AHRI
“rated.” Thirty percent of a manufacturer's basic models must be tested each year. AHRI selects models at random from stock for testing on
the basis of its evaluation of a participant’s certification data.

Units that fail one or more certified test (90% of declared performance or lower) may be declared defective. If the initial failure is a
performance test, the manufacturer must obsolete all units within the same basic model group or elect to have a second sample tested. If the
second unit fails a performance test, it must be obsoleted, together with all units within the same basic model group. Bryant Geothermal takes
certification seriously. We were recently awarded a certificate for consecutive years of no AHRI failures.

Temperatures used in AHRI certification standards are S.. (Systéme International — metric) based. For example, typical catalog data for cooling

is shown at 80°F DB/67°F WB [26.7°C DB/19.4°C] entering air temperature, but the AHRI standard for cooling is 80.6°F DB/66.2°F WB
[27°C DB/19°C], since it is based upon whole numbers in degrees Celsius. Water and air temperatures for the standard are shown below.

Test Condition Comparison Table

WLHP GWHP GLHP
Cooling
Entering Air Temperature - DB/WB °F [°C] 80.6/66.2 [27/19] 80.6/66.2 [27/19] 80.6/66.2 [27/19]
Entering Water Temperature - °F [°C] 86 [30] 59 [15] 77 [25]
Fluid Flow Rate * * *
Heating
Entering Air Temperature - DB/WB °F [°C] 68 [20] 68 [20] 68 [20]
Entering Water Temperature - °F [°C] 68 [20] 50 [10] 32[0]
Fluid Flow Rate * * *

*Flow rate is specified by the manufacturer

Data certified by AHRI include heating/cooling capacities, EER (Energy Efficiency Ratio — Btuh per Watt) and COP (Btuh per Btuh) at the
various conditions shown above. Pump power correction is calculated to adjust efficiencies for pumping Watts. Within each model, only one
water flow rate is specified for all three groups, and pumping Watts are calculated using the formula below. This additional power is added
onto the existing power consumption.

* Pump power correction = (gpm x 0.0631) x (Press Drop x 2990)/300

Fan power is corrected to zero external static pressure using the equation below.The nominal airflow is rated at a specific external static
pressure. This effectively reduces the power consumption of the unit and increases cooling capacity but decreases heating capacity.
* Fan Power Correction = (cfm x 0.472) x (esp x 249)/300

Capacities and efficiencies are calculated using the following equations:
* |SO Cooling Capacity = Cooling Capacity (Btuh) + [Fan Power Correction (Watts) x 3.412]
* SO EER Efficiency (Btuh/W) =
ISO Cooling Capacity (Btuh)/[Power Input (Watts) — Fan Power Correction (Watts) + Pump Power Correction (Watts)]
* |SO Heating Capacity = Heating Capacity (Btuh) — [Fan Power Correction (Watts) x 3.412]
* ISO COP Efficiency (Btuh/Btuh) =
ISO Heating Capacity (Btuh) x 3.412/[Power Input (Watts) - Fan Power Correction (Watts) + Pump Power Correction (Watts)]

Residential Products Technical Guide




GT-PG (50YE) Series

AHRI/ISO/ASHRAE/ANSI 13256-1 Performance

ASHRAE/AHRI/ISO 13256-1. English (I-P) Units

Water Loop Heat Pump Ground Water Heat Pump Ground Loop Heat Pump
Model Fan Cooling 86°F Heating 68°F Cooling 59°F Heating 50°F Cooling 77°F Heating 32°F
Motor . . . . . .
Capacity EER Capacity cop Capacity EER Capacity cop Capacity EER Capacity cop
Btuh Btuh/W Btuh Btuh Btuh/W Btuh Btuh Btuh/W Btuh
. PSC 18,600 15.0 23,000 5.2 21,300 24.8 18,800 45 19,500 18.4 14,500 3.6
ECM 19,200 16.5 23,300 5.9 22,100 26.3 18,900 4.9 20,200 19.4 14,500 3.9
o4 PSC 25,100 16.2 29,600 4.9 28,600 25.7 25,000 4.3 26,300 19.1 19,000 3.7
ECM 25,000 17.0 30,000 5.3 28,100 27.4 25,100 4.6 26,000 20.0 19,400 3.8
030 PSC 28,200 15.3 34,900 5.0 31,700 22.9 29,400 4.4 29,400 17.6 23,600 3.8
ECM 28,600 15.6 35,200 5.3 32,200 23.9 29,400 4.6 29,800 18.0 23,700 3.9
036 PSC 33,000 16.6 39,800 5.5 37,300 25.1 32,900 4.8 34,500 19.2 25,700 3.9
ECM 33,100 17.6 39,500 5.8 37,300 26.5 32,900 5.1 34,600 20.2 25,800 4.2
e PSC 37,400 16.0 49,400 5.4 42,900 24.3 40,100 4.6 39,300 19.4 31,600 3.8
ECM 37,800 17.1 48,600 5.7 44,200 27.1 39,300 4.9 40,000 20.0 30,400 4.0
" PSC 47,000 15.3 60,000 5.0 53,900 23.3 49,000 4.4 49,900 17.6 39,000 3.7
el ECM 47,600 15.9 59,700 5.2 54,100 24.6 48,700 4.5 50,100 18.5 38,400 3.8
PSC 61,000 15.9 70,400 5.0 67,000 23.2 58,700 4.5 63,300 18.2 46,500 3.7
2LEt ECM 61,000 16.4 70,800 5.2 67,200 24.3 59,100 4.6 64,000 19.0 46,700 3.8
070 ECM 67,000 15.2 84,900 5.0 77,000 235 69,000 4.4 70,000 17.8 53,900 3.6
Cooling capacities based upon 80.6°F DB, 66.2°F WB entering air temperature
Heating capacities based upon 68°F DB, 59°F WB entering air temperature
All ratings based upon operation at lower voltage of dual voltage rated models
ASHRAE/AHRI/ISO 13256-1. Metric (S-I) Units
Water Loop Heat Pump Ground Water Heat Pump Ground Loop Heat Pump
Model I\/'|:<?trc])r Cooling 30°C Heating 20°C Cooling 15°C Heating 10°C Cooling 25°C Heating 0°C
Capacity EER Capacity cop Capacity EER Capacity cop Capacity EER Capacity cop
Watts WIW Watts Watts Watts Watts Watts W/IW Watts
PSC 5,470 4.4 6,764 5.2 6,264 7.3 5,529 4.5 5,735 5.4 4264 3.6
018
ECM 5,647 4.8 6,852 5.9 6,500 7.7 5,558 4.9 5,941 5.7 4,426 3.9
- PsC 7,356 4.7 8,675 4.9 8,382 7.5 7,327 4.3 7,708 5.6 5,569 3.7
ECM 7,327 5.0 8,792 5.3 8,236 8.0 7,356 4.6 7,620 5.9 5,686 3.8
PscC 8,265 45 10,229 5.0 9,291 6.7 8,617 4.4 8,617 5.2 6,917 3.8
036
ECM 8,382 4.6 10,317 5.3 9,437 7.0 8,617 4.6 8,734 5.3 6,946 3.9
PSC 9,672 4.9 11,665 5.5 10,932 7.4 9,642 4.8 10,111 5.6 7,532 3.9
030
ECM 9,701 5.2 11,577 5.8 10,932 7.8 9,642 5.1 10,141 5.9 7,562 4.2
PSC 10,961 4.7 14,478 5.4 12,573 7.1 11,753 4.6 11,518 5.4 9,261 3.8
042
ECM 11,079 5.0 14,244 5.7 12,954 7.9 11,518 4.9 11,723 5.9 8,910 4.0
PSC 13,775 4.5 17,585 5.0 15,797 6.8 14,361 4.4 14,625 5.2 11,430 37
048
ECM 13,951 4.7 17,497 5.2 15,856 7.2 14,273 4.5 14,683 5.4 11,254 3.8
PSC 17,878 4.7 20,633 5.0 19,637 6.8 17,204 4.5 18,552 53 13,628 3.7
060
ECM 17,878 4.8 20,750 5.2 19,695 7.1 17,321 4.6 18,757 5.6 13,687 3.8
070 ECM 19,637 45 24,883 5.0 22,567 6.9 20,223 4.4 20,516 5.2 15,797 3.6

Cooling capacities based upon 27°C DB, 19°C WB entering air temperature
Heating capacities based upon 20°C DB, 15°C WB entering air temperature
All ratings based upon operation at lower voltage of dual voltage rated models

Bryant: Whatever it Takes.
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Reference Calculations & Legend

Heating Cooling
_ __HE _ __HR -TC-
LWT = EWT - 5hM x 500 LWT = EWT * 5oM x 500 Le=te-sc
HC SC SC
LAT =EAT + —— *— = - SiT=
CFM x1.08 LAT (DB) = EAT (0B) - ooy 108 TC

Hot Water Generator capacities (HWC) are based on potable water flow rate of 0.4 gpm per nominal equipment ton and 90°F
entering potable water temperature.

CFM = airflow, cubic feet/minute HE = total heat of extraction, Mbtuh

EWT = entering water temperature, ‘F HWC = Hot Water Generator (desuperheater) capacity, Mbtuh
GPM = water flow in US gallons/minute WPD = Water coil pressure drop (psi & ft hd)

EAT = entering air temperature, Fahrenheit (dry bulb/wet bulb) EER = Energy Efficiency Ratio = BTU output/Watt input

HC = air heating capacity, Mbtuh COP = Coefficient of Performance = BTU output/BTU input
TC = total cooling capacity, Mbtuh LWT = leaving water temperature, °F

SC = sensible cooling capacity, Mbtuh LAT = leaving air temperature, °F

KW = total power unit input, KiloWatts LC = latent cooling capacity, Mbtuh

HR = total heat of rejection, Mbtuh S/T = sensible to total cooling ratio

| UPFLOW I LEFT RETURN AIR

Piping End

ing Left Return Air Pining E Left Return Air
L Piping End Back Discharge iping End Side Discharge
0 \
= >

e o oo

Left Return Air Right Return Air

Piping End
Piping End
M °
N o
° [
o
. = = i i ipi Right Return Air -
— Right Return Air ight R
%‘ e Bz?ck Docharas Piping End O o Piping End
] —
—= l2,

Left Return Air ‘ DOWNFLOW ‘ Right Return Air
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Air Flow Correction Factors

PSC Fan Motor

Airflow Cooling Heating
% of Total' Sensiple ST Power Hgat pf Heating Power Heat gf
Rated Capacity | Capacity Rejection | Capacity Extraction
68.75% 0.9465 0.8019 0.8472 0.9614 0.9496 _
75% 0.9602 0.8350 0.8696 0.9675 0.9617 0.9740 1.0936 0.9425
81.25% 0.9724 0.8733 0.8981 0.9744 0.9728 0.9810 1.0635 0.9592
87.50% 0.9831 0.9149 0.9306 0.9821 0.9829 0.9876 1.0379 0.9744
93.75% 0.9923 0.9578 0.9653 0.9906 0.9920 0.9940 1.0167 0.9880
100% 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
106.25% 1.0062 1.0392 1.0328 1.0102 1.0070 1.0057 0.9878 1.0105
112.50% 1.0109 1.0733 1.0617 1.0211 1.0130 1.0112 0.9800 1.0194
118.75% 1.0141 1.1001 1.0848 1.0329 1.0180 1.0163 0.9705 1.0284
125% 1.0159 1.1174 1.0999 1.0455 1.0220 1.0211 0.9614 1.0368
130% 1.0161 1.1229 1.1050 1.0562 1.0244 1.0247 0.9554 1.0430

Black area denotes where operation is not recommended.

ECM Fan Motor

Airflow Cooling Heating
% of Total_ Sensib_le ST Power H(_aat _of Heatin_g Power Heat gf
Rated Capacity | Capacity Rejection | Capacity Extraction
68.75% 0.9470 0.8265 0.8727 0.9363 0.9449 _
75% 0.9619 0.8593 0.8933 0.9455 0.9587 0.9700 1.0822 0.9410
81.25% 0.9747 0.8943 0.9175 0.9564 0.9711 0.9775 1.0536 0.9579
87.50% 0.9853 0.9302 0.9441 0.9691 0.9821 0.9851 1.0304 0.9733
93.75% 0.9938 0.9659 0.9719 0.9837 0.9918 0.9925 1.0125 0.9874
100% 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
106.25% 1.0041 1.0313 1.0271 1.0181 1.0069 1.0074 0.9928 1.0112
112.50% 1.0060 1.0584 1.0522 1.0381 1.0123 1.0148 0.9909 1.0210
118.75% 1.0070 1.0815 1.0740 1.0598 1.0174 1.0222 0.9622 1.0377
125% 1.0076 1.0998 1.0916 1.0834 1.0225 1.0295 0.8681 1.0712
130% 1.0083 1.1110 1.1018 1.1035 1.0271 1.0354 0.8456 1.0844

Black area denotes where operation is not recommended.
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Entering Air Correction Factors

Heating
Entering Heating Heat of
Air DB°F | Capacity HITE Extraction
45 1.0514 0.7749 1.1240
50 1.0426 0.8113 1.1032
55 1.0329 0.8525 1.0802
60 1.0224 0.8980 1.0551
65 1.0114 0.9473 1.0282
68 1.0046 0.9786 1.0115
70 1.0000 1.0000 1.0000
75 0.9883 1.0556 0.9706
80 0.9764 1.1135 0.9404
Cooling
—_ . Sensible Cooling Capacity Multiplier - Y ;
Ai?t\?vrg’?: Ca;c));?:ity Entering DB *F R Re?eacftic:)n
60 65 70 75 80 80.6 85 90 95
50 0.7432 | 0.9111 * * * * * * * * 0.9866 0.7901
55 0.8202 | 0.7709 | 0.8820 | 1.0192 * * * * * * 0.9887 0.8527
60 0.8960 * * * * * 0.9924 0.9146
65 0.9705 1.0809 | 1.1066 * * * 0.9975 0.9757
66.2 0.9882 1.0333 | 1.0592 | 1.2481 * * 0.9990 0.9903
67 1.0000 1.0000 | 1.0261 | 1.2158 * * 1.0000 1.0000
70 1.0438 0.8645 | 0.8913 | 1.0847 | 1.2983 * 1.0042 1.0362
75 1.1159 0.6008 | 0.6289 | 0.8323 | 1.0578 | 1.2773 | 1.0123 1.0959

* = Sensible capacity equals total capacity
AHRI/ISO/ASHRAE 13256-1 uses entering air conditions of Cooling - 80.6°F DB/66.2°F WB, 1
and Heating - 68°F DB/59°F WB entering air temperature
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GT-PG (50YE) Series

Performance Data Selection Notes

For operation in the shaded area when water is used in
lieu of an anti-freeze solution, the LWT (Leaving Water
Temperature) must be calculated. Flow must be maintained Performance capacities shown in thousands of B
to a level such that the LWT is maintained above 40°F . .

[4.4°C] when the JW3 jumper is not clipped (see example AIEEHTY - EAY AW \
below). Otherwise, appropriate levels of a proper anti-freeze
should be used in systems with leaving water temperatures
of 40°F or below and the JW3 jumper should be clipped.
This is due to the potential of the refrigerant temperature
being as low as 32°F [0°C] with 40°F [4.4°C] LWT, which may
lead to a nuisance cutout due to the activation of the Low
Temperature Protection. JW3 should never be clipped for
standard range equipment or systems without antifreeze.

Aov | HC | KW | HE | LAT | coP \P\
1575 47.0 5.12 30.6 98 2.69
2100 48.3 4.68 8285 91 3.02
1575 50.7 5.21 339 100 2.85
2100 52.1 4.77 36.0 93 3.20
1575 52.8 5.26 35.8 101 2.94
2100 54.2 4.81 379 94 3.30
1575 53.9 5.28 36.8 102 2.99
2100 55.4 4.83 39.0 94 3.36
1575 57.6 5.36 40.1 104 3.15
2100 59.2 4.91 42.6 96
1575 60.4 5.42 42.6 105
2100 62.0 4.96 45.2 97
1575 61.9 5.46 44.0 106
2100 63.6 4.99 46.7 98
1575 65.2 5572 47.0 108
2100 67.0 5.05 49.9 100
1575 68.7 5.60 50.1 110
2100 70.5 5.12 53.2 101

Example:

At 50°F EWT (Entering Water Temperature) and 1.5 gpm/
ton, a 3 ton unit has a HE of 22,500 Btuh. To calculate LWT,
rearrange the formula for HE as follows:

HE = TD x GPM x 500, where HE = Heat of Extraction (Btuh); \1,2(7)3 LA S s
TD = temperature difference (EWT - LWT) and GPM = U.S. 733 560 542

Gallons per Minute.

TD = HE/(GPM x 500)
TD = 22,500/(4.5 x 500)
TD = 10°F

LWT = EWT - TD

LWT =50 - 10 = 40°F

In this example, as long as the EWT does not fall below 50°F, the system will operate as designed. For EWTs below 50°F,
higher flow rates will be required (open loop systems, for example, require at least 2 gpm/ton when EWT is below 50°F).

Antifreeze Correction Table

| Anifreese Cooling Heating WPD
Antifreeze Type D EWT 90°F EWT 30°F Corr. Fct.
% EWT 30°F

Total Cap | Sens Cap Power | Htg Cap | Power

Water 0 1.000 1.000 1.000 1.000 1.000 1.000

0.995 0.995 1.003 0.989 0.997 1.070

Propylene Glycol 15 0.986 0.986 1.009 0.968 0.990 1.210

25 0.978 0.978 1.014 0.947 0.983 1.360

5 0.997 0.997 1.002 0.989 0.997 1.070

Methanol 15 0.990 0.990 1.007 0.968 0.990 1.160

25 0.982 0.982 1.012 0.949 0.984 1.220

5 0.998 0.998 1.002 0.981 0.994 1.140

Ethanol 15 0.994 0.994 1.005 0.944 0.983 1.300

25 0.986 0.986 1.009 0.917 0.974 1.360

5 0.998 0.998 1.002 0.993 0.998 1.040

Ethylene Glycol 15 0.994 0.994 1.004 0.980 0.994 1.120

25 0.988 0.988 1.008 0.966 0.990 1.200

Bryant: Whatever it Takes.




Bryant Geothermal Heat Pump Systems

Performance Data — GT-PG Model 018 - PSC Blower

600 CFM Nominal (Rated) Airflow Cooling, 600 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
EWT WPD Cooling - EAT 80/67°F Heating - EAT 70°F
GPM - ;
o
F PSI| FT | %MW ] 7Cc | sC | kW | HR | EER | HW | A | HC | kW | HE | LAT | COP | HW
- 55 39 90 Operation not d 250 122 136 78 950 26 14
55 3.9 9.0 peration not recommenae: 600 12.5 1.24 8.3 89.3 29 14
28 07 16 450 207 16.8  0./8 233 266 0.5 450 137 140 9.2 981 2.9 17
28 07 16 600 215 140 080 243 268 0.6 600 140 128 97 917 32 17
41 21 49 450 210 168 074 235 284 05 450 142 141 96 993 2.9 17
30 41 21 49 600 218 141 076 244 286 05 600 146 129 102 925 33 18
55 35 81 450 212 168 072 236 293 05 450 145 142 99 999 3.0 18
55 35 81 600 220 141 075 246 296 05 600 149 130 105 930 3.4 1.8
28 06 14 250 208 172 085 237 245 0.9 250 158 144 111 1026 32 19
28 06 1.4 600 217 144 088 246 247 0.9 600 163 132 118 951 36 2.0
4.1 2 4.6 450 210 172 081 237 260 058 450 165 145 117 1039 3.3 2.0
40 41 2 46 600 218 144 083 247 262 09 600 169 133 124 961 37 2.0
55 32 74 450 212 173 079 239 269 08 450 168 146 120 1047 34 2.1
55 32 74 600 221 145 081 248 271 0.8 600 173 133 128 967 38 2.1
28 05 12 250 206 173 005 239 218 14 250 180 147 131 1070 36 22
28 05 12 600 215 145 098 248 220 15 600 185 135 139 985 40 P
41 17 39 450 210 175  0.89 240 235 13 450 187 148 138 1086 3.7 2.3
50 41 17 39 600 218 146 092 250 237 13 600 192 135 146 99.7 4.2 23
55 28 65 450 211 175  0.86 240 244 12 450 192 149 142 1094 3.8 23
55 28 65 600 219 146 089 250 246 12 600 197 136 151 1004 4.2 2.4
28 03 07 250 109 168 105 235 189 19 250 201 150 151 1114 39 2.4
28 03 07 600 207 141 109 244 191 2.0 600 207 137 160 1019 4.4 25
41 15 35 450 204 172 099 237 206 17 450 210 151 159 1133 4.1 25
60 41 15 35 600 212 143 102 247 208 18 600 216 138 169 1033 46 26
55 26 6.0 450 206 173 096 238 215 16 450 215 152 164 1143 4.1 26
55 26 6.0 600 214 144 099 248 217 16 600 221 139 174 1041 47 2.7
28 03 07 250 189 162 117 229 161 26 250 223 154 171 1159 43 2.7
28 03 07 600 197 135 121 238 162 2.7 600 229 140 181 1054 48 2.8
41 14 32 450 195 166 110 232 177 23 450 234 156 180 1181 4.4 2.8
70 41 14 32 600 203 138 114 242 179 2.4 600 240 143 191 1070 4.9 2.9
55 24 55 450 198 168 107 234 186 2.1 450 239 157 185 1193 45 2.9
55 24 55 600 206 140 110 243 187 2.1 600 246 144 197 1079 50 3.0
28 02 05 250 177 154 131 222 136 31 250 246 150 101 1206 45 30
28 02 05 600 185 129 135 231 137 3.2 600 252 146 203 1089 5.1 3.0
41 12 28 450 184 159 123 226 150 2.9 450 258 163 202 1231 4.6 31
80 41 12 238 600 192 132 127 235 151 3.0 600 265 149 214 1109 5.2 3.2
55 22 51 450 187 161 119 228 157 26 450 265 166 207 1245 47 3.2
55 22 51 600 195 134 123 237 159 2.7 600 272 152 220 1119 53 33
28 02 05 250 171 150 139 210 124 34 250 258 163 201 1230 46 31
28 02 05 600 178 126 143 227 125 36 600 264 149 213 1108 52 3.2
41 115 27 450 178 155 130 222 137 3.2 450 271 169 212 1257 47 3.2
85 41 115 27 600 185 129 135 231 138 33 600 278 154 225 1129 53 33
55 21 49 450 181 157 126 224 144 2.9 450  27.8 172 218 1272 47 33
55 21 49 600 189 131 130 233 146 3.1 600 286 158 232 1141 53 3.4
28 02 05 250 165 147 146 215 113 39 2450 269 168 211 1254 47 32
28 02 05 600 172 123 151 224 114 41 600 277 153 224 1127 53 33
41 11 25 450 172 151 138 219 125 36 450 284 174 223 1283 4.8 33
90 41 11 25 600 179 126 142 228 126 38 600 291 160 236 1149 53 34
55 2 4.6 450 175 153 133 221 131 33 450 291 179 229 1300 4.8 35
55 2 46 600 183 128 138 230 132 35 116.2
28 02 05 250 152 140 164 208 93 23
28 02 05 600 159 117 169 217 9.4 45
41 11 25 450 159 143 154 212 103 41
100 | 41 11 25 600 166 120 159 220 104 43
55 19 44 450 163 145 150 214 109 40
55 19 44 600 169 121 155 222 109 42
28 01 02 250 140 134 184 203 76 51
28 01 02 600 146 112 190 211 77 53
41 09 21 450 146 137 173 205 8.4 5.0 _
10 | 41 o9 21 600 152 114 179 214 85 5.2 Operation not recommended
55 17 39 450 150 138 168  20.7 8.9 48
55 17 39 600 156 116 174 215 9.0 5.0
28 01 02 250 129 131 206 199 6.2 6.1
28 01 02 600 134 109 213 207 6.3 6.3
41 08 18 450 134 132 194 201 6.9 5.9
120 | 41 o8 18 600 140 110 201 208 7.0 6.1
55 16 37 450 137 133 189 202 73 56
55 16 3.7 600 143 111 195  21.0 73 5.9

Interpolation is permissible; extrapolation is not.

All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.
AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Table does not reflect fan or pump power corrections for AHRI/ISO conditions.

All performance is based upon the lower voltage of dual voltage rated units.

Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.

Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.

For operation in the shaded areas, please see the Performance Data Selection Notes.
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GT-PG (50YE) Series

Performance Data — GT-PG Model 018 - ECM Blower

750 CFM Nominal (Rated) Airflow Cooling, 750 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
EWT WPD Cooling - EAT 80/67°F Heating - EAT 70°F
GPM ) )
o
F PSI| FT || TC | sC | kW | HR | EER | HW | & | HC | kw | HE | LAT | COP | HW
20 55 39 90 550 119 125 7.9 900 28 14
55 39 90 750 123 116 84 851 3.1 15
28 07 16 550 203 124 0.5 228 273 06 550 132 129 90 923 30 1.7
28 07 16 750 211 145 079 238 268 06 750 136 120 9.6 868 33 17
41 21 49 550 207 126 071 231 201 05 550 137 131 95 931 31 1.8
30 41 21 49 750 215 147 075 241 286 0.6 750 141 121 101 875 34 18
55 35 81 550 213 129 070 236 305 05 550 140 131 97 936 3.1 1.8
55 35 81 750 221 150 074 246 300 05 750 144 121 103 87.8 35 1.9
28 06 14 550 208 1290 081 235 255 00 550 153 133 109 958 34 1.9
28 06 14 750 216 150  0.86 245 251 10 750 158 123 116 895 3.8 2.0
41 20 46 550 213 131 077 239 276 09 550 160 134 115 969 35 2.0
40 41 20 46 750 221 152 0.8l 249 272 09 750 165 124 123 903 3.9 2.1
55 32 74 550 215 132 075 240 286 0.8 550 163 134 119 975 36 2.1
55 32 74 750 224 153 079 251 281 0.8 750 168 124 126 908 4.0 2.1
28 05 12 550 213 135 000 243 237 15 550 175 135 130 995 38 22
28 05 12 750 221 157 095 253 233 15 750 181 125 138 923 42 23
41 17 39 550 215 135  0.84 243 255 13 550 184 136 138 1009 4.0 2.3
50 41 17 39 750 223 157  0.89 254 251 14 750 189 126 146 934 44 2.4
55 28 65 550 216 135  0.82 244 264 12 550 188 136 142 1017 4.0 2.4
55 28 65 750 225 157  0.87 254 260 13 750 194 126 151 939 45 2.4
28 03 07 550 206 136 099 240 208 20 550 198 137 152 1034 42 25
28 03 07 750 215 158 105 250 204 21 750 204 127 161 952 47 26
41 15 35 550 211 136 093 243 227 18 550 208 138 161 1050 4.4 26
60 41 15 35 750 220 159 099 253 223 19 750 214 128 171 965 49 26
55 26 6.0 550 213 136  0.90 244 236 16 550 213 139 166 1059 45 2.7
55 26 6.0 750 222 159 096 254 232 17 750 220 128 176 971 50 2.7
28 03 07 550 106 134 L1l 234 177 27 550 221 140 173 1072 46 28
28 03 07 750 204 156 117 244 174 28 750 228 129 184 982 52 28
41 14 32 550  20.3 135 104 238 195 24 550 232 142 183 109.0 48 2.9
70 41 14 32 750 211 157 110 248 192 25 750 239 131 194 995 53 2.9
55 24 55 550 206 136 100 240 205 21 550 238 143 188 1100 4.9 3.0
55 24 55 750 214 158 106 250 201 2.2 750 245 132 200 1002 5.4 3.1
28 02 05 550 184 131 124 227 148 32 550 243 145 193 1110 49 30
28 02 05 750 192 152 131 236 146 3.3 750 251 134 205 1010 55 3.1
41 12 28 550 191 133 116 231 165 3.0 550 255 149 203 1129 50 3.1
80 41 12 28 750 199 154 123 241 162 31 750 263 138 215 1024 56 3.2
55 22 51 550 195 134 112 233 173 27 550 260 152 207 1138 50 32
55 22 51 750 203 155 119 243 170 29 750 268 140 220 1031 56 33
28 02 05 550 178 120 132 223 135 36 550 254 149 202 1127 50 31
28 02 05 750 185 150 140 233 133 37 750 262 138 214 1023 56 3.2
41 115 27 550 185 131 124 227 151 3.3 550 265 155 211 1146 50 33
85 41 115 27 750 192 152 131 237 148 35 750  27.3 143 224 1037 56 33
55 21 49 550 189 132 120 229 159 3.1 550 270 159 215 1155 50 3.4
55 21 49 750 196 153 126 239 156 3.2 750 279 147 228 1044 56 35
28 02 05 550 172 127 140 219 123 41 550 264 154 210 1145 50 33
28 02 05 750 178 148 148 229 121 43 750 272 142 224 1036 56 34
41 11 25 550  17.9 129 131 223 137 38 550 275 161 219 1163 50 3.4
90 41 11 25 750 186 150 138 233 134 3.9 750 284 149 232 1050 56 35
55 20 46 550 182 130 127 226 144 35 550 280 166 223 1172 50 35
55 20 46 750 190 152 134 235 142 36 . 105.7
28 02 05 550 150 123 158 213 10 45
28 02 05 750 165 143 167 222 99 4.7
41 11 25 550 166 125 148 216 112 4.3
100 | 41 11 25 750 172 146 156 226 110 45
55 19 44 550 169 126 143 218 118 42
55 19 44 750 176 147 151 228 116 43
28 01 02 550 147 120 179 200 83 54
28 01 02 750 153 139 189 218 8.1 5.6
41 09 21 550 153 121 167 211 9.2 5.2
110 | 41 o9 21 750 159 141 177 220 90 5.4
55 17 39 550 156 122 162 212 97 5.0
55 17 39 750 163 142 171 221 95 5.2
28 01 02 550 138 115 203 208 68 63
28 01 02 750 144 134 214 217 67 6.6
41 08 18 550 143 118 190 208 75 6.1
120 | 41 o8 18 750 148 137 201 217 74 6.3
55 16 37 550 145 119 183 208 7.9 5.9
55 16 3.7 750 151 139 194 217 7.8 6.1

Interpolation is permissible; extrapolation is not.

All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.
AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Table does not reflect fan or pump power corrections for AHRI/ISO conditions.

All performance is based upon the lower voltage of dual voltage rated units.

Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.

Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.

For operation in the shaded areas, please see the Performance Data Selection Notes.

Bryant: Whatever it Takes.




Bryant Geothermal Heat Pump Systems

Performance Data — GT-PG Model 024 - PSC Blower

850 CFM Nominal (Rated) Airflow Cooling, 850 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
EWT WPD Cooling - EAT 80/67°F Heating - EAT 70°F
GPM - ;
o
F PSI| FT | %MW ] 7Cc | sC | kW | HR | EER | HW | A | HC | kW | HE | LAT | COP | HW
80 56 ] 640 163 180 106 94 266 16
20 8.0 5.6 Operation not recommended 850 168 165 112 a8 299 17
20 15 35 640 279 156 094 3Ll  29.8 0.6 640 185 1.83 125 97 295 20
40 15 35 850 291 187 097 324 300 0.6 850 190 168 133 91 332 20
6.0 3.1 7.2 640 280 156 090 311 311 05 640 192 184 132 98 305 20
30 60 3.1 7.2 850 292 187 093 324 313 0.6 850 197 168 140 91 342 21
80 51 118 640 281 157 088 311 318 05 640 195 185 135 98 310 21
80 51 118 850 293 188 091 324 321 05 850 200 169 143 92 348 22
20 13 30 640 278 158 104 313 260 1.0 640 214 187 152 101 334 23
40 13 3.0 850 290 189 107 326  27.1 1.0 850 220 171 161 94 375 23
60 28 6.5 640 280 158 099 314 285 0.9 640 222 189 160 102 345 2.3
40 60 28 6.5 850 292 189 102 326 287 0.9 850 228 172 170 95 387 24
80 45 104 | 640 282 158 096 314 293 058 640 226 189 164 103 351 2.4
80 45 104 | 80 203 189 099 327 295 0.9 850 233 173 174 95 394 25
20 13 30 640 276 159 115 315 241 15 640 242 192 178 105 371 26
40 13 3.0 850 287 190 118 327 243 16 850 249 175 189 97 416 26
60 26 6.0 640 278 159 108 315 257 14 640 252 193 187 106 382 2.7
50 60 26 6.0 850 290 191 112 328 259 15 850 259 176 199 98 429 27
80 43 9.9 640 279 159 106 315 265 13 640 257 194 192 107  3.89 2.8
80 43 9.9 850 291 191 109 328 267 13 850 264 177 203 99 436 2.8
20 12 28 540 269 159 127 312 211 21 640 270 196 204 109 405 2.9
40 12 28 850 280 191 132 325 213 2.2 850 277 179 217 100 454 3.0
60 25 5.8 640 273 159 120 314 227 1.9 640 281 197 214 111 417 3.0
60 60 25 5.8 850 284 191 124 326 229 2.0 850 288 1.80 227 101  4.68 3.1
80 40 9.2 640 275 159 117 314 235 17 640 286 198 219 111 423 3.1
80 40 9.2 850 286 191 121 327 237 18 850 294 181 232 102 475 3.2
20 11 25 640 260 158 142 308 182 28 640 297 200 229 113 436 32
40 11 25 850 270 189 147 320 184 3.0 850 305 1.83 243 103 489 3.3
6.0 23 53 640 265 159 134 311  19.8 25 640 308 202 239 115 448 3.3
70 60 23 53 850 276 190 139 323 199 26 850 317 184 254 104 504 3.4
80 38 8.8 640 267 159 130 312 205 23 640 314 202 245 115 455 35
80 38 8.8 850 278 190 135 324  20.7 2.3 850 323 185 259 105 511 3.6
20 10 23 640 248 156 150 302 156 34 640 323 204 253 117 465 35
40 10 23 850 258 186 165 315 157 35 850 332 186 268 106 522 3.6
60 22 5.1 640 254 157 150 306 169 31 640 335 206 263 118 477 36
80 60 22 5.1 850 265 188 155 318  17.1 33 850 344 188 279 107 536 3.7
80 35 8.1 640 257 158 146 307  17.7 2.9 640 341 207 269 119 483 38
80 35 8.1 850 268 189 151 319  17.8 3.0 850 350 1.89 285 108 543 3.9
20 10 23 640 241 154 169 200 143 38 640 335 206 264 119 478 37
40 10 23 850 251 184 175 311 144 3.9 850 344 188 280 108 536 3.8
60 22 5.0 640 248 155 159 302 156 35 640 347 208 275 120 490 3.8
85 60 22 5.0 850 258 186 165 315 157 3.7 850 357 190 292 109 550 3.9
80 35 8.0 640 251 156 155 304 162 3.2 640 354 209 280 121 496 3.9
80 35 8.0 850 262 187 160 316 164 3.4 850 363 191 298 110 557 4.1
70 10 23 640 235 152 179 296 131 13 640 348 208 275 120 490 38
40 10 23 850 244 182 185 308 132 45 850 357 190 292 109 551 3.9
60 21 49 640 242 154 169 299 143 4.0 640 360 210 286 122 503 4.0
90 60 21 49 850 252 184 174 311 144 4.2 850 370 192 304 110 564 4.1
80 34 79 640 245 155 164 301 150 37 640 366 211 292 123 509 4.1
80 34 79 850 255 185 169 313 151 38 850
20 10 23 640 219 147 202 288 100 2.7
40 10 23 850 228 176 208 300 110 4.9
60 20 46 640 227 149 190 292 120 4.6
100 60 20 46 850 237 179 196 304 120 4.7
80 32 7.4 640 231 151 184 294 125 4.4
80 32 7.4 850 241 181 191 306 126 4.6
20 09 21 640 202 140 227 280 8.9 57
40 09 2.1 850 211 168 234 291 9.0 5.9
6.0 19 44 640 211 144 214 284 9.8 55 _
10 | 60 19 44 850 220 172 221 205 99 5.7 Operation not recommended
80 31 7.2 640 215 145 208 286 103 53
80 31 7.2 850 224 174 215 297 104 55
20 09 21 640 184 132 255 271 72 6.7
40 09 2.1 850 192 158 264 282 73 7.0
60 18 42 640 193 136 241 275 8.0 6.5
120 | 60 18 42 850 201 163 249 286 81 6.7
80 30 6.9 640 197 138 235  27.8 8.4 6.2
80 3.0 6.9 850 206 165 242 289 8.5 6.5

Interpolation is permissible; extrapolation is not.

All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.
AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Table does not reflect fan or pump power corrections for AHRI/ISO conditions.

All performance is based upon the lower voltage of dual voltage rated units.

Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.

Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.

For operation in the shaded areas, please see the Performance Data Selection Notes.
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GT-PG (50YE) Series

Performance Data — GT-PG Model 024 - ECM Blower

850 CFM Nominal (Rated) Airflow Cooling, 950 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
EWT WPD Cooling - EAT 80/67°F Heating - EAT 70°F
GPM . ;
o
F PSI| FT | %MW | 7Cc | sC | kW | HR | EER | HW | "M% | HC | kw | HE | LAT | COP | HW
8.0 5.6 690 16.0 1.70 10.6 92 2.76 1.7
20 8.0 5.6 Operation not recommended 950 16.5 157 1.2 86 3.08 1.7
4.0 15 35 610 28.1 16.1 0.78 30.6 35.9 0.6 690 18.1 1.73 12.5 94 3.07 2.0
4.0 15 3.5 850 29.2 18.7 0.83 31.9 35.3 0.6 950 18.7 1.60 133 88 3.43 2.0
6.0 3.1 7.2 610 28.1 16.1 0.76 30.6 37.1 0.5 690 18.8 1.74 13.2 95 3.17 2.1
30 6.0 3.1 7.2 850 29.3 18.7 0.80 31.9 36.5 0.6 950 19.4 1.61 14.0 89 3.54 2.1
8.0 5.1 11.8 610 28.2 16.1 0.74 30.7 38.1 0.5 690 19.2 1.74 13.5 96 3.23 2.1
8.0 5.1 11.8 850 29.3 18.8 0.78 32.0 375 0.5 950 19.8 1.61 14.3 89 3.60 2.2
4.0 1.3 3.0 610 28.4 16.6 0.89 31.3 31.9 1.0 690 210 1.77 15.2 98 3.48 2.3
4.0 1.3 3.0 850 29.5 19.3 0.94 32.7 31.3 1.0 950 21.7 1.64 16.1 91 3.89 2.3
6.0 2.8 6.5 610 28.6 16.6 0.84 314 34.1 0.9 690 219 1.78 16.0 99 3.60 2.4
40 6.0 2.8 6.5 850 29.7 19.3 0.89 32.7 335 0.9 950 225 1.65 17.0 92 4.01 2.4
8.0 4.5 10.4 610 28.7 16.6 0.82 314 35.2 0.8 690 22.3 1.79 16.4 100 3.65 25
8.0 4.5 10.4 850 29.9 19.3 0.86 32.8 34.6 0.9 950 23.0 1.65 17.4 92 4.08 2.5
4.0 1.3 3.0 610 28.2 16.7 1.00 315 28.1 15 690 23.9 1.81 17.8 102 3.86 2.6
4.0 1.3 3.0 850 29.3 19.4 1.06 32.9 27.7 1.6 950 24.6 1.67 18.9 94 4.31 2.7
6.0 2.6 6.0 610 28.5 16.8 0.94 31.6 30.4 14 690 24.8 1.83 18.7 103 3.99 2.7
50 6.0 2.6 6.0 850 29.7 19.5 0.99 33.0 29.8 15 950 25.6 1.69 19.9 95 4.45 2.8
8.0 4.3 9.9 610 28.6 16.8 0.91 31.7 31.5 1.3 690 25.3 1.83 19.1 104 4.05 2.8
8.0 4.3 9.9 850 29.8 19.5 0.96 33.0 30.9 1.3 950 26.1 1.69 20.3 95 4.52 2.9
4.0 1.2 2.8 610 27.3 16.4 1.13 31.1 241 2.1 690 26.7 1.85 20.4 106 4.22 2.9
4.0 1.2 2.8 850 28.4 19.1 1.20 325 23.7 2.2 950 275 1.71 21.7 97 471 3.0
6.0 2.5 5.8 610 27.8 16.6 1.06 314 26.3 1.9 690 27.7 1.87 21.3 107 4.35 3.0
60 6.0 2.5 5.8 850 28.9 19.3 1.12 32.7 25.8 2.0 950 28.6 1.73 22.7 98 4.85 3.1
8.0 4.0 9.2 610 28.1 16.7 1.02 315 27.4 1.7 690 28.3 1.88 21.8 108 4.41 3.2
8.0 4.0 9.2 850 29.2 19.4 1.08 32.8 26.9 1.8 950 29.1 1.73 23.2 98 4.92 3.2
4.0 11 2.5 610 26.1 16.0 1.28 30.5 20.4 2.8 690 29.4 1.89 22.8 109 4.54 3.3
4.0 11 2.5 850 27.2 18.7 1.36 31.8 20.0 3.0 950 30.3 1.75 24.3 99 5.07 34
6.0 2.3 5.3 610 26.8 16.3 1.20 30.8 22.3 2.5 690 30.5 1.91 23.9 111 4.67 34
70 6.0 2.3 5.3 850 27.9 18.9 1.27 32.2 22.0 2.6 950 31.4 1.77 25.4 101 5.21 3.5
8.0 3.8 8.8 610 27.1 16.4 1.16 31.0 234 2.3 690 311 1.92 24.4 112 474 35
8.0 3.8 8.8 850 28.2 19.1 1.23 32.3 23.0 2.3 950 32.0 1.77 25.9 101 5.29 3.6
4.0 1.0 2.3 610 24.8 15.6 1.45 29.7 17.1 34 690 31.9 1.93 25.2 113 4.84 3.6
4.0 1.0 2.3 850 25.8 18.1 1.54 31.0 16.8 3.5 950 32.9 1.79 26.8 102 5.40 3.7
6.0 2.2 5.1 610 25.5 15.8 1.36 30.1 18.7 3.1 690 33.1 1.95 26.3 114 497 3.7
80 6.0 2.2 5.1 850 26.5 18.4 1.44 314 18.4 3.3 950 34.1 1.80 27.9 103 5.54 3.8
8.0 3.5 8.1 610 25.9 15.9 1.32 30.3 19.6 2.9 690 33.7 1.96 26.9 115 5.04 3.8
8.0 3.5 8.1 850 26.9 18.6 1.39 31.6 19.3 3.0 950 34.8 1.81 28.5 104 5.62 3.9
4.0 1.0 2.3 610 24.0 15.3 1.55 29.3 15.5 3.8 690 33.2 1.95 26.3 114 4.98 3.7
4.0 1.0 2.3 850 25.0 17.8 1.64 30.6 15.2 3.9 950 34.2 1.80 28.0 103 5.55 3.8
6.0 2.2 5.0 610 24.8 15.6 1.45 29.7 17.0 3.5 690 34.3 1.97 27.4 116 5.10 3.9
85 6.0 2.2 5.0 850 25.8 18.1 1.54 31.0 16.8 3.7 950 35.4 1.82 29.2 105 5.69 4.0
8.0 3.5 8.0 610 25.1 15.7 1.41 29.9 17.9 3.2 690 35.0 1.98 28.0 117 5.17 4.0
8.0 35 8.0 850 26.1 18.3 1.49 31.2 17.6 3.4 950 36.0 1.83 29.8 105 5.77 4.1
4.0 1.0 2.3 610 233 15.0 1.65 28.9 14.1 4.3 690 344 1.97 275 116 511 3.9
4.0 1.0 2.3 850 24.2 175 1.74 30.2 13.9 4.5 950 35.5 1.82 29.2 105 5.70 4.0
6.0 2.1 4.9 610 24.0 15.3 1.55 29.3 15.6 4.0 690 35.6 1.99 28.6 118 5.23 4.0
90 6.0 2.1 4.9 850 25.0 17.8 1.63 30.6 15.3 4.2 950 36.7 1.84 30.4 106 5.84 4.1
8.0 3.4 7.9 610 24.4 15.4 1.50 29.5 16.3 3.7 690 36.2 2.00 29.1 119 5.30 4.2
8.0 3.4 7.9 850 25.4 18.0 1.58 30.8 16.0 3.8
4.0 1.0 2.3 610 21.8 14.5 1.86 28.2 11.7 4.7
4.0 1.0 2.3 850 22.6 16.9 1.97 29.4 11.5 4.9
6.0 2.0 4.6 610 225 14.8 1.75 28.5 12.8 4.6
100 6.0 2.0 4.6 850 234 17.2 1.86 29.7 12.6 4.7
8.0 3.2 7.4 610 22.9 14.9 1.70 28.7 13.5 4.4
8.0 3.2 7.4 850 23.8 17.3 1.80 29.9 13.2 4.6
4.0 0.9 2.1 610 20.3 141 211 275 9.6 5.7
4.0 0.9 2.1 850 211 16.4 2.23 28.7 9.4 5.9
6.0 1.9 4.4 610 21.0 14.3 1.99 27.8 10.5 5.5
110 6.0 1.9 4.4 850 21.8 16.6 2.10 29.0 10.4 5.7 Operation not recommended
8.0 3.1 7.2 610 21.3 14.4 1.93 28.0 11.1 5.3
8.0 3.1 7.2 850 22.2 16.7 2.04 29.2 10.9 5.5
4.0 0.9 2.1 610 18.9 13.7 2.39 27.1 7.9 6.7
4.0 0.9 2.1 850 19.7 16.0 2.52 28.3 7.8 7.0
6.0 1.8 4.2 610 19.5 13.9 2.25 27.3 8.7 6.5
120 | 60 18 42 850 203 162 238 285 85 6.7
8.0 3.0 6.9 610 19.9 14.0 2.19 27.4 9.1 6.2
8.0 3.0 6.9 850 20.6 16.3 2.31 28.6 8.9 6.5

Interpolation is permissible; extrapolation is not.

All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.
AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Table does not reflect fan or pump power corrections for AHRI/ISO conditions.

All performance is based upon the lower voltage of dual voltage rated units.

Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.

Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.

For operation in the shaded areas, please see the Performance Data Selection Notes.

Bryant: Whatever it Takes.




Bryant Geothermal Heat Pump Systems

Performance Data — GT-PG Model 030 - PSC Blower

950 CFM Nominal (Rated) Airflow Cooling,950 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
EWT WPD Cooling - EAT 80/67°F Heating - EAT 70°F
GPM ; )
o
F PSI| FT |ow | 7Cc | sC | kW | HR | EER | HW | A | HC | kwW | HE | LAT | COP | HW
8.0 56 129 ] 715 199 210 131 9 2.78 2.0
20 8.0 56 12.9 Operation not recommended 950 204 192 139 2 312 21
4.0 1.5 35 715 28.8 16.3 1.18 32.8 24.4 0.6 715 21.7 2.13 14.8 98 2.99 2.5
4.0 1.5 35 950 300 195 122 341 246 0.6 950 223 195 157 92 3.36 25
6.0 3.1 7.2 715 289 163 114 328 253 05 715 225 214 156 99 3.08 2.6
30 6.0 3.1 7.2 950 301 196 118 341 255 0.6 950 231 196 165 93 3.46 2.6
8.0 51 118 715 200 164 111 328 260 05 715 230 215 160 100 3.3 2.7
8.0 5.1 11.8 950 30.2 19.6 1.15 34.1 26.2 0.5 950 23.6 1.97 16.9 93 3.52 2.7
2.0 1.3 3.0 715 310 178 130 355 239 1.0 715 247 218 175 102  3.32 2.9
4.0 1.3 3.0 950 323 213 134 369 241 1.0 950 253 199 186 95 3.72 2.9
6.0 2.8 6.5 715 312 178 125 355 249 0.9 715 256 220 184 103  3.42 3.0
40 6.0 2.8 6.5 950 325 21.3 1.30 36.9 25.1 1.0 950 26.3 2.01 19.5 96 3.84 3.0
8.0 45 104 715 314 178 122 355 257 0.8 715 262 221 189 104  3.47 3.1
8.0 45 104 950 327 214 126 369 259 0.9 950 269 202 200 96 3.90 3.2
20 13 3.0 715 319 185 144 368 222 16 715 27.7 224 202 106 3.62 33
40 1.3 3.0 950 332 222 149 383 224 1.6 950 284 205 214 98 4.07 3.3
6.0 2.6 6.0 715 32.2 18.5 1.37 36.8 23.4 1.4 715 28.8 2.26 21.2 107 3.74 3.4
50 6.0 2.6 6.0 950 335 222 142 383 236 15 950 206 207 225 99 419 35
8.0 43 9.9 715 323 185 134 369 242 1.3 715 294 227 218 108  3.79 3.5
8.0 43 9.9 950 337 222 138 383 244 1.3 950 302 208 231 99 4.26 3.6
2.0 12 2.8 715 31.0 182 160 364 194 2.2 715 30.6 230 229 110 301 3.7
4.0 1.2 2.8 950 323 218 165 379 196 2.3 950 315 210 243 101  4.39 3.8
6.0 2.5 5.8 715 317 185 151 368 211 2.0 715 319 232 241 111 4.03 3.8
60 6.0 2.5 5.8 950 330 221 156 383 212 2.0 950 328 212 256 102 453 3.9
8.0 4.0 9.2 715 320 185 146 369 219 1.7 715 326 234 247 112 4.09 4.0
8.0 4.0 9.2 950 333 222 151 384 220 1.8 950 335 214 262 103 4.60 4.1
2.0 11 25 715 205 176  1./6 355 168 2.9 715 336 236 256 114  4.18 3.8
4.0 1.1 2.5 950 307 211 181 369 169 3.0 950 345 216 272 104  4.69 4.0
6.0 2.3 5.3 715 305 180  1.65 361 184 2.6 715 351 239 269 115  4.30 4.0
70 6.0 2.3 5.3 950 317 216 171 375 185 2.7 950 360 218 285 105  4.83 41
8.0 3.8 8.8 715 309 182 161 364 192 2.3 715 358 240 27.6 116  4.36 42
8.0 3.8 8.8 950 322 218 166 378 194 2.4 950 368 220 293 106  4.90 43
20 1.0 2.3 715 277 168 194 343 143 35 715 366 242 283 117 443 22
40 1.0 2.3 950 288 202 200 356 144 3.6 950 375 221 300 107  4.97 43
6.0 2.2 5.1 715 288 173 183 350 158 3.2 715 381 246 296 119 455 44
80 6.0 2.2 5.1 950 300 207 189 364 159 3.4 950 391 225 314 108 511 45
8.0 35 8.1 715 203 175 177 354  16.6 3.0 715 389 247 304 120  4.61 45
8.0 35 8.1 950 305 210 183 368  16.7 3.1 950 400 226 322 109 518 47
20 1.0 2.3 715 267 164 204 337 131 3.9 715 380 245 295 119 454 17
4.0 1.0 2.3 950 278 197 211 350 132 41 950 390 224 314 108 510 45
6.0 2.2 5.0 715 278 169 192 344 145 3.6 715 396 249 310 121  4.66 46
85 6.0 2.2 5.0 950 200 202 199 358  14.6 38 950 406 228 328 110 523 47
8.0 35 8.0 715 284 171 187 347 152 3.3 715 404 251 317 122 472 47
8.0 35 8.0 950 29.6 20.5 1.93 36.1 15.3 3.5 950 41.5 2.30 33.6 110 5.30 4.9
20 10 23 715 257 160 245 331 120 15 715 394 249 308 121 465 16
4.0 1.0 2.3 950 268 192 222 344 121 46 950 405 227 327 109 522 47
6.0 2.1 49 715 269 165 202 338 133 41 715 411 253 323 123 477 47
90 6.0 2.1 49 950 280 197 209 351 134 43 950 422 231 343 111 5.35 49
8.0 3.4 7.9 715 274 167 196 341 140 38 715 419 255 330 124 482 49
8.0 3.4 7.9 950 286 200 203 355 141 4.0
20 1.0 2.3 715 239 153 239 321 100 29
4.0 1.0 2.3 950 249 183 247 334 101 5.1
6.0 1.9 44 715 232 150 251 317 9.2 47
100 6.0 1.9 4.4 950 241 179 260 330 9.3 49
8.0 3.1 7.2 715 236 152 244 319 9.7 45
8.0 3.1 7.2 950 246 181 252 332 9.8 47
2.0 0.9 2.1 715 224 147 268 315 8.4 59
4.0 0.9 2.1 950 233 176 277 328 8.4 6.1
6.0 1.9 44 715 232 150 251 317 9.2 5.7
110 | 60 19 44 950 241 179 260 330 93 5.9 Operation not recommended
8.0 3.1 7.2 715 236 152 244 319 9.7 55
8.0 3.1 7.2 950 246 181 252 332 9.8 5.7
2.0 0.9 2.1 715 213 146 302 316 71 6.9
40 0.9 2.1 950 222 174 312 329 7.1 7.2
6.0 1.8 42 715 218 146 282 315 7.7 6.7
120 | 60 18 42 950 227 175 292 327 18 7.0
8.0 3.0 6.9 715 221 147 274 315 8.1 6.4
8.0 3.0 6.9 950 230 176 2.83 327 8.1 6.7

Interpolation is permissible; extrapolation is not.

All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.
AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Table does not reflect fan or pump power corrections for AHRI/ISO conditions.

All performance is based upon the lower voltage of dual voltage rated units.

Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.

Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.

For operation in the shaded areas, please see the Performance Data Selection Notes.
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GT-PG (50YE) Series

Performance Data — GT-PG Model 030 - ECM Blower

1,000 CFM Nominal (Rated) Airflow Cooling, 1,100 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
EWT WPD Cooling - EAT 80/67°F Heating - EAT 70°F
GPM . .
o
F PSI| FT | %MW ] 7Cc | sC | kW | HR | EER | HW | A | HC | kW | HE | LAT | COP | HW
20 8.0 5.6 820 19.8 2.03 13.3 92 2.86 2.2
8.0 5.6 1100 20.4 1.88 141 87 3.19 2.2
4.0 15 35 730 29.1 17.0 1.13 32.9 25.8 0.6 820 21.8 2.05 15.1 G5 3.12 2.6
4.0 15 35 1000 30.2 19.8 1.19 34.3 253 0.6 1100 225 1.89 16.1 89 3.48 2.7
6.0 3.1 7.2 730 29.3 17.0 1.07 329 27.3 0.5 820 22.7 2.06 16.0 96 .23 2.7
30 6.0 3.1 7.2 1000 30.5 19.8 1.14 34.3 26.8 0.6 1100 234 1.90 17.0 90 3.60 2.8
8.0 5.1 11.8 730 29.6 17.2 1.05 33.1 28.3 0.5 820 23.2 2.07 16.4 96 3.29 2.8
8.0 5.1 11.8 1000 30.7 20.0 1.11 345 27.8 0.5 1100 23.9 1.91 17.4 90 3.67 2.9
4.0 13 3.0 730 32.2 19.1 1.26 36.4 25.6 1.0 820 249 2.09 18.0 98 3.49 3.0
4.0 13 3.0 1000 33.5 222 1.33 38.0 251 1.0 1100 25.6 1.93 19.1 92 3.90 3.1
6.0 2.8 6.5 730 32.6 19.2 1.19 36.6 275 0.9 820 25.9 2.10 18.9 99 3.61 3.1
40 6.0 2.8 6.5 1000 33.9 22.3 1.26 38.2 27.0 1.0 1100 26.7 1.94 201 92 4.03 3.2
8.0 4.5 10.4 730 33.1 19.4 1.16 37.0 28.7 0.8 820 26.4 211 19.4 100 3.67 3.2
8.0 4.5 10.4 1000 34.4 22.6 1.22 38.6 28.2 0.9 1100 27.2 1.95 20.6 93 4.10 B3
4.0 13 3.0 730 32.3 19.3 1.39 36.9 232 1.6 820 27.8 2.13 20.7 101 3188] 3.4
4.0 13 3.0 1000 33.5 224 1.47 38.5 22.8 1.6 1100 28.7 1.97 22.0 94 4.27 Bl
6.0 2.6 6.0 730 32.7 19.4 1.31 37.1 25.0 1.4 820 29.0 2.15 21.8 103 3.96 3.6
50 6.0 2.6 6.0 1000 34.0 22.6 1.38 38.7 24.6 15 1100 29.9 1.99 23.1 95 4.41 3.6
8.0 4.3 9.9 730 33.1 19.6 1.27 37.4 26.1 1.3 820 29.6 2.16 22.3 103 4.02 3.7
8.0 4.3 9.9 1000 34.5 22.9 1.34 39.0 25.7 1.3 1100 30.5 2.00 23.7 96 4.49 3.8
4.0 1.2 2.8 730 319 19.5 1.53 37.1 20.8 2.2 820 30.8 2.18 234 105 4.14 3.9
4.0 1.2 2.8 1000 33.1 22.7 1.62 38.7 20.4 2.3 1100 318 2.01 249 97 4.62 4.0
6.0 25 5.8 730 32.6 19.7 1.44 375 22.7 2.0 820 321 2.20 24.6 106 4.27 4.0
60 6.0 25 5.8 1000 33.9 229 1.52 39.1 22.3 2.0 1100 33.1 2.04 26.2 98 4.77 4.1
8.0 4.0 9.2 730 32.9 19.8 1.40 37.6 23.6 1.7 820 32.8 2.22 25.3 107 4.34 4.2
8.0 4.0 9.2 1000 34.2 23.0 1.48 39.2 23.2 1.8 1100 33.8 2.05 26.8 98 4.84 4.3
4.0 11 25 730 30.3 18.9 1.69 36.0 17.9 2.9 820 33.8 2.23 26.1 108 4.43 4.0
4.0 11 25 1000 315 22.0 1.79 37.6 17.6 3.0 1100 34.8 2.06 27.8 99 4.94 4.1
6.0 2.3 53 730 313 19.3 1.59 36.7 19.7 2.6 820 35.2 2.26 275 110 4.57 4.2
70 6.0 2.3 53 1000 32.6 224 1.68 38.3 19.4 2.7 1100 36.3 2.09 29.2 101 5.10 4.3
8.0 3.8 8.8 730 31.8 19.5 1.54 37.0 20.7 2.3 820 36.0 2.28 28.2 111 4.64 4.4
8.0 3.8 8.8 1000 33.1 22.6 1.63 38.6 20.3 2.4 1100 37.1 2.10 30.0 101 5.18 4.5
4.0 1.0 2.3 730 28.4 18.1 1.87 34.8 15.2 35 820 36.8 2.29 28.9 112 4.71 4.4
4.0 1.0 2.3 1000 29.6 211 1.98 36.3 15.0 3.6 1100 37.9 212 30.7 102 5.25 4.5
6.0 2.2 5.1 730 29.6 18.6 1.76 35.6 16.9 3.2 820 38.4 2.32 30.4 113 4.85 4.6
80 6.0 2.2 5.1 1000 30.8 217 1.86 37.1 16.6 3.4 1100 39.6 2.14 32.3 103 5.41 4.7
8.0 35 8.1 730 30.2 18.8 1.70 36.0 17.7 3.0 820 39.3 2.34 312 114 4.93 4.8
8.0 3.5 8.1 1000 31.4 219 1.80 37.5 17.4 3.1 1100 40.5 2.16 33.1 104 5.50 4.9
4.0 1.0 2.3 730 275 17.8 1.97 34.2 13.9 3.9 820 38.3 2.32 30.3 113 4.84 4.6
4.0 1.0 2.3 1000 28.6 20.7 2.08 35.7 13.7 4.1 1100 39.5 2.14 32.1 103 5.40 4.7
6.0 2.2 5.0 730 28.6 18.2 1.85 34.9 15.4 3.6 820 40.1 2.35 319 115 5.00 4.8
85 6.0 2.2 5.0 1000 29.8 212 1.96 36.4 15.2 3.8 1100 41.3 2.17 33.9 105 5.58 4.9
8.0 35 8.0 730 29.2 18.5 1.80 35.3 16.3 3.3 820 41.0 2.37 32.7 116 5.08 5.0
8.0 3.5 8.0 1000 30.4 21.5 1.90 36.8 16.0 3.5 1100 42.3 2.19 34.8 106 5.67 5.1
4.0 1.0 2.3 730 26.5 17.4 2.07 33.6 12.8 4.5 820 39.8 2.35 316 115 4.98 4.8
4.0 1.0 2.3 1000 27.5 20.2 2.19 35.0 12.6 4.6 1100 411 217 33.6 105 5.55 4.9
6.0 21 4.9 730 27.6 17.8 1.95 34.3 14.2 4.1 820 41.7 2.38 33.4 117 5.14 5.0
90 6.0 21 4.9 1000 28.7 20.7 2.06 35.8 13.9 4.3 1100 43.0 2.20 355 106 5.73 5.1
8.0 3.4 7.9 730 28.2 18.1 1.89 34.7 14.9 3.8 820 42.7 2.40 34.3 118 5.23 5.2
8.0 3.4 7.9 1000 29.4 21.0 2.00 36.2 14.7 4.0 1100
4.0 1.0 2.3 730 24.7 16.7 231 32.6 10.7 4.9
4.0 1.0 2.3 1000 25.7 195 2.44 34.0 10.5 5.1
6.0 2.0 4.6 730 25.7 17.1 2.17 33.1 11.8 4.7
100 6.0 2.0 4.6 1000 26.7 19.9 2.30 34.6 11.6 4.9
8.0 3.2 7.4 730 26.2 17.3 2.10 33.4 12.5 4.5
8.0 3.2 7.4 1000 27.3 20.1 2.23 34.9 12.3 4.7
4.0 0.9 2.1 730 23.2 16.4 2.59 32.1 9.0 5.9
4.0 0.9 2.1 1000 24.1 19.0 2.74 335 8.8 6.1
6.0 1.9 4.4 730 24.0 16.5 2.43 32.3 9.9 5.7
110 6.0 1.9 4.4 1000 24.9 19.2 2.57 33.7 9.7 5.9 Operation not recommended
8.0 3.1 7.2 730 24.4 16.6 2.35 32.5 10.4 5.5
8.0 3.1 7.2 1000 25.4 19.4 2.49 33.9 10.2 5.7
4.0 0.9 21 730 22.0 16.1 2.87 31.9 1.7 6.9
4.0 0.9 2.1 1000 22.8 18.7 3.04 33.2 7.5 7.2
6.0 1.8 4.2 730 22.5 16.1 2.74 31.9 8.2 6.7
120 | 60 18 42 | 1000 234 188 290 333 8.1 7.0
8.0 3.0 6.9 730 22.7 16.2 2.67 319 8.5 6.4
8.0 3.0 6.9 1000 23.6 18.9 2.82 33.3 8.4 6.7

Interpolation is permissible; extrapolation is not.

All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.
AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Table does not reflect fan or pump power corrections for AHRI/ISO conditions.

All performance is based upon the lower voltage of dual voltage rated units.

Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.

Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.

For operation in the shaded areas, please see the Performance Data Selection Notes.

Bryant: Whatever it Takes.




Bryant Geothermal Heat Pump Systems

Performance Data — GT-PG Model 036 - PSC Blower

1,250 CFM Nominal (Rated) Airflow Cooling, 1,250 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
EWT WPD Cooling - EAT 80/67°F Heating - EAT 70°F
GPM ; -
o
F PSI| FT | %MW ] 7Cc | sC | kW | HR | EER | HW | A | HC | kW | HE | LAT | COP | HW
9.0 5.9 i 940 21.7 241 140 91 2.64 21
20 9.0 5.9 Operation not recommended 1250 223 9291 149 87 206 29
4.5 1.7 3.9 940 32.8 18.6 1.49 37.9 22.0 0.6 940 24.0 2.44 16.1 94 2.88 2.5
45 1.7 3.9 1250  34.1 22.3 1.54 39.4 22.2 0.6 1250 246 223 171 88 3.23 26
6.8 33 7.6 940 33.1 18.6 1.43 38.0 23.2 0.6 940 249 245 169 94 2.97 26
30 6.8 33 7.6 1250 345 223 1.48 39.5 23.4 0.6 1250 255 224 180 89 3.34 2.7
9.0 5.7 13.2 940 33.3 18.7 1.40 38.1 23.8 0.5 940 254 246 174 95 3.02 2.7
9.0 5.7 13.2 1250 34.7 224 1.45 39.6 24.0 0.6 1250 26.0 2.25 18.4 89 3.40 2.8
45 15 35 940 355 21.0 157 40.8 22.6 11 940 273 248 192 97 323 2.9
45 1.5 35 1250  36.9 25.1 1.62 42.4 22.8 1.1 1250 281 227 204 91 3.62 3.0
6.8 3.2 7.4 940 35.6 21.0 1.54 40.9 23.1 1.0 940 284 250 202 98 3.33 3.0
40 6.8 3.2 7.4 1250 37.1 25.2 1.60 425 23.3 1.0 1250 29.2 2.29 215 92 3.74 3.1
9.0 5.4 125 940 35.9 21.3 1.51 41.1 23.8 0.9 940 29.0 251 208 99 3.39 32
9.0 5.4 125 1250  37.4 25.5 1.56 42.7 24.0 0.9 1250  29.8 229 220 92 3.81 3.2
45 13 3.0 940 35.9 21.7 1.75 41.8 205 1.8 940 308 253 224 100 3.56 3.4
45 1.3 3.0 1250  37.3 26.0 1.81 435 20.6 1.8 1250 316 232 237 93 4.00 3.4
6.8 3.1 7.2 940 36.2 21.8 1.67 41.9 21.7 1.6 940 321 2.56 23.6 102 3.68 Bi5)
50 6.8 3.1 7.2 1250  37.7 26.1 1.72 435 21.9 17 1250 330 234 250 94 413 3.6
9.0 5.2 12.0 940 36.9 22.1 1.63 425 22.7 1.4 940 328 257 242 102 3.75 3.6
9.0 5.2 12.0 1250 385 26.4 1.68 44.2 22.8 1.5 1250 337 235 257 95 4.21 3.7
45 12 238 940 34.6 21.6 1.90 411 18.2 2.4 940 343 259 256 104 3.88 38
45 1.2 2.8 1250  36.0 25.9 1.96 42.7 18.4 25 1250 352 237 272 96 4.36 3.9
6.8 2.9 6.7 940 355 21.9 1.80 41.6 19.7 22 940 358 262 270 105 4.01 3.9
60 6.8 2.9 6.7 1250  37.0 26.2 1.86 43.3 19.8 2.3 1250 368 239 286 97 451 4.0
9.0 5.0 11.6 940 35.8 21.9 1.76 41.8 20.4 1.9 940 367 263 278 106 4.09 4.1
9.0 5.0 11.6 1250  37.3 26.3 1.82 43.5 20.5 2.0 1250 376 240 295 98 4.59 4.2
45 11 25 940 328 21.0 2.06 39.9 15.9 33 940 379 265 289 107 419 42
45 1.1 25 1250  34.2 25.1 2.13 41.4 16.0 3.4 1250 389 242 306 99 4.70 4.4
6.8 2.9 6.7 940 34.0 21.4 1.96 40.7 17.4 2.9 940 397 268 305 109 433 4.4
70 6.8 2.9 6.7 1250 354 25.6 2.02 42.3 17.5 3.1 1250 407 245 323 100 4.87 45
9.0 48 11.1 940 345 21.6 1.91 41.0 18.1 26 940 406 270 314 110 4.41 46
9.0 48 11.1 1250  35.9 25.9 1.97 42.7 18.2 2.7 1250 417 247 333 101 4.95 4.7
45 1.0 23 940 30.8 20.2 2.25 385 13.7 39 940 416 272 322 11 448 46
45 1.0 2.3 1250 321 24.1 2.32 40.0 13.8 4.1 1250 427 248 342 102 5.04 4.8
6.8 2.8 6.5 940 32.0 20.6 2.13 39.3 15.0 3.6 940 43.6 2.75 34.1 113 4.64 4.8
80 6.8 2.8 6.5 1250  33.4 24.7 221 40.9 15.1 3.8 1250 448 252 361 103 5.21 4.9
9.0 45 10.4 940 326 20.9 2.08 39.7 15.7 33 940 447 277 351 114 472 5.0
9.0 45 10.4 1250  34.0 25.0 2.15 41.3 15.8 35 1250 459 254 372 104 5.30 5.1
45 1.0 22 940 29.8 19.8 2.36 37.9 127 44 940 434 275 339 113 463 438
45 1.0 2.2 1250 311 23.7 2.44 39.4 12.8 4.6 1250 446 252 360 103 5.20 5.0
6.8 2.7 6.2 940 31.0 20.2 2.24 38.6 13.9 4.1 940 456 279 359 115 4.79 5.0
85 6.8 2.7 6.2 1250  32.3 24.2 2.31 40.2 14.0 4.2 1250 468 255 381 105 5.38 5.2
9.0 45 10.3 940 31.6 205 2.18 39.0 14.5 3.8 940 468 282 370 116 4.87 5.2
9.0 45 10.3 1250  32.9 245 2.25 40.6 14.6 3.9 1250 481 257 392 106 5.47 5.4
45 0.9 21 940 28.9 19.4 2.47 37.3 1.7 5.0 940 453 279 356 115 477 5.0
45 0.9 2.1 1250  30.1 23.3 2.55 38.8 11.8 5.2 1250 465 255 37.8 104 5.35 5.2
6.8 2.6 6.0 940 30.0 19.8 2.34 38.0 12.8 47 940 476 283 377 17 4.93 5.2
90 6.8 2.6 6.0 1250  31.2 23.7 2.42 39.5 12.9 48 1250 489 259 400 106 5.54 5.4
9.0 44 10.2 940 30.6 20.1 227 38.3 13.4 4.3 940 489 286 389 118 5.02 5.4
9.0 4.4 10.2 1250 318 24.0 2.35 39.9 135 45 1250
45 0.8 1.8 940 273 19.0 2.72 36.6 10.0 55
45 0.8 1.8 1250 285 22.8 2.81 38.1 10.1 5.7
6.8 2.6 6.0 940 28.1 19.2 2.57 36.9 10.9 5.3
100 6.8 2.6 6.0 1250  29.3 23.0 2.66 38.4 11.0 55
9.0 4.2 9.7 940 28.6 19.3 2.50 37.2 11.4 5.1
9.0 4.2 9.7 1250  29.8 23.2 2.59 38.6 11.5 5.3
4.5 0.8 1.8 940 26.4 18.9 2.99 36.6 8.8 6.6
45 0.8 1.8 1250 275 22.6 3.09 38.1 8.9 6.9
6.8 25 5.8 940 26.9 19.0 2.85 36.6 9.4 6.4
110 6.8 25 5.8 1250 280 228 295 38.1 9.5 6.6 Operation not recommended
9.0 4.0 9.2 940 27.2 19.1 2.77 36.7 9.8 6.2
9.0 4.0 9.2 1250 283 22.8 2.86 38.1 9.9 6.4
45 0.7 1.6 940 258 19.3 333 37.2 77 738
45 0.7 1.6 1250  26.9 23.1 3.44 38.7 7.8 8.2
6.8 25 5.8 940 26.4 19.6 3.18 37.2 8.3 7.6
120 | 68 25 58 | 1250 275 235 320 387 84 7.9
9.0 3.8 8.8 940 26.9 19.7 3.09 37.4 8.7 7.3
9.0 3.8 8.8 1250  28.0 23.6 3.19 38.9 8.8 7.6

Interpolation is permissible; extrapolation is not.

All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.
AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Table does not reflect fan or pump power corrections for AHRI/ISO conditions.

All performance is based upon the lower voltage of dual voltage rated units.

Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.

Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.

For operation in the shaded areas, please see the Performance Data Selection Notes.
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GT-PG (50YE) Series

Performance Data — GT-PG Model 036 - ECM Blower

1,250 CFM Nominal (Rated) Airflow Cooling, 1,250 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
EWT WPD Cooling - EAT 80/67°F Heating - EAT 70°F
GPM . .
o
F PSI| FT | %MW ] 7Cc | sC | kW | HR | EER | HW | A | HC | kW | HE | LAT | COP | HW
9.0 5.9 900 215 2.06 14.8 92 3.06 2.1
20 9.0 5.9 Operation not recommended 1250 221 190 157 86 3.42 2.2
4.5 1.7 3.9 900 33.0 19.5 1.16 36.9 285 0.6 900 23.7 2.09 16.9 94 8IS 25
4.5 1.7 3.9 1250 34.3 22.7 1.22 38.4 28.0 0.6 1250 245 1.93 17.9 88 3.72 2.6
6.8 3.3 7.6 900 33.1 19.5 1.13 36.9 29.4 0.6 900 24.7 2.10 17.8 95 3.45 2.6
30 6.8 3.3 7.6 1250 34.4 22.7 1.19 38.4 28.9 0.6 1250 255 1.94 18.9 89 3.84 2.7
9.0 5.7 13.2 900 333 19.6 1.10 36.9 30.3 0.5 900 25.3 211 18.3 96 BIGill 2.7
9.0 5.7 13.2 1250 34.6 22.8 1.16 38.5 29.8 0.6 1250 26.1 1.95 19.4 89 3.91 2.8
4.5 15 3.5 900 36.1 22.4 1.29 40.4 28.1 11 900 27.3 2.14 20.1 98 B8] 2.9
4.5 15 3.5 1250 375 26.1 1.36 42.2 27.6 11 1250 28.1 1.98 21.4 91 4.17 3.0
6.8 3.2 7.4 900 36.3 22.4 1.24 40.5 29.2 1.0 900 285 2.16 21.3 99 3.87 3.0
40 68 32 74 | 1250 377 261 132 422 287 10 | 1250 294 200 226 92 432 31
9.0 5.4 12.5 900 36.7 225 1.21 40.7 30.3 0.9 900 29.2 2.17 219 100 3.94 3.2
9.0 5.4 12.5 1250 38.1 26.2 1.28 42.4 29.8 0.9 1250 30.1 2.01 23.3 92 4.40 &2
4.5 1.3 3.0 900 37.1 23.9 1.42 41.9 26.1 1.8 900 30.9 2.20 23.5 102 4.12 3.4
4.5 1.3 3.0 1250 38.6 27.9 1.51 43.7 25.6 1.8 1250 319 2.03 25.0 94 4.60 3.4
6.8 3.1 7.2 900 37.4 23.8 1.37 42.0 27.3 1.6 900 324 2.22 24.8 103 4.27 &5
50 6.8 3.1 7.2 1250 38.9 27.7 1.45 43.8 26.9 1.7 1250 334 2.05 26.4 95 4.77 3.6
9.0 5.2 12.0 900 37.6 23.8 1.33 42.1 28.3 1.4 900 33.2 2.23 25.6 104 4.35 3.6
9.0 5.2 12.0 1250 39.1 27.6 1.41 43.9 27.8 1.5 1250 34.2 2.06 27.2 95 4.85 3.7
4.5 1.2 2.8 900 36.3 23.8 1.60 41.7 22.7 2.4 900 34.6 2.26 26.9 106 4.49 3.8
4.5 1.2 2.8 1250 37.8 27.7 1.69 435 224 25 1250 35.7 2.09 28.6 96 5.01 3.9
6.8 2.9 6.7 900 37.1 24.1 1.50 42.1 24.7 2.2 900 36.3 2.29 28.4 107 4.65 3.9
60 6.8 2.9 6.7 1250 38.5 28.0 1.59 43.9 24.2 2.3 1250 37.4 2.11 30.2 98 5.19 4.0
9.0 5.0 11.6 900 37.3 24.1 1.46 42.2 25.6 1.9 900 37.2 2.30 29.3 108 4.74 4.1
9.0 5.0 11.6 1250 38.8 28.0 1.54 44.0 25.1 2.0 1250 38.4 2.13 31.1 98 5.29 4.2
4.5 11 2.5 900 34.6 23.1 1.76 40.6 19.7 3.3 900 38.3 2.32 30.3 109 4.84 4.2
4.5 11 2.5 1250 36.0 26.9 1.86 42.3 19.4 34 1250 39.5 2.15 32.2 99 5.40 4.4
6.8 2.9 6.7 900 35.8 23.6 1.65 41.4 21.6 2.9 900 40.2 2.35 32.0 111 5.01 4.4
70 6.8 2.9 6.7 1250 37.2 27.5 1.75 43.1 21.3 3.1 1250 41.5 2.18 34.0 101 5.58 4.5
9.0 4.8 11.1 900 36.3 23.8 1.60 41.7 22.6 2.6 900 41.2 2.37 32.9 112 5.09 4.6
9.0 4.8 11.1 1250 37.7 27.7 1.70 43.5 22.2 2.7 1250 42.5 2.19 35.0 101 5.68 4.7
4.5 1.0 2.3 900 325 22.1 1.94 39.1 16.8 3.9 900 42.0 2.39 33.6 113 5.16 4.6
4.5 1.0 2.3 1250 33.8 25.7 2.05 40.8 16.5 4.1 1250 43.3 2.21 35.8 102 5.75 4.8
6.8 2.8 6.5 900 33.9 22.7 1.82 40.0 18.6 3.6 900 441 2.43 355 115 5.33 4.8
80 6.8 2.8 6.5 1250 35.2 26.4 1.93 41.8 18.2 3.8 1250 455 2.24 37.8 104 5.94 4.9
9.0 4.5 10.4 900 34.5 23.0 1.77 40.5 19.5 3.3 900 45.2 2.45 36.5 117 5.41 5.0
9.0 4.5 10.4 1250 35.9 26.8 1.87 42.2 19.2 3.5 1250 46.6 2.26 38.8 105 6.04 5.1
4.5 1.0 2.2 900 314 21.5 2.04 38.4 15.4 4.4 900 43.9 2.42 35.3 115 5.30 4.8
4.5 1.0 2.2 1250 32.7 25.1 2.16 40.0 15.1 4.6 1250 452 2.24 375 103 5.92 5.0
6.8 2.7 6.2 900 32.7 22.2 1.92 39.3 17.0 4.1 900 46.0 2.47 37.3 117 5.47 5.0
85 6.8 2.7 6.2 1250 34.0 25.8 2.03 41.0 16.7 4.2 1250 47.4 2.28 39.6 105 6.10 5.2
9.0 4.5 10.3 900 33.4 225 1.86 39.7 17.9 3.8 900 47.2 2.49 38.3 119 5.55 5.2
9.0 4.5 10.3 1250 34.7 26.2 1.97 41.4 17.6 3.9 1250 48.6 2.30 40.7 106 6.20 5.4
4.5 0.9 2.1 900 30.3 210 2.14 37.6 14.1 5.0 900 457 2.46 37.0 117 5.45 5.0
4.5 0.9 2.1 1250 315 24.4 2.27 39.2 13.9 5.2 1250 47.1 2.27 39.3 105 6.08 5.2
6.8 2.6 6.0 900 31.6 21.6 2.02 38.5 15.7 4.7 900 47.9 2.50 39.0 119 5.61 5.2
90 6.8 2.6 6.0 1250 32.9 25.2 2.14 40.2 15.4 4.8 1250 49.4 2.31 41.4 107 6.26 54
9.0 4.4 10.2 900 32.3 22.0 1.96 39.0 16.5 4.3 900 49.1 2.53 40.1 121 5.69 5.4
9.0 4.4 10.2 1250 33.6 25.5 2.07 40.7 16.2 4.5 1250
4.5 0.8 1.8 900 28.2 20.1 2.38 36.3 11.8 5.5
4.5 0.8 1.8 1250 29.3 234 2.52 37.9 11.6 5.7
6.8 2.6 6.0 900 29.3 20.6 2.24 37.0 13.1 5.3
100 6.8 2.6 6.0 1250 30.5 23.9 2.37 38.6 12.9 5.5
9.0 4.2 9.7 900 30.0 20.9 2.18 37.4 13.8 5.1
9.0 4.2 9.7 1250 31.2 24.3 2.30 39.0 13.5 5.3
4.5 0.8 1.8 900 26.4 19.6 2.66 35.5 9.9 6.6
4.5 0.8 1.8 1250 27.4 22.8 2.82 37.1 9.7 6.9
6.8 2.5 5.8 900 27.3 19.8 2.50 35.9 10.9 6.4
110 6.8 2.5 5.8 1250 28.4 23.0 2.65 37.4 10.7 6.6 Operation not recommended
9.0 4.0 9.2 900 27.8 20.0 2.43 36.1 11.5 6.2
9.0 4.0 9.2 1250 28.9 23.2 2.57 37.7 11.3 6.4
4.5 0.7 1.6 900 25.1 19.3 2.98 35.3 8.4 7.8
4.5 0.7 1.6 1250 26.1 225 3.15 36.8 8.3 8.2
6.8 2.5 5.8 900 25.8 19.5 2.81 35.4 9.2 7.6
120 | 68 25 58 | 1250 268 227 297 369 9.0 7.9
9.0 3.8 8.8 900 26.1 19.5 2.72 35.5 9.6 7.3
9.0 3.8 8.8 1250 27.1 22.7 2.88 37.0 9.4 7.6

Interpolation is permissible; extrapolation is not.

All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.
AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Table does not reflect fan or pump power corrections for AHRI/ISO conditions.

All performance is based upon the lower voltage of dual voltage rated units.

Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.

Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.

For operation in the shaded areas, please see the Performance Data Selection Notes.

Bryant: Whatever it Takes.




Bryant Geothermal Heat Pump Systems

Performance Data — GT-PG Model 042 - PSC Blower

1,400 CFM Nominal (Rated) Airflow Cooling, 1,400 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
WPD Cooling - EAT 80/67°F Heating - EAT 70°F
EWT GPM
°F PSI| FT | %MW ] 7Cc | sC | kW | HR | EER | HW | A | HC | kW | HE | LAT | COP | HW

. . 1050 271 2.94 17.7 94 2.70 2.3
20 11.0 4.0 9.0 Operation not recommended 1400 278 269 188 88 303 24
55 11 25 1050 38.8 23.0 1.53 44.0 25.4 0.7 1050 29.6 2.96 20.0 96 2.93 2.8
55 11 25 1400 40.4 27.6 1.58 45.7 25.6 0.7 1400 30.4 2.71 21.2 90 3.28 2.8
8.3 2.2 5.1 1050 39.4 23.0 151 44.5 26.1 0.7 1050 30.7 2.97 21.0 97 3.02 2.9
30 8.3 2.2 5.1 1400 41.0 27.6 1.56 46.3 26.3 0.7 1400 BillS 2.72 22.3 91 3.40 3.0
11.0 3.9 9.0 1050 39.8 23.1 1.46 44.8 27.4 0.6 1050 Sl 2.98 21.6 98 3.08 3.0
11.0 3.9 9.0 1400 415 27.6 1.50 46.6 27.6 0.6 1400 32.1 2.73 22.9 91 3.46 3.1
55 1.0 2.3 1050 42.0 25.7 1.77 48.1 23.8 13 1050 33.8 3.01 23.9 100 3.29 3.2
55 1.0 2.3 1400 43.8 30.8 1.83 50.0 24.0 14 1400 34.7 2.75 25.4 93 3.69 2%
8.3 2.1 4.9 1050 42.5 25.7 1.70 48.3 25.0 1.2 1050 35.2 3.03 25.3 101 3.41 853
40 8.3 2.1 4.9 1400 44.3 30.7 1.76 50.3 25.2 1.3 1400 36.2 2.77 26.8 94 3.83 3.4
11.0 3.7 8.5 1050 43.3 25.9 1.66 48.9 26.1 11 1050 36.0 3.04 26.0 102 3.48 &35
11.0 3.7 8.5 1400 45.1 31.0 1.72 50.9 26.3 1.1 1400 37.0 2.78 27.6 94 3.90 815
55 0.9 2.1 1050 42.5 26.6 1.99 49.3 21.3 2.2 1050 38.3 3.07 28.1 104 3.66 3.7
55 0.9 2.1 1400 44.3 31.9 2.06 51.2 215 2.3 1400 39.3 2.81 29.8 96 4.10 3.8
8.3 2.1 4.9 1050 43.1 26.6 1.88 49.5 22.9 2.0 1050 40.1 3.10 29.7 105 3.79 3.8
50 8.3 2.1 4.9 1400 44.8 31.9 1.94 51.4 23.1 2.1 1400 41.2 2.83 Bile5) 97 4.26 3.9
11.0 3.6 8.3 1050 43.6 26.7 1.83 49.8 23.8 1.8 1050 41.1 3.11 30.6 106 3.87 4.0
11.0 3.6 8.3 1400 45.4 32.0 1.89 51.8 24.0 1.8 1400 42.2 2.85 325 98 4.34 4.1
55 0.9 2.1 1050 40.6 26.0 2.17 48.0 18.7 3.1 1050 43.0 3.15 32.3 108 4.00 4.2
55 0.9 2.1 1400 42.3 311 2.24 49.9 18.9 3.2 1400 441 2.88 34.3 99 4.49 4.3
8.3 2.0 4.6 1050 41.9 26.4 2.06 48.9 20.3 2.8 1050 45.1 3.19 34.2 110 4.14 4.3
60 8.3 2.0 4.6 1400 43.6 317 2.13 50.9 20.5 2.9 1400 46.3 291 36.3 101 4.65 4.4
11.0 35 8.1 1050 42.5 26.6 1.99 49.3 21.4 2.4 1050 45.7 3.20 34.8 110 4.18 4.5
11.0 3.5 8.1 1400 44.3 31.9 2.05 51.3 21.6 2.5 1400 46.9 2.93 36.9 101 4.70 4.6
55 0.8 1.8 1050 38.0 24.8 2.37 46.1 16.1 4.2 1050 47.6 3.24 36.6 112 431 4.7
55 0.8 1.8 1400 39.6 29.7 2.45 48.0 16.2 4.4 1400 48.9 2.96 38.8 102 4.84 4.8
8.3 2.0 4.6 1050 39.6 25.5 2.25 47.3 17.6 3.7 1050 49.9 3.29 38.6 114 4.44 4.8
70 8.3 2.0 4.6 1400 41.3 30.6 2.33 49.2 17.8 3.9 1400 51.2 3.01 41.0 104 4.99 5.0
11.0 3.2 7.4 1050 40.4 259 2.19 47.9 18.4 3.3 1050 51.1 3.33 39.7 115 451 5.0
11.0 3.2 7.4 1400 42.1 31.0 2.26 49.8 18.6 3.4 1400 52.5 3.04 421 105 5.06 5.2
55 0.7 1.6 1050 35.1 234 2.59 44.0 13.6 5.0 1050 52.1 335 405 116 4.56 5.1
55 0.7 1.6 1400 36.6 28.0 2.68 45.7 13.7 5.2 1400 53.5 3.07 43.0 105 5.12 5.2
8.3 1.9 4.4 1050 36.8 24.2 2.46 45.2 14.9 4.7 1050 545 3.42 426 118 4.66 53
80 8.3 1.9 4.4 1400 38.3 29.0 2.54 47.0 15.1 4.8 1400 55.9 3.13 452 107 5.24 5.4
11.0 3.2 7.4 1050 37.6 24.6 2.40 45.8 15.7 4.3 1050 55.7 3.46 437 119 471 55
11.0 3.2 7.4 1400 39.2 29.5 2.48 47.6 15.8 4.4 1400 57.2 3.17  46.3 108 5.29 5.6
55 0.7 1.6 1050 33.7 22.7 2.70 42.9 125 5.7 1050 54.2 342 424 118 4.65 5.3
55 0.7 1.6 1400 35.1 27.2 2.79 44.7 12.6 5.9 1400 55.6 3.12 44.9 107 5.22 55
8.3 1.9 4.3 1050 35.3 235 2.57 44.1 13.8 5.2 1050 56.5 350 443 120 4.73 55
85 8.3 1.9 4.3 1400 36.8 28.1 2.65 45.8 13.9 5.4 1400 58.0 320 470 108 5.32 5.7
11.0 3.2 7.3 1050 36.1 23.9 2.50 44.7 145 4.8 1050 57.6 354 453 121 4.77 5.7
11.0 3.2 7.3 1400 37.6 28.6 2.58 46.4 14.6 5.0 1400 59.2 324 481 109 5.35 5.9
55 0.7 1.6 1050 32.3 22.0 2.81 41.9 11.5 6.5 1050 56.3 348 442 120 4.73 55
55 0.7 1.6 1400 33.6 26.4 291 43.6 11.6 6.7 1400 57.8 3.18 46.9 108 5.32 5.7
8.3 1.8 4.2 1050 33.8 22.7 2.67 42.9 12.7 6.0 1050 58.5 357 46.0 122 4.80 5.8
90 8.3 1.8 4.2 1400 35.2 27.2 2.76 44.6 12.8 6.2 1400 60.0 3.26 489 110 5.39 5.9
11.0 3.1 7.2 1050 34.6 231 2.60 435 133 55 1050 59.6 3.62  46.9 123 4.82 6.0
11.0 3.1 7.2 1400 36.0 27.7 2.69 45.2 134
55 0.6 14 1050 29.9 21.0 3.05 40.3 9.8
55 0.6 14 1400 31.1 25.1 3.15 41.9 9.9
8.3 1.8 4.2 1050 31.0 215 2.90 40.9 10.7
100 | g3 18 42 | 1400 323 257 300 426 108
11.0 2.9 6.7 1050 31.7 21.8 2.81 41.3 11.3
11.0 2.9 6.7 1400 33.0 26.1 2.90 43.0 11.4
55 0.6 1.4 1050 28.4 20.6 3.21 39.4 8.8
55 0.6 14 1400 29.6 24.7 3.32 40.9 8.9
o | 33 17 33|l me mposk o me er
11.0 2.9 6.7 1050 29.4 20.8 3.06 39.9 9.6
11.0 2.9 6.7 1400 30.6 24.9 3.16 41.5 9.7
55 0.6 14 1050 28.0 20.9 3.33 39.4 8.4
55 0.6 1.4 1400 29.1 25.0 3.44 40.9 8.5
8.3 1.6 3.7 1050 28.2 20.9 3.27 39.3 8.6
120 | g3 16 37 | 1400 203 250 338 409 87
11.0 2.7 6.2 1050 28.4 20.9 3.25 395 8.8
11.0 2.7 6.2 1400 29.6 25.1 3.35 41.1 8.8
Interpolation is permissible; extrapolation is not.

All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.

AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.

Table does not reflect fan or pump power corrections for AHRI/ISO conditions.

All performance is based upon the lower voltage of dual voltage rated units.

Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.

Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.
For operation in the shaded areas, please see the Performance Data Selection Notes.
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GT-PG (50YE) Series

Performance Data — GT-PG Model 042 - ECM Blower

1,400 CFM Nominal (Rated) Airflow Cooling, 1,400 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
WPD Cooling - EAT 80/67°F Heating - EAT 70°F
EWT GPM
°F PSI| FT | %MW ] 7Cc | sC | kW | HR | EER | HW | A | HC | kW | HE | LAT | COP | HW

20 g . 1050 25.8 2.53 17.6 93 2.98 2.3
11.0 4.0 9.2 Operation not recommended 1400 26.6 234 18.7 88 3.33 2.4
55 1.1 25 1050 42.9 271 1.40 47.6 30.6 0.7 1050 28.0 2.57 19.6 G5 3.19 2.8
55 11 25 1400 44.6 315 1.48 49.6 30.1 0.7 1400 28.8 2.38 20.8 89 BI55 2.8
8.3 2.2 5.1 1050 43.2 27.1 1.33 47.6 324 0.7 1050 29.0 2.59 20.5 96 3.28 2.9
30 8.3 2.2 5.1 1400 44.9 31.6 141 49.7 31.8 0.7 1400 29.9 2.39 21.8 90 3.66 3.0
11.0 3.9 9.0 1050 43.7 27.2 1.30 48.0 33.6 0.6 1050 29.6 2.60 21.0 96 BI38 3.0
11.0 3.9 9.0 1400 45.4 31.6 1.38 50.1 33.0 0.6 1400 30.5 2.40 22.3 90 3.72 3.1
55 1.0 2.3 1050 44.0 28.9 151 49.0 29.1 1.3 1050 321 264 233 98 3.56 3.2
55 1.0 2.3 1400 45.7 33.6 1.60 51.1 28.6 14 1400 33.1 244 2438 92 3.97 2%
8.3 2.1 4.9 1050 44.3 29.0 1.46 49.2 30.4 1.2 1050 8815 2.66 24.7 100 3.69 853
40 8.3 2.1 4.9 1400 46.1 33.8 1.54 51.3 29.9 1.3 1400 34.6 2.46 26.2 93 4.12 3.4
11.0 3.7 8.5 1050 44.6 29.1 1.42 49.3 314 11 1050 344 2.68 254 100 3.76 &35
11.0 3.7 8.5 1400 46.3 33.9 1.50 51.4 30.9 1.1 1400 35.4 2.47 27.0 93 4.20 815
55 0.9 2.1 1050 43.3 29.5 1.69 49.0 25.7 2.2 1050 36.8 2.71 27.7 102 3.97 3.7
55 0.9 2.1 1400 45.1 34.3 1.78 51.1 25.2 2.3 1400 37.9 2,51 29.4 95 4.43 3.8
8.3 2.1 4.9 1050 44.0 29.6 1.59 49.4 27.6 2.0 1050 38.7 274 294 104 4.13 3.8
50 8.3 2.1 4.9 1400 45.8 34.4 1.69 51.5 27.2 2.1 1400 39.9 2.53 312 96 4.61 3.9
11.0 3.6 8.3 1050 44.3 29.6 1.55 49.4 28.6 1.8 1050 39.7 2.76 30.4 105 4.22 4.0
11.0 3.6 8.3 1400 46.0 34.5 1.64 51.5 28.1 1.8 1400 41.0 2.55 32.3 97 4.71 4.1
55 0.9 2.1 1050 41.6 28.7 1.86 47.9 224 3.1 1050 41.8 2.79 32.2 107 4.39 4.2
55 0.9 2.1 1400 43.3 334 1.96 49.9 22.0 3.2 1400 43.1 2.58 34.3 98 4.89 4.3
8.3 2.0 4.6 1050 42.7 29.2 1.75 48.6 24.4 2.8 1050 44.0 2.83 34.3 109 4.56 43
60 8.3 2.0 4.6 1400 44.4 34.0 1.85 50.7 24.0 2.9 1400 45.4 2.62 36.5 100 5.09 4.4
11.0 35 8.1 1050 43.2 29.4 1.70 48.9 25.4 2.4 1050 45.3 2.85 35.4 110 4.65 4.5
11.0 3.5 8.1 1400 44.9 34.2 1.80 51.0 25.0 2.5 1400 46.7 2.63 37.7 101 5.19 4.6
55 0.8 1.8 1050 39.4 27.6 2.05 46.3 19.2 4.2 1050 46.8 2.88 36.8 111 4.77 4.7
55 0.8 1.8 1400 40.9 32.1 217 48.3 18.9 4.4 1400 48.3 2.66 39.2 102 5.32 4.8
8.3 2.0 4.6 1050 40.7 28.3 1.93 47.3 21.1 3.7 1050 49.3 2.93 39.1 113 4.94 4.8
70 8.3 2.0 4.6 1400 42.4 32.9 2.04 49.3 20.7 3.9 1400 50.8 270 416 104 5.51 5.0
11.0 3.2 7.4 1050 41.4 28.6 1.87 47.7 221 3.3 1050 50.6 295 403 115 5.02 5.0
11.0 3.2 7.4 1400 43.0 33.3 1.98 49.8 21.7 3.4 1400 52.2 273 428 105 5.60 5.2
55 0.7 1.6 1050 36.9 26.3 2.27 44.7 16.2 5.0 1050 51.6 297 412 115 5.08 5.1
55 0.7 1.6 1400 38.4 30.6 2.40 46.6 16.0 5.2 1400 53.2 275 438 105 5.67 5.2
8.3 1.9 4.4 1050 38.3 27.0 2.14 45.6 17.9 4.7 1050 54.1 3.03 43.4 118 5.23 53
80 8.3 1.9 4.4 1400 39.9 315 2.26 47.6 17.6 4.8 1400 55.8 280 46.1 107 5.83 5.4
11.0 3.2 7.4 1050 39.1 27.4 2.08 46.1 18.8 4.3 1050 55.3 3.07 445 119 5.29 55
11.0 3.2 7.4 1400 40.6 31.9 2.20 48.1 18.5 4.4 1400 57.0 2.83 473 108 5.90 5.6
55 0.7 1.6 1050 35.7 25.7 2.40 43.9 148 5.7 1050 53.7 3.03 431 117 5.20 5.3
55 0.7 1.6 1400 37.1 29.9 2.54 45.8 14.6 5.9 1400 55.4 280 458 107 5.80 55
8.3 1.9 4.3 1050 37.1 26.4 2.26 44.8 16.4 5.2 1050 56.0 3.09 451 119 5.31 55
85 8.3 1.9 4.3 1400 38.5 30.7 2.39 46.7 16.1 5.4 1400 57.8 286 479 108 5.93 5.7
11.0 3.2 7.3 1050 37.8 26.8 2.20 45.2 17.2 4.8 1050 57.1 313 461 120 5.35 5.7
11.0 3.2 7.3 1400 39.3 311 2.32 47.2 16.9 5.0 1400 58.9 2.89  49.0 109 5.97 5.9
55 0.7 1.6 1050 34.4 25.1 2.53 43.1 13.6 6.5 1050 55.8 3.08 45.0 119 5.31 55
55 0.7 1.6 1400 35.8 29.2 2.68 45.0 134 6.7 1400 57.6 285 478 108 5.93 5.7
8.3 1.8 4.2 1050 35.8 25.7 2.39 43.9 15.0 6.0 1050 58.0 3.15 46.8 121 5.39 5.8
90 8.3 1.8 4.2 1400 37.2 30.0 2.52 45.8 14.7 6.2 1400 59.8 291 4938 110 6.02 5.9
11.0 3.1 7.2 1050 36.5 26.1 231 44.4 15.8 5.5 1050 58.9 3.19 47.6 122 5.42 6.0
11.0 3.1 7.2 1400 38.0 30.4 2.45 46.3 15.5
55 0.6 14 1050 32.2 24.2 2.84 41.9 11.3
55 0.6 1.4 1400 33.4 28.2 3.01 43.7 11.1
8.3 1.8 4.2 1050 33.3 24.6 2.67 42.5 125
100 | g3 18 42 | 1400 346 287 283 443 123
11.0 2.9 6.7 1050 34.0 24.9 2.59 42.8 131
11.0 2.9 6.7 1400 35.3 29.0 2.74 44.7 12.9
55 0.6 1.4 1050 30.3 23.9 3.20 41.4 9.5
55 0.6 14 1400 315 27.8 3.39 43.1 9.3
8.3 1.7 3.9 1050 31.2 24.0 3.01 41.5 104 . X
110 | g3 17 39 | 1400 324 279 318 433  10.2 . Operation not recommended
11.0 2.9 6.7 1050 317 241 291 41.7 10.9
11.0 2.9 6.7 1400 33.0 28.0 3.08 43.5 10.7
55 0.6 14 1050 28.9 235 3.62 41.4 8.0
55 0.6 1.4 1400 30.1 27.4 3.83 43.2 7.9
8.3 1.6 3.7 1050 29.7 23.9 3.40 41.4 8.7
120 | g3 16 37 | 1400 309 278 360 432 86
11.0 2.7 6.2 1050 30.1 24.0 3.30 41.5 9.1
11.0 2.7 6.2 1400 31.3 28.0 3.49 43.3 9.0
Interpolation is permissible; extrapolation is not.
All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.
AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Table does not reflect fan or pump power corrections for AHRI/ISO conditions.
All performance is based upon the lower voltage of dual voltage rated units.
Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.
Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.
For operation in the shaded areas, please see the Performance Data Selection Notes.

Bryant: Whatever it Takes.




Bryant Geothermal Heat Pump Systems

Performance Data — GT-PG Model 048 - PSC Blower

1,600 CFM Nominal (Rated) Airflow Cooling, 1,600 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
WPD Cooling - EAT 80/67°F Heating - EAT 70°F
EWT GPM
°F PSI| FT | %MW ] 7Cc | sC | kW | HR | EER | HW | A | HC | kW | HE | LAT | COP | HW

12.0 4.8 11.1 . 1200 34.4 3.80 22.2 97 2.65 2.6
20 120 48 11 Operation not recommended 1600 353 347 236 %0 208 57
6.0 1.3 3.0 1200 52.0 29.3 2.14 59.3 24.3 0.8 1200 37.1 3.84 24.7 99 2.83 3.2
6.0 1.3 3.0 1600 54.2 35.1 2.22 61.7 24.4 0.8 1600 38.0 sl 26.2 92 3.18 &8
9.0 2.6 6.0 1200 52.3 29.3 2.06 59.4 25.4 0.7 1200 38.5 3.86 26.0 100 2.92 3.8
30 9.0 2.6 6.0 1600 54.5 35.1 2.13 61.7 25.6 0.7 1600 39.5 3.53 27.6 93 3.28 3.4
12.0 4.5 10.4 1200 52.5 29.4 2.03 59.4 25.9 0.6 1200 39.3 3.87 26.8 100 2.98 3.4
12.0 4.5 10.4 1600 54.7 35.2 2.09 61.8 26.1 0.7 1600 40.4 3.54 28.4 93 3.34 &85
6.0 1.2 2.8 1200 53.2 30.3 2.32 61.1 22.9 1.5 1200 41.9 3.92 29.1 102 3.14 3.7
6.0 1.2 2.8 1600 55.4 36.3 2.40 63.5 23.1 1.5 1600 43.0 3.58 30.9 95 3.52 3.8
9.0 2.6 6.0 1200 53.4 30.4 2.24 61.1 23.9 1.3 1200 43.8 3.95 30.9 104 3.25 3.8
40 9.0 2.6 6.0 1600 55.7 36.4 2.31 63.5 24.1 1.4 1600 45.0 3.61 32.8 96 3.65 3.9
12.0 4.4 10.2 1200 53.7 30.4 2.18 61.1 24.6 1.2 1200 44.9 3.97 31.8 105 &Eil 4.0
12.0 4.4 10.2 1600 55.9 36.4 2.26 63.6 24.8 1.2 1600 46.1 3.63 33.8 97 3.72 4.1
6.0 1.1 2.5 1200 52.6 30.7 2.60 61.5 20.2 2.4 1200 47.2 4.01 33.9 106 3.45 4.2
6.0 1.1 2.5 1600 54.8 36.8 2.69 63.9 20.4 2.5 1600 48.5 3.67 36.0 98 3.87 4.3
9.0 2.5 5.8 1200 53.5 30.9 2.44 61.8 21.9 2.2 1200 49.6 4.06 36.1 108 3.58 4.4
50 9.0 25 5.8 1600 55.7 37.0 2.52 64.3 22.1 2.3 1600 50.9 3.71 38.3 99 4.02 4.5
12.0 4.2 9.7 1200 53.8 30.9 2.37 61.9 22.7 1.9 1200 50.9 4.08 37.3 109 3.65 4.6
12.0 4.2 9.7 1600 56.0 37.0 2.45 64.3 22.9 2.0 1600 52.2 3.73 39.6 100 4.10 4.7
6.0 1.0 2.3 1200 50.7 30.2 2.85 60.4 17.8 3.4 1200 52.8 4.12 39.0 111 3.75 4.8
6.0 1.0 2.3 1600 52.8 36.2 2.94 62.8 17.9 3.6 1600 54.2 3.77 41.4 101 4.22 4.9
9.0 2.4 55 1200 52.1 30.6 2.67 61.2 19.5 3.1 1200 55.6 4.18 41.6 113 3.90 5.0
60 9.0 2.4 55 1600 54.3 36.6 2.76 63.7 19.7 3.2 1600 57.1 3.82 44.1 103 4.38 51
12.0 4.0 9.2 1200 52.7 30.7 2.59 61.5 20.4 2.7 1200 57.2 4.21 43.0 114 3.98 5.2
12.0 4.0 9.2 1600 54.9 36.8 2.67 64.0 20.5 2.8 1600 58.8 3.85 45.6 104 4.47 5.3
6.0 1.0 2.3 1200 48.3 29.5 3.13 59.0 15.4 4.7 1200 58.6 4.24 44.2 115 4.05 54
6.0 1.0 2.3 1600 50.3 35.3 3.24 61.3 15.5 4.9 1600 60.2 3.88 46.9 105 4.54 55
9.0 2.3 5.3 1200 50.0 30.0 2.93 60.0 17.0 4.2 1200 61.9 4.32 47.2 118 4.20 5.6
70 9.0 2.3 5.3 1600 52.1 35.9 3.03 62.4 17.2 4.3 1600 63.6 3.95 50.1 107 4.72 5.7
12.0 3.8 8.8 1200 50.8 30.2 2.84 60.5 17.9 3.7 1200 63.8 4.36 48.9 119 4.29 5.8
12.0 3.8 8.8 1600 529 36.2 2.93 62.9 18.0 3.8 1600 65.5 3.99 51.9 108 4.81 6.0
6.0 0.9 2.1 1200 45.7 28.7 3.45 57.5 13.2 5.6 1200 64.6 4.38 49.6 120 4.32 5.9
6.0 0.9 2.1 1600 47.6 34.4 3.57 59.8 13.3 5.9 1600 66.3 4.01 52.6 108 4.85 6.0
9.0 2.3 5.3 1200 47.5 29.2 3.23 58.5 14.7 5.2 1200 68.4 4.47 53.0 123 4.48 6.1
80 9.0 2.3 5.3 1600 49.4 35.0 3.34 60.8 14.8 54 1600 70.2 4.09 56.2 111 5.03 6.3
12.0 3.6 8.3 1200 48.3 29.5 3.13 59.0 15.5 4.8 1200 70.5 4.53 54.9 124 4.56 6.3
12.0 3.6 8.3 1600 50.3 35.3 3.23 61.4 15.6 5.0 1600 72.4 4.14 58.3 112 5.12 6.5
6.0 0.9 2.1 1200 44.4 28.4 3.64 56.8 12.2 6.3 1200 67.6 4.46 52.3 122 4.45 6.1
6.0 0.9 2.1 1600 46.2 34.0 3.76 59.1 12.3 6.6 1600 69.4 4.07 55.5 110 4.99 6.3
9.0 2.3 52 1200 46.1 28.8 3.40 57.7 13.5 5.9 1200 717 4.56 55.9 125 4.60 6.4
85 9.0 2.3 52 1600 48.0 34.5 3.52 60.0 13.6 6.1 1600 73.6 4.17 59.3 113 5.17 6.5
12.0 3.6 8.2 1200 47.0 29.1 3.29 58.2 14.3 54 1200 73.9 4.62 57.9 127 4.69 6.6
12.0 3.6 8.2 1600 48.9 34.8 3.40 60.6 14.4 5.6 1600 75.9 4.23 61.4 114 5.26 6.8
6.0 0.9 2.1 1200 43.1 28.1 3.82 56.1 11.3 7.3 1200 70.6 4.53 55.0 125 4.57 6.4
6.0 0.9 2.1 1600 44.9 33.6 3.95 58.4 11.4 7.6 1600 725 4.14 58.4 112 5.13 6.6
9.0 2.2 51 1200 44.8 28.4 3.57 57.0 12.5 6.7 1200 74.9 4.65 58.8 128 4.72 6.6

90 9.0 2.2 5.1 1600 46.6 34.1 3.69 59.2 12.6 7.0 1600 76.9 4.25 62.4 115 5.30 6.8
12.0 35 8.1 1200 45.6 28.7 3.46 57.4 13.2 6.2 1200 77.3 4.72 60.9 130 4.80 6.9
12.0 3.5 8.1 1600 47.5 34.3 3.57 59.7 13.3 E 4.31

6.0 0.8 1.8 1200 40.8 27.8 4.24 55.3 9.6
6.0 0.8 1.8 1600 42.5 33.3 4.39 57.5 9.7
9.0 2.1 4.9 1200 42.2 279 3.97 55.8 10.6
100 | 90 21 49 | 1600 440 334 410 580 107
12.0 3.3 7.6 1200 43.0 28.1 3.83 56.1 11.2
12.0 3.3 7.6 1600 44.8 33.6 3.96 58.3 11.3
6.0 0.8 1.8 1200 39.2 27.8 4.68 55.2 8.4
6.0 0.8 1.8 1600 40.8 33.3 4.84 57.4 8.4
9.0 2.0 4.6 1200 40.1 27.9 4.42 55.2 9.1 . :
110 | 90 20 46 | 1600 418 334 457 574 92 . Operation not recommended
12.0 3.2 7.4 1200 40.7 27.9 4.27 55.3 9.5
12.0 3.2 7.4 1600 42.4 33.5 4.41 57.5 9.6
6.0 0.7 1.6 1200 38.1 28.7 5.25 56.1 7.3
6.0 0.7 1.6 1600 39.7 34.4 5.42 58.3 7.3
9.0 1.9 4.4 1200 39.2 28.8 4.97 56.2 7.9
120 | 90 19 44 | 1600 408 345 514 584 7.9
12.0 3.0 6.9 1200 39.8 28.9 4.82 56.2 8.3
12.0 3.0 6.9 1600 41.4 34.6 4.98 58.5 8.3
Interpolation is permissible; extrapolation is not.

All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.

AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.

Table does not reflect fan or pump power corrections for AHRI/ISO conditions.

All performance is based upon the lower voltage of dual voltage rated units.

Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.

Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.

For operation in the shaded areas, please see the Performance Data Selection Notes.
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GT-PG (50YE) Series

Performance Data — GT-PG Model 048 - ECM Blower

1,550 CFM Nominal (Rated) Airflow Cooling, 1,650 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
WPD Cooling - EAT 80/67°F Heating - EAT 70°F
EWT GPM
°F PSI| FT | %MW ] 7Cc | sC | kW | HR | EER | HW | A | HC | kW | HE | LAT | COP | HW

20 12.0 4.8 111 . 1200 32.9 3.41 21.9 95 2.82 2.7
12.0 4.8 1.1 Operation not recommended 1650 339 3.15 232 89 3.15 27
6.0 1.3 3.0 1120 53.5 31.9 191 59.9 28.0 0.8 1200 35.4 3.47 24.2 97 2.99 3.2
6.0 1.3 3.0 1550 55.6 37.1 2.02 62.5 275 0.8 1650 36.5 3.21 25.7 91 3.34 3.3
9.0 2.6 6.0 1120 54.1 31.9 1.81 60.1 29.9 0.7 1200 36.8 351 25.4 98 3.08 3.3
30 9.0 2.6 6.0 1550 56.2 37.1 191 62.7 29.4 0.7 1650 38.0 324 270 91 3.44 3.4
12.0 4.5 104 1120 54.8 32.1 1.76 60.6 31.1 0.6 1200 37.6 3.52 26.2 99 3.13 a5
12.0 4.5 10.4 1550 56.9 37.4 1.86 63.2 30.5 0.7 1650 38.8 3.26 27.8 92 3.49 3.6
6.0 1.2 2.8 1120 54.3 32.8 2.09 61.3 26.0 15 1200 40.3 3.58 28.6 101 3.30 3.7
6.0 1.2 2.8 1550 56.5 38.2 2.21 64.0 25.6 15 1650 41.6 331 30.4 93 3.68 3.8
9.0 2.6 6.0 1120 54.8 32.8 1.97 61.4 27.9 1.3 1200 42.2 3.62 30.3 103 3.42 3.9
40 9.0 2.6 6.0 1550 57.0 38.2 2.08 64.1 27.4 1.4 1650 43.6 334 322 94 3.82 4.0
12.0 4.4 10.2 1120 55.1 32.8 191 61.4 28.8 1.2 1200 43.3 3.64 313 103 3.49 4.0
12.0 4.4 10.2 1550 57.3 38.2 2.02 64.1 28.3 1.2 1650 44.7 3.36 5353 95 3.89 4.1
6.0 11 25 1120 53.5 32.9 231 61.3 23.2 2.4 1200 45.8 3.69 335 105 3.64 4.3
6.0 11 25 1550 55.6 38.3 2.44 63.9 22.8 25 1650 47.2 3.41 35.6 96 4.06 4.4
9.0 25 5.8 1120 54.4 33.1 2.16 61.6 25.2 2.2 1200 48.2 3.74 357 107 3.78 4.5
50 9.0 25 5.8 1550 56.5 38.5 2.28 64.3 24.8 2.3 1650 49.7 3.45 37.9 98 4.22 4.6
12.0 4.2 9.7 1120 54.7 33.1 2.09 61.7 26.2 1.9 1200 49.5 3.76 36.9 108 3.86 4.6
12.0 4.2 9.7 1550 56.8 38.5 2.21 64.3 25.7 2.0 1650 51.1 3.48 39.3 99 4.30 4.7
6.0 1.0 2.3 1120 51.7 324 2.55 60.3 20.2 3.4 1200 515 3.80 38.7 110 3.97 4.9
6.0 1.0 2.3 1550 53.7 37.7 2.70 62.9 19.9 3.6 1650 53.1 352 411 100 4.43 5.0
9.0 24 5.5 1120 53.0 32.8 2.38 61.0 22.3 3.1 1200 54.4 386 413 112 4.13 5.0
60 9.0 24 55 1550 55.1 38.2 2.52 63.7 21.9 3.2 1650 56.1 357 439 101 4.60 5.2
12.0 4.0 9.2 1120 53.6 32.9 2.30 61.3 233 2.7 1200 56.0 389 4238 113 4.21 5.2
12.0 4.0 9.2 1550 55.7 38.3 2.43 64.0 229 2.8 1650 57.7 3.60 454 102 4.70 5.4
6.0 1.0 2.3 1120 49.3 31.6 2.83 58.9 17.4 4.7 1200 57.3 3.92 440 114 4.28 5.4
6.0 1.0 2.3 1550 51.3 36.7 3.00 61.5 17.1 4.9 1650 59.1 3.63 46.7 103 4.78 5.6
9.0 2.3 5.3 1120 51.0 32.2 2.64 59.9 19.3 4.2 1200 60.6 399 469 117 4.45 5.7
70 9.0 2.3 5.3 1550 53.0 37.4 2.79 62.5 19.0 4.3 1650 62.4 3.69 4938 105 4.96 5.8
12.0 3.8 8.8 1120 51.8 324 2.54 60.4 20.3 3.7 1200 62.3 4.03 485 118 4.53 5.9
12.0 3.8 8.8 1550 53.8 37.7 2.69 63.0 20.0 3.8 1650 64.2 3.73 51.5 106 5.05 6.0
6.0 0.9 2.1 1120 46.6 30.6 3.15 57.3 148 5.6 1200 63.0 405 49.1 119 4.56 6.0
6.0 0.9 2.1 1550 48.4 35.6 3.33 59.8 145 5.9 1650 65.0 3.74 52.2 106 5.09 6.1
9.0 2.3 5.3 1120 48.4 313 2.93 58.4 16.5 5.2 1200 66.4 4.13 52.2 121 471 6.2
80 9.0 2.3 5.3 1550 50.4 36.4 3.10 60.9 16.2 5.4 1650 68.5 3.82 55.4 108 5.26 6.4
12.0 3.6 8.3 1120 49.3 31.6 2.83 58.9 17.4 4.8 1200 68.2 4.18 53.7 123 4.79 6.4
12.0 3.6 8.3 1550 51.3 36.8 2.99 61.5 17.1 5.0 1650 70.3 3.86 57.1 109 5.34 6.6
6.0 0.9 2.1 1120 45.1 30.1 3.33 56.5 135 6.3 1200 65.7 4.12 51.5 121 4.68 6.2
6.0 0.9 2.1 1550 46.9 35.0 3.52 59.0 133 6.6 1650 67.8 3.80 54.7 108 5.22 6.4
9.0 2.3 5.2 1120 47.0 30.7 3.10 57.6 15.2 5.9 1200 69.1 4.20 54.5 123 4.81 6.5
85 9.0 2.3 5.2 1550 48.9 35.8 3.28 60.1 14.9 6.1 1650 71.2 3.89 57.9 110 5.37 6.6
12.0 3.6 8.2 1120 48.0 31.1 2.99 58.1 16.0 5.4 1200 70.8 4.25 56.0 125 4.88 6.7
12.0 3.6 8.2 1550 49.8 36.2 3.17 60.6 15.7 5.6 1650 73.0 3.93 59.5 111 5.44 6.9
6.0 0.9 2.1 1120 43.7 29.5 3.51 55.7 124 7.3 1200 68.4 4.18 53.9 123 4.79 6.5
6.0 0.9 2.1 1550 45.4 34.4 3.72 58.1 12.2 7.6 1650 70.5 3.86 57.3 110 5.35 6.7
9.0 2.2 5.1 1120 45.6 30.2 3.27 56.8 13.9 6.7 1200 717 4.28 56.8 125 491 6.7
90 9.0 2.2 5.1 1550 47.4 35.2 3.46 59.2 13.7 7.0 1650 73.9 3.95 60.4 111 5.48 6.9
12.0 35 8.1 1120 46.6 30.6 3.16 57.3 14.8 6.2 1200 73.3 4.33 58.2 127 4.96 7.0
12.0 3.5 8.1 1550 48.4 35.6 3.34 59.8 145
6.0 0.8 1.8 1120 40.8 28.5 3.92 54.3 104
6.0 0.8 1.8 1550 42.4 33.2 4.15 56.6 10.2
9.0 2.1 4.9 1120 42.6 29.2 3.66 55.2 11.7
100 | 90 21 49 | 1550 443 339 387 575 115
12.0 3.3 7.6 1120 43.6 29.5 3.53 55.7 12.3
12.0 3.3 7.6 1550 45.3 34.3 3.73 58.1 12.1
6.0 0.8 1.8 1120 38.0 27.7 4.39 53.1 8.6
6.0 0.8 1.8 1550 395 32.2 4.65 55.4 8.5
9.0 2.0 4.6 1120 39.7 28.2 4.10 53.8 9.7 . .
110 | 90 20 46 | 1550 413 328 433 561 95 . Operation not recommended
12.0 3.2 7.4 1120 40.6 28.5 3.95 54.2 10.3
12.0 3.2 7.4 1550 42.2 33.1 4.18 56.5 10.1
6.0 0.7 1.6 1120 35.5 27.1 4.93 52.5 7.2
6.0 0.7 1.6 1550 36.9 31.6 5.21 54.8 7.1
9.0 1.9 4.4 1120 37.0 27.4 4.59 52.8 8.0
120 | 90 19 44 | 1550 384 319 48 551 7.9
12.0 3.0 6.9 1120 37.8 27.6 4.44 53.0 8.5
12.0 3.0 6.9 1550 39.3 32.1 4.69 55.3 8.4
Interpolation is permissible; extrapolation is not.
All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.
AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Table does not reflect fan or pump power corrections for AHRI/ISO conditions.
All performance is based upon the lower voltage of dual voltage rated units.
Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.
Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.
For operation in the shaded areas, please see the Performance Data Selection Notes.

Bryant: Whatever it Takes.




Bryant Geothermal Heat Pump Systems

Performance Data — GT-PG Model 060 - PSC Blower

1,950 CFM Nominal (Rated) Airflow Cooling, 1,950 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
EWT WPD Cooling - EAT 80/67°F Heating - EAT 70°F
GPM . .
o
F PSI| FT | %MW ] 7Cc | sC | kW | HR | EER | HW | A | HC | kW | HE | LAT | COP | HW

20 15.0 5.0 1465 40.8 4.43 26.6 96 2.70 2.8
15.0 5.0 1950 41.9 4.05 28.2 90 3.03 2.9
7.5 0.6 1465 44.1 4.50 29.6 98 2.88 3.4
7.5 0.6 1950 453 4.11 314 92 23 &)

30 11.3 23 1465 45.8 4.53 311 99 2.96 Bib)
11.3 2.3 1950 47.0 414 330 92 3.33 3.6
15.0 4.8 1465 46.7 4.55 32.0 100 3.01 3.7
15.0 4.8 1950 48.0 4.16 33.9 93 3.38 3.8
7.5 0.5 1465 50.0 4.61 34.9 102 3.18 4.0
7.5 0.5 1950 51178 4.22 37.0 94 3.57 4.1
11.3 2.2 1465 52.1 4.65 36.8 103 3.28 4.1

40 | m3 22 1950 535 425 391 95 369 42
15.0 4.5 1465 5318 4.67 37.9 104 3.34 4.3
15.0 4.5 1950 54.7 4.27 40.2 96 BN5) 4.4
7.5 0.4 1465 56.1 4.73 40.5 105 3.48 4.5
7.5 0.4 1950 57.6 4.32 43.0 97 3.91 4.7
11.3 2.1 1465 58.7 477 429 107 3.60 4.7

S0 | 3 21 1950 603 437 455 99 405 48
15.0 4.3 9.9 1465 66.4 39.8 291 76.3 22.9 2.1 1465 60.1 480 441 108 3.67 4.9
15.0 4.3 9.9 1950 69.2 47.6 3.00 79.4 23.0 2.1 1950 61.7 439 46.8 99 4.12 5.0
7.5 0.3 0.7 1465 64.0 39.9 3.50 76.0 18.3 3.6 1465 62.5 484  46.3 109 3.78 5.1
75 0.3 0.7 1950 66.7 47.8 3.62 79.0 18.4 3.8 1950 64.2 443  49.1 100 4.24 5.3
11.3 2.1 4.9 1465 65.3 40.1 3.26 76.4 20.0 3.3 1465 65.5 490 49.0 111 3.92 5.4
60 11.3 2.1 4.9 1465 65.3 40.1 3.26 76.4 20.0 3.4 1465 65.5 490 490 111 3.92 55
15.0 4.1 9.5 1465 65.7 40.1 3.17 76.5 20.7 2.9 1465 67.1 4.93 50.5 112 3.99 5.6
15.0 4.1 9.5 1950 68.4 48.0 3.27 79.5 20.9 3.0 1950 68.9 451 53.5 103 4.48 5.7
7.5 0.3 0.7 1465 61.6 39.2 3.84 74.7 16.0 5.0 1465 68.9 4.97 52.0 114 4.06 5.8
7.5 0.3 0.7 1950 64.2 46.9 3.97 7.7 16.2 5.2 1950 70.7 4.54 55.2 104 4.56 5.9
11.3 2.0 4.6 1465 63.4 39.7 3.61 75.7 17.6 4.4 1465 72.2 5.03 55.0 116 4.20 6.0
70 11.3 2.0 4.6 1950 66.0 47.6 3.73 78.7 17.7 4.6 1950 74.1 4.60 58.4 105 4.72 6.2
15.0 3.9 9.0 1465 64.1 39.9 3.49 76.1 18.4 3.9 1465 73.9 5.07 56.6 117 4.28 6.2
15.0 3.9 9.0 1950 66.8 47.8 3.61 79.1 18.5 4.1 1950 75.9 4.63 60.1 106 4.80 6.4
7.5 0.2 0.5 1465 58.6 38.1 4.23 73.1 13.9 6.0 1465 75.1 5.09 57.7 117 4.32 6.3
7.5 0.2 0.5 1950 61.1 45.6 4.37 76.0 14.0 6.2 1950 77.1 4.65 61.2 107 4.85 6.5
11.3 1.9 4.4 1465 60.7 38.9 3.96 74.2 15.3 55 1465 78.6 5.16 60.8 120 4.46 6.6
80 11.3 1.9 4.4 1950 63.2 46.6 4.09 77.2 15.4 5.8 1950 80.7 4.72 64.5 108 5.01 6.8
15.0 3.6 8.3 1465 61.7 39.2 3.83 74.8 16.1 5.1 1465 80.4 5.21 62.5 121 4.53 6.8
15.0 3.6 8.3 1950 64.3 47.0 3.96 77.8 16.2 5.3 1950 82.6 4.76 66.3 109 5.08 7.0
7.5 0.2 0.5 1465 56.9 37.4 4.44 72.1 12.8 6.8 1465 78.1 5.15 60.4 119 4.44 6.6
7.5 0.2 0.5 1950 59.3 44.8 4.59 75.0 12.9 7.0 1950 80.1 471 64.0 108 4.98 6.8
11.3 1.9 4.3 1465 59.1 38.3 4.16 73.3 14.2 6.2 1465 81.6 5.23 63.5 122 4.57 6.9
85 11.3 1.9 4.3 1950 61.6 45.8 4.30 76.3 143 6.5 1950 83.7 4.79 67.4 110 5.13 7.1
15.0 3.6 8.2 1465 60.2 38.7 4.03 73.9 14.9 5.7 1465 83.4 5.28 65.1 123 4.63 7.1
15.0 3.6 8.2 1950 62.7 46.3 4.17 76.9 15.0 6.0 1950 85.6 4.83 69.1 111 5.20 7.3
7.5 0.2 0.5 1465 55.2 36.8 4.66 71.2 11.9 7.7 1465 81.0 5.22 63.0 121 4.55 6.9
7.5 0.2 0.5 1950 57.5 44.0 4.82 74.0 11.9 X 83.2 . 66.9

11.3 1.8 4.2 1465 57.5 37.7 4.37 72.4 13.2
9 | 113 18 42 | 1950 599 451 451 753 133
15.0 35 8.1 1465 58.6 38.1 4.23 73.1 13.9
15.0 3.5 8.1 1950 61.1 45.6 4.37 76.0 14.0
7.5 0.1 0.2 1465 51.7 35.3 5.15 69.3 10.0
7.5 0.1 0.2 1950 53.9 42.3 5.32 72.1 10.1
11.3 1.8 4.2 1465 54.0 36.3 4.83 70.5 11.2
100 | 133 18 42 | 1950 562 434 499 733 113
15.0 3.3 7.6 1465 55.2 36.7 4.67 71.1 11.8
15.0 3.3 7.6 1950 57.5 44.0 4.83 74.0 11.9
7.5 0.1 0.2 1465 48.2 33.8 5.70 67.7 8.5
7.5 0.1 0.2 1950 50.2 40.5 5.89 70.4 8.5
11.3 1.7 3.9 1465 50.4 34.8 5.35 68.7 9.4
110 | 133 17 39 | 1950 525 416 553 714 95
15.0 3.1 7.2 1465 515 35.2 5.18 69.2 10.0
15.0 3.1 7.2 1950 53.7 42.2 5.35 72.0 10.0
7.5 0.0 0.0 1465 45.0 325 6.32 66.6 7.1
7.5 0.0 0.0 1950 46.9 39.0 6.53 69.2 7.2
11.3 1.7 3.9 1465 46.9 33.3 5.93 67.2 7.9
120 | 113 17 39 | 1950 489 399 613 699 80
15.0 2.9 6.7 1465 48.0 33.7 5.74 67.6 8.4
15.0 2.9 6.7 1950 50.0 40.4 5.94 70.3 8.4
Interpolation is permissible; extrapolation is not.

All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.

AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.

Table does not reflect fan or pump power corrections for AHRI/ISO conditions.

All performance is based upon the lower voltage of dual voltage rated units.

Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.

Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.
For operation in the shaded areas, please see the Performance Data Selection Notes.

Operation not recommended
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GT-PG (50YE) Series

Performance Data — GT-PG Model 060 - ECM Blower

1,825 CFM Nominal (Rated) Airflow Cooling, 2,050 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
WPD Cooling - EAT 80/67°F Heating - EAT 70°F
EWT GPM
°F PSI| FT |7 | Tc | SC | kW | HR | EER | HW | A" | HC | kW | HE | LAT | COP | HW

. 1470 39.6 4.02 26.6 95 2.89 2.8
20 150 50 116 Operation not recommended 2050 409 372 283 88 322 29
7.5 0.6 14 1320 62.0 37.7 2.30 69.7 26.9 0.7 1470 42.9 4.09 29.5 97 3.07 BI5
7.5 0.6 14 1825 64.4 43.9 244 72.7 26.5 0.8 2050 44.2 3.78 31.4 90 3.42 3.6
30 11.3 2.3 5.3 1320 63.4 38.5 2.32 71.2 27.4 0.7 1470 44.5 4.13 31.0 98 3.16 3.6
11.3 2.3 5.3 1825 65.9 44.8 2.45 74.2 26.9 0.7 2050 45.9 3.82 33.0 91 3.52 3.7
15.0 4.8 11.1 1320 65.6 39.8 2.27 73.2 28.9 0.6 1470 454 4.15 318 99 3.21 3.7
15.0 4.8 11.1 1825 68.2 46.3 2.40 76.4 28.4 0.7 2050 46.8 3.83 33.8 91 3.58 3.8
7.5 0.5 1.2 1320 65.6 40.3 2.57 74.2 25.5 15 1470 48.6 421 34.7 101 3.38 4.0
7.5 0.5 1.2 1825 68.2 46.9 2.72 77.4 25.1 15 2050 50.1 3.89 36.9 g8 3.77 4.1
11.3 2.2 5.1 1320 66.3 40.5 2.49 74.7 26.6 13 1470 50.7 4.25 36.6 102 3.49 4.2
40 11.3 2.2 5.1 1825 69.0 47.1 2.64 77.9 26.1 14 2050 52.2 3.93 38.9 94 3.90 4.3
15.0 4.5 104 1320 67.1 40.9 2.45 75.3 27.4 1.2 1470 51.8 4.27 37.7 103 BI55 4.3
15.0 4.5 10.4 1825 69.8 47.6 2.59 78.6 26.9 1.2 2050 53.4 3.95 40.0 94 3.96 4.5
7.5 0.4 0.9 1320 66.5 41.3 2.84 76.0 23.4 25 1470 54.7 433 403 104 3.70 4.6
75 0.4 0.9 1825 69.1 48.1 3.00 79.3 23.0 2.6 2050 56.4 4.00 428 95 4.13 4.7
11.3 2.1 4.9 1320 67.2 41.4 2.69 76.2 25.0 2.2 1470 57.2 438 426 106 3.83 4.8
50 11.3 2.1 4.9 1825 69.9 48.2 2.85 79.5 24.5 2.3 2050 59.0 4.04 453 97 4.28 4.9
15.0 4.3 9.9 1320 68.1 41.9 2.62 76.9 26.0 2.0 1470 58.7 440 439 107 3.90 5.0
15.0 4.3 9.9 1825 70.8 48.7 2.77 80.2 25.5 2.0 2050 60.5 4.07 46.6 97 4.36 5.1
7.5 0.3 0.7 1320 65.3 41.3 3.11 75.8 21.0 35 1470 61.0 445  46.0 108 4.02 5.2
7.5 0.3 0.7 1825 67.9 48.0 3.29 79.1 20.6 3.6 2050 62.9 411 48.9 98 4.49 5.4
11.3 2.1 4.9 1320 66.5 41.6 2.93 76.4 22.7 3.1 1470 64.0 450 487 110 4.16 5.4
60 11.3 2.1 4.9 1825 69.1 48.4 3.09 79.7 22.3 3.2 2050 66.0 4.16 51.8 100 4.65 5.6
15.0 4.1 9.5 1320 66.9 41.6 2.84 76.5 23.6 2.7 1470 65.6 4.54 50.2 111 4.24 5.6
15.0 4.1 9.5 1825 69.6 48.4 3.00 79.8 23.2 2.8 2050 67.6 4.19 53.3 101 4.73 5.8
7.5 0.3 0.7 1320 63.4 40.7 3.35 74.7 18.9 4.7 1470 66.1 4.55 50.7 112 4.26 5.9
7.5 0.3 0.7 1825 65.9 47.4 3.54 77.9 18.6 4.9 2050 68.2 4.20 53.8 101 4.76 6.0
11.3 2.0 4.6 1320 64.6 41.1 3.20 75.4 20.2 4.2 1470 70.7 4.64 54.8 115 4.47 6.1
70 11.3 2.0 4.6 1825 67.2 47.8 3.38 78.7 19.9 4.4 2050 72.9 4.28 58.2 103 4.98 6.3
15.0 3.9 9.0 1320 65.4 41.3 3.10 75.9 21.1 3.7 1470 72.4 4.67 56.4 116 4.54 6.3
15.0 3.9 9.0 1825 68.0 48.1 3.28 79.1 20.8 3.9 2050 74.7 4.32 59.9 104 5.07 6.5
75 0.2 0.5 1320 59.7 39.5 3.76 72.5 15.9 5.7 1470 73.6 4.70 57.4 116 4.59 6.4
7.5 0.2 0.5 1825 62.1 46.0 3.98 75.6 15.6 5.9 2050 75.9 4.34 61.0 104 5.12 6.6
11.3 1.9 4.4 1320 61.9 40.2 3.52 73.8 17.6 5.3 1470 77.0 4.77 60.5 119 4.73 6.7
80 11.3 1.9 4.4 1825 64.3 46.8 3.72 77.0 17.3 55 2050 79.4 4.41 64.3 106 5.28 6.9
15.0 3.6 8.3 1320 62.9 40.6 3.40 74.4 185 4.8 1470 78.8 4.81 62.1 120 4.80 6.9
15.0 3.6 8.3 1825 65.4 47.2 3.60 77.6 18.2 5.0 2050 81.3 4.45 66.0 107 5.36 7.1
7.5 0.2 0.5 1320 57.9 38.9 3.96 71.4 14.6 6.4 1470 76.5 4.76 60.1 118 471 6.7
7.5 0.2 0.5 1825 60.2 45.3 4.19 745 14.4 6.7 2050 78.9 4.40 63.8 106 5.25 6.9
11.3 1.9 4.3 1320 60.2 39.7 3.70 72.8 16.3 5.9 1470 79.9 4.84 63.1 120 4.84 7.0
85 11.3 1.9 4.3 1825 62.6 46.2 3.92 75.9 16.0 6.2 2050 82.4 4.47 67.1 107 5.40 7.2
15.0 3.6 8.2 1320 61.3 40.0 3.58 73.5 171 54 1470 81.7 4.89 64.7 121 4.90 7.3
15.0 3.6 8.2 1825 63.7 46.6 3.79 76.6 16.8 5.7 2050 84.2 451 68.7 108 5.47 7.4
7.5 0.2 0.5 1320 56.2 38.3 4.17 70.4 135 7.4 1470 79.4 4.83 62.7 120 4.82 7.0
7.5 0.2 0.5 1825 58.4 44.5 4.41 73.4 13.2 7.6 2050 81.9 4.46 66.6 107 5.38 7.2
11.3 1.8 4.2 1320 58.5 39.1 3.89 71.8 15.0 6.8 1470 82.8 491 65.7 122 4.94 7.3
90 11.3 1.8 4.2 1825 60.8 45.5 4.12 74.9 14.8 7.1 2050 85.4 4.54 69.8 109 5.51 7.5
15.0 35 8.1 1320 59.7 39.5 3.76 725 15.9 6.2 1470 84.5 4.96 67.2 123 5.00 7.6
15.0 3.5 8.1 1825 62.1 46.0 3.98 75.6 15.6 . 2050
7.5 0.1 0.2 1320 52.4 37.0 4.64 68.3 11.3
7.5 0.1 0.2 1825 54.5 43.1 491 713 11.1
11.3 1.8 4.2 1320 54.8 37.8 4.33 69.6 12.7
100 | 113 18 42 | 1825 570 440 458 726 124
15.0 3.3 7.6 1320 56.0 38.2 4.18 70.3 134
15.0 3.3 7.6 1825 58.3 445 4.42 73.4 13.2
7.5 0.1 0.2 1320 48.6 35.8 5.20 66.5 9.3
7.5 0.1 0.2 1825 50.5 41.6 5.50 69.4 9.2
11.3 1.7 3.9 1320 50.9 36.5 4.85 67.6 105 . .
110 11.3 1.7 3.9 1825 53.0 425 5.13 705 103 ) Operation not recommended
15.0 3.1 7.2 1320 52.2 36.9 4.68 68.2 11.2
15.0 3.1 7.2 1825 54.2 43.0 4.95 71.1 11.0
7.5 0.0 0.0 1320 45.1 34.8 5.85 65.3 7.7
7.5 0.0 0.0 1825 46.9 40.5 6.19 68.1 7.6
11.3 1.7 3.9 1320 47.2 354 5.45 65.9 8.7
120 | w3 17 39 | 1825 491 411 576 688 85
15.0 2.9 6.7 1320 48.3 35.7 5.25 66.4 9.2
15.0 2.9 6.7 1825 50.2 41.5 5.56 69.2 9.0
Interpolation is permissible; extrapolation is not.
All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.
AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Table does not reflect fan or pump power corrections for AHRI/ISO conditions.
All performance is based upon the lower voltage of dual voltage rated units.
Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.
Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.
For operation in the shaded areas, please see the Performance Data Selection Notes.

Bryant: Whatever it Takes.




Bryant Geothermal Heat Pump Systems

Performance Data — GT-PG Model 070 - ECM Blower

1,950 CFM Nominal (Rated) Airflow Cooling, 2,100 CFM Nominal (Rated) Airflow Heating Performance capacities shown in thousands of Btuh
WPD Cooling - EAT 80/67°F Heating - EAT 70°F
EWT GPM
°F PSI| FT |ow | 7Cc | sC | kW | HR | EER | HW | A | HC | kwW | HE | LAT | COP | HW
16.5 9.1 1520 46.2 4.80 30.7 98 2.82 3.6

20 | 165 91 2100 476 444 326 91 314 37
8.3 2.4 5.5 1450 73.1 42.8 2.74 82.3 26.7 1.0 1520 49.9 489  34.0 100 2.99 4.4
8.3 24 55 1950 76.0 49.8 2.90 85.8 26.2 1.0 2100 51.4 452  36.1 93 3.33 4.6
12.4 5.2 12.0 1450 735 42.9 2.65 82.3 27.7 0.9 1520 52.0 494 359 102 3.08 4.6
30 12.4 5.2 12.0 1450 73.5 42.9 2.65 82.3 27.7 0.9 1520 52.0 494 359 102 3.08 4.7
16.5 8.0 18.5 1450 73.8 43.0 2.59 82.4 28.5 0.8 1520 53.1 497  36.9 102 813 4.8
16.5 8.0 18.5 1950 76.7 50.0 2.74 86.0 28.0 0.8 2100 54.8 459  39.2 94 3.50 4.9
8.3 2.2 5.1 1450 77.1 45.3 2.94 87.0 26.3 2.1 1520 56.8 5.05 40.2 105 3.30 5.2
8.3 2.2 5.1 1950 80.2 52.7 311 90.7 25.8 2.1 2100 58.6 467 428 96 3.68 5.3
12.4 4.9 11.3 1450 77.4 45.3 2.87 87.0 27.0 1.9 1520 59.6 511 427 106 3.42 5.4
40 12.4 4.9 11.3 1950 80.5 52.7 3.03 90.7 26.5 1.9 2100 61.4 472 454 97 3.81 55
16.5 7.5 17.3 1450 77.6 45.3 2.80 87.0 27.7 1.7 1520 61.1 514 441 107 3.48 5.6
16.5 7.5 17.3 1950 80.7 52.7 2.97 90.7 27.2 1.7 2100 63.0 475  46.9 98 3.89 5.7
8.3 2.0 4.6 1450 77.2 45.8 3.37 88.5 22.9 35 1520 64.4 521 47.1 109 3.62 6.0
8.3 2.0 4.6 1950 80.2 53.3 3.56 92.3 225 3.7 2100 66.4 4.82  50.0 99 4.04 6.1
12.4 45 104 1450 78.2 45.9 3.14 88.7 249 3.2 1520 67.8 529 50.2 111 3.76 6.2
50 12.4 45 104 1950 81.3 53.5 3.32 92.5 245 3.3 2100 69.9 488 533 101 4.20 6.4
16.5 7.0 16.2 1450 78.6 46.1 3.04 88.8 25.8 2.8 1520 69.8 533 519 112 3.84 6.4
16.5 7.0 16.2 1950 81.7 53.6 3.22 92.6 25.4 2.9 2100 71.9 492  55.2 102 4.28 6.6
8.3 1.7 3.9 1450 74.4 45.1 3.71 86.9 20.1 5.0 1520 72.4 5.38 54.3 114 3.94 6.8
8.3 1.7 3.9 1950 77.3 52.5 3.92 90.7 19.7 5.2 2100 74.6 497 577 103 4.40 7.0
12.4 4.0 9.2 1450 76.6 45.7 3.45 88.2 22.2 4.5 1520 76.4 547 579 117 4.09 7.0
60 12.4 4.0 9.2 1950 79.6 53.1 3.65 92.0 21.8 4.7 2100 78.8 5.06 61.6 105 4.57 7.2
16.5 6.4 14.8 1450 77.4 45.9 3.33 88.6 23.2 4.0 1520 78.7 552  60.0 118 4.18 7.3
16.5 6.4 14.8 1950 80.5 53.4 3.52 92.4 22.8 4.1 2100 81.1 510 637 106 4.66 7.5
8.3 1.7 3.9 1450 70.7 44.0 4.10 84.7 17.2 6.9 1520 80.4 556 615 119 4.24 7.6
8.3 1.7 3.9 1950 735 51.2 4.34 88.3 16.9 7.2 2100 82.9 5.14 654 107 4.73 7.8
12.4 4.0 9.2 1450 73.5 44.8 3.81 86.4 19.3 6.2 1520 85.0 5.67 65.7 122 4.39 7.9
70 | 124 40 92 | 1950 764 521 403 9.1 189 64 | 2100 877 524 698 109 490 8.1
16.5 6.3 14.6 1450 74.7 45.2 3.68 87.1 20.3 5.4 1520 87.5 573 679 123 4.47 8.2
16.5 6.3 14.6 1950 77.7 52.6 3.89 90.9 20.0 5.6 2100 90.2 530 721 110 4.99 8.5
8.3 1.6 3.7 1450 66.6 42.5 4.56 82.1 14.6 8.4 1520 88.4 576  68.7 124 4.50 8.3
8.3 1.6 3.7 1950 69.2 49.5 4.82 85.7 14.3 8.7 2100 91.2 532 73.0 110 5.02 8.6
12.4 3.8 8.8 1450 69.5 43.6 4.23 83.9 16.4 7.7 1520 93.3 589  73.0 127 4.65 8.7
80 12.4 3.8 8.8 1950 72.3 50.7 4.48 87.5 16.1 8.0 2100 96.2 544 776 112 5.18 8.9
16.5 6.1 141 1450 71.0 44.0 4.08 84.8 174 7.1 1520 96.0 597 753 128 471 9.0
16.5 6.1 14.1 1950 73.8 51.2 4.31 88.5 17.1 7.4 2100 98.9 551 80.1 114 5.26 9.3
8.3 1.6 3.7 1450 64.4 41.7 4.82 80.9 13.4 9.5 1520 92.3 586 72.1 126 4.61 8.7
8.3 1.6 3.7 1950 67.0 48.5 5.10 84.4 13.1 9.8 2100 95.1 542 76.6 112 5.15 8.9
12.4 3.8 8.7 1450 67.4 42.8 4.48 82.6 15.0 8.7 1520 97.2 6.01 764 129 4.74 9.1
85 12.4 3.8 8.7 1950 70.0 49.8 4.74 86.2 14.8 9.1 2100 100.2 555 812 114 5.29 9.3
16.5 6.0 13.9 1450 68.8 43.3 431 83.5 16.0 8.0 1520 99.8 6.09 78.6 131 4.80 9.4
16.5 6.0 13.9 1950 71.6 50.4 4.56 87.1 15.7 8.3 2100 102.9 5.63 83.6 115 5.35 9.7
8.3 1.6 3.7 1450 62.3 40.8 5.09 79.7 12.2 10.9 1520 96.1 597 755 129 4.72 9.1
8.3 1.6 3.7 1950 64.8 47.5 5.38 83.2 12.0 11.3 2100 99.1 552 80.2 114 5.26 9.3
12.4 3.7 8.5 1450 65.2 42.0 4.72 81.3 13.8 10.0 1520 101.1  6.13 798 132 4.83 9.5
9 | 124 37 85 | 1950 678 488 499 848 136 104 | 2100 1042 566 848 116 539 97
16.5 5.9 13.6 1450 66.7 42.5 4.55 82.2 14.7 9.2 1520 1036 6.22 82.0 133 4.88 9.8
16.5 5.9 13.6 1950 69.3 49.5 4.81 85.8 144 . 2100 10.1
8.3 15 35 1450 58.3 39.0 5.70 77.9 10.2
8.3 15 35 1950 60.6 45.4 6.03 81.2 10.0
12.4 35 8.1 1450 60.9 40.2 5.29 79.0 11.5
100 | 124 35 81 | 1950 633 468 559 824 113
16.5 5.6 12.9 1450 62.3 40.8 5.09 79.7 12.2
16.5 5.6 12.9 1950 64.8 47.5 5.38 83.2 12.0
8.3 1.4 3.2 1450 54.9 37.4 6.42 77.0 8.6
8.3 1.4 3.2 1950 57.1 43.5 6.79 80.4 8.4
12.4 3.3 7.6 1450 57.0 38.4 5.94 77.4 9.6
110 | 124 33 76 | 1950 592 447 629 808 9.4
16.5 53 12.2 1450 58.2 39.0 5.72 77.8 10.2
16.5 5.3 12.2 1950 60.5 45.4 6.05 81.2 10.0
8.3 1.3 3.0 1450 52.8 36.2 7.02 77.0 7.5
8.3 1.3 3.0 1950 54.9 42.1 7.42 80.3 7.4
12.4 3.2 7.4 1450 54.0 36.9 6.71 77.1 8.0
120 | 124 32 74 | 1950 561 429 709 804 7.9
16.5 51 11.8 1450 54.8 37.3 6.49 77.2 8.5
16.5 5.1 11.8 1950 57.0 43.5 6.86 80.5 8.3
Interpolation is permissible; extrapolation is not.

All entering air conditions are 80°F DB and 67°F WB in cooling, and 70°F DB in heating.

AHRI/ISO certified conditions are 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.

Table does not reflect fan or pump power corrections for AHRI/ISO conditions.

All performance is based upon the lower voltage of dual voltage rated units.

Operation below 40°F EWT is based upon a 15% methanol antifreeze solution.

Operation below 60°F EWT requires optional insulated water/refrigerant circuit.

See performance correction tables for operating conditions other than those listed above.
For operation in the shaded areas, please see the Performance Data Selection Notes.

Operation not recommended
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GT-PG (50YE) Series

Physical Data

Model

018 |

024

030

036

042

| o048

| o060

| om0

Compressor (1 Each)

Copeland Scroll

Factory Charge HFC-410a, oz [kg]

50[1.13] | 56[1.59] | 58[164] | 70[196] | 80[2.27] | 80[2.27] | 136[3.86] | 144[4.08]

ECM Fan Motor & Blower Wheel

Fan Motor Type & Speeds

ECM Variable Speed

Fan Motor, hp [W] 1/2 [373] 1/2 [373] 1/2 [373] 1/2 [373] 1/2 [373] 1 [746] 1 [746] 1 [746]
Blower Wheel Size 9x7 9x7 9x7 11 x 10 11 x 10 11 x 10 11 x 10 11 x 10
(Dia x W), in [mm] [229 x 178] | [229 x 178] | [229 x 178] | [279 x 254] | [279 x 254] | [279 x 254] | [279 x 254] | [279 x 254]
Water Connection Size
Swivel - Residential Class 1" | 1" 1" 17 1" | 1" | 1" | 1"
HWG Water Connection Size
Swivel - Residential Class | 1’ 1’ | 17 | v 17
Vertical Upflow/Downflow
Air Coil Dimensions (H x W), in 24 x 20 28 x 20 28 x 20 28 x 25 32x25 32x25 36 x 25 36 x 25
[mm] [610 x 508] | [711 x542] | [711x542] | [711x 635] | [813 x 635] | [813 x 635] | [914 x 635] | [914 x 635]
?f?gfead"iﬂ?mf%%ma - 24x24 | 28x24 | 28x24 | 28x30 30x 32 30 x 32 30x 36 30 x 36
[mml Y. [610 x 508] | [712x 610] | [712x 610] | [711x 762] | [762 x 813] | [762 x 813] | [762 x 914] | [762 x 914]
Weight - Operating, Ibs [kg] 252 [114] | 266[121] | 268[122] | 327[148] | 414[188] | 416 [189] 441[200] | 443[201]
Weight - Packaged, Ibs [kg] 262[119] | 276[125] | 278[126] | 337[153] 424 [192] 426 [193] 451 [205] 453 [206]
Horizontal
Air Coil Dimensions 18 x 27 18 x 31 18 x 31 20 x 35 2[28(845 2[2(;(84)? 20 x 45 20 x 45
(H x W), in [mm] [457 x 686] | [457 x 787] | [457 x 787] | [508 x 889] 1016] 1016] [508 x 1143] | [508 x 1143]
. . 1-12x20 | 1-18x20 | 1-18x20
ﬁ}:;?e%riﬁ'zgﬂl'lzﬂfgmja 2-18x18 | 2-18x18 | 2-18x18 | [305x508] | [457 x 508] | [457 x508] | 2-20x24 | 2-20x 24
in [mm] Y. [457 x 457] | [457 x 457] | [457 x457] | 1-20x25 | 1-20x24 | 1-20x24 | [508 x 610] | [508 x 610]
[508 x 635] | [508 x 610] | [508 x 610]
Weight - Operating, Ibs [kg] 252 [114] | 266[121] | 268[122] | 327[148] | 414[188] | 416 [189] 4411[200] | 443[201]
Weight - Packaged, Ibs [kg] 262[119] | 276[125] | 278[126] | 337[153] 424 [192] 426 [193] 451 [205] 453 [206]

All units have compressor mountings, TXV expansion devices, and 1/2" [12.7mm] & 3/4” [19.1mm] electrical knockouts.
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Bryant Geothermal Heat Pump Systems

Dimensions — Vertical Upflow GT-PG (50YE) Series

Vertical Overall Cabinet
Upflow A B C
Model Width | Depth | Height
018 in 22.4 25.6 44.6
cm 56.8 65.1 123.2
024 - in 22.4 25.6 48.5
030 cm 56.8 65.1 123.2
in 25.4 30.6 50.5
oEsS cm 64.5 77.8 128.3
042 - in 25.4 30.6 54.5
048 cm 64.5 77.8 138.4
060 - in 25.4 30.6 58.5
070 cm 64.5 77.8 148.6
Water Connections
Vertical 1 2 3 4 5
Upflow
F G Loop
Model 51 Olit B Hlle Cond;lnsate ey |-ILVI;I'(I'3
IN QOut FPT
018 in 2.1 10.0 13.9 16.9 7.8 17 17
cm 5.2 25.4 35.2 42.9 19.8 Swivel Swivel
024 - in 2.1 10.0 13.9 16.9 7.8 1" 1"
030 cm 5.2 25.4 35.2 42.9 19.7 Swivel Swivel
036 in 34 10.8 15.6 18.9 7.8 1" 1"
cm 8.6 27.5 39.7 47.9 19.7 Swivel Swivel
042 - in 3.4 10.8 15.6 18.9 7.8 1" 1"
048 cm 8.6 27.5 39.7 47.9 19.7 Swivel Swivel
060 - in 3.4 10.8 15.6 18.9 7.8 1" 1"
070 cm 8.6 27.5 39.7 47.9 19.7 Swivel Swivel
Electrical Knockouts
Vertical J K L
Upflow 1/2" 1/2” 3/4”
Model Low External Power
Voltage Pump Supply
in 3.6 6.1 8.6
e cm 9.2 15.6 21.9
024 - in 3.6 6.1 8.6
030 cm 9.2 15.6 21.9
in 3.6 6.1 8.6
oEs cm 9.2 15.6 21.9
042 - in 3.6 6.1 8.6
048 cm 9.2 15.6 21.9
060 - in 3.6 6.1 8.6
070 cm 9.2 15.6 21.9

Condensate is 3/4” PVC female glue socket and is switchable from front to side.
Unit shipped with deluxe duct collar/filter rack extending from unit 3” [7.6cm] and is suitable for duct connection.
Discharge flange is field installed.
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GT-PG (50YE) Series

Dimensions — Vertical Upflow GT-PG (50YE) Series

Discharge Connection RAU) CRTTEElE
) . Standard Deluxe Filter Rack
Vertical Duct Flange Installed (+/- 0.20 in, +/- 5.0mm) (+/- 0.20 in, +/- 5.0mm)
Upflow
Model M (0] = Q S T
Left N Supply | Supply Right R Return Return U
Return Width Depth Return Depth Height
018 in 7.2 5.8 14.0 14.0 4.9 1.7 22.2 22.2 1.7
cm 18.3 14.8 35.6 35.6 12.4 4.3 56.4 66.5 4.3
024 - in 7.2 5.8 14.0 14.0 4.9 1.7 22.2 26.2 1.7
030 cm 18.3 14.8 35.6 35.6 12.4 4.3 56.4 66.5 4.3
036 in 6.4 6.3 18.0 18.0 5.3 1.7 27.2 26.2 1.7
cm 16.1 16.0 45.7 45.7 135 4.3 69.1 66.5 4.3
042 - in 6.4 6.3 18.0 18.0 5.3 1.7 27.2 30.2 1.7
048 cm 16.1 16.0 45.7 45.7 135 4.3 69.1 76.7 4.3
060 - in 6.4 6.3 18.0 18.0 5.3 1.7 27.2 34.2 1.7
070 cm 16.1 16.0 45.7 45.7 13.5 4.3 69.1 86.9 4.3
Eiizlghzrgg I:’?Ignge Access Panels
Deluxe Filter Bracket
Legend
CAP=Control Access Panel
CSP=Compressor Service Panel
BSP=Blower Service Panel
ASP=Alternate Service Panel g
Air Coil
B A ASP
P N+ N P
BSP
[ | 8
= O 7 2' (61
Oz : —= e oo
2 w A .y Service
/\ ® Access
——— csP o of| ASP Left Rin
. P B P M ° CAP Oppgsite)
Q BEEEREAIr Coil Side RIS BEREEEAIr Coil SideFEE o
__ Frame Depth __- ) L o
a) 2&1/8" [54.0mm]— 7 7T Q0
Top View-Right Return ;';3\;9[%2591’1] Top View-Left Return \
.omm
S R R- s i .
[ 2' (61cm) Isometric
Service View
U _rl,oo [25.4 mm]
_'— . . 1 7 T
o o [o} Q
Air Coil Air Coil 9] o
T
—1.68 [42.7 mm]
L s |8 Conteret
i Ko I — ® (PVC Socket)
. | | —
s Hm'ew Qo
1.18[30.0 mm] —— Lov'\'l Voltage \
I Qo G
Front Front LT3 ||< L © J_' E ]
ron Back Back ron
| oo | 1 %5 aloly# )
Right Return Right View Left Return Left View Front-View ‘

- Filter Rack Knife Edge

- Filter Rack Knife Edge
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Bryant Geothermal Heat Pump Systems

Dimensions — Vertical Downflow GT-PG (50YE) Series

Vertical Overall Cabinet
Downflow A B ©
Model Width | Depth | Height
018 in 22.4 25.6 48.6
cm 56.8 65.1 123.4
024 - in 22.4 25.6 52.5
030 cm 56.8 65.1 1334
in 25.4 30.6 54.5
oEsS cm 64.5 77.8 138.4
042 - in 25.4 30.6 58.5
048 cm 64.5 77.8 148.6
060 - in 25.4 30.6 62.5
070 cm 64.5 77.8 158.8
Water Connections
Vertical 1 2 3 4 B
Downflow
F G Loop
Mode! I[r)1 OEut S ISE Cond;'nsate UL |-ILVF\’/‘?
IN Out FPT
018 in 17.2 9.3 5.4 2.4 3.6 1" 1"
cm 43.7 23.6 13.7 6.1 9.2 Swivel Swivel
024 - in 17.2 9.3 5.4 2.4 3.6 17 1’
030 cm 43.7 23.6 13.7 6.1 9.2 Swivel Swivel
036 in 17.9 10.5 5.7 2.4 3.6 1" 1"
cm 455 26.7 14.5 6.1 9.2 Swivel Swivel
042 - in 17.9 10.5 5.7 2.4 3.6 1" 1’
048 cm 45.5 26.7 14.5 6.1 9.2 Swivel Swivel
060 - in 17.9 10.5 5.7 2.4 3.6 17 17
070 cm 45.5 26.7 145 6.1 9.2 Swivel Swivel
Electrical Knockouts
Vertical J K L
Downflow 1/2” 1/2” 3/4”
Model Low External Power
Voltage Pump Supply
in 15.7 13.2 10.7
Lk cm 39.9 335 27.2
024 - in 15.7 13.2 10.7
030 cm 39.9 335 27.2
in 17.7 15.2 12.7
ee cm 45.0 38.6 32.3
042 - in 17.7 15.2 12.7
048 cm 45.0 38.6 32.3
060 - in 17.7 15.2 12.7
070 cm 45.0 38.6 32.3

Condensate is 3/4” PVC female glue socket and is switchable from front to side.
Unit shipped with deluxe duct collar/filter rack extending from unit 3” [7.6cm] and is suitable for duct connection.
Downflow unit does not have discharge flange, and is rated for zero clearance installation.
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GT-PG (50YE) Series

Dimensions — Vertical Downflow GT-PG (50YE) Series

Discharge Connection R SR EET)
) . Standard Deluxe Filter Rack
Vertical Duct Flange Installed (+/- 0.20 in, +/- 5.1mm) (+/- 0.20 in, +/- 5.1mm)
Downflow
Model M (0] P Q S T
Left N Supply Supply Right R Return Return U
Return Width Depth Return Depth Height
018 in 6.7 8.4 9.9 9.1 15 1.7 22.2 22.2 21.9
cm 17.1 21.4 25.3 23.0 3.9 4.3 56.4 56.4 55.6
024 - in 6.7 8.4 9.9 9.1 1.5 1.7 22.2 26.2 21.9
030 cm 17.1 21.4 25.3 23.0 3.9 4.3 56.4 66.5 55.6
036 in 7.4 9.0 131 12.9 1.6 1.7 27.2 26.2 23.9
cm 18.7 22.9 33.3 32.7 4.1 4.3 69.1 66.5 60.7
042 - in 7.4 9.0 131 12.9 1.6 1.7 27.2 30.2 23.9
048 cm 18.7 22.9 33.3 32.7 4.1 4.3 69.1 76.7 60.7
060 - in 7.4 9.0 131 12.9 1.6 1.7 27.2 34.2 23.9
070 cm 18.7 22.9 33.3 32.7 4.1 4.3 69.1 86.9 60.7
Legend Deluxe Filter Bracket
CAP=Control Access Panel
CSP=Compressor Service Panel
BSP=Blower Service Panel csp
ASP=Alternate Service Panel
!_P_!_N_ —N—] ASP
T — i
Blower
O | Opening —Ol_ Blower z lefc"gggpgf;"rﬁ',%ﬁ""ce
| Opening (left opposite)
Front | Front
| | Condensate 3/4
Q M Glue
B AIr Coil Sidem BEEERAIr Coil Side JEEE
T Frame Depth T 2'[61cm] Service (I
[T o &1/8"[54.0mm] L™ - T Access \
I B \ i B | \ L

. . Flange Depth .
Right Return Discharge Left Return Discharge v
O Fi00r Foot Print 3/8"[9.5mm] Floor Foot Print Isometric View

Power Supply 1.6 [40.6mm] 1.6 [40.6mm]
3/4"[19.2mm] ¥
1.1 [27.9mm] —| | HV Knockout I‘I
1/2" [12.7mm] —— G|
P Knockout _\ O_H_ K \|J @ 6+—F
p Low Voltage No—1L ®| ot |
ASP csp o 1/2'[127mm] —L | E
U U LV Knockout @ e
CAP
CSP D
o|c '
= Co L @] @]
Air Coil Air Coil 5 BSP 5
T c T Condensate Condensate
3/ 4” Glue (Right Return) 3/ 4" Glue (Left Return)
Front Back Back Front |-|_l © — @1
S |R| R| S Front-View
Right Return Right View Left Return Left View
- Filter Rack Knife Edge - Filter Rack Knife Edge
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Bryant Geothermal Heat Pump Systems

Dimensions — Horizontal GT-PG (50YE) Series

) Overall Cabinet
Horizontal
Model . . C
Width Depth Height
018 in 22.4 62.2 19.3
cm 56.8 158.0 48.9
024 - in 22.4 62.2 19.3
030 cm 56.8 158.0 48.9
in 25.4 71.2 21.3
OEsS cm 64.5 180.8 54.0
042 - in 25.4 76.2 21.3
048 cm 64.5 193.5 54.0
060 - in 25.4 81.2 21.3
070 cm 64.5 206.2 54.0
Water Connections
Horizontal L Z g i g
Model F G Loop
I?1 OEut e IAIE Cond:;lnsate M I-'I:V;l_?
IN QOut FPT
018 in 2.1 10.0 13.9 16.9 0.6 1" 1"
cm 5.2 25.4 35.2 42.9 1.5 Swivel Swivel
024 - in 2.1 10.0 13.9 16.9 0.6 1" 1"
030 cm 5.2 25.4 35.2 42.9 15 Swivel Swivel
036 in 3.4 10.8 15.6 18.9 0.6 1" 1"
cm 8.6 27.5 39.7 47.9 15 Swivel Swivel
042 - in 3.4 10.8 15.6 18.9 0.6 17 17
048 cm 8.6 27.5 39.7 47.9 1.5 Swivel Swivel
060 - in 3.4 10.8 15.6 18.9 0.6 1" 1"
070 cm 8.6 27.5 39.7 47.9 15 Swivel Swivel
Electrical Knockouts
. N K L
Horizontal o o "
Model 1/2 1/2 3/
Low External Power
Voltage Pump Supply
in 3.6 6.1 8.6
O cm 9.2 15.6 21.9
024 - in 3.6 6.1 8.6
030 cm 9.2 15.6 21.9
in 3.6 6.1 8.6
e cm 9.2 15.6 21.9
042 - in 3.6 6.1 8.6
048 cm 9.2 15.6 219
060 - in 3.6 6.1 8.6
070 cm 9.2 15.6 21.9

Condensate is 3/4” FPT.
Unit shipped with deluxe duct collar/filter rack extending from unit 3” [7.6cm] and is suitable for duct connection.
Discharge flange and hanger brackets are factory installed.

Residential Products Technical Guide




GT-PG (50YE) Series

Dimensions — Horizontal GT-PG (50YE) Series

1Discharge Connection RET) O e
; Standard Deluxe Filter Rack
T— Duct Flange Installed (+/- 0.20 in, +/- 5.0mm) (+/- 0.20 in, +/- 5.0mm)
Model o =) S T
M N Supply | Supply Q R Return Return U V
Height Width Width Height

018 in 5.0 6.8 125 155 5.0 21 33.8 16.2 2.3 1.7
cm 12.7 17.3 31.8 39.4 12.7 5.3 85.8 41.0 5.8 4.3
024 - in 3.6 2.0 12.5 15.5 3.6 2.0 33.8 16.2 2.3 1.7
030 cm 9.3 5.1 31.8 39.4 9.2 5.2 85.8 41.0 5.8 43
036 in *3.1 1.2 19.0 17.5 *3.1 1.0 34.8 18.2 3.1 1.7
cm 7.9 3.1 48.3 44.5 7.9 2.6 88.3 46.1 7.8 4.3
042 - in 3.1 1.2 19.0 17.5 3.1 1.0 39.8 18.2 31 1.7
048 cm 7.9 3.1 48.3 44.5 7.9 2.6 101.0 46.1 7.8 4.3
060 - in 3.1 1.2 19.0 17.5 3.1 1.0 44.8 18.2 3.1 1.7
070 cm 7.9 3.1 48.3 44.5 7.9 2.6 113.7 46.1 7.8 4.3

*For units with modulating reheat option this dimension is 2.9” (7.4 cm).
1Discharge connection will change when using the accessory auxiliary electric heat package. Refer to the heater IOM for details.

LEFT RETURN Legend RIGHT RETURN

CAP=Control Access Panel

CSP=Compressor Service Panel

2’ [61cm)] Service CSP ’ ) BSP=Blower Service Panel
Access 2' [61cm] optional ASP=Alternate Service Panel

J/ service access

Front 2'[61cm] Service

Front

Left Ret Power Supply 2’ [61cm] optional
eft Return 3/4 Knocll«:Sut40 . L6 tos Right Return service access :
L vz \1b osmml L ‘l omml T g :
3.05 Knockout ||
[82.6mm] (L oo 3.25
Low Voltage j [82.61
1/2" Knockout T L Q| & ‘
G
x| ofer)
J|| cap E
- @|G1= \ Straight
Discharge > 4 e D Discharge
Back Condensate A .
. 3/4"FPT Front-View Condensate Back
Discharge 3/4"FPT  Discharge
_ _ Unit Hanger Detail ‘
8 Model X Y z —g = R
Q——P—] ji=1 in [ om | in [ om | in | cm. o
BSP 0 ([ 026 | 621 | 167.7] 245 | 622 | 2025 | 515 (7] Blower _?SP
Blower =] C Y O|[Toss [ 711 | 1806 275 | 69.9 | 2325 50.1 z 3 Outlet (o]
Outlet 1© W \[To4s |76 1033 275 | 69.9 | 23.25 | 50.1 o
Iz Flange Depth 064 | 811 | 206 | 275 | 69.9 | 23.25 | 59.1 Flange Depth = ——
[ 3/87[9.5mm] 072 | 811 | 206 | 275 | 699 [ 2325] 59.1 3/8"[9.5mm]

]
Right Return Back Discharge

A Frame Depth X | Frame Depth
28&1/8" [54.0mm]

Left Return Back Discharge 2&1/8"[54.0mm]

HpiiMi ]
[ T T
| N o
Blower BSP | 2 °
ASP Outlet | O | / BSR Blower csp °
E— ‘ { Outlet o
N N
Front | Front
Left Return Straight Discharge %Mi Right Return Straight Discharge
1.1 [27.9mm] Air Coil
\% ‘ u S i Air Coil ‘
]
o
o
cT csP ° ¢ ASP
J Front Front
B | B |
Left Return Left View Right Return Right View
- Filter Rack Knife Edge - Filter Rack Knife Edae

Bryant: Whatever it Takes.




Bryant Geothermal Heat Pump Systems

Electrical Data

Standard TS Unit TS Unit with ClimaDry
Compressor HWG Ext Fan | Total | Min Max ClimaDry Total Min
Model Pump ;3%% Motor | Unit | Circuit I-ﬁ:?:eé Pump Unit Circuit T&XC';U(S;)/
RLA LRA Qty FLA FLA FLA FLA | Amps @) FLA FLA Amps
PSC Electrical Data
018 9.0 48.0 1 0.40 4.0 1.0 14.4 16.7 25 0.8 15.2 17.5 25
024 12.8 | 60.0 1 0.40 4.0 1.1 18.3 215 30 0.8 19.1 22.3 35
030 13.5 | 61.0 1 0.40 4.0 1.4 19.3 22.7 35 0.8 20.1 235 35
036 147 | 725 1 0.40 4.0 2.1 21.2 24.9 35 0.8 22.0 25.7 40
042 15.4 83.0 1 0.40 4.0 2.1 21.9 25.8 40 0.8 22.7 26.6 40
048 20.5 | 109.0 1 0.40 4.0 3.0 27.9 33.0 50 1.07 29.0 34.1 50
060 26.9 | 145.0 1 0.40 4.0 4.9 36.2 42.9 60 1.07 37.3 44.0 70
ECM Electrical Data
018 9.0 48.0 1 0.40 4.0 3.9 17.3 19.6 25 0.8 18.1 20.4 25
024 12.8 | 60.0 1 0.40 4.0 3.9 211 24.3 35 0.8 219 25.1 35
030 13.5 | 61.0 1 0.40 4.0 3.9 21.8 25.2 35 0.8 22.6 26.0 35
036 14.7 725 1 0.40 4.0 3.9 23.0 26.7 40 0.8 23.8 275 40
042 15.4 | 83.0 1 0.40 4.0 3.9 23.7 27.6 40 0.8 245 28.4 40
048 20.5 | 109.0 1 0.40 4.0 6.9 318 36.9 50 1.07 32.9 38.0 50
060 26.9 | 145.0 1 0.40 4.0 6.9 38.2 44.9 70 1.07 39.3 46.0 70
070 30.1 | 158.0 1 0.40 4.0 6.9 41.4 48.9 70 1.07 42.5 50.0 80
Rated Voltage of 208-230/60/1 Min/Max Voltage of 197/254
HACR circuit breaker in USA only All fuses Class RK-5

Notes:

(1) If wire is applied at ambient greater than 86°F (30°C), consult table 310-16 of the National Electrical Code (NEC). The ampacity of non-metallic
sheathed cable (NM), otherwise known as Romex cable, shall be that of 60°C (140°F) conditions per the NEC Article 336-26. If other wiring is used,
consult applicable tables of the NEC.

(2) Current carrying capacity (amperes) of the wire used must not be less than the fuse/breaker size used.

(3) Wire length based on one way measurement with 2% voltage drop

(4) Wire size based on 60°C copper conductor and Minimum Circuit Ampacity.

Residential Products Technical Guide




=== =—mmm-mmmmmm oo
H — 1 = 90
! EY I -t/ "
" W | < L Teoizoy i 21907 TOHLNO!
' oy " & s _ u
i = _| = w14
\ ! ! r WXD 15510335 T
| " " 0 ‘
" =9 l_ _ K301 .
N~ ! T ettt | - [
1 E ] S ° T
1 - LMo 244 T H FET
N [ i s s [ || r<z§ g conzeaLy tvssomsaiL
[ 3 7 310N 3T 70 dnal Mo Idd e
O “ e = F —-— 7 31N H
) > | 338 J
2 Lo ——ofo_—ee—o v
ﬁ U | . 2 Inowtn 9 g0 O N aiw 5 bl
! o, m 1 = r S b l_ m Id 1531 134
" e zewl e } 1
B ) L_Od— oo ®o--— m 09 bows e -
1 = s ! 17097 — %)
6 o saw - — " A1ddNS ¥IMOJ LINN L3lON3I | m_»Amwuﬂ PEIEES 1 o b}
" — - — H AINO mmowuhmuww ¥3dd0D 3sN b | A0%Z W89 ' ) N~
| WoD 8 ~ ma R
o " _ o] _ S
- | a3 e ] _ I 1 980
H SR 15 | A0SZ 980 _swvaL REIS 1 ?m -
! me g me| _1 I s 3Lon ! 18 =
m ! e d L ! _ _ e —
! i | Q
3] _ 0] ]4-¢l! . LTI T . >
| 01 3LON 338 % 1
— Dol | al|a &b T4 T i | i -
g I MY0Z TVIIdAL | 550 i, | ' an
1 LvaH 2119313 1 Tonvizm 990 - «m" ]
.© | sawas oy, 1/09/02-802 ' - ik o
D | NOILQ HLIM _¥3mOd Lv3H JRLITI A¥vITNNY |“ RN _ _
1N0AVT xog TodINody ! H - —
o 1 r TUTTT =
— ol | oA | [
) J T oV T ™8 [
: L e N =
L L P94 anod: WO 4
M8 -TT T ==
. c 3 “TVANVA NOILVTIVLSNI LV3H ORLO313 S3I3S 9V LINSNOD 'SNOILO ONISVLS ABVIIXNY 803 01 Bvl
. w "SNOILONYLSNI 304 WOI LINN 33S ‘a3sn 38 LSNW 3NIVA ¥ILVM - AM
3ATVA 0TVIS-ILNY ONILLIS J0G] ¥0d4 '4GZ| SI ONILLIS JUNLVYIAWIL LINV430 AYOLOVS YIWHOASNVHL SNVAL
NOILJO dWNd TYNNILNI GNV NOLLVY3N39 ¥ILVM LOH HLIM S130OW NI ATNO dWNd OMH “6 INVA ONISYIATY AN
e “SNOLLONYLSNI 04 40| 335 “039¥Nd SI ¥IV AVI3Y dWNd - dd
~ GNV YNVL OL G3LI3INNOD SI 9MH TILNN (440 = 2I :utsmw_nv w;: 318VN3 woz._mm %2079 Y2MOd ONHIM a131d 8d a3l Q TVNOLLY
w *NOILISOd 0318VSIQ JHL NI G3ddIHS S| OMH '8 HOLIMS 3unssadd wux«:_w\,mo $s07 207 o
— NOI F4S SO X ('NMOHS SV S440NVLS OML dOL WON4 318V VAV ANNOY HOSN3S dW3L ¥3LV) Etrrar NN av annowy -
e a EH%WM%%WMMm dId DMH 404 X0 T0MLNOD OL SMIHIS B SIJO0ANVLS ¥VO8 WXA/WXD VIA ONNONS AYVANOIIS zu:mommz«mv.w L + " ez_mﬂzwo%«pmwu“wozwﬂb&% Hwn %Bn o @res [ IvINE LINdHID OH_||o
. "2V ONV_ [V N33ML3g 318V TIVAV 38 TIM LOVINOD A¥Q HOLIMS ¥3LVM 3uNSSId HOIH SMdH N 2m B =
— Q QI TAVNA | 490 J| 451 | 0] WSON_[ 440 Ta_ ] . HIAWNP (WXQ) TMC ¥ (WXD) IMM LD A6LOV S HOLIMS 34NSST¥d HOIH ~ dH NVd 3LVSNIONOD ===
S —— Q18vSIa ] NO [0St ISALdNNd | NO TRION PAINO NOTT B OdW (LNONN) [TV LV TVNSIS Wev1Y A7Z "9 NGHEII ONLVIH | HOLINS 3NS5 KO oTo sl @
e — lﬁ[_LVN_Bm W_”: 3] [0S s “39V1I0A ATddNS LINA NVHL ¥3LV3¥9 0 WNOI a3LV HoSNIS NOLLSALond 33930 B HaLVM 93
frms ) SNLVIS OMH || JNAL OMH || ISAL dNNd OMH NNHAJ mo«.»_uwp%nqzo:wqwmu_m..ﬁ_ww *muﬂwoz_ﬂbém.wu_ﬂ%.?ﬁwm._ “LINN 3HL OL ONIMIM T0MLNOD 804 AVI3Y LvaH u_xGﬂB _mm HOLIMS 3¥nSS3ud MO QHO 7109 ¥OLOVLINOD / AVIY Ou
L N NN
S C 140 [ 440 [WaON][F40 [440 | v _|[[330 [dd0] v_J[F30 [ 2 “¥3dWNr CMP LND .mz_o_.wﬁﬂwhmwwmumm_.z“quzm_vm»:zzw““n ¢ zowszowuwm wmmunww_oa #mmwmwmnww hmw oL FnLvaaal oS
NO |d440| + NO | 440 £ NO |440] € NO [ 440 € "YILVM ¥0d NOILDILO¥d 373384 SIAINONd ¥OLSIWYIHL |dd "% HOLIVLNOD MOSSIUAWOD joje] ¥OLIVdV) 0 o SNBIM TYNOILIO =
— (¢b) 110 | N —|[E10 [ No |z [0 [No |z |[EH0 z . -Qva1 940 40 GN3 N30 ALVINSN ¥ivaug Lnod) 83 0VHL LoD a3ind T
— NO_|NO | ISar|[NO [ NO |1 NO_|[NO [ 1| NO T 1701 Qva7 q3y HOVLLY ONV ‘|7 LV QV31 940 LOINNOISIA NOILVHIdO ABOZ 404 HOLIIVAYD NNY HOSSTUAWOD 24D | ‘0°N - S19viND Aviay oo ONHIM 3OVLTOA 3NIT €T3lg =====
SRS [ ZAS] G | [oms [ Sms [aaS ][ s [EmS [ads | [ems T TS [ads "NOLLVS340 \0CZ ¥4 G3LD3NNOD 38 TIM ¥3WNOJSNVAIL AOS2/802 'S woLIovaYD) mwmwm uwnnﬁm u&m . ONIMIM 39VLIOA MO Q1314 ————=
E E WD fav WD HA RETRLER) N G000 53002 T¥207 ANV DIN HLIM ATdWOD LSNW LINN 3HL OL ONIMIM 1TV °Z Yolop vamora  Jpig [ 2N - stoviNed AV OAFO o 39v1708 3N ANOLOVY
“ATIVNYILNI 03103L08d ATIVWHIHL ¥OLOW ¥3MOT : 1V1S VN
> M SONILLLAS HOLIMS dId AdVOd DMH/INDH e S1vINOD AVIEE VY T 7103 aioNz105 00| oNIM 39V1T0R MO AdOLIVA
LES] =
) AVILNIAISIY WOI/M WXD 1/09/0€2-802 0L0-810 A/H
A v e
—




(7]
&
(b}
)
(7]
>
)
o
=
-}
(ol
)
(40
(D]
I
‘©
&
-
(b}
e
o
o
(b}
O
s}
(e
(]
>
-
(a'8]

GT-PG PSC Electrical Wiring Diagram - 96B0005N 36

Femmm—mm

an

dHA  €0d J8OH dMIdT

T

v

]
.
b |8

s =

01 910N 73S
UMOYS JNBIIAYOS
MOC [BIIA],
Je9H OLAJ[H
mo_uomm0<, 1/09/0€Z-80:
Teuondo WA

19M0d JBIH OLIO[H m.:m:_x:x\

[ i D G 1

Lo

noke xog (01U

7>

AOVVL-18D

INOI 94S SONILLAS HOLIMS dId OMH ¥0d

6 ALON g4

AITaVNA | 44 ER4 BEET ARION

| IEE

da78VSIa | N

|4} 11

2

Tor

SNLVLS DMH_|[ dNEL OMI

|l

1051 | NO|[ISALdwnd ]
S

H || LS3.LdNNd D.

ZEP|e!

SONLLLES HOLIMS dI0 AIVOd DMH

e

9¢NS000896

ON ONIMY¥T

AOFTVLTED Y0

- ) 150 [o11u0)
' orpaiald Jossadoidoary
" PR XD
el
— — ' DUl Bl
o [, o 3
e e — i N 0 K
e — e — e — - . i =
o dudg o7 741 T satonTas
. AN YN s B k) €0NTEALY IeIsoutiay ],
PHLON 435 &Cv a Hr
50
18- —-— PALON H
s J S
. oy
nodIe O3 o0 R gim sossaudiio) . -
SMdH SMdH oL
G [1NE
20 000 Qou el _l -
/09/0€T-80C =
E?m 100 1N LALONEES | T
KJuQ s103npuo)) 1addo) asp) T LALONATS
FHONS AOKT V€60
s
G Woo 1A ~ o
F AYT T
AR0T A3d
T8 0N oo N1 AVEORO_ i A

oA

| i |

T mg -V
JAINO SLIND FOVIS OML QIONTIO§
FHVLS ANODIS HOSSTAINOD

sy i g A |

] ng

2 any.
Y3

39VLI0A ANV ,| SSYT1D, 38 LSNW ONIMIM 3
VANV NOILVY3A0 NV “NOILYIIddY
“¥3dWNr

"NOILVY3JO AQSZ ¥

“IVANVIW NOILYTTVLSNI LV3H 1410313 SIS 9V LINSNOD ‘SNOILJO ONIOVLS ANVITIXNY ¥0d4 "0l

3ATVA GIVIS-IINY ONILL3S J0GI ¥04 ‘4GZ| SI ONILLIS WNLVHIAWIL LINV43a A¥OLIV 4
“NOILdO dWNd TYNNILNI ONV NOILVHINIO ¥ILVM LOH HLIM ST13Q0W NI ATNO dWNd OMH ‘6

ANV NVL OL G3LO3NNOD SI OMH TILNN (440 = 2| HOLIMS did) OMH 318VNI LON 0Q

('NMOHS SV SJ40GNVLS OML dOL WO¥4 318VTIVAV ANNO¥O)
X0 TOMLNOD OL SMINIS B S440ANVLS Q¥VOE WXA/WXD VIA ONNOND AMVANOIIS MIWNOASNVAL /L

ATINO NOTT 8 OdW “(LNINN) TV LV TVNIIS WAVIV A%Z “9
“39VLIOA ATddNS LINN NVHL ¥3LVINH ¥0 TVNOI a3LVA

“43LVM ¥04 NOILDILONA 373344 SIAINONd HOLSIWNIHL Idd 7
1701 Gv31 @3y HOVLLY ONV ‘|7 LV av31 940 LOINNGISIA ‘NOLLVYIdO AGOZ ¥0

"$3000 V207 ANV D3N HLIM ATdWOD LSNW LINN 3HL OL ONI¥IM 11V °Z
“ATIVNY3LNI 03103108d ATIVWEIHL OLOW ¥3IMOTE ANV HOSSIHAWOD |

“SNOILONYLSNI ¥04 WO| LINN 33S ‘a3sn 38 LSNW

“SNOILONYLSNI ¥04 Q| 33 "a39¥Nd SI ¥IV TV

“NOILISOd @318VSIQ 3HL NI Q3ddIHS SI OMH '8

11V N33ML38 3T8VIIVAY 38 TIM LOVINOD ANQ
dWNC (WXQ@) MM ¥0 (WXD) IMM LND A¥OLOV S

9VL10A MO "LINN 3HL OL ONIMIM TOLNOD ¥0d

NOILYTIVLSN| LVLSL 80 ‘NO7T ‘JdW 0L ¥343§ '

M LND 'SNOILNT0S 3ZITYILNV ONISN NIHM
'av31 9¥0 40 AN N3dO ILVINSN|

104 G3LO3INNOD 38 T1IM ¥3IWHOASNVIL A0SZ/802 'S

‘S3LON

INWVA ¥ILYM
HIWHOASNVY L

INTVA ONISHIATY

AVI3Y dWnd

%2078 ¥3MOd ONIMIM @134

HOLIMS 3¥NSS3d J9VHD 40 S50

WM ¥3dWnP

¥OSN3S dWIL ¥ILVM ONINILNI HOLVHINIO ¥ILVM LOH
HOLVY3NI9 ¥ILVM LOH

HOLIMS ¥3LVM 33NSSId HOIH

HOLIMS 3uNSS3dd HOIH

AN3WITI ONILVIH

HOSN3S NOILIILO¥ 373345 110D AV
¥OSN3S NOILDILO0Nd 3733 110) ¥ILVM
AV13Y LV3H JMLO313

HOSNIS MOTMIAQ JLVSNIANOD

¥OSN3S dW3L 39YVHISIQ ¥OSSIMAWOD
¥OLOVLNOD ¥OSSIAWOD

¥3¥v3¥E LINOUIY

¥OLIOVAVI NNY HOSSIUdWOD

AV13Y ¥3mo1g

¥OLIOVdVD ¥OLOW ¥IMOTE

01Ol ¥IMO1g

LV1S VNOY LViSY

SLOVINOD AVI3Y WaVIY

v

a3n E

av) pres 3
FUNENT S ]

HOLIMS 3NSS3¥d HOIH DHO
HILIMS 3NSS3Ad MO OHO

HOLIMS FWNLV¥3dW3] o S|
¥0119vdv) 0 |o|

‘0°N - SLOVINOD AV13Y O |0

9N - SLOVINOD AV13Y o0

1109 aionatos 09|

VNOILIO
aNno¥9
¥VING LINDYHID

I
('5—|I‘

NVd 3LVSNIANOD  |<==
HOLSIWNAHL

710D ¥OLIVANOD / AVIZY

Oe

ONIIM TYNOILQ —==—|
FOVHL LINOHID GILNR —— = |
ONIIM FOVLTOA 3NIT 1314 =====

ONIHIM FOVLIOA MO Q1314 =—===
ONIHIM FOVLIOA 3NIT AHOLIV Y meme
ONIMIM 39VLTOA MO ANOLOV S

aN393

01/€2/9

eI

20¢£0-0!

AVILNIAISIY 9MH/M WXD 1/09/0€2-802 0£0-810 A/H

L

<5}
S
>
)
‘©
L
c
=
o
—
(%]
)
[S]
>
o
o
S
o
o
+—
c
[
i)
(%]
5}
[a et



L e e i |
| — | REIY
! ams|[ | e
I I
x5
sum
! a3y | ™ !
| = | 530
! — ! ; 1V1S-1 TOldAL
I I LVLSIIWNH
I A3AY| ov |” | i - —|— /ﬂ _3‘3 w ;_
\ [GEL] , /Aa v b oo T ani
) — ni THm L _I.t | | | | | |
“ D EEH I Ton S 3LON 33 | \ | |
| — T e g I BRI
I ERC] |H2 mo | 1L
| ®) 1S = e | Sleforefvleleltfoie)
NE 2(2|9|92(2 [9|2| 2
I o |
! Nz ! e L EEEERE BFE
1 E jou ] - T T T =
o 8
| 3 = S m =
1038 |azy| 13A] 134 w18| s o 9 3LoN
n | g (=3 ——
xsﬂ | sossshousoia
P—t = = T . ™ b
| aES 4 RETY | - ™ 5
(48] _ | a8 2
LeEs
o ! - ! S
— | a3 EN a3y | |
H g > = <3[R BB S |5
Q Nk 2
3 H { ] L4 H [ CICICICICICIEN —
s 3100 335 [ | Ha| [ [m [0
- — ! 01 3LON 335 8 ! ez RELY 8 =PI 9 Qo
| 80 saf |= | o0 ‘TR - B >
NMOHS_OILVWIHOS © n,_ D4 F o I s ' IMS s 3ions3s
| MY0Z TVIIdAL [ ] | vy T L s ' 3 RETY (5]
5 | LvaH 21819313 | | | 20 et TE +—
I | .
- | Sawas ov, 1/09/0£2-802 \ = : ol TE ©
c L 0 H1IM ¥3Mod _LV3H JMLITII AvIIXNY ! o e T 550 —
B R L A "
O H e ) R W
e O 940 Rim- _ Y = -
) g " =
B ATNO S¥0.19naN0D Vot S L _ [
aicos 2an oz ) e
2 Vieg ot bas o e o
A2adng uamod L ez ) >
3o =
[%2] w9 ' )
T @ ATNO SLINN 39V1S OML
> L
O L/ S — T A
M i
L—
NO 62 dIQ 440 €°Z dIQ '440 2'Z dIQ ‘440 1'Z dIQ (H LY VA 0) NOILVH30 LVLSIAIWNH 3ATVA ¥3LVM AM
NO §'Z diQ 440 €2 did 'NO ZZ dIQ ‘440 I'Z did (H LV DVA 72) NOILYA340 LVLSQIMNHIG 2] HII0ISNVEL SNV
“NOLLYTIVLSN| 80N 340438 BN ooy oh a0 prus 03
738V7] ¥3L3WOILNILOd 30V1d NOILJQ AHOSS3IIYV ¥ILIWOILNILOJ ¥O4 SI¥IM LIINNOD ANV IHIM ¥IJWNQ IJA0OWIY || AVIZY dWng ¥ 10N 3
S e | — “IVANVIY NOILYTIVASN| LV3H 1¥L2313 9V LINSNOD ‘SNOILQ ONIOVLS ANVITIXNY ¥04 0| %0718 ¥3HO SN IS »m N B
e NOI d9S SONLLLAS HOLIMS d1d OMH 404 “SNOILONALSNI 304 WOI LINN 33S ‘038N 38 LSNW IATVA QIVIS-LLNY ONILLIS 40| 404 40018 b, Doviaaoped gl WNoILdD -
g 6 4LON 94S 4G2| SI ONILL3S JHNLVYIIWIL LINVIIA A¥OLIVS 'NOILAO dWNd TYNNILNI ONV NOILVNINIO ¥3LVM LOH HLIM ST3AOW NI AINO dWNd OMH "6 HOLIMS 3uNSS3yd 39¥VHD) 40 $S0T 207 =
. — - anno
O a TG T a0 ] SNOILONULSNI 404 WOI 33§ - 039¥Nd SI ¥V TIV ONV SNVL OL GILIINNOD S| OMH TILNN (440 = 21 HOLIMS did) OMH 318YNI LON 0Q JoSNES 2L KLV oA sorviauleakel MO | oL sunssaud ot oYo > T
- . — TION | NO "NOILISOd G318VSIQ 3HL NI 3ddIHS SI OMH '8 HOLVEIN3D HILVM 10H BMH ¥
h TIMS [ 6MS ('NMOHS SV S440ONVLS OML dOL WO¥4 318VIIVAV ONNO¥9) xu:xmngw.ﬁm wunmwwuu nw_,n mgun HOLIMS 3uNSSId MOT NVd 3LVSNIONOD |||_
e D SNLVIS OMH || INIL DMH NNHAA 'X0g TOHLNOD OL SM3¥IS g SJ40NVLS Q¥VO8 WXA/WXD VIA ANNONO AYVANODIIS YIWHOASNVAL /. 109wy Nol310Nd At W vl oM HLINS vl odo wossiuanl @
— — — "2V ONY |V N3IMLI8 3IBVIIVAY 38 TIM L1OVINOD A¥Q 103 H31VM "NOLLIL0NS WAL MOT WOSNZS  dd souvavd oho
S 340 [A40 JWNMON][0 [0 |+ |[330 [ad0 [ + 0 [410 “HIAWNP (WXA) TMP H0 (WXD) IMP LND A¥OLOVS ‘ATNO NOT 8 DdW -(LNINN) Y LV TYN9IS WEVIY A%Z 9 AN LV3H LIS 83 0D HOLOVINOD / AVIEY Oo
NO 440 + NO | 440 £ NO _|d440 | € EEI “39VLIOA ATddNS LINN NVHL ¥3LVIHO ¥O TVNOJ A3LVAH I9VLIOA ONV .| SSV1D, 38 LSNW ONIMIM 39VLTIOA MO komzmmwmnww %.ﬁunwm)m_ w»n%uﬁuww »m_w O'N - $19vAN0d Av13y oo
g 440 [NO - 440 | NO Z d10 INO | T O] NO | | LINN 3HL OL ONI¥IM TOHLNOD ¥0d TVANVIN NOILV¥30 ANV ‘NOILYIITddY ‘NOILYTIVLSN| LVISL ¥0 'LVLSIQIWNH OL ¥343y 'S HOLVINDS HOSSHIANOS 93| 3N - SLoviNGD AviZy O ONRIM TVNOLLIO
~ NO_|NO | TSAL|[[NO [ NO [ 1 |['NO [NO | T O | NO “HIAWNC CMC LD ‘SNOLLNTOS 373FAAILNY ONISN NIHM "HILVM ¥04 NOILOILONd NOILIILONA dWL MOT SIAIAONA HOLSIKYIHL Idd "7 ¥vaig LU 33 e e
c NS PN TS | TS S (VP | S ES (O STTAS [aas ‘0¥31 90 40 N3 N3dO JLVINSN| *[7 0L V3T GIY HOVLLY GNV ‘|7 LV V3T 9NQ LIINNOISIQ ‘NOLLVAIIO ABOZ ¥O4 HOLIOVAYD NNY HOSSIUAWOY o8 1000 aonzios oAro | ONEIM 39 1o
“NOILVY3dO AQSZ ¥04 Q3LIINNOD 38 11IM ¥IWHOASNVEL AOSZ/802 'S o 8 8 ¥INVING LINJHID ONRIM I9VLIOA MOT Q134 ===
o0
- — WiD_ 1av WNAD__HA [LVAI_WNAD) INAD 100D . H0LOVAY) HOLOW HIMOTE WG
$300 I¥907 ANV D3N HLIM ATdWOD LSNW LINN 3HL OL ONIIM 1TV 'Z ¥olo[ M08 g o MM NN Sou 3N H01 oo
Y . S SONILLAS HOLIAS dId QuvOd DMH/NDT ATTVNYILNI 03LI3L0¥d ATIVWHIHL ¥OLOW ¥3IMOTG ANV zcmmmxkz%mwop Siovinod AEEESISY LAY fe—
T T
r | 8&£NS000896 Wzig tooczo-n i S3d ¥MD WOI/M WXA 1/09/0$2-802 0£0-900 A/H
o o
[ 1 | O




Bryant Geothermal Heat Pump Systems

The ECM fan is controlled by an interface board that
converts thermostat inputs and field selectable CFM
settings to signals used by the ECM motor controller.
Units manufactured before July 2005 have version | (P/N
69243707). Units manufactured between July 2005 and
May 11, 2009 have version Il (P/N 17B0019NO01). Fan
speeds are selected with jumpers for version | or via a
nine position DIP switch for version Il and lll. To take

full advantage of the ECM motor features, a multi-stage
thermostat should be used (2-stage heat/2-stage cool or
3-stage heat/2-stage cool).

HFC-410A packaged units built after May 11, 2009 have
a ECM controllers version Il (P/N 17B0034N01). This
controller includes logic and a relay to control the HWG
functions.

Note: Power must be off to the unit for at least three
seconds before the ECM motor will recognize a speed
change. The motor will recognize a change in the CFM
Adjust or dehumidification mode settings while the unit
is powered.

There are four different airflow settings from lowest airflow
rate (speed tap 1) to the highest airflow rate (speed tap 4).
The charts below indicate settings for both versions of the
ECM interface board, followed by detailed information for
each setting.

Cooling Settings: The cooling setting determines the
cooling (normal) CFM for all units with ECM motor.

Cooling (normal) setting is used when the unit is not in
dehumidification mode. This setting also determines the
heating CFM for GT-G (50YC) units. Tap 1 is the lowest CFM
setting, while tap 4 is the highest CFM setting. To avoid air
coil freeze-up, tap 1 may not be used if the dehumidification
mode is selected. Consult submittal data or specifications
catalog for the specific unit series and model to correlate
speed tap setting to airflow in CFM.

Heating Settings: The heating setting determines the
heating CFM for GT-PX (50YD) and GT-PG (50YE) units.
This setting is not used for GT-G (50YC) units. Tap 1 is

the lowest CFM setting, while tap 4 is the highest CFM
setting. Consult submittal data or specifications catalog for
the specific unit series and model to correlate speed tap
setting to airflow in CFM.

Auxiliary/Emergency Heat Settings: The auxiliary/

emergency heat setting determines the CFM when the unit
is in auxiliary heat or emergency heat mode. This setting

is used for residential units with internal electric heat.
When auxiliary electric heat is energized (i.e. compressor
and electric heat), the greater of the auxiliary/emergency

Residential Products Technical Guide

GT-PG ECM Control Features

or heating setting will be used. A “G” (fan) signal must be
present from the thermostat for electric heat to operate.
Consult the submittal data or specifications catalog for the
specific unit series and model to correlate speed tap setting
to airflow in CFM.

CEM Adjust Settings: The CFM adjust setting allows

four selections. The NORM setting is the factory default
position. The + or — settings adjust the airflow by +/- 15%.
The +/- settings are used to “fine tune” airflow adjustments.
The TEST setting runs the ECM motor at 70% torque, which
causes the motor to operate like a standard PSC motor, and
disables the CFM counter.

Dehumidification Mode Settings: The dehumidification
mode setting provides field selection of humidity control.

When operating in the normal mode, the cooling airflow
settings are determined by the cooling tap setting above.
When dehumidification is enabled there is a reduction in
airflow in cooling to increase the moisture removal of the
heat pump. Consult submittal data or specifications catalog
for the specific unit series and model to correlate speed

tap to airflow in CFM. The dehumidification mode can be
enabled in two ways.

1. Constant Dehumidification Mode: When the
dehumidification mode is selected (via DIP switch or
jumper setting), the ECM motor will operate with a
multiplier applied to the cooling CFM settings (approx.
20-25% lower airflow). Any time the unit is running in
the cooling mode, it will operate at the lower airflow
to improve latent capacity. The “DEHUM” LED will be
illuminated at all times. Heating airflow is not affected.
NOTE: Do not select dehumidification mode if cooling
setting is tap 1.

2. Automatic (Humidistat-controlled) Dehumidification
Mode: When the dehumidification mode is selected
(via DIP switch or jumper setting) AND a humidistat is
connected to terminal DH (version Il) or HUM (version
1), the cooling airflow will only be reduced when the
humidistat senses that additional dehumidification is
required. The DH (or HUM) terminal is reverse logic.
Therefore, a humidistat (not dehumidistat) is required.
The “DEHUM” LED will be illuminated only when
the humidistat is calling for dehumidification mode.
Heating airflow is not affected. NOTE: Do not select
dehumidification mode if cooling setting is tap 1.




GT-PG (50YE) Series

GT-PG ECM Control Features

ECM Board Tap Settings

Cooling settings: GT-PX and GT-PG Units Heating settings: GT-PG and GT-PG Units Aux/Emerg Heat settings: GT-PX and GT-PG Units
Version | |Version Il 17B0019NO1 Version | | Version Il 17B0019NO1 Version | | Version || 177B0019N01
69243707 |Version Ill 17B0034N01 69243707 |Version IIl 17B0034N01 69243707 |Version IIl 17B0034N01
Tap HP CFM DIP Switch Tap DELAY DIP Switch Tap AUX CFM DIP Switch
Setting Jumper SWi1 SW2 Setting Jumper SW3 SwW4 Setting Jumper SW5 SW6
1 1 ON ON 1 1 ON ON 1 1 ON ON
2 2 ON OFF 2 2 ON OFF 2 2 ON OFF
3 3 OFF ON 3 3 OFF ON 3 3 OFF ON
4 4 OFF OFF 4 4 OFF OFF 4 4 OFF OFF

CFM Adjust settings: GT-PX and GT-PG Units Dehum Mode settings: GT-PX and GT-PG Units

Version | | Version Il 177B0O019NO1 Version | | Version Il 177B0019NO1
69243707 |Version lll 17B0034N01 69243707 |Version lll 17B0034N01
Tap CFM Adj DIP Switch Tap Dehumid DIP Switch
Setting Jumper SW7 SW8 Setting Jumper SW9
TEST 1 ON ON NORM pins 1,2 ON
- 2 ON OFF Dehumid pins 2,3 OFF
+ 3 OFF ON
NORM 4 OFF OFF
ECM Version Il Interface Layout ECM Version | Interface Layout
C1/4" Stpade /4" Spade
onnections Connections
to CXMor ™ Thermostat
DXM Board >|:| ;Eljé ch% K% g} ;% iput LEDs g)x(n:AXéAoZ:d
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ECM Blower Performance Data

Residential
Airflow in CFM with wet coil and clean air filter Units Only
Max Fan Cooling Mode Dehumid Mode Heating Mode Aux/
Tap AUX
Model ESP Motor Settin CEM Emerg
4 640 | 800 | 400 | 500 | 620 | 400 | 640 | 800 | 400 4 800
3 600 | 750 | 375 | 470 | 590 | 375 | 600 | 750 | 375 3 750
018 0.50 12
2 525 | 650 | 330 | 400 | 500 | 330 | 525 | 650 | 330 2 650
1 450 | 550 | 280 _ 450 | 550 | 280 1 650
4 780 | 950 | 470 | 610 | 740 | 470 | 870 | 1060 | 470 4 1060
3 700 | 850 | 420 | 540 | 660 | 420 | 780 | 950 | 420 3 950
024 0.50 12
2 630 | 770 | 360 | 490 | 600 | 360 | 670 | 820 | 390 2 820
1 SAEEEEE 33 EAEERED 1 690
4 920 | 1130 | 560 | 720 | 880 | 560 | 1000 | 1230 | 560 4 1230
3 820 | 1000 | 500 | 640 | 780 | 500 | 900 | 1100 | 500 3 1100
030 0.50 12
2 740 | 900 | 450 | 580 | 700 | 450 | 800 | 980 | 450 2 980
1 660 | 800 | 400 |GG o | s | w0 1 850
4 1150 | 1400 | 700 | 900 | 1090 | 700 | 1150 | 1400 | 700 4 1400
3 1020 | 1250 | 630 | 800 | 980 | 630 | 1020 | 1250 | 630 3 1350
036 0.50 12
2 890 | 1080 | 540 | 690 | 840 | 540 | 890 | 1080 | 540 2 1350
1 ZAEEEE $ 33 EEEEE 1 1350
4 1290 | 1580 | 790 | 1010 | 1230 | 790 | 1290 | 1580 | 790 4 1580
3 1150 | 1400 | 700 | 900 | 1090 | 700 | 1150 | 1400 | 700 3 1400
042 0.50 12
2 1050 | 1280 | 640 | 820 | 1000 | 640 | 1020 | 1240 | 640 2 1350
1 920 | 1120 | se0 || oo | 0s0 | 50 1 1350
4 1420 | 1730 | 870 | 1110 | 1350 | 870 | 1520 | 1850 | 865 4 1850
- o . 3 1270 | 1550 | 780 | 990 | 1210 | 780 | 1350 | 1650 | 775 3 1650
' 2 1180 | 1440 | 720 | 920 | 1120 | 720 | 1190 | 1450 | 720 2 1450
1 1050 | 1280 | 640 _ 1020 | 1250 | 640 1 1350
4 1680 | 2050 | 1030 | 1310 | 1600 | 1030 | 1870 | 2280 | 1030 4 2280
060 - . 3 1500 | 1830 | 910 | 1170 | 1420 | 910 | 1680 | 2050 | 910 3 2050
' 2 1400 | 1700 | 850 | 1090 | 1330 | 850 | 1480 | 1800 | 850 2 1800
1 1300 | 1580 | 700 | 20 | w550 [ 70 1 1550
4 1830 | 2230 | 1100 | 1420 | 1740 | 1100 | 1830 | 2230 | 1100 4 2230
o0 - . 3 1600 | 1950 | 980 | 1250 | 1520 | 980 | 1720 | 2100 | 980 3 2100
' 2 1440 | 1750 | 880 | 1120 | 1360 | 880 | 1670 | 1950 | 880 2 1950
1 1200 | 1580 | 790 _ 1460 | 1780 | 790 1 1780

See ECM control section for details on setting taps.

Bold numbers indicate factory settings.

During Auxiliary operation the CFM will run at the higher of the Heating (Delay jumper) or AUX settings.
Airflow is controlled within 5% up to the Max ESP shown with wet coil.

Do not select Dehumidification mode if HP CFM is on setting 1.

All units AHRI/ISO/ASHRAE 13256-1 rated HP CFM Setting 3.
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GT-PG (50YE) Series

PSC Blower Performance Data

Airflow in CFM with wet coil and clean air filter

| Ean Rated | Min Airflow (cfm) at External Static Pressure (in. wg)
Mode Speed | Airflow | CFM | 0,00 | 0.05 | 0.10 | 0.15 | 0.20 | 0.25 | 0.30 | 0.35 | 0.40 | 0.45 | 0.50 | 0.60 | 0.70 | 0.80 | 0.90 | 1.00
HI 600 450 704 708 711 702 693 692 690 683 675 658 640 598
018 MED 600 450 | 602 | 601 | 599 | 500 | 581 | 583 | 585 | 579 | 573 | 560 | 547 | 492
LOwW 600 450 531 529 527 522 517 512 506 501 495 479 462
HI 850 600 965 960 954 943 931 923 914 898 882 862 842
024 MED 850 600 841 833 825 817 809 800 790 777 763 747 731
LOW 850 600 723 715 707 703 698 689 680 668 656 642 627
HI 950 750 1271 | 1250 | 1229 | 1207 | 1185 | 1164 | 1143 | 1118 | 1093 | 1061 | 1029
030 MED 950 750 1048 | 1037 | 1025 | 1016 | 1007 | 994 981 962 943 915 886
LOW 950 750 890 887 884 879 874 865 855 842 829 809 789
HI 1250 900 1411 | 1407 | 1402 | 1390 | 1378 | 1370 | 1361 | 1326 | 1290 | 1248 | 1205
036 MED 1250 900 1171 | 1164 | 1156 | 1145 | 1133 | 1113 | 1092 | 1064 958
LOW 1250 900 983 967 950 943 936 936
HI 1400 1050 | 1634 | 1626 | 1618 | 1606 | 1594 | 1583
042 MED 1400 1050 1332 | 1323 | 1314 | 1298 | 1282 | 1263 | 1243 | 1206 | 1169
LOW 1400 1050 1130 | 1109 | 1088 | 1086 | 1084 | 1066 | 1048 | 1052 | 1055
HI 1600 1200 | 1798 | 1781 | 1764 | 1738 | 1711 | 1688 | 1665 | 1630 | 1595 | 1555 | 1514
048 MED 1600 1200 1227
Low 1600 | 1200
HI 1950 1500 | 2311 | 2306 | 2300 | 2290 | 2279 1856 | 1752
060 MED 1950 1500 | 2058 | 2049 | 2039 | 2028 | 2016 | 2000 | 1983 | 1966 | 1949 | 1935 | 1920 | 1874 | 1807 | 1750 | 1670 | 1582
LOW 1950 1500 | 1868 | 1863 | 1858 | 1858 | 1858 | 1848 | 1838 | 1822 | 1806 | 1799 | 1792 | 1749 | 1699 | 1636 | 1570

Black areas denote ESP where operation is not recommended.
Units factory shipped on medium speed. Other speeds require field selection.
All airflow is rated and shown above at the lower voltage if unit is dual voltage rated, e.g. 208V for 208-230V units.
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Bryant Geothermal Heat Pump Systems

Auxiliary Electric Heat

Auxiliary Heat Ratings

Auxiliary PSJ(’:; dGl\./Il-;)Z)éls kW Rating Btuh Rating Minimum
Electric CFM
Heat Model %‘2‘ %‘;22' 230V 208V 230V 208V Required
3.8 2.9 13000 | 9900 500
438 3.6 16300 | 12300 500
AGMSA 7.6 5.7 25900 | 19400 650
AGM10A 9.6 7.2 32700 | 24600 650
AGL4A 3.8 2.9 13000 | 9900 500
AGL10A 9.6 7.2 32700 | 24600 1300
AGL15A 14.4 10.8 49100 | 36900 1350
AGL20A 19.2 14.4 65500 | 49200 1350

Black area denotes compatibility
Note: Horizontal units rated for zero clearance unit and 1" clearance for the first three feet of duct,
Vertical units rated for zero clearance for both unit and duct.

Auxiliary Heat Electrical Data

Heater Amps Minimum Circuit Amps Maximum Fuse
Auxiliary Electric Supply
Heat Model Circuit 240V 208V 240V 208V 240V 208V

AGM4A Single 15.8 14.0 19.8 17.1 20 20

AGM5A Single 20.0 17.3 25.0 21.6 25 25

AGMB8A Single 31.7 275 39.6 34.4 40 35

AGM10A Single 40.0 34.7 50.0 43.4 50 45

Single 47.5 41.2 59.4 51.5 60 60

AGM12A Dual - L1/L3 317 27.5 39.6 34.4 40 35

Dual - L2/L4 15.8 13.7 19.8 17.1 20 20

AGL4A Single 15.8 14.0 19.8 17.1 20 20

AGL10A Single 40.0 34.7 50.0 43.4 50 45

Single 60.0 52.0 75.0 65.0 80 70

AGL15A Dual - L1/L3 40.0 34.7 50.0 43.4 50 45

Dual - L2/L4 20.0 17.3 25.0 216 25 25

Single 80.0 69.3 100.0 86.6 100 90

AGL20A Dual - L1/L3 40.0 34.7 50.0 43.4 50 45

Dual - L2/L4 40.0 34.7 50.0 43.4 50 45

All heaters rated single phase 208-240V 60Hz Wire length based on one way measurement with 2% voltage drop
Wire size based on 60°C (90*C) copper conductor All Fuses UL Class K general purpose

All models 15kW or larger feature internal circuit breakers
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GT-PG (50YE) Series

Engineering Guide Specifications

General

The water source heating/cooling units shall be vertical upflow air
discharge. Units shall be AHRI/ISO/ASHRAE 13256-1 (ground-
source closed-loop) performance certified and listed by a nationally
recognized safety-testing laboratory or agency. Each unit shall be
water run-tested at the factory. Each unit shall be pallet mounted and
shipped with appropriate protective packaging to help avoid damage
in transportation. The units shall be warranted by the manufacturer
against defects in materials and workmanship for a period of 10 years
on all parts, and 10 years on the compressor and refrigerant circuit
parts with a service labor allowance for five years on refrigeration
components and two years on other parts. An optional extended
warranty is available for the GT-PG Series units, which increases the
labor allowances to 10 years on all parts. The water source units shall
be designed to operate with entering fluid temperature between
20°F and 120°F.

Casing & Cabinet

The cabinet shall be fabricated from heavy-gauge galvanized steel and
painted with an epoxy powder coating. The interior shall be insulated
with 1/2" thick, multi-density, coated glass fiber. Insulation in the air
handler section shall be foil backed for ease of cleaning. Two (vertical)
or one (horizontal) blower compartment and three compressor
compartment access panels shall be provided and shall be removable
with supply and return ductwork in place. The internal component
layout shall provide for major service with the unit in-place for
restricted access installations.

A duct collar (Field installed) shall be provided on the supply air
opening. 2" high efficiency MERV11 pleated filters shall be provided
with each unit. Units shall have filter frames. The units shall have an
insulated divider panel between the air handling section and the
compressor section to minimize the transmission of compressor
noise, and to permit operational service testing without air bypass.
Units shall be supplied with left or right air inlet.

Refrigerant Circuit

All units shall contain Puron® (HFC-410A) sealed refrigerant circuit
employing a hermetic motor-compressor, bidirectional thermal
expansion valve, finned tube tin plated air-to-refrigerant heat
exchanger, reversing valve, coaxial tube water-to-refrigerant heat
exchanger and service ports. An optional Hot Water Generator
(desuperheater) coil shall be provided.

Compressors shall be Copeland scroll type designed for heat pump
duty and mounted on dual level compressor vibration isolation.
Compressor motors shall be single phase PSC with internal overload
protection. A factory installed bidirectional filter drier shall be provided
on all models.The finned tube coil shall be sized for low-face velocity
and constructed of lanced aluminum fins bonded to rifled copper tubes
in a staggered pattern not less than three rows deep. Entire air coil
surface shall be tin-coated for corrosion protection.

The coaxial water-to-refrigerant heat exchangers shall be designed
for close approach temperatures and be constructed of a convoluted
copper (optional cupro-nickel) inner tube and a steel outer tube.The
thermal expansion valves shall provide proper superheat over the
entire fluid temperature range with minimal “hunting”. The valve shall
operate bi-directionally without the use of check valves.

The water-to-refrigerant heat exchanger and refrigerant
suction lines shall be insulated to prevent condensation at low liquid
temperatures.

Fan Motor and Blower

The fan shall be a direct drive centrifugal type with a dynamically
balanced wheel. The wheel and housing shall be designed for quiet,
low outlet velocity operation.The fan housing shall be of galvanized
steel construction and shall be removable from the unit without
disconnecting the supply air ductwork for servicing of the fan motor.
The fan motor shall be of 3-speed permanently split capacitor
(PSC) type.The fan motor shall be high efficiency and provide high
static capability, and shall include three on-motor selectable air flow
options. An optional variable speed electronically commutated
(ECM) fan motor is available with permanently lubricated ball
bearing construction, and it has no less than four operational speeds
online. The fan motor shall be isolated from the housing by rubber
grommets. The motor shall be permanently lubricated and have
thermal overload protection.

Electrical

CXM Control - A microprocessor-based compressor controller
shall be provided to monitor and control unit operation.The control
shall provide compressor and electric heater sequencing, high and
low pressure monitoring, field selectable water and air coil low
temperature protection sensing, condensate overflow sensing, over/
under voltage monitoring, and unit performance sentinel (UPS).The
control shall also provide for water valve connection, a test mode,
short cycle protection, random start-up, as well as fault LED, fault
memory, and intelligent fault retry.

The control shall employ quick attach harness assemblies for low
voltage connections to the control board to aid in troubleshooting
or replacement. An integral terminal block with screw terminals shall
be provided on the control for all field low voltage connections. A
circuit breaker protected 75VA transformer shall be employed. Line
voltage box lugs shall be provided for unit wiring. Units shall have
knockouts for entrance of low and line voltage wiring. The fan motor
and control box shall be harness plug-connected for easy removal.

Residential models shall have a dual circut-breaker protected power
block for the connection of external flow controller pump module.

Piping

Supply and return water connections, as well as Hot Water
Generator (desuperheater) connections shall be 1" FPT brass swivel
fittings which provide a union and eliminate the need for pipe
wrenches and sealants when making field connections. A thread by
sweat fitting shall be provided for connection to the water heating.
All water piping shall be insulated to prevent condensation at low
liquid temperatures.

The condensate connection shall be a 3/4" PVC glue (socket) with
internal-trap (Vertical Models).
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Accessories & Options

Whole House Dehumidification

An optional internal whole house dehumidifier shall be factory
installed, which allows the unit to operate in one of three

modes, heating, cooling, or dehumidification. Operation must include
modulating controls to provide neutral air (72°F) regardless of entering
water temperature. Requires ATP32U04 thermostat or separate
humidistat. See the Whole House Dehumidification Installation Guide/
Application Manual for more details and unit availability.

Variable Speed ECM Fan Motor

An optional soft-starting, high efficiency, variable speed fan motor
shall be provided with multiple fan speeds and dehumidification
mode to improve comfort and efficiency.

Hot Water Generator

An optional insulated heat reclaiming desuperheater coil of vented
double-wall copper construction suitable for potable water shall be
provided.The coil and hot water circulating pump shall be factory
mounted inside the unit. A high limit and low compressor discharge
line temperature switch shall be provided to disable the pump when
these conditions occur.

Cupro-Nickel Heat Exchanger
An optional corrosion resistant CuNi coaxial heat exchanger shall be
factory installed in lieu of standard copper construction.

Thermostat (field installed)

A multistage auto-changeover electronic digital thermostat shall be
provided.The thermostat shall offer 3 heating and 2 cooling stages
with precise temperature control. An OFF-HEAT-AUTO-COOL-
EMERG system switch, OFF-AUTO fan switch, and indicating LED’s
shall be provided.The thermostat shall read out in °F or °C. An
optional remote indoor sensor and outdoor sensor shall be available
on some models.

Flow Controller (field installed)

A self-contained module shall provide all fluid pumping, fill and
connection requirements for ground-source closed-loop systems up
to 20 GPM. The Flow Controller shall provide 1" pump isolation
valves and 3-way service valves. Pump heads shall be removable
from the volute for easy replacement.The Flow Controller shall

be enclosed in a polystyrene case and fully insulated with urethane
foam to prevent condensation. The Flow Controller shall have a
5-year warranty on all parts.

Auxiliary Heater (field installed)

An internal, field-installed electric heater shall provide supplemental
and/or emergency heating capability when used with the three
stage heating thermostat. (Heater is externally mounted on
horizontal units).

Hose Connection Kit (field installed)

An accessory hose kit shall provide 150psi 1” rubber hose with
brass fittings equipped with service pressure/temperature ports for
connection between the unit and Flow Controller.

Residential Products Technical Guide

Accessories & Warranty

Warranty Information

The 2010 standard warranty applies to units ordered on or after
July 1,2010. See Bryant's 2010 Limited Express Residential Warranty
Certificate CA234 for specific coverage and limitation.

Bryant residential class heat pumps are backed by a ten-year limited
warranty on all unit parts, including the following accessories when
installed with Bryant units: Flow Controllers & Electric Heaters.

Bryant goes even further to back up its commitment to quality
by including a service labor allowance for the first five years on
refrigeration circuit components and two years on all other parts,
auxiliary heaters and geothermal pumping modules.

The Optional Extended Factory Service Labor Allowance Warranty
offers additional length of term protection to the consumer by
offsetting service labor costs for 10 years.

To order this warranty, contact your Bryant distributor. This coverage
must be purchased within 90 days of unit installation. See Limited
Express Extended Labor Warranty Certificate CA235 for details.
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