FEATURES OUTDOOR
• 100% cooling capacity at -22° F (-30° C) without additional kit
• Available in 208/230V
• Built-in basepan heater
• Auto-restart function
• Refrigerant leakage detection
• Quiet outdoor operation, as low as 55 dBA
• Anti-corrosive fin coating
• Piping length 98 ft. (30m.)
• Cooling operating range -22° – 122° F (-30° – 50° C)
• Heating operating range -22° – 86° F (-25° – 30° C)

COMPATIBLE WITH:
• 40MPHA High Wall

Heat Pump With Basepan Heater
Inverter Compressor
Up to 42.0 SEER
Up to 15.0 HSPF
Sizes: 09 / 12 / 18 / 24
All Systems are ENERGY STAR® certified

KEY FEATURES
Extra-Low Temperature Heating
Heat output up to 75% of rated capacity down to -22° F (-30° C), so when it’s cold outside, it will be warm inside, making this a primary heat source and eliminating the need for a backup heat source.

Stepless Frequency Adjustment
Precise control maintains stable and constant room temperature while reducing sound level and saving energy.
### INFINITY® SERIES
38MPRA OUTDOOR UNIT

#### SPECIFICATIONS:

<table>
<thead>
<tr>
<th>38MPRA Outdoor Unit</th>
<th>Heat Pump System</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Size</strong></td>
<td></td>
</tr>
<tr>
<td>9</td>
<td>12</td>
</tr>
<tr>
<td><strong>Outdoor Model</strong></td>
<td>38MPRA09AA3</td>
</tr>
</tbody>
</table>

**Electrical**
- **Voltage, Phase, Cycle** (V/Ph/Hz): 208/230-1-60
- **MCA**: 13
- **MOCP - Fuse Rating** (A): 15

**Operating Range**
- **Cooling Outdoor DB Min - Max °F (°C)**: -22–122 (-30–50)
- **Heating Outdoor DB Min - Max °F (°C)**: -22–86 (-30–30)

**Piping**
- **Total Piping Length** (ft/m): 98 (30)
- **Piping Lift** (ft/m): 49 (15)
- **Pipe Connection Size - Liquid** (in/mm): 1/4 (6.35)
- **Pipe Connection Size - Suction** (in/mm): 3/8 (9.52)

**Refrigerant**
- **Type**: R410A
- **Charge** (lb/15.9): 3.5 (1.58)

**Compressor**
- **Type**: Rotary Inverter

**Outdoor Unit**
- **Width** (in/mm): 33.27 (845)
- **Height** (in/mm): 27.64 (702)
- **Depth** (in/mm): 14.29 (363)
- **Net Weight** (lb/kg): 107.59 (48.8)
- **Airflow** (cfm): 1,380
- **Sound Pressure** (dB(A)): 55.5

*Condensing unit above or below indoor unit

#### COMPATIBILITY:

<table>
<thead>
<tr>
<th>Indoor Unit</th>
<th>Outdoor Unit</th>
</tr>
</thead>
<tbody>
<tr>
<td>High Wall</td>
<td></td>
</tr>
<tr>
<td>40MPHAQ09XA3</td>
<td>38MPRA09AA3</td>
</tr>
<tr>
<td>40MPHAQ12XA3</td>
<td>38MPRA12AA3</td>
</tr>
<tr>
<td>40MPHAQ18XA3</td>
<td>38MPRA18AA3</td>
</tr>
<tr>
<td>40MPHAQ24XA3</td>
<td>38MPRA24AA3</td>
</tr>
</tbody>
</table>

Visit our website at carrierductless.com

©2020 Carrier. All rights reserved.
01-DLS-042-01/07/2020