INSTALLATION INSTRUCTIONS

INTERFACE RELAY KIT NAEA00101HW
HYDRONIC HEAT FOR FCM4X FAN COILS

Safety Labeling and Signal Words

DANGER, WARNING, CAUTION, and NOTE

The signal words DANGER, WARNING, CAUTION, and NOTE
are used to identify levels of hazard seriousness. The signal
word DANGER is only used on product labels to signify an im-
mediate hazard. The signal words WARNING, CAUTION, and
NOTE will be used on product labels and throughout this manual
and other manuals that may apply to the product.

DANGER - Immediate hazards which will result in severe per-
sonal injury or death.

WARNING - Hazards or unsafe practices which could resultin
severe personal injury or death.

CAUTION - Hazards or unsafe practices which may result in
minor personal injury or product or property damage.

NOTE - Used to highlight suggestions which will result in en-
hanced installation, reliability, or operation.

Signal Words in Manuals

The signal word WARNING is used throughout this manu-
al in the following manner:

A  WARNING

The signal word CAUTION is used throughout this manu-
al in the following manner:

4a CAUTION

Signal Words on Product Labeling

Signal words are used in combination with colors and/or
pictures on product labels.

INTRODUCTION

Systems that include FCM4X fan coils do not use 24VAC signals to
communicate system operation commands. System control is
accomplished through computer level commands on a system “bus”
that requires fewer low voltage interconnecting wiring. System
components that are not capable of communication through this bus
require an interface kit. This kit provides interface of the FCM4X fan
coils with Hydronic Heat equipment.

NOTE: This kit will provide the necessary interface function when
applied with ION wall control SYST0O101CW.

DESCRIPTION AND USAGE

The Interface Relay Kit consists of:
e a 22 VDC relay fitted with a rectifier circuit board that can be
mounted within the fan coil

e awiring harness that is pre-wired to the relay and
terminated with a 12-pin AMP Mate-N-Lok plug that
connects to the fan coil’'s heater control connector

¢ two No. 16 AWG stripped leads for connecting the relay
normally open contacts into the Hydronic system control
circuit

¢ two mounting screws

¢ two wire nuts

¢ instructions

The wiring harness includes an ID device (270k resistor) that is
recognized by the fan coil control as assigned to Hydronic Heat
equipment. The relay provides switching control of the Hydronic
equipment through its normally open contacts. Refer to the User
Interface literature for further configuration information.

NOTE: The relay provided with this kit may not be suitable for use
with electronic control inputs using very low level current. Review
the Hydronic equipment control power requirements prior to use of
this kit. The minimum load rating for reliable switching of the relay
contacts is 500 mA at 12VAC/VDC, additional loading may be
required. The maximum relay ratings are:

VOLT LOAD RATINGS
30 A @ 120/277 VAC resistive
1.5 HP (10 A) @ 220/240 VAC
1.5 HP (5 A) @ 440/480 VAC

A WARNING

ELECTRICAL OPERATION HAZARD

Failure to follow this warning could result in personal injury
or death.

Before installing or servicing unit, always turn off all power
to unit. There may be more than 1 disconnect switch. Turn
off accessory heater power, if applicable.

Specifications are subject to change without notice

482 01650000 1/31/19



CUT HAZARD

Failure to follow this caution may result in personal injury.

Sheet metal parts may have sharp edges or burrs. Use care
and wear appropriate protective clothing and gloves when
handling parts.

INSTALLATION

To install Interface Relay Kit part no. NAEAOO10HW:

1. Turn off all electrical supply to the fan coil and the Hydronic
equipment.

2. Remove fan coil upper door.

3. Unplug and discard the factory provided power harness that
is connected to the 12-pin heater control connector.

10.

Remove the blank plate that is installed over the heater instal-
lation opening.

Punch or drill two 1/8” (3.175 mm) diameter holes in the cen-
ter of the blank plate, 2-3/8” (60.325 mm) apart. (See Fig. 1)

Mount the relay using 2 sheet metal screws.

Replace the heater blank plate with the relay mounted to it in
its original location.

Connect the 12-pin plug to the heater control connector.

Use wire nuts to connect stripped red leads to the incoming
Hydronic equipment control power wires. (See Fig. 2.)

Use field supplied wire nuts to connect the stripped black
and yellow leads to the fan coil 240VAC power supply con-
nection.

IMPORTANT: Be sure to consult local building codes and the
National Electrical Code (NEC) for special requirements.

11.
12.

Reinstall the upper door.

Turn on electrical supply to both fan coil and Hydronic
equipment.

T

1/8" (3.175 mm) Dia.

2 3/8" (60.325 mm)

4

A07062

Fig. 1 - Relay Mounting Hole Detail
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Fig. 2 - Interface Relay Kit Wiring Schematic
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