
IMPORTANT:      To ensure �re extinguisher will
be ready when needed follow inspection and
maintenance instructions in manual and
familiarize yourself with operating instructions
on the nameplate.
Protect tag and extinguisher if exposed to
weather.

YEAR OF MFG:
SERIAL NO.:
MODEL NO.:

SERVICE/INSPECTION RECORD TAG
(REQUIRED FOR UL LISTING)

REPLACE OR RECHARGE IMMEDIATELY AFTER USE

FOR RECHARGE INFORMATION
CALL 1-800-880-6788

DO NOT REMOVE OR ALTER THIS TAG
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Plastic Strap Bracket Instructions
Instrucciones del soporte con bandas plasticas en español
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ó
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 U
sar Su

Extin
g

u
id

o
r K

id
d

e
Sig

a las in
stru

ccio
n

es
en

 la etiq
u

eta d
el frente

de su extinguidor.
U

na vez que el fuego ha sido extinguido, 
lim

pie el polvo residual inm
ediatam

ente 
para evitar corrosión.
A

TEN
C

IÓ
N

: A
nte ciertas condiciones de

tem
peratura, el polvo A

BC
 contenido en

este extinguidor (y otras unidades sim
i-

lares) puede producir daño y ser m
uy difí-

cil de rem
over en la super�cie del horno,

incluyendo los que son auto-lim
piantes.

N
o use la función de auto-lim

pieza para
elim

inar el polvo A
BC

. Extinguidores con
polvo quim

ico BC
 son recom

endados en
las areas de cocina.
A

TEN
C

IÓ
N

: Procure no respirar este polvo.
Los ingredientes del m

ism
o no son tóxicos,

pero pueden producir irritación en la piel.
En caso de contacto con el m

ism
o, lave la

parte afectada con agua fría. Si la
irritación persiste, consulte a su m

édico
inm

ediatam
ente. El nom

bre del agente
quím

ico está im
preso en la etiqueta.

Para m
ás inform

ación sobre el com
bate

contra incendio, consulte a su D
epart-

am
ento de Bom

beros local, o a la G
uardia

C
ostera de los EEU

U
. Inform

ación adi-
cional sobre extinguidores contra incendio
puede recabarse en el boletín #10 de la
A

sociación N
acional de Protección contra

Incendios (N
FPA

), denom
inado

“Extinguidores contra Incendio Portátiles”

Colocación de su Extinguidor
La aprobación de la M

arina de los EEU
U

es válida sólo con el soporte especi�cado
en la etiqueta ubicada en la parte poste-
rior de su extinguidor. Los M

odelos de
K

ID
D

E (5, 10, 110) están equipados con
un soporte de plástico que es aceptado
por La M

arina de Los EEU
U

.
G

uardia C
ostera favor de seguir las

instrucciones y diagram
as indicados

abajo para m
ontar el soporte que fue

enviado con su extinguidor.

SI SU
 EX

TIN
G

U
ID

O
R FU

E EN
V

IA
D

O
 CO

N
U

N
A

 BA
N

D
A

 D
E M

ETA
L, entonces m

onte
su extinguidor de la siguiente m

anera:
1.Ponga el soporte en una super�cie apropi-
    ada usando un tornillo de 1/4 de pulgada
    en diam

etro, ponga este  en el agujero de
    arriba de la m

ontura.
2.M

onte la banda de m
etal que le ha sido

    proveida con su extinguidor en el agujero
    de abajo de la m

ontura usando otro
    tornillo de 1/4 de pulgada en diam

etro.
3. Ponga el extinguidor en la m

ontura y
    apriete la banda para que aguante el
    extinguidor seguro en su lugar.
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A
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ERA

 Y
 U

N
A

 A
BRA

ZA
D

ERA
 D

E
M

A
N

G
U

ERA
, entonces, favor de sacar la

abrazadera por la parte de abajo del cilín-
dro, ajuste la m

anguera a la válvula del
cuerpo y coloque la punta de la boquilla de 
la m

anguera a la abrazadera de la m
anguera 

antes de poner su extinguidor en servicio.
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A
fter the �re is out, clean up dry chem

ical 
pow

der im
m

ediately to avoid corrosion.

C
A

U
TIO

N
: U

nder certain �re and heat
conditions, the dry chem

ical pow
der in

A
BC

 type extinguishers w
ill cause dam

-
age or prove extrem

ely dif�cult to
rem

ove from
 oven surfaces, including

self-cleaning m
odels. D

o not use self-
cleaning feature to rem

ove A
BC

 Pow
der.

BC
 type extinguishers are recom

m
ended

for cooking areas.

C
A

U
TIO

N
: The agent contained in this

extinguisher is not toxic, but m
ay cause

skin irritation. A
void inhaling the dry

chem
ical agent. In case of contact, �ush

affected area w
ith clean, cool w

ater. If
irritation persists, contact a physician
im

m
ediately. C

hem
ical nam

e of agent is
printed on extinguisher label.
For m

ore inform
ation on �re �ghting, con-

tact your local �re departm
ent or the U

.S.
C

oast G
uard. A

dditional inform
ation on

extinguishers can be found in the N
ational

Fire Protection A
ssociation (N

FPA
) pam

-
phlet N

o. 10, “Portable Fire Extinguishers.”
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Please follow
 the instructions and dia-

gram
s below

 for m
ounting the bracket

that w
as supplied w

ith your �re extin-
guisher. The hanger or bracket provided
w

ith the extinguisher m
ust be used. U

se 
of an extisting hanger or bracket m

ay not
properly support or retain the extinguisher. 
U

.S. C
oast G

uard approval is valid only
w

ith the m
arine m

ounting bracket speci-
�ed on the instruction label of your 
extinguisher.
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W

ITH
 A

 PLA
STIC

 B
R

A
C

K
ET A

N
D

 M
ETA

L 
STR

A
P then m

ount your extinguisher as 
follow

s: 
1.Fasten bracket to suitable 
    surface using a screw

 in the upper bracket 
    m

ounting hole.
2.M

ount the m
etal strap provided w

ith your
    extinguisher in the low

er bracket m
ount-

    ing hole using another screw
.

3.Place extinguisher into bracket and latch
    the strap to hold the extinguisher securely
    in place.

IF Y
O

U
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TIN
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A
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IPPED

 W
ITH

A
 H

O
SE A

N
D

 H
O

SE STRA
P, then slide the

hose strap over the bottom
 of the cylinder,

and secure the nozzle end of the hose to
the hose strap before placing your extin-
guisher in service.
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1016 CORPORATE PARK DRIVE
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FASTEN TAG TO EXTINGUISHER
BEFORE MOUNTING UNIT

DO NOT REMOVE THIS TAG
INSPECTION RECORD

M
an

u
al D

el U
su

ario
Lea todas las etiquetas en el extinguidor
antes de leer este m

anual del usuario

C
u

ál Extin
g

u
id

o
r U

sar
H

ay 2 tipos de extinguidores. Tipo A
BC

para usar en fuegos producidos por
m

adera, papel y telas, así com
o tam

bién
líquidos in�am

ables y fuegos produci-
dos por electricidad. Tipo BC

 para usar
sólo en fuegos producidos por líquidos
in�am

ables y electricidad. Para determ
i-

nar que tipo de extinguidor usted
posée, localice los sím

bolos  en la eti-
queta frontal. U

sar un extinguidor no
diseñado para una clase de fuego,
puede agravar el incendio. A

segúrese
de que com

prende cuál extinguidor es
el m

ás apropiado para cada clase de
fuego. Para una com

pleta protección
C

O
N

TRA
 TO

D
O

 TIPO
 D

E FU
EG

O
, elija un

extinguidor Tipo A
BC

.

In
sp

ecció
n

 y M
an

ten
im

ien
to

Para aseguar que su extinguidor esté en
buenas condiciones de funcionam

iento:
•  Lea y siga todas las instrucciones que
    aparecen en las etiquetas y el m

anual
    del usuario.
•  Inspeccione su extinguidor PO

R LO
    M

EN
O

S1 vez al m
es, o m

ás a m
enudo si

    se encuentra a la intem
perie o existe la

    posibilidad de que alguien lo haya
    usado.
•  A

segure que el extinguidor tenga su
    carga. La aguja del indicador de presión
    debe estar en la zona verde. Si está en
    las secciones roja o blanca, su extin-
    guidor N

O
 ESTÁ

 listo para ser usado.
•

C
ontrole que el gancho de seguridad

    esté �rm
em

ente ubicado.
•

M
antenga el extinguidor lim

pio.
    V

eri�que que la unidad no tenga abol-
    laduras, raspones, óxido o cualquier otro
    daño.
•

Inspeccione la boquilla de descarga.
    D

ebe estar lim
pio y libre de cualquier

    obstrucción.
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Á
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ES PR
O

D
U

C
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Á
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N
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PÉR
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N

.
Seis (6), diez (10), o doce (12) años de
garantía lim

itada (vea ab
ajo

 m
o

d
elo

s d
e

10 &
 12 añ

o
s d

e g
aran

tía)
    K

ID
D

E reparará o repondrá este producto
a su dueño original sin costo alguno, si
tiene defecto de m

ateriales o m
ano de

obra. Esta garantía no cubre daños causa-
dos por accidentes, alteraciones, m

al uso o
por no seguir las instrucciones.
    C

om
o opción K

ID
D

E devolverá el dinero
en vez de reparación o reem

plazo.
T

O
D

A
S

 Y
 C

A
D

A
 U

N
A

 D
E
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S

G
A
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A

N
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ÍA
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O
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C
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D
A
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C
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Y
EN

D
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U

A
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U
IER G

A
RA

N
TÍA

 D
E

C
O

M
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BILID

A
D

 O
 A

PTITU
D

 PA
RA

 U
N

PRO
PÓ

SITO
 G

EN
ERA

L D
EBERÁ

 LIM
ITA

RSE
A

 U
N

 PERIO
D

O
 D

E SEIS (6) A
Ñ

O
S  D

ESD
E

LA
 FEC

H
A

 D
E C

O
M

PRA
. K

ID
D

E, sus
agentes y distribuidores no serán respons-
ables o en ninguna form

a culpables por
incum

plim
iento de cualquier garantía

escrita o involucrada debido a causas o
daños especiales.
    Esta garantía le ofrece derechos legales
especí�cos y tam

bién puede tener dere-
chos adicionales que varían de estado a
estado.

La g
aran

tia d
e d

iez (10) añ
o

s so
lo

 se 
ap

lica a lo
s m

o
d

elo
s: FX

10K
, FX

110E, 
FX

210R
, FX

340H
, FX

340SW
, FX

340C
. La 

g
aran

tia d
e d

o
ce (12) añ

o
s so

lo
 se ap

lica 
al m

o
d

elo
: FX

340SC
.
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els co

m
p
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w
n
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an

u
al.

W
h

ich
 Extin

g
u

ish
er To

 U
se

There are tw
o com

m
on types of �re

extinguishers. Type A
BC

 extinguishers
�ght w

ood, paper and cloth �res, plus
�am

m
able liquid and electrical �res.

Type BC
 extinguishers are for �am

m
a-

ble liquids and electrical �res.
To determ

ine w
hich class or classes of

�re your extinguisher is designed to
�ght, locate the use code sym

bols on
the front extinguisher label.
U

sing the w
rong extinguisher on a �re

could do m
ore harm

 than good. Be sure
you understand w

hich extinguisher is
appropriate for each class of �re. For
protection against A

LL C
O

M
M

O
N

C
LA

SSES O
F FIRES, you m

ust choose a
type A

BC
 extinguisher.

In
sp

ectio
n

 A
n

d
 M

ain
ten

an
ce

To ensure that your �re extinguisher
w

ill be ready w
hen needed:

•
Read and follow

 all instructions on
    label and in ow

ner's m
anual.

•
Inspect the extinguisher A

T LEA
ST

    once a m
onth - m

ore frequently if
    exposed to w

eather or possible
    tam

pering.
•

C
heck that extinguisher is charged.

    Pointer on pressure indicator M
U

ST
    be in green section. If pointer is in red 
    or w

hite section extinguisher is N
O

T
    ready for use.
•

Be sure the lock pin is �rm
ly in place.

•
K

eep the extinguisher clean. C
heck

    for dents, scratches, corrosion or any
    other dam

age.
•

C
heck the discharge nozzle. M

ake
    sure it is clean and free of obstruc-
    tions.

D
O

 N
O

T TEST B
Y

PA
R

TIA
LLY

 D
ISC

H
A

R
G

IN
G

.
LO

SS O
F PR

ESSU
R

E
W

ILL O
C

C
U

R
.

Six, Ten or Tw
elve-Y

ear Lim
ited W

arranty
(see b

elo
w

 fo
r 10 &

 12 year ap
p

licab
le 

m
o

d
els).

    K
ID

D
E w

ill repair or replace this product
to the original ow

ner free of charge, if
defective in m

aterial or w
orkm

anship.
This w

arranty does not apply to dam
age

resulting from
 accident, alteration,

abuse or failure to follow
 instructions

supplied.
    K

ID
D

E, at its option, m
ay refund the

purchase price in lieu of replacem
ent or

repair. A
N

Y
 A

N
D

 A
LL IM

PLIED
 W

A
R-

RA
N

TIES, IN
C

LU
D

IN
G

 A
N

Y
 W

A
RRA

N
TY

O
F M

ERC
H

A
N

TA
BILITY

 O
R FITN

ESS FO
R A

PA
RTIC

U
LA

R PU
RPO

SE SH
A

LL BE LIM
ITED

TO
 A

 PERIO
D

 O
F SIX

 (6) Y
EA

RS FRO
M

D
A

TE O
F PU

RC
H

A
SE. K

ID
D

E, its dealers
and distributors shall not be responsible
or in any w

ay liable for any special or
consequential dam

ages for breach of any
w

arrant or im
plied w

arranty.
    This w

arranty gives you speci�c legal
rights, and you m

ay also have other
rights w

hich vary from
 state to state.

Ten
 (10)-Y

ear W
arran

ty ap
p

lies o
n

ly 
to

 th
ese m

o
d

els:FX
10K

, FX
110E, FX

210R
, 

FX
340SC

-2, FX
340G

W
-2. FX

340H
, 

FX
340SW

, FX
340C

. Tw
elve (12)-Y

ear 
W

arran
ty ap

p
lies o

n
ly to

 th
is 

m
o

d
el: FX

340SC
, X

L 2.5 TC
Z-4. 

Electrical
Equipm

ent

Com
puter,

copiers, ect.

Flam
m

able
Liquids

G
asoline,

heptane and
kerosene

Com
m

on
Com

bustibles

W
ood, paper,
textile,
plastic,

rubber, ect.

Th
e �

re classi�
catio

n
s

(Typ
es o

f Fire)

Th
e �

re extin
g

u
ish

er is �
lled

 w
ith

 a d
ry ch

em
ical

ag
en

t. Exam
in

e th
e extin

g
u

ish
er’s in

stru
ctio

n
lab

el to
 d

eterm
in

e th
e typ

es o
f �

re th
at can

 b
e

tackled
 w

ith
 th

is extin
g

u
ish

er.
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f �
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SERVICE/INSPECTION RECORD TAG
(REQUIRED FOR UL LISTING)

REPLACE OR RECHARGE IMMEDIATELY AFTER USE

FOR RECHARGE INFORMATION
CALL 1-800-880-6788

DO NOT REMOVE OR ALTER THIS TAG


